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PREFACE

This manual describes the operation of the Centurion 5 and Centurion 6 CNC controls. From the
operator’s standpoint there is no visible difference. Functionality is the same in both controls.
The Centurion 6 hardware offers enhanced performance, larger memory, and faster processing.
When this manual makes reference to Centurion 6, it implies Centurion 5 also.The Centurion 6
has five controllable axes in its basic configuration: X, Y, Z, A, and B. This manual assumes
that the tool moves with respect to the workpiece.

The programming portion of this manual is divided into two sections: text programming and
conversational programming. The conversational programming section is designed primarily to
explain the various menus, screen entries, and the general flow from one screen to another.
Detailed explanations of each function are described in the M and G code sections and should be
referenced there.
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AXIS DEFINITIONS

All directions are referenced with respect to the tool. The following illustrates the X, Y, and Z

directions.
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INTRODUCTION

A group of commands given to the CNC for operating the machine is called a program. By
specifying commands the tool is moved along a straight line or an arc, and machine functions
such as coolant on/off, tool change, or spindle on/off are performed.

The function of moving the tool along straight lines and arcs is called interpolation.

Linear Interpolation Circular Interpolation

X1 Yl

X0 YO X0 YO

When the commanded position to be reached by the tool is executed, the CNC moves the tool to
that position via the circular or linear interpolation modes. The position is given as a coordinate
value in a rectangular Cartesian coordinate system.

Coordinates

[+
|




INTRODUCTION

The following types of coordinate systems are available.

1. Machine system

/+

X+

MACHINE TABLE

2. Work coordinate system

WORKPTECE
COORD . ZERD

MACHINE ZERD

3. Local coordinate system

LOCAL COORD.
WORK COORD.
/ERD 7ERD

)



INTRODUCTION

The position to be reached by the tool is commanded with a coordinate value referenced to one
of the above coordinate systems. The coordinate value consists of one component for each axis,
X, Y, and Z. Coordinate values may be given in either absolute or incremental mode. In
absolute mode, the tool moves to a point the programmed distance from the zero point of the
coordinate system. In incremental mode, the tool moves to a point the programmed distance
from the current tool position.

X0 Y2 X2 Y2
3
Y
|
X
4
X0 YO X2 YO
ABSULUTE
X0 Y2 X2 Y0
Y
X
X0 YO
X=2 YO X0 Y2
INCREMENTAL






SECTION ONE - PROGRAM CONFIGURATION

By definition, a program is a group of commands given to the CNC for operating a machine. By
specifying commands, the tool is moved along a straight line or an arc, or the spindle motor is
turned on and off. In a program, specify the commands in the sequence of actual tool
movements.

Block
Block
Block

Program Tool movement sequence

Block

A group of commands at each step of the sequence is called the block. The program consists of
a group of blocks for a series of machine moves. An optional number for definition of each
move is called the block number, and the number for naming each program is called the
program number.

The block and the program have the following configurations.

Block
BLOCK

NOOOOD  GOO - XOO.0ooo YOO . oooo 200, 000 Moo SOooo- 100

— ~

SEQUENCE INTERPOLATION MISE TDDL

NUMBER FUNCTION FUNCTION [ FUNCTION
PREPARATIRY SPINOLE END OF
FUNCTION FUNCTION BLOCK

Each block begins with an optional number and ends with a <CR> carriage return.



SECTION ONE - PROGRAM CONFIGURATION

Program
JOOOO PROGRAM NUMBER
] BLOCK
l BLOCK
l l BLOCK
M30 END OF PROGRAM

Normally a program number is specified at the beginning of a program, and a program end code
(M99, M02, M30) is specified at the end of the program. Neither is required; however, it may be
advantageous to omit the program end code from programs that are used as subprograms. An
end program code is assumed when the end of the main program is encountered.

Main program, subprogram, and subroutines

MAIN PROGRAM SUBPROGRAM #1

77777777777777777777777777

ffffffffffffffffffffffff

CALLIOO!

| PROGRAM FOR
‘ | HOLE No. 1
CALL 1002 Mg
: _SUBPROGRAM #2
CALL 1001 L 01002 |
‘ | PROCRAM FIR
\ HOLE No. 2
M9
HOLE No. 1 HOLE No. 1
HOLE No. 2

HOLE No. 2

When it is necessary to machine the same pattern at many places on a part, a program for the
pattern should be created. This is called a subprogram. When a “M98" or “Call” (subprogram

call) appears in the main program, the commands of the subprogram are performed before
execution of the next block of the main program.
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Subprograms can be used to build part libraries of commonly used patterns and can reside
anywhere in memory.

Command format ranges

The basic address and command value ranges are listed in the table below. Note these figures
give the maximum numerical limit for the control. These limits will always be greater than or
equal to the physical limits of the machine. The machine limits are set via parameters in the
machine setup section of the control.

Command Format Ranges

FUNCTIONS COMMAND INCH INPUT METRIC INPUT
LETTER
Subprogram # and 0] 1-9999 1-9999
Program #
Sequence # N 1 -99999 1 - 99999
Preparatory G 0-999 0-999
function
Dimension * words XYZUVWQ 0+ 999.9999 0 £ 9999.9999
ABCIJKRP
Dwell P .01 -9999.99 .01 -9999.99
Feedrates * F .1-999.9 .1-9999
Spindle speed * S 1-99999 1-99999
Tools T 0-99 0-99
Misc. function M 0-999 0-255
Repeat or loop L 0-999 0-999

*These functions have selectable decimal positions. There may be any number of leading or

trailing places as long as the total number of digits fits in the field.
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Command formats for axes: M and G codes

Axis commands can be programmed in a calculator format. No leading or trailing zeros are
necessary. Whole numbers may be programmed without the decimal point. A decimal point
may be used with mm, inches, or second values. The location of the decimal point is as follows.

Z15.0 Z15 millimeters or Z15 inches (same as Z15)
F10.0 10 mm/min., or 10 inch/min. (same as F10)
G04 P1 Dwell for one second (same as G4 P1)

The following addresses can be used with a decimal point: X,Y,Z, U, V,W,A,B,C, [, J, K, R,
F,P,Q,AA, AB, XC,YC,E,H,L,N, O, S,and T.

Axis Min/Max Values for Standard Systems

Least increment maximum value

Metric 0.001 mm 99999.999 mm
English 0.0001 inch 99999.9999 inch
Degrees 0.001 deg 99999.999 deg

Axis positions are stored in floating point; therefore, digit commands greater than 8 will be
accepted.
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SECTION TWO - PREPARATORY FUNCTIONS (G CODES)

These codes are used if the operator is programming the Centurion 6 in the text mode or MDI
mode. They are also generated from conversational programs. It should be noted that most
programmers, particularly new programmers, use the conversational programming mode. If you
are planning to use text mode of programming, pay close attention to this section for it explains
these codes. If you are planning to use conversational mode of programming, you can skim this
section and concentrate on the conversational section.

The preparatory function code is a two-digit number preceded by the letter G. Preparatory
functions are used to determine the program operating mode and are divided into two types: one-
shot and modal. One-shot G codes are only in effect during execution of the block in which
they are present. Modal G codes establish operating modes, which remain in effect until
replaced by another mode in the same category.

The following table lists G codes accepted by the Centurion 6 control system. Each code will
have a detailed explanation later in the manual.

G Codes
Poweray  Modal  One Shot
00  Positioning X
01 Linear interpolation X X
02  Circular/helical interpolation CW X
03  Circular/helical interpolation CCW X
04  Dwell X
09  Exact stop X
10 Set data on X
11 Set data off X X
12 Clear floating zero X
17 XY plane X X
18  XZor ZX plane X
19  YZplane X
20 Inch input X X
*21  Metric input X
«22  Safe zone check on X
«23  Safe zone check off X X
24 Circular pocket clear X

" G20, G21, G22 and G23 are selectable by parameters on power up.

11
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?ga\;i_g;l Modal One Shot
25 Circular finish inside X
26  Circular finish outside X
28-30 Reference point return X
31  Ztoclearance X
32 Zto tool change X
33 Facing cycle X
34  Rectangular pocket clear X
35  Rectangular finish inside X
36  Rectangular finish outside X
39  Threading mill cycle X
40  Cutter compensation cancel X X
41 Cutter compensation left X
42 Cutter compensation right X
43 H offset added X
44  H offset subtracted X
49  Cancel H offset X X
50  Scaling cancel X X
51 Scaling set X
52 Local coordinate system set X
53 Machine coordinate system X
54  Work coordinate 1 system (G540...G549) X X
55-59 Work coordinate 2-6 system (G5#0...G5#9) X
60  Single direction positioning X
61 Exact stop mode X
63 Tapping mode X
64  Cutting X X
65 Non-movement X
68 Set rotation X
69  Cancel rotation X X
70 Cancel mirror X X
71 Set mirror X
72 Bolt hole routine X
73 Woodpecker X
74  Left hand tapping X

12




SECTION TWO - PREPARATORY FUNCTIONS (G CODES)

?(C):;:;-g;)l Modal One Shot
76  Fine bore X
77  Custom drill cycle X
78  Manual bore X
79  Custom drill cycle X
80  Cancel canned cycle X X
81 Drill X
82  Drill/dwell X
83 Peck/drill X
84  Right-hand tapping X
85 Bore X
86  Fast bore X
87  Back bore X
88  Hard tap X
89  Bore/dwell X
90  Absolute dimension X X
91 Incremental dimension X
92  Work coordinate chg. (Set fl. zero) X
93 Inverse time feed mode X
94  Feed per minute X X
95  Feed per revolution X
98  Canned cycle initial level return X
99  Canned cycle R point level return X

990  Store parameters

991  Read parameters

995 Read byte parameters
996  Set byte parameters
997  Force error

998  Beep

T R e

Note: Unrecognized G codes will cause an error 549 to occur.
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SECTION TWO - PREPARATORY FUNCTIONS (G CODES)

Interpolation functions
There are four modes of interpolation:

GO Rapid linear

G1 Feed linear

G2 Clockwise arcs

G3 Counterclockwise arcs

Positioning (G00) rapid traverse (modal)
Example: GO X3 Y2

GO0 specifies positioning in rapid traverse mode. There is no need to program rapid traverse
rates because the rates are preset by parameters. Rapid traverse rates can be overridden by the
feedrate override button on the machine operator's panel.

G00 moves the tool at a rapid traverse rate to a position in the work coordinate system for both
incremental and absolute commands.

Format: GO0 ~-;

where ~- is:  a combination of optional axis address (of X, Y, Z, A, B, C) as
X-Y-Z-A-...

The programmed feed remains in the feedrate register and can be activated by canceling the GOO
command with a GO1 command. The motions of all axes in GO0 mode will be interpolated with
all axes reaching the end point simultaneously.

END POINT
e
TOOL PATH
o Y-AXIS
START Y AX]S —

14



SECTION TWO - PREPARATORY FUNCTIONS (G CODES)

Note: The rapid traverse rate in the GO0 command is set for each axis independently by the
machine tool builder. Accordingly, the rapid traverse rate cannot be specified in the
address F. In the positioning mode actuated by GO0, the tool is accelerated to a
predetermined speed at the start of a block and is decelerated at the end of a block.
Execution proceeds to the next block after confirming the in-position. In-position means
that the axis position is within a specified range. (This range is determined by the
machine tool builder.)

GO0 mode automatically accelerates and decelerates in a linear fashion allowing the
controlled axis to start and stop smoothly. The rate of accel/decel can be changed by the
machine tool builder.

Positioning (G01) Feed travels (modal)
Example: G1 X5 Y2 (The control defaults to G1 mode at the start of each program.)

This command actuates the linear interpolation mode. The feedrate is set to a cutting feed by the
F address and is modal. An example follows.

(G91) GO1 X20 Y10 F20

The feedrate specified by the F address is the vector rate along the path; it is not the rate of each
axis.

The feedrate of linear interpolation (G01) and circular interpolation (G02, G03) are commanded
with numbers after the F address (FXXX.X).

The F address can appear anywhere in a block and specifies the rate of motion in inches or
millimeters per minute.

Tangential Feedrate Control:

The cutting feed is controlled so that speed along the tangential path is always the commanded
feedrate.

15



SECTION TWO - PREPARATORY FUNCTIONS (G CODES)

Feedrate Override:

A Y-AXIS (END POINT)
10.0 0
X—AXIS
(START POINT) 200

The per minute feed can be overridden using the feedrate override button on the machine
operator's panel by 0 to 140% (per every 10%). Feedrate override cannot be applied to functions
in which override is inhibited (e.g. tapping cycle).

Polar definition of a line

A polar line is specified by a polar radius/length (R), an angle (AB), and a polar center (AA or I,
I, K, or XC, YC, ZC).

Polar definitions are valid in any plane. The 3 o'clock position is always 0°. Positive angles
result in CCW rotation (from 0°) of the polar radius, while negative angles result in CW rotation
(from 0°) of the polar radius. Polar lines can be used when estimating lengths during trig help.
If the polar radius/length (R) or angle (AB) is not specified, the previous values will be used. If
the polar center is not specified, it is taken to be the current machine position. Some examples
follow.
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SECTION TWO - PREPARATORY FUNCTIONS (G CODES)

ANGLE FROM POLAR CENTER

Gl G617 X0 Y-I
RL AA 270 AB O
AA 0 AB 90

AA 80 AB 180

AA 180 AB 270

ABSOLUTE POLAR CENTER

Gl
R1

Gl7 X0 Y-1
XCO YCO ABO
XCO YCO ABSO
XCO YCO AB18O
XCO YCO AB270

Circular interpolation (G02, G03)

NO POLAR CENTER

Gl G17 X0 Y-1
R 1.414 AB4S

\7 AB
AB 225

AB 315

135

/ POLAR CENTER CURRENT

MACHINE POSITION

INCREMENTAL POLAR CENTER

The general command format to move along a circular arc is as follows.

G17 GO02 XY I1IJ or
G18 or XZ IK or
Gl19 GO3 YZIJK or
or
AB R
*(1) *@2)  *@Bor6)

*These numbers are referenced in the chart that follows.

XCYCR
XCZCR
YCZCR

Plane
Select Direction Radius and/or Center
G17 G2 R XC YC (or ZC)
G18 G3 R AA
G19 IJ (or K) XY (or Z) WC

R or -R

17

Gl G177 X0 Y-l
Rl I0 JI ABO
I-1 J0 ABSD
10 J-1 ABIBO
Il J0 AB270

or R or AAR F

or R or AAR F

or R or AAR F

*(4 or 5) *(7)

End point Feedrate

XY (or Z) F

AB
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Circular Interpolation

DATA TO BE GIVEN COMMAND MEANING
1 Plane selection G17 Specify arc on XY plane
G18 Specify arc on ZX plane
G19 Specify arc on YZ plane
2 Direction of rotation G02 Clockwise (CW)
GO03 Counterclockwise (CCW)

One, Two, or Three of
X,Y,and Z

End point position in work
coordinate system

3 End point G90
position mode

GI1
mode

One, Two, or Three of
X,Y,and Z

Distance from start point to end
point

4 Distance from start point

Two of I, J, and K

The signed distance from start

to center point to center R=/ (I*+J%)

Arc radius R Arc radius (if no center is
specified a center is calculated
from the start point and end
point)

(-R is the longer arc)
Two of XC, YC, ZC The signed absolute coordinates
of the arc center
Polar Definition
DATA TO BE GIVEN COMMAND MEANING
5 Arc radius R Arc radius
Start angle AA Angle from center to start

6 End angle AB Angle from center to end point
CW direction

7 | Feedrate F Velocity along arc

8 To line W, C Angle

18




SECTION TWO - PREPARATORY FUNCTIONS (G CODES)

Clockwise and Counterclockwise Directions

Y X Z /
NEE N&} NE} N&}
G2 G2 G2 G2
X Z Y X
G17 «G18 G19 *G18

The view above is from the positive direction of the Z, Y, or X axis to the negative direction on
XY, XZ,YZ, or ZX plane in a right-hand Cartesian coordinate system.

Method I
Describing an Arc Using Incremental Center

The end point of an arc is specified by address X, Y, or Z and is expressed as an absolute or
incremental value depending on G90 or G91. In incremental, the coordinate of the end point is
related to the start point of the arc. The arc center is defined by I, J, and K for the X, Y, and Z
axes. The numerical value following I, J, or K is the distance from the start point to the arc
center in X, Y, or Z axes. I, J, and K are always incremental values independent of G90 and
GI1.

The sign of I, J, and K depends on the relationship of the center to the start point as shown
below.

END POINT (X,Y)
END POINT €(X,Y) v END POINT (Z,X) ; END POINT (Y,2) M

t;a_rx // t;a_rz /// t;a_ry //
4 START POINT / START POINT g START POINT

CENTER CENTER CENTER
[ — L L e | WENTER

START POINT

Method II
Describing an Arc Using a Radius

When describing an arc using a radius value, there are a number of valid formats. The various
command formats are as follows.

G17 G02 X Y R
GI18 or X Z R
G19 GO03 Y 4 R
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SECTION TWO - PREPARATORY FUNCTIONS (G CODES)

Arc End Points

The radius is always specified as its true value. The end points are incremental or absolute
depending on G90 and G91. If a radius is used without a center point, there are two types of arcs
that can be generated. One is less than 180°, and the other is greater than 180°, as shown in the
figure that follows. When the arc exceeds 180° the radius must be specified as a negative value.

Examples:

For arc 1 (less than 180°)
G2 X6 Y2 R5 F30

For arc 2 (greater than 180°)
G2 X6 Y2 R-5 F30

END POINT

START PUINT
Y

Note: Ifthe arc cannot span the start and end points, an error 505 “radius too small to span
given points” will occur.

Method I1I
Describing an Arc Using Absolute Center and Trig Help
G17 G02 X Y XC YC R
G18 or X zZ XC z2C_ R
G19 GO03 Y Z YC Z2C_ R
End Point Center Point Radius

20



SECTION TWO - PREPARATORY FUNCTIONS (G CODES)

Trig Help will allow the programmer to estimate both the start and end points of any arc. The
control will calculate the true start and end points based on the moves preceding and trailing the
arc. Where there are two possible correct answers, the control will choose the point closest to
the estimated point. If the slope of the line entering or leaving the arc is such that no intersection
occurs, the line will be made tangent to the arc.

Examples of Trig Help follow.

Program 1
ESTIMATED

START POINT ESTIMATED
Y / END POINT

R =2

X7 Y2
(15,0)

(0,0) PROGRAMMED PATH X
Programmed path
G1 X0 YO

X4 Y4 (estimated start point)
G2 R2 XC7 YC2 X10 Y4 (estimated end point)

G1 X15Y0
Path generated by Program 1

YA

I <
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SECTION TWO - PREPARATORY FUNCTIONS (G CODES)

Program 2

ESTIMATED ARC (5,69
END POINT

ESTIMATED LINE
END POINT

Programmed path

G1 X0 YO

X2 Y1 (estimated start point)

G2 R1.5 XC2 X5 Y6 (estimated end point)
G1 X5Y0

Path generated by Program 2

(4,2)

!

(0,0 (5,00

22



SECTION TWO - PREPARATORY FUNCTIONS (G CODES)

Program 3

(0,07

Programmed path
G1 X0 YO
X7 Y6 (estimated start point)

G2 R1.5 XC4 YC2 X5 Y.2 (estimated end point)
G1 X5Y0

Path generated by Program 3

(4,2)

(0,0) (5.0) X

In general, when dealing with lines and arcs, if the line is programmed short of the arc it will be
extended to the arc. If the line is programmed past the arc it will be shortened to the arc, and if
the line does not intersect the arc it will be made tangent.
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SECTION TWO - PREPARATORY FUNCTIONS (G CODES)

Program 4

(9,8)

Programmed path

G1 X0 YO

X2.5 Y2 (estimated start point)

G2 R1 XC5 YC4 X5 Y5 (estimated end point)
R2 XC7.5 YC5 X9 Y8 (estimated end point)
G1 X9YO0

Path generated by Program 4

(7.5,5)
(5,4)
(2.5,2)
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SECTION TWO - PREPARATORY FUNCTIONS (G CODES)

Program 5

R

1(9,5)

(0,00

(g,0) X

Programmed path

G1 X0YO0

X2.5 Y2 (estimated point)

G2 R1 XC5 YC4 X5 Y3 (estimated end point)
G3 R2 XC7.5 YC5 X9 Y5 (estimated end point)
Gl YO

Path generated by Program 5

(7.9,9)
Yo R

RZ
(5,4
*

(2.9,2)

(0,0) (9,0) X

In general, when estimating arc-to-arc intersections, the easiest end points to pick are one of the
quadrant points (0°, 90°, 180°, or 270°).
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SECTION TWO - PREPARATORY FUNCTIONS (G CODES)

Things To Remember When Estimating Points

e Estimating can be used with line to circle, circle to circle, and circle to line paths.
e The center and radius of arcs cannot be estimated.

e For line-to-circle and circle-to-line, the start and end point estimates should lie on the
line; i.e. the slopes of the lines entering or leaving the arc must be correct.

e [faline intersects an arc at two points, the estimated point should be closer to the desired
point of intersection.

e [fthe above conditions are met, there is no limit on how far the estimated point is away
from the correct point.

e When estimating the intersection of one arc to another arc, the easiest point to pick on an
arc is at one of the quadrant points (0°, 90°, 180°, or 270°).

The following is a brief discussion on cutter compensation and Trig Help when Trig Help is used
to bring a line tangent to an arc.

Sample Program:

G41 DI

G65 X1 Y8

X0

Z-1

X0YO0

X2 Y6 (This line is pulled in tangent.)
G2 R3 XC7YC3 X12Y6
G1 X15Y0

Y8

X0

G65 X0 YO

70
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SECTION TWO - PREPARATORY FUNCTIONS (G CODES)

COMPED LINES

Y
X0 Y8
| COMPED LINE
COMPED L7 5,
POINT \
RIGINAL LA
/ ! + ; N

LINE L \ ‘ .

X0 YO xisvo X

TANGENT LINES

The block X2 Y6 is pulled in tangent to the arc. The cutter compensation has already taken into
consideration the previous two lines, and it has calculated the compensated point based on the
original line rather than the tangent line. The compensated path for this program will not cut the
correct part. To avoid this problem, you must verify the program with cutter compensation
off (or 0 tool radius). Note the actual tangent point (X4.8276, Y5.0690). Substitute this point
for the estimated point (X2 Y6).

This is not a problem for the other tangent line in the program.

Method 1V
Describing an Arc Using Polar Definitions

The polar definitions do not change from absolute to incremental. The center of the arc is always
considered the pole and all angles are related to it. The basic polar definition is as follows.

G17 G2
GI8 or AA AB R
G19 G3 startangle endangle radius

END

RADIUS CENTER

0,0) X
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SECTION TWO - PREPARATORY FUNCTIONS (G CODES)

The polar format for arcs can be mixed with the Cartesian formats. The following are legal
formats.

Gl17 G2 X Y AA R
end point start angle

Gl17 G2 AB XC YC R
end angle center point

Gl17 G2 1 J AB

center point

The above formats are written for the XY plane but are valid in any plane or direction. Trig Help
is only valid in polar when using an arc with valid center point and radius.

Program 1

The following programs will all produce the same part. The programming method used is totally
optional.

59973
vt (3,7) ,r3 068737

4,2929

4,2929
R4

(5,3)
(8,.3542)
(0,0) (8,0)

1. Absolute coordinates (Polar No Trig Help)

G90

Gl X0 YO

X4.2929 Y4.2929

G3 R3 AA295.53 AB357.59
G2 R4 AA77.56 AB318.59
Gl YO

X0
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SECTION TWO - PREPARATORY FUNCTIONS (G CODES)

2. Absolute coordinates (Polar Trig Help)

G90

Gl X0 YO

R1 AB45

G3 R3 XC3 YC7 ABO
G2 R4 XC5YC3X8Y.5
Gl YO

X0

Note: When using Trig Help, you must have a valid arc center and radius. That is why the G2
and G3 lines have a fixed format.

3. Absolute coordinates (Cartesian No Trig Help)

G90

G1 X0YO0

X4.2929 Y4.2929

G3 R3 XC3 YC7 X5.9973 Y6.8737
or

G31-1.2929 J2.7071 X5.9973 Y6.8737
or

G3 R3 X5.9973 Y6.8737

G2 R4 XC5 YC3 X8Y.3542
or

G2 R4 X8Y.3542

Gl YO

X0

4. Absolute coordinates (Cartesian Trig Help)

G1 X0YO0

X1Y1

G3 R3 XC3YC7X6Y7
G2 R4 XC5YC3X8Y.5
Gl X8Y0

X0

Note: Most of the dimensions are approximations; the control calculates the exact dimensions.
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SECTION TWO - PREPARATORY FUNCTIONS (G CODES)

5. Incremental coordinates

Go1

G1 X0YO0

X4.2929 Y4.2929

G31-1.2929 J2.7071 X-1.7044 Y2.5058
or

G3 R3 XC3 Yc7 X-1.7044 Y2.5808
or

G2 1-.9973 J-3.8737 X2.0027 Y-6.5195

G2 X2.0027 Y-6.5195 1-.9973 J-3.8737
or

G2 R4 X2.0021 Y-6.5195
or

G2 R4 XC5 YC3 X2.0027 Y-6.5195

Gl Y-.3542

X-8

Note: In Incremental, Trig Help cannot be used as each point is related to the current
position.

Trig Help can be shut off by setting bit 2 of the miscellaneous special flags parameter.
This may be desirable for programs generated from some Cad/Cam systems.

Corner rounding (,R)

By adding LR to the end of blocks commanding linear or circular interpolation, corner
rounding can be automatically inserted.

G91 GO1 X0 YO
X1,R.25
X1Yl1
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Angle chamfering (,C)

By adding ,C_  to the end of blocks commanding linear interpolation, angle chamfering is
automatically inserted.

G91 GO1 X0 YO
X1,C.25
X1Y1

NUTE: CHAMFERING CAN ONLY BE @
USED ON L INE-TO-L INE

@

,,,,,,,,
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SECTION TWO - PREPARATORY FUNCTIONS (G CODES)

Back line

The back line function can be used on any line command. This function reverses the direction of
a programmed line. It would normally be used when you know the end point of the line and not
its start point. The end point would be programmed and the line would be extended backwards
to the start point. All Trig Help functions are still valid when using this function.

X0YO

X3Yl1

G2 R1 XC3 YCO0 AB270
GO01 X0 YO BACK C2 W165

Back Extends line backwards from (0,0)

C2 Uses the arc intersection farthest from (0,0)
W165 Extends the line from (0,0) at an angle of 165°
X0YO0

X3Yl

G17 G2 R1 XC3 YCO AB270
GO01 X0 YO BACK CO W165

Co Uses closest intersection
X0YO0

X3Yl1

G2R1 XC3YCOX3Y-1

G01 X0 YO BACK C0O W135
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W135 This line does not intersect with the arc; therefore, the line will be rotated
until it is tangent.

X0YO

X3Yl1

X4Y0

X0 Y0 BACK CO0 or C2 W165

This example used a back line between two lines to program an unknown point.
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SECTION TWO - PREPARATORY FUNCTIONS (G CODES)

Notes on Circular and Linear Milling

The feedrate in circular and linear is equal to the feedrate specified by the F address. This
feedrate is the tangential feedrate along the arc and the vector feed on the linear moves.

Note 1: 10, JO, and KO can be omitted.

Note 2: If X, Y, and Z are all omitted — or if the end point is located at the same position
as the start point and the center is commanded by I, J and K — an arc of 360° (a
complete circle) is assumed.

G021 ; (a complete circle)
When only R is used, an arc of 0° is programmed.
GO2R _ ; (The cutter does not move.)
Note 3: The feedrate is measured along the arc after the cutter compensation is applied.

Note 4: If I J, K, and R addresses are specified simultaneously, the arc radius specified
by address I, J, K takes precedence and the R is ignored.

Note 5: The XY ZIJK R AA AB commands are retained by the control. If an
interpolation block is left incomplete, the missing axis information will be
defaulted to the value previously entered.

Helical cutting (G02, G03)

Helical interpolation is enabled by specifying another axis which moves synchronously with the
circular interpolation. That is, the tool can be moved helically.

G02 R
G17 or X Y or Z F ;

GO03 I J
GO02 R

G18 or X Z or Y F ;
GO03 I K
G02 R

G19 or Y Z or X F ;
GO03 J K
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The above formats for helical milling illustrate the general concept. Any of the previous arc
formats can be used to do helical cutting by simply adding the third axis end point to the arc
command.

— TOOL PATH

N

An F address specifies a feedrate along a circular arc. Therefore, the feedrate of the linear axis is
as follows.

Length of linear axis

Length of circular arc

Determine the feedrate so the linear axis feedrate does not exceed any of the various limit values.

Dwell command (G04)

The G4 code must be immediately followed by an FXXX.X instruction. This instruction will
then cause the program to stop or dwell for XXX.X seconds.

General Format:
G4F2.5 will cause the program to dwell for 2.5 seconds.
G4F25 will cause the program to dwell for 25 seconds.

Note: A, P, or X can be used in place of F following the G4 command.

Exact stop (G09)

Moves commanded in blocks with G09 decelerate at the end point, and in-position check is

performed. This function is used when sharp edges are required for workpiece corners in cutting
feed.
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Set data on/off (G10, G11)

This function allows all the CNC's configuration, setup, axis, and offset table parameters to be
loaded via a program rather than through the front panel. (This function is the only way to
change parameters 499 and higher from a program.) The format for loading the parameters is as
follows.

G10 Set data On

P*** = value

P*** = value P*** = parameter number
P*** = value to be loaded

P*** = value

Gl11 Set data Off

Commands other than P***= value, while in G10 mode, will give an error 543 “Illegal
G10 statement.”

When a G11 is performed, the CNC will start using the new parameter settings. Refer to
Appendix A on parameter assignments.

Clear floating zero (G12)

This function will clear the floating zeros. (G12 in a program will cancel the floating zeros, but
they are restored at the end of a program. G12 in MDI will clear the floating zeros.)

XY plane (modal) (G17)

Selects the XY plane for all polar and arc moves. This command remains in effect until switched
by another plane command. The G17 command can appear anywhere on the line. The control
always powers up in G17 Mode. The control defaults to G17 Mode at the start of each program.

XZ plane (modal) (G18)

Selects the XZ or ZX plane for all polar and arc moves. This command remains in effect until
switched by another plane command. The G18 command can appear anywhere on the line.

YZ plane (modal) (G19)

Selects the YZ plane for all polar and arc moves. This command remains in effect until switched
by another plane command. The G19 command can appear anywhere on the line.

Inch dimensioning mode (modal) (G20)

This function will cause the system to go into the inch mode. In this mode the system will accept
dimensions in inches.

Active power-up is selectable.

G20 cancels G21.
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Metric dimensioning mode (modal) (G21)

This function will cause the system to go into the metric mode. In this mode the system will
accept dimensions in millimeters (mm). In metric the actual machine position may not exactly
agree with the program position because of the conversion. Feedrate in the metric mode is in
millimeters per minute (mmpm).

Note: The CNC does a conversion - -from metric to inch and inch to metric - on all tool
offsets. This means that a 1.0 inch offset entered in the inch mode will change to 25.4 mm
when the system is switched to metric. The reverse happens for metric entries.

Safe zone on/off (G22, G23)

This control is equipped with a programmable safe zone. Any area of the machine's travels can
be designated as a safe zone. This is an area the tool cannot enter. If the tool is programmed
into this area when the safe zone check is enabled, an “attempted to move into safe zone” error
will be displayed. The safe zone is defined in the coordinate parameters. The check is turned on
with a G22 and off with a G23. Active power-up is selectable.

Autoroutines

These G codes select basic patterns which are used repeatedly in most milling applications.
These patterns are circular and rectangular finish cuts, and circular and rectangular pocket
clearing. These routines use the CNC's parametrics to input the various cutting and size dif-
ferences encountered in different applications. The following will explain each G code and give
an example of its use in a program.

All inside autoroutines must be activated with the tool at the center of the routine. Outside
autoroutines can use a G65 (no-move block) to define the center.
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Circular pocket clear (G24)

The G24 autoroutine is used to clear a circular pocket by starting in the center and spiraling out
to the programmed diameter.

Circular Pocket Clear Program

N1 G20 G90 (Inch/Absolute)
N2 G00 X0 YO (rapids to center of pocket)
N3 S1000 M3 D1 G43 H1 (spindle CW-1000 RPM, calls tool #1's offsets)
N4 F25 (X-Y feedrate)
N5 P150=1 (pocket radius)
N6 P153=.015 (X-Y finish stock)
N7  P154=.005 (Z finish stock)
N8 P155=.25 (cut width)
N9  G24 G99 G42 G2 R.1 P199=0 Z-.5 V-3 Q.2 F10
¥ *¥2 *¥3 *3 x4 X5 *6  *7 *8  *9

*1 Executes circle pocket clear autoroutine
*2 Returns Z to clearance plane

*3 CW right or "G3 G41" CCW left **

*4 .1 clearance plane

*5 P199=0 plunge for all autoroutines except

facing cycle
*6 -.5 final Z depth
*7 -3 first Z depth ***
*8 .2 Z increment, signed Z increment will use the absolute valve
*9 10 ipm Z feedrate

** For all autoroutines, G41 and G42 do the same thing: they turn cutter compensation on. The
examples shown are the correct cutter compensation direction. The control will compensate
correctly on all autoroutines if the cutter compensation is on (G41 or G42).The
climb/conventional cut is specified by G2 or G3.

**% If the first Z depth is less than the final Z depth, the first Z depth is set to the final Z depth.
Note: It is also possible to use the following.

P140=for Clearance plane
Pl141=for Final Z depth
P142=for Z initial level
P143=for Z increment
Pl44=for Ist Z depth
P145=for Z feedrate
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CW Circular Pocket Clearing CCW Circular Pocket Clearing
TOOL DOWN

TOOL DOWN
TOOL LP o150
START/END TOOL UP START/END
Block # Block Entry Info Block # Block Entry Info
N9 G2 G42 N9 G3 G41
Block 9 Selects CW circle, Block 9 Selects CCW circle
and turns ON right and turns ON left
cutter compensation cutter compensation

Circular finish inside (G25)

If a tool radius is specified, cutter compensation can be used in all autoroutines. The control will
automatically decrease or increase the tool path by the radius of the tool.
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The figure below “Inside CW Finish Circle” shows the tool path of the following program. The
figure below “Inside CCW Finish Circle” shows the same program with the change indicated in
line N9.

Circular Finish Inside Program

N1 G20 G90 (Inch/Absolute)
N2 G00 X0 YO (rapid to center of pocket)
N3 S1000 M3 D1 G43 H1 (spindle CW-1000 RPM; calls tool #1's offsets)
N4 G99 (return Z to clearance plane)
N5 F20 (X-Y feedrate)
N6 P150=1 (pocket radius)
N7 P153=0 (X-Y finish stock) **
N8 P154=0 (Z finish stock)
N9  G25G42 G2 V-3R.1P199=1F5Z-5Q.2
O A K T S T A

*1 Executes circle finish inside

*2 CW right or "G41 G3" CCW left
*3 First Z depth

*4 Clearance plane

*5 Ramp Z down

*6 Z feedrate

*7 Final Z depth

*8 Z increment

** XY finish stock and Z finish stock are zeroed at the beginning of each program.

Inside CW Finish Circle Inside CCW Finish Circle

START/ START/
END END

N9  G42 G2 selects CW N9 G41 G3 selects CCW
circle and right direction and left
cutter compensation cutter compensation
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Note: Parameter P150 is the pocket radius. If no finish stock is desired, parameters P153 and
P154 should be set to zero. The F20 programmed in N5 is the XY feedrate and the F5 in
N9 affects only the Z axis feed. Once parameters are set to a value they do not change
and can be utilized further in the program. When an autoroutine is called, any
parameters that are not re-initialized will default to the previous value of the parameter.

Circular finish outside (G26)

The G26 autoroutine is identical in operation to the G25 autoroutine except it cuts the outside of
a circular boss rather than the inside. Because the G26 needs to position to the outside of the

boss, it will use the following formula to calculate the distance from the center of the boss to the
pierce/retract point.

Distance = Circle +.1 + [3 X Tool ]
radius radius

TOOL PATH

+

BOSS RADILS BOSS RADIUS

(P 150) *
e L R T
+.050 | s \ ‘ e
., 000 RaDILS
PTERCE/RETRACT / *

POINT

Circular Finish Outside Program

N1

N3
N4
N5
N6
N7

*1
*2
*3
*4

G20 G90 (Inch/Absolute)

N2 S1000 M3 D1 G43 H1 (spindle CW-1000 RPM, calls tool #1's offsets)
F20 (X-Y feedrate)

P150=1 (Boss radius)

P153=0 (X-Y finish stock)

P154=0 (Z finish stock)

G26 G98 G41 G2 R.1 P199=0 Z-.5 V-3 Q.2 F5

¥l *2 *¥3 *¥3 x4 *5 *6 *7 *8 *9

Executes circle finish outside
Return to initial point

CW left or "G42 G3" CCW right
Clearance plane
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*5 Plunge

*6 Final Z depth
*7 First Z depth
*8 7 increment
*9 Z feedrate

QOutside CW Finish Circle Outside CCW Finish Circle

|

R+ .1+
(3 x TOOL RAO.D

|

BOSS
CENTER

BOSS
CENTER

TOOL UP/DOWN TOOL UP/DOWN
N7 G2, G42 selects CW N7 G3, G42 selects CCW
direction and left direction and right
cutter compensation cutter compensation

Reference point return (G28, G29, G30)

These commands allow the machine to be commanded to a fixed point (reference point) by first
passing through an intermediate point on the way to the reference point. First a fixed reference
point in XYZ is entered via the front panel into the reference point parameters. The reference
point is relative to machine zero. Once this point is established it will remain unchanged until
replaced by another front panel command. Each time a G28 or G30 is commanded it will return
the machine to the designated reference point. Positioning to the intermediate and reference
points are done in rapid traverse. If a G28 or G30 is executed with no axis definitions it has no
effect. If one or two axes are commanded as intermediate points, only the commanded axis will
move to the intermediate point and reference point. Once an intermediate point is programmed,
it will be remembered until the next G28 is executed (i.e. for use in a G29).

The command format is as follows.
Reference point set at X-10

YO
Z-0.1
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Example 1: G28  (No axis movement)
Example 2: G91 G28 Z0 (Zto-0.1Relative to machine zero)
Example 3: X1Y0Z-2
G28 X3 X3 then X-10 (Relative to machine zero.)
Example 4: X-3Y27-8 Z
G28 Z-7 -7 then Z-0.1 (Relative to machine zero.)
G29 Zto -7

The G29 command is the converse of a G28. G29 will return the machine to the programmed
point via the last intermediate point stored by a G28 command. The command format is as
follows.

G29 X Y zZ

programmed point

In general, G28 is used for a tool change or part loading/unloading position. It is normally used
to move to the reference point only. For example, G91, G28, Z0, Z moves to reference point.

When G29 is executed by itself, only the axis that was commanded with the previous G28/G30
goes to the intermediate point.
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Example of G28 and G29:

REFERENCE PUINT SET 70

YA X4 Y4 WITH NI WIRK
| DRSET R REFERENCE
4 POINT
31
INTERMEDTATE
5| POINT
C
1 A
| | | | | |
(0,0) \ \ \ \ \ \
1 2 3 4 o B
X1Y1 Point A
G28 X3Y2 Point B then Point R
G29X6Y1.5 Point B then Point C

G30 2nd, 3rd, 4th Reference Point Return

This function works in an identical manner to the G28 reference point return except that a 2nd,
3rd, and 4th reference point can be called. The command format is as follows.

G30 P2 X Y Z
G30 P3 X Y Z
G30 P4 X Y Z

reference point intermediate point

If no P is specified, P2 is assumed. P < 1 and P > 5 are illegal and will result in an error 542
“G30 illegal return to reference parameter on G30 block”.
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Z to clearance (G31)

The G31 function will retract Z to the clearance position. This position defaults to the last
clearance position but may be changed by editing parameter 140 or set in canned cycles with the
"R" parameter.

Z to tool change (G32)

The G32 function will retract Z to the tool change position. This position is set by the machine
tool builder but may be changed by editing the tool change coordinate parameter.

Facing cycle (G33)

The G33 autoroutine is used to face a rectangular surface. It always starts in the upper right-
hand corner of the rectangle and moves back and forth along the long side of the rectangle and
steps over on the short side of the pocket. Successive depths will raise the tool up .1" above the
current depth and rapid to the top right corner for the next depth.

Facing Cycle Program

N1 G20 G90 (inch/absolute)
N2 S1000 M3 D1 G43 H1 (spindle CW1000 RPM, calls tool #1's offsets)
N3 GO0 X1 Y2 (rapid to the center of the pocket)
N4 F20 (X-Y feedrate)
N5 P151=1 (X dimension)
N6  P152=3 (Y dimension)
N7 P155=.1 (cut width)
N8  G33 G99 G41 R.1 Z-5 V-3 Q.1 FS
¥l *¥2 *3 ¥4 x5 ke KT *Y

*1 Execute facing cycle

*2 Returns to Z clearance

*3 Cutter compensation on (G41 or G42 will do the same thing)
*4 Clearance plane

*5 Final Z depth
*6 First Z depth (If no V is specified the 1% Z depth is the clearance plane
minus the Z increment)

*7 Z increment
*8 Z feedrate

Rectangular pocket clear (G34)

The G34 autoroutine is used to clear a rectangular pocket by starting in the center and working
its way out to the finish dimensions. The operation of the autoroutine is identical to the circular
routines except that a rectangle with radiused corners is cut. The rectangular routines have the
addition of parameters P151 (X pocket dimension) and P152 (Y pocket dimension). Parameters
P150, P153, P154, and P155 retain the same meaning as in the circular routines. The X and Y
dimensions are the overall pocket dimensions, and if the corner radius is set to 0 the corners will
be cut at the tool radius.
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Rectangular Pocket Clear Program

N1 G20 G90 (Inch/Absolute)

N2 S1000 M3 D1 G43 H1 (spindle CW-1000 RPM, calls tool #1's offsets)

N3 G00 X0 YO (rapids to pocket center)

N4  F20 (X-Y feedrate)

N5 P150=.75 (corner radius)

N6 P151=4 (X pocket dimension)

N7 P152=2 (Y pocket dimension)

N8  P153=.015 (X-Y finish stock)

N9 P154=.005 (Z finish stock)

N10 P155=.5 (cut width)

N1l  G34 G99 G42 G2 R.1 P199=1Z-5V-3Q.2F5
¥ *¥2 *3 *3 *4 *5 *6  *7 *8*9

*1 Executes rectangular pocket clear
*2 Returns Z to clearance plane

*3 CW right or "G41 G3" CCW left
*4 Clearance plane

*5 Ramp Z down

*6 Final Z depth

*7 First Z depth (If no V is specified the 1% Z depth is the clearance plane
minus the Z increment)

*8 Z increment

*9 Z feedrate

START/

END CORNER RADILS
(P150)

Y POCKET ‘ ‘ ( \ | CUT WIDTH
DIM. ‘ (P155)
(P152)

X POCKET DIM.
(PLS1)

IfN11 is G42 G2, the cut direction is CW.
If N11 is G41 G3, the cut direction is CCW.

Rectangular finish inside (G35)

The G35 autoroutine is used to remove the finish stock left by the rectangular clear routine, or it
is used to remove some amount of stock around the inside of a rectangle. The G35 autoroutine
works in an identical manner to the G34 autoroutine. It starts at the center. The circle from the
middle of the autoroutine to the edge will always be along the longest side of the pocket.
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Rectangular Finish Inside Program

N1
N2
N3
N4
N5
N6
N7
N8
N9
N10

G20 G90 (Inch/Absolute)

S1000 M3 D1 G43 H1 (spindle CW-1000 RPM, calls tool #1's offsets)
G00 X0 YO (rapids to center of rectangle)

F20 (X-Y feedrate)

P150=.25 (corner radius)

P153=0 (X-Y finish stock)

P154=0 (Z finish stock)

P151=4 (X pocket dimension)

P152=2 (Y pocket dimension)

G35 G99 G42 G2 R.1 P199=1 Z-.5 V-3 Q.2 F5
¥l *2 *3 *¥3 x4 *5 *6 *7 *8 *9

*1 Executes rectangular finish inside
*2 Returns Z to clearance plane

*3 CW right or "G41 G3" CCW left
*4 Clearance plane

*5 Ramp Z down

*6 Final Z depth

*7 First Z depth (If no V is specified the 1* Z depth is the clearance plane
minus the Z increment)

*8 Z increment

*9 Z feedrate
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Block # Line Entry Info Block # Line Entry Info
N10 G2 G42 selects N10 G2 G42 selects
CW direction and CW direction and
right cutter comp right cutter comp
Inside CW Finish Inside CW Finish
Rectangular X <Y Rectangular X>Y
P151 <P152 P151>P152
i START/
END
START/
' END

N

Block # Line Entry Info Block # Line Entry Info
N10 G3 G41 selects N10 G3 G41 selects
CCW direction and CCW direction and
left cutter comp left cutter comp
Inside CCW Finish Inside CCW Finish
Rectangular Rectangular w/Circular
Comers and X <Y Corners and X>Y
P151 <P152 P151>P152
START/
END
a T START)

END
|
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Rectangular finish outside (G36)

The G36 autoroutine is used to remove finish stock around the outside of a rectangular boss. The
G36 autoroutine works in an identical manner to the G34 autoroutine. It starts in the center,
makes a rapid move to the outside of the part, then feeds the tool down. The circle to the edge is
always on the bottom side of the boss. The formula the CNC uses to calculate the distance from
the center to the feed down point is as follows.

Y =(3 X tool radius) +.1 + 2 Y pocket width

A DIMENSION CORNER RADILS
DA R 7 ¥
. P \1
Y DIMENSION j + [
[P 152] |
VR
: i DIMENSTON ‘
A W s borooe ore
TOOL PATH/ ! >\‘ ! f
TANGENT ARC
Tt
TOOL R.+.050 100
PIERCE/RETRACT

POINT

Rectangular Finish Outside Program

N1
N2
N3
N4
N5
N6
N7
N8
N9
N10
N11

G20 G90 (Inch/Absolute)

S1000 M3 D1 G43 H1 (spindle CW 1000 RPM, calls tool #1's offsets)
G00 X0 YO (rapid to X0 YO0)

G98 (returns Z to initial level)

F20 (X-Y feedrate)

P150=.25 (corner radius)

P153=0 (X-Y finish stock)

P154=0 (Z finish stock)

P151=4 (X frame dimension)

P152=2 (Y frame dimension)

G36 G41 G2 V-25R.1 Z-.5 Q.25 F10 P199=0
*1 *2 0 *¥3 k4 *5 0 *¢ *¥7  *Q

*1 Executes rectangular finish outside

*2 CW left or "G42 G3" CCW right

*3 First Z depth (If no V is specified the 1* Z depth is the clearance plane
minus the Z increment)

*4 Clearance plane
*5 Final Z depth
*6 Z increment

*7 Z feedrate

*8 Z plunge
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Block # Line Entry Info Block # Line Entry Info

N11 G3 G42 selects NI11 G2 G41 selects
CCW direction and CW direction and

right cutter comp left cutter comp

/ HENTER / CENTER

oL UP/DOWN TOOL UP/DOWN

Outside CCW Finish Outside CW Finish

Threading (G39)

The G39 autoroutine is used for cutting threads. It is possible to program either internal or
external threads. G39 works on the same principles as the G25 circular finish inside and the
(326 circular finish outside. If internal threads are programmed, G39 autoroutine starts at the
center and moves as in the following diagrams.

Internal/Right Internal/Left

START/
END

START/
END
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For internal threads, the start point is the center of the thread for cutter compensation both on and
off. If external threads are programmed, it starts at the center and rapids to the feed down point
using the following formula for cutter compensation off.

X = thread radius + [2 X tool radius] + 0.1

Cutter compensation on the control uses the following formula to calculate the feed down point.
X = thread radius + [3 X tool radius] + 0.1

For external threads the machine will move as in the following figures.

External/Right External/Left

START/ START/
END END

Polygon Cycle (G666)

The G666 autoroutine is used for cutting polygons (equally sided shapes), such as triangles,
squares, pentagons, hexagons, etc.

The polygon cycle can be used to cut inside or outside. The inside polygon starts in the middle
and spirals to the shape, then cuts the polygon and spirals back to the center. Outside polygons
must be positioned to the center (or use the G65 X Y to specify the center). The move
from the center to the outside uses the same formula as the circular finish outside or the
rectangular finish outside, for the framing polygon cycle.
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Inside polygon program

GO0 X2 Y3 (Center)

F20 (XY Feedrate)

P126=2 (Radius to the corner)

P127=0 (Angle to the 1* corner)

P125=6 (Number of sides)

P128=.3 (Corner radius)

P132=0 (Inside/outside)

G666 G99 G3 G41 R.2 P199=1 Z-1 V-.1 Q.2 F10
*1 *2 *3 *3 x4 X5 *6 *7 *8 *9

*1 Executes the polygon cycle

*2 Returns to the clearance place
*3 Climb cut CCW/left
*4 Clearance plane

*5 Ramp Z down
*6 Final Z depth
*7 1* Z depth

*8 Z increment
*9 Z feedrate

The above program creates the part below.
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QOutside Polygon Program

G0 Z2

G65 X2 Y3 (Center)

F20 (XY Feedrate)

P126=3 (Radius to the corner)

P127=60 (Angle to the 1* corner)

P125=3 (Number of sides)

P128=.1 (Corner radius)

P132=1 (Inside/outside)

G666 G98 G2 G41 R.1 P199=0 Z-1 V-2 Q.2 F5

*1

*1
*2
*3
*4
*5
*6
*7
*8
*9

Executes the polygon cycle
Returns Z to the initial position
Climb cut CW/left

Clearance plane

Plunge Z down

Final Z depth

1*' Z depth

Z increment

Z feedrate

The above program creates the part below.
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N1 G20 G90 (Inch, Absolute)
N2 G0 X0 YO (Rapid position to X center, Y center
for internal)(use a G65 for external)

N3 F100 (Feedrate)

N4  PI21=0 (Angle of taper specified by the half angle or angle with the
centerline, 0 for a straight thread)

N5 P122=10 (Threads per unit)

N6 Pl23=1 (1 for internal threads, 2 for external threads)

N7 P125=.03  (Diameter increment/decrement, zero for a single pass)

N8 P126 =2 (Final Diameter for multiple passes)**

N9 P127=0 (X center)

N10 PI128=0 (Y center)

N1l PI50=1.91 (Diameter for a straight thread, start diameter for tapered
thread and multiple passes)

N12 G39G42G2Z-1 VOR.1

¥ *2 X3 k4 x5 %G

*1 Executes thread milling cycle

*2 Cutter compensation [Off(G40), Left(G41), Right(G42)]***

*3 Thread direction (G2 right, G3 left)***

*4 Final Z depth (P141)

*5 1* Z depth [(P144, If no V is specified, the control calculates the 1% depth
to be P140 (the clearance plane) minus P143 (the Z increment)]

*6 Clearance plane (P140)

**For multiple passes on internal threads, the final diameter must be larger than the start
diameter. Conversely, for multiple passes on external threads the final diameter must be smaller
than the start diameter.

*#*The correct combinations of cut direction and cutter compensation are:
G42 G2 for internal right threads.
G41 G3 for internal left threads.
G41 G2 for external right threads.
G42 G3 for external left threads.

Cutter compensation (G40, G41, G42)

G40  Compensation Off
G41  Left Compensation
G42  Right Compensation

This section will explain how the cutter compensation works and give suggestions on how to use
it optimally.

Cutter compensation is the displacement of the tool path — perpendicular to the programmed path

— by the amount equal to the cutter radius. The programmed path can be figured by the
programmer for a zero tool radius. If the parts program is written for a zero tool radius, i.e.
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directly off the print, then by entering the actual tool radius into the system and activating cutter
compensation, the operator can make the control calculate the displaced path.

Throughout the program the control keeps a record of the previous programmed point, the
current programmed point, and the next programmed point along the tool path.

With two geometries such as a line and an arc, the cutter radius, and whether it is a left or a right
compensation, the control can calculate the current compensated point. The control will also
employ its Trig Help function discussed earlier to connect lines and arcs during cutter
compensation.

After each successful calculation of a compensated point, the current programmed point becomes
the previous programmed point, the next programmed point becomes the current programmed
point, and a new programmed point is read up to become the next programmed point. This
mechanism is repeated until the end of the program is reached. This sequence should be
understood clearly, for it will clarify many points that occur later concerning how the
compensation works.

The compensation in this control is intersectional. Given the three points mentioned above, the
control calculates the intersection of the compensated path between the previous and the current
programmed points and the compensated path between the current and the next programmed
points. These paths can be a mixture of straight lines and arcs.

Because of the intersectional nature of the compensation package, there must be an intersection
of all the displaced paths for the system to work. If there is no intersection between two paths,
the control will give an error 507 or 509.

Note: All cutter compensation examples are shown without Z axis moves.

To see how cutter compensation is done, it is useful to select the F6 (Both) key
when verifying a part.
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Explanation of How Displaced Tool Paths Cannot Have an Intersection

PROGRAMMED PATH

************* COMPENSATED PATH NO INTERSECTION |
ERROR #507 WILL
RESULT -
® e
©) @ ®
@
@ @
(a) Path of a cutter with (b) Path of a cutter with
0" tool diameter non-zero tool diameter

The solution of the above part is to introduce a 00.0001" chamfer or round corner at Point 5
between the non-intersecting surfaces.

Explanation of How a 00.0001" Chamfer Should Be
Introduced to Solve a Non-intersection Problem
Note: The “,C” used to chamfer can only be used between two lines.

®
®
@ _@ o
©),
@ @
START (N)
PATH OF A CUTTER WITH PATH OF A CUTTER WITH
0 IN. TOOL DIAMETER NON-ZERO TOOL DIAMETER

In some cases the system will find an intersection, but it will be unreasonably far away from the
part. Again, in such cases, a 00.0001" chamfer or round corner should be inserted to solve this
problem.
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Outside "V" Cutter Compensation

| ’
3 ' ®
| S
N @
STACRDT o @

Note: Compensation point (4') is displaced more than the tool radius away from (4).

The figure below shows how a 00.0001" chamfer or round corner added at point (4) has saved an
unnecessary departure.

QOutside "V" Cutter Compensation Solution

0001 CHAMFER

T IS ADDED
®

The figure below shows how the compensated point for an inside "V" will stay away from the
programmed point by more than the tool radius.
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Inside "V" Cutter Compensation

Note: The tool stays away from the programmed point (2) by a distance more than the tool
radius. If the compensated point (2') was any closer to (2), the tool would gouge the
sides of the part.

Sample part exercise

As the system requires three points to generate a compensated point, care should be taken when
the cutter compensation is turned on or off.

The magnitude for the axis movement for leaving or entering the part must be greater than the
amount of cutter compensation expected. The following figure under Step 1 shows that the
machine position at point (1) is identical for both the compensated as well as the uncompensated
tool path. This is because the first point cannot be compensated as it has no previous point to
make up a three point set for the compensation routine. Therefore, the compensation should be
turned on before the tool enters the work.

For ease of programming, the tool should enter and leave the part perpendicular to the part
surface. This is not a strict requirement, but it simplifies understanding how the cutter
compensation will behave entering and exiting the workpiece. If in doubt about how the
displaced tool path will look, it is advisable to rough sketch, by hand, lines parallel to the part
surface from start to end or use the F6 (Both) key when verifying. Often problems will become
apparent immediately.
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Determining How the Compensated Path Will Look

Step 1. Sketch actual part and label points in sequence.

@ ©

©) ®

@

©® © ®
START
o

END POINT

@

STEP 1

Step 2. Sketch lines displaced by tool radius away from part surface from point 1 to
point 11.
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Step 3. Check to verify all paths in the sequence intersect. If yes, then (except for the
start and end points) connect the displaced path and label points of intersection.
If even one intersection cannot be found, the part will not run unless the error is
corrected.

® STEP 3

Step 4. Since points 1 and 11 do not have two points on either side, they will be the
uncompensated points. Therefore, connect them to their neighboring
compensated points to arrive at the actual displaced cutter path.
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Step 5.

The above displaced path is what the system will trace if the part is run.
However, a problem has become apparent from the rough sketch.

Note that the lower left-hand corner will be left uncut because the tool going
from (1) to (2) will leave a small notch of uncut material. A similar case is
obvious in the tool path from (10) to (11). There again the corner will be left
uncut.

The solution is to rearrange the start and end points so that the corner is properly
cut.

S| ©
©
©
S)
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Step 6. Note how points 1, 2, 10, and 11 have been moved slightly. The result will be
as follows.

STEP B

Note: It is now seen that when the tool moved from (2) to (3), and (9) to (10), the corner will be
properly cut.

In Step 6, the cutter compensation was turned on by using the G41 command for turning on left
cutter compensation at point (2) and turned off by using the G40 command at point (11).

Notes on Steps 1-6

Note 1: Points (1) and (11), being the start and end points, were chosen so that they lie
sufficiently away from the part surface. Sufficient implies a distance more than
the total expected compensation.

Note 2: Circle at (9) and (8) points to complications that will arise if the tool radius is
too large. As the radius is increased, (9) and (8) will keep moving closer
together until, at one point of the radius, they will become identical. If the
radius is increased further, the tool radius will have become too large to make
the circle and the system will give an error telling the operator that an inter-
section cannot be found at that line.

Note 3: If a compensated path can be successfully sketched by hand, then it will run on
the system. However, if the sketch yields a missing intersection, the control will
give an error 507 or 509.

Note 4: Until the operator becomes familiar with cutter compensation, it is advisable

that rough sketches be made for the compensated path before the part is run as
a program.
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Note 5: Cutter compensation is shut off at the start of each program.

How To Compensate for a Cavity

If the part is a cavity, then the start and end points will have to change. Simply changing the
G41 to G42 (right cut) will not help. This is because the tool will still come down on the part.
The reason for that is as explained earlier: the system uses the previous, current, and the next
programmed points to calculate its compensation. This procedure does not occur at point 1 and
point 5.

Relocation of Points 1, 2, 10, and 11 for a Cavity

@ @

************************************

,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,

O G @

In the above figure, the tool should be brought down at point 1 and taken back up at 5.

The purpose of adding point 1a is to give advance information to the system about line 4 to 5.
The length of 1a to 1 can be as small as 00.0001". It is important to note that for the correct
advance information the slope of 1a to 1 has to be the same as the slope of 4 to 5. In this case
the slope is zero.

Similarly, the purpose of adding point 5a is to give past information to the system about line 1 to
2. Again, the slope of 5 to 5a has to be the same as the slope of 1 to 2.

Regardless of the cutter radius, the tool can now be brought down on the corner at (2) and
brought back up at 5.
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Programming with Cutter Compensation

When programming with cutter radius compensation, the first and last move the cutter makes
should be done off the part per the figure below. The movement made prior to cutting should be
at least the distance of the cutter diameter being used.

Block # Block Entry Info
N1001 GO X-1Y-1
N1002 G41 X0 D1 (D offset = tool radius)
N1003 G1Y3F10
N1004 X3.5
N1005 G3R.5XC4YC3X4.5Y3
N1006 G1 X6.8
N1007 Y2
N1008 X4.5Y0
N1009 X-1
N1010 G40 Y-.5
Ol
— % ——

L CUTTER PATH

i S - - PROGRAMMED
@D

ACTUAL
COMPENSATED PATH

No-movement (G65)

The G65 is used for starting and ending cutter compensation. The G65 code placed on a line with
coordinates will cause these coordinates to be used for cutter compensation points but skipped
during machine movement.

G65 X Y Z The machine will not move to the XYZ coordinates.

Note: G65 can use polar move as well as Cartesian coordinates.

G65 R AB
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G65 will allow the programmer to turn cutter compensation on and get the tool to drop or retract
at a specific point without doing any extra moves. Generally the no-move point would be chosen
to be a point on the part that directly precedes the tool down point. On a tool retract, the no-
move point would be a point on the part directly after the tool up point. The no-move point does
not have to lie on the part, but points on the part generally work the best. The following sets of
figures under “Starting and Ending Cutter Compensation” show various tool start and retract
positions given different no-move points, which are indicated by the dotted line (---). Point 2 is
the desired tool start or retract point. Point 1 is the no-move point in the cutter compensation on
(pierce) case, and Point 3 is the no-move point in the cutter compensation off (retract) case. If
cutter compensation is turned on or off using the following format, the tool up and down position
can be easily predicted.
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Starting and Ending Cutter Compensation

G41 Tool Left

D1 = Tool Radius (Previously Set in D1)

PIERCE
1=point on part before pierce point
2=pierce point
3=first cut move

G41 DI 1
GBS X0 Y1
X0 YO
X1 YO

T00L DOWN

—— — -8

G41 D1
GBS X-1 Y1 RN

X0 YO SO g

X1 Y0 2

G41 D1
GBS X-1 YO

X1 Y0 1 2

G41 D1 ( q‘

G65 X0 Y-1 2 3
X0 YO0
X1 Y0

G41 01 ol
GBS X1 Y1 .

X0 Y0 2 3
X1 YO ——

RETRACT

1=last position before retract
2=tool retract position
3=point after retract

TooL uP

66

(41 PREVIOUSLY ON
X0 Y1

X0 YO

GBS X1 YO

40

41 PREVIDUSLY ON
X-1 Y1

X0 YO

G65 X1 Y0

40

G41 PREVIDUSLY ON
X-1 Y0

X0 YO

GBS X1 YO

40

41 PREVIOUSLY ON
X0 Y-1

X0 YO

GBS X1 YO

40

41 PREVIDUSLY ON
XL Yl

X0 YO

G65 X1 YO

x40
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G42 Tool Right
D1 = Tool Radius (Previously Set in D1)

PIERCE
1=point on part before pierce point
2=pierce point
3=first cut move

RETRACT
1=last position before retract
2=tool retract position
3=point after retract

I
642 Ol | G42 PREVIOUSLY DN
GES5 X0 Y1 | X0 Y1
X0 Y0 - pp— X0 YO
X1 Y0 - 3 -~ ---=3 65Xl YO
,d GAD
TOOL DOWN

TOOL WP

G42 PREVIOUSLY ON

G42 DI [~ N
GBS X-1 Y1 S e : . X-1 Y1
X0 Y0 >3 3 2 ; X0 Y0
"(f? * NS T GBS X1 YO
X1 Y0 ~ N o
ca0 Dl G42 PREVIOUSLY ON
X-1 Y0
L G . 2773 x0v
G65 X1 YO
X1 Y0 o
642 D1 2 3 Dy = — - 3 G42 PREVIOUSLY ON
G65 X0 Y-1 \C X0 Y-1
X0 YO | X0 YO
X1 YO w G65 X1 YO
¢ | 540
642 Dl /”1 ! G42 PREVIOUSLY ON
GBS X1 Y1 7@772/ . ”27”*3 X1 Y1
X0 Y0 cA = X0 Y0
X1 Y0 > — Q — 665 X1 YO
G40
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Sample Program for Enter-Exit Cutter Compensation

GO X-5Y1

G41 D1 F10
G65 X0 Y1

X0YO

Gl Z-1

X1

Y1

X0

YO

G65 X1 YO0
G40 GO Z0

part load/unload point
cutter comp. on offset #1
no move compensation point

tool down

cutter comp. off no move exit point
tool up

(0, 1) e '

(1,0

100 UP - AND DOWN

Note that the tool enters and exits the part tangent to both walls because of the G65 lines.

Note I:

Note 2:

Note 3:

Note 4:

Notes on Cutter Compensation

Turning compensation on can be done both in a block without axis movement or
in a block containing axis movement.

There is no restriction on how many successive blocks can have no axis

information.

There is no restriction on how lines enter and leave arcs. They can have any
angle of intersection as long as an intersection exists.

Given the correct centers and radii for two intersecting circles, the system
automatically checks and corrects the programmed point of intersection, i.e.

Trig Help.
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Note 5:

Note 6:

Note 7:

Note §8:

Note 9:

Note 10:

Note 11:

All autoroutines use the present axis position as their center. For this reason it
should be made sure that the cutter compensation is turned off in a program
using these routines so that the axis can position to the programmed center. If a
compensation center is used, the entire pocket will be shifted.

If the programmed point rather than the compensated point is desired, a G40
command should be added to the block containing that point. The G40 could
have been a part of the previous block, providing that block had no axis
information.

Similarly, if the point after the desired programmed point is to be compensated,
a G41 or G42 should be added to the block containing that next point or to any
non axis command block between the two.

Roughing and finishing passes can be easily made by first entering a tool radius
value larger than the actual measured tool radius by the amount of stock to be
left on the part for the finish pass.

When the program is run, the resultant part will be oversize. However, by
entering the actual cutter radius into the system and running the program once
more, the finished part size will be obtained.

Thus by entering a larger or smaller tool radius, the part can be made under or
oversize.

In general, when using cutter compensation, no inside feature on the part can
be smaller than the tool radius. This includes such things as slots, arcs, and
vees. If a part contains such features, they should be replaced by straight lines,
cutter compensation should be turned off, or a smaller tool should be used.

Cutter compensation can be shut off by setting the special flag parameter to 4.

A G41 with a negative tool radius is the same as a G42 with a positive tool
radius.

Note 12: A G42 with a negative tool radius is the same as a G41 with a positive tool

radius.

69



SECTION TWO - PREPARATORY FUNCTIONS (G CODES)

TOOL /\
v v

In the above cases, the tool will back up as it tries to place itself tangent to the walls of the slots

orv.
TooL

This case will give a “compensated line/arc do not intersect” error.

Auto cutter compensation (G45, G46, G47)

The automatic cutter compensation commands, G45 (auto left), G46 (auto right), and G47 (auto
off), work primarily like the normal cutter compensation commands using the previous, current,
and next programmed points to calculate the current compensated point. They only differ in the
way the first and final programmed points are compensated. The control automatically
calculates the previous programmed point for the first compensated point and the next
programmed point for the final compensated point. These points are calculated so the
compensated path will begin and end at points the cutter radius away from the first and last
programmed point on either the left (G45) or the right (G46) side of the programmed path.
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Sample Programs

Cutter comp on using a G4

X-1 Y1
G41 X0 YO
X1l Y2
X0 YL.5

Cutter comp on using a G45

X-1Y1
G45 X0 YO
X1Y.2
X1.1Yl1
X0YLS5

X171
{uncomped)
Xoyo
comped using the previous(Z-1 T 1)
and the next (31 Y2)
-1 Tl
[Lhocriaed)

070 (cow ped at 50 d=grees?
Tarag the next peirt 7321 Y 20
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Cutter comp off using a G40

X-1Y1

G41 X0 YO
X1Y.2

G40 X1.1 Y1
X0Y1.5

H1 Y 2 {using the intersection of the comped line (X0 Y010 X1 Y 2) and the uncomped
line 1Y 2t 11T

Cutter comp off using a G47

X-1Y1

G41 X0 YO
X1Y.2

G47 X1.1Y1
X0Y1.5

HK1T.2 (using the 90 degree comped
line GI0 Y010 1Y .2)
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Tool length offset (G43, G44, G49)
A tool length offset is activated using a G43 or G44 command.

Command format:

G43 V4 H ;  (Zmoves to dimension selected
G44 referenced to tool length offset
or selected by H)
G43 H ;
G44
or
G43 H10; 1st offset
H14; 2nd offset
H13; 3rd offset
H15; 4th offset

The direction of the offset is controlled by G43 and G44; the magnitude of the offset is set by the
offset value in the H table.

(G43 is a + offset (value in H table is added to axis)
G44 is a - offset (value in H table is subtracted from axis)

Once a G43 or G44 offset is activated it will remain in effect until canceled by a G49 or changed
with another H offset. The H offsets can be changed throughout the program without canceling
the previous offset with a G49 or HOO. The new H offset will automatically take effect in either
the G43 or G44 mode, whichever is active at the time the new H offset is executed. The offsets
for the current tool are active at the start of all programs and any H offsets before G43 or G44
will zero out the tool offset. After a G49 or H6 is executed, H offsets are ignored until a G43 or
G44 is executed. The H offsets will always be added to the axis perpendicular to the current
plane at the time the H offset is activated.

G17 XY plane H add/sub Z axis
G18 XZ plane H add/sub Y axis
G19 YZ plane H add/sub X axis

If an H offset is activated in the G17 XY plane and then the plane is switched to G18 XZ plane,
the offset will remain in effect and still be added to the Z axis. However, if another H offset is
activated while still in the G18 XZ plane, it will be added to the Y axis. Both offsets will be in
effect, one on the Z axis and one on the Y axis, until they are canceled by a G49 or changed by
another H offset.
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H offsets set via front panel commands

HOl=1.5
HO02 =-5
HO03 =-1.25
HO04 =5

Various program lines and results

G17 G43 H1

G90 Z0 Z moves to 1.5 (from home)
Z1 H3 Z moves to -.25 (from home)
G44 H3

70 Z moves to 1.25 (from home)
H4

Z0 Z moves to -5 (from home)
G19 G43 H2

X0 X moves to -.5 (from home)
HO

X0 X moves to 0 (from home)
G49 X0 20 Z moves to 0 and X moves to 0 (from home)

G90 and G91 modes have no bearing on how the H offsets are added/subtracted to the final axis
position.

Cancel scaling (G50) Set scaling (G51)
Scaling can be commanded at any time during a program by using the G51 command.

Command format:

G51 1 J K X Y Z

I, J, K are the scaling center. If1, J, K are not specified in the G51 line, the scaling center will
default to the last center used. The scaling center is set to 0 at the start of each program and after
a G50.

X, Y, Z are the scale factors for each axis. The range of each scale factor is £999.9999 to

+000.0001. The scale factors, once set, remain in effect until changed or canceled by a G50. At
the start of each program all scale factors are set to 1.

74



SECTION TWO - PREPARATORY FUNCTIONS (G CODES)

Note I:

Note 2:

Note 3:

Note 4:

Note 5:

P4

\( A AN P - P 3
~ P4 S
N - R ) B - P3 /
%P0
CPL P2 T
Pl P2
X

P1-P4  original program no scaling

P1'-P4"  scaled program

PO scaling center

Notes on Scaling

Once set, scaling remains in effect until canceled by a G50.

If arcs are being scaled, the primary axis scale factors are used.

G27, G28, G29, G30, and G92 are not affected by the scale factors.

To scale all axes to the same scale factor use G51 P.

G50 set scale factors to 1 and scaling centers to zero.

75



SECTION TWO - PREPARATORY FUNCTIONS (G CODES)

Coordinate systems

Machine zero is a fixed point on the machine. The machine tool builder normally decides the
machine zero point. A limit switch and encoder marker pulse on each axis sets it.

The machine zero point is established when the F1(Home) command is first executed. Once the
machine zero point is established, it is not changed by reset, coordinate system call (G54-G59),
coordinate system shift (G92), or local coordinate system setting (G52).

Software limits are set by using the machine zero point.

Machine coordinate system (G53)

A G53 code preceding any XYZ move will cause those dimensions to be relative to the machine
zero point.

i
| Pl
D e T )
0| P2 ]
[ ‘ |
82 UR COURDINATE
(L54-59 SYSTEM
P3 | |
O | | _—
MACHINE : 2
/ER[
COORDINATE
SYSTEM
X1Y1 move to P2
G92 X0 YO
X1Y1 move to P1
X-1Y-1 move to P3
or

G53X0Y0 movetoP3
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A coordinate system used to align the work part dimensions to the machine's programs is called a
work coordinate system. The work coordinate system is set by either of the following methods.

1. using a G92 command

2. using a G53 command

3. using G54 -G59 commands
4. using A G52 command

Work coordinate systems (G54 - G59)(G5#0...G5#9)
The dimensions of the work coordinates are always relative to the G92 Floating Zero Point. To

set a work coordinate system, press F7 (Parms) - F2 (Coord). The work coordinate menu will
appear allowing you to enter the offset coordinates for each work coordinate system. The Home
Position offsets are parameters which shift all coordinate systems relative to the Machine Zero
Point. Normally the Machine Zero Point and the Home Position are the same.
The following extended work coordinate systems are available.

G540 - G549

(60 total work offsets)
G590 - G599

Note: G540 - G590 are the same as G54 - G59

G55 X1Y1 moves to X1 Y1 in work offset 2
G59X1Yl1 moves to X1 Y1 in work offset 6
G54 is always the power on coordinate system

Note: G54 - G59 offsets are not zeroed on power-up or after homing. The control will remain
in the selected coordinate system until another G54-G59 is executed.

Local coordinate system (G52)

The G52 command is similar to the G92 command in that it uses the current coordinate system
zero as its reference point instead of the current machine position (G92). When using the G52
command, think of it as “shift the work coordinate by”

X Y Z

Notes on Local Coordinate System

Note 1: A G52 is modal; therefore it will affect all coordinate systems once set.

Note 2: To cancel a G52, enter G52 X0 YO0.
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Note 3: G52 offsets are not affected by the position of the machine. G92 offsets
are affected by the position of the machine.

Note 4: G52 offsets are zeroed on power-up, after homing and after any G92

command.

HOME

P4

P3

2 ® [LRRENT MACHINE

PUSITION AT START
P2

LOCAL CODORDINATE
SYSTEM

|
\
I 2 3
G55 WORK SYS 2

PUSITION

MACHINE ZERD

POINT

G55
X2Y2
G52 X1 Y1
X1Yl1
X2Y2

Using G92

G55
X2Y2
G92 X1Y1
X1Yl1
X2Y2

moves to P3

sets zero at P2 dim. rel. P1
stays at P3

moves to P4

moves to P3

sets zero at P2 dim. rel. P3
stays at P3

moves to P4
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Single direction or one shot rapid positioning (G60)
For accurate positioning without backlash, positioning from one direction is available.

j OVERRUN
. \ :T
START POINT

END POINT
G60 X Y

G60 is a one-shot G code and is used in place of G0O.

Notes on Single Direction Positioning

Note 1: The amount of overrun is pre-set by the machine tool builder.
Note 2: Overrun direction is not affected by mirror imaging.

Note 3:  If "GO0 unidirectional approach" was set by the machine tool builder, the
same positioning sequence would happen with each GO0 move.

Exact stop mode (modal) (G61)

When G61 is commanded, deceleration is applied to the end point of the cutting block and in-
position is performed per block thereafter. G61 is valid until G63 (tapping mode) or G64
(cutting mode) is commanded.

Tapping mode (modal) (G63)

When G63 is commanded, feedrate override and spindle speed override are ignored (always
regarded as 100%), and block mode and feedhold becomes invalid. G63 is valid until G61 (exact
stop mode) or G64 (cutting mode) is commanded.

Cutting mode (modal) (G64)

(G64 is the default at the beginning of each program. When G64 is commanded, deceleration
based on the angle between blocks at the end point of each block thereafter is performed, and
cutting goes on to the next block. This command is valid until G61 (exact stop mode) or G63
(tapping mode) is commanded.

Calling a program (G65 P)
G65 can also be used for calling a program. The program to be called is specified by the value

of P.

Example: *G65 P4371 (calls program #4371 and sets parameter #16 to 4371 and
parameter #7 to 65)

To pass arguments to the program, other addresses can be added to the block.
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Example: *G65 P1402 A500 (calls program #1402 and sets parameter #1 to 500,
parameter #16 to 1402, and parameter #7 to 65)

* Parameters not specified are set to -999.
The addresses refer to the parameters as follows.

Address Parameter #
A 1
B
C 3
X 24
Y 25
Z 26

Notes on Calling a Program with G65

Note 1: If the program specified by address P does not exist, an error will occur.

Note 2: The program called is the rounded value of address P. Example: G65 P12.75
(calls program #13)

Note 3: Ifno P is in the G65 block, the block is treated as a non-movement block.

Note 4: Addresses not specified are set to -999.

Coordinate system rotation (G68) Cancel Rotation (G69)

G68 can be used to rotate a programmed shape about a predefined center point. The plane of
rotation is defined by G17, G18, G19; the center of rotation is defined by IJK and the angle of
rotation by AA. The command format is as follows.

G68 AA+ I J K

AA+is CCW
AA- isCW

IJK specity the center of rotation in the plane selected by G17 G18 G19. The center of rotation
defaults to the current coordinate system zero point at the beginning of each program. If the
IJK's are not present in the G68 block, the center of rotation will be the last center specified. The
rotation angle and rotation center are zeroed at the start of each program.
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[

AA
ANGLE OF

\\ RUTATION

IJ
CENTER OF
RUTATION

!

G69 zeros the rotation angle and rotation center.

Care needs to be taken when using rotation in conjunction with other functions. Functions such
as mirror image, scaling, and cutter compensation need to be carefully considered when used

together with rotations. Some of the basic rules are as follows.

1. Cutter compensation should be off (G40) when rotation is called. (Cutter compensation

can be turned on after rotation is called.)

2. If scaling is on before rotation, the rotation center will be scaled; if rotation is called

before scaling, the rotation center will not be scaled.

3. The order of on and off is first on, last off.
G51....scaling on
G68 . . . . rotation on
G41 . ... cutter compensation on
G40 . . .. cutter compensation off
G69 . . .. rotation off
G50 . ... scaling off
4. If the rotational center is scaled, it will remain scaled until replaced by a new center, or
canceled with G69.
5. Rotation is always done in the active plane.
6. X, Y, and Z can be used instead of I, J, and K for rotation center.
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7. R can be used instead of AA for rotation angle.

3D Rotation (G0, G1, G2, G3, G68 AND G69)
GO0, G1, G2, and G3 respond to 3D rotation when a G68 ABm has been entered.

G68 ABm P

The ABm signifies 3D rotation. The angle m in degrees is the rotation of the primary axis
into the tertiary. For example, G17 G68 AB30 causes a 30 degree rotation of X
coordinates into Z coordinates.

Sample program: GO X0YO0
G31
P1=0 P2=36 G69
N1 GO X0YO0
G1 720
G17
G68 AB [P1]
Gl
(part to rotate)
X1Y2
G3 R1 AA0 AB45

Gl X3Y5

Y6

G69

G17 G1 G31
P1=P1+-5 P2=P2-1
IF P2>=0 GOTO N1

Note: Any AA in plane rotation is ignored. Cutter compensation and trig help are not fully
supported in 3D rotation.

G69 Cancels all rotation, including 3D.
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Part Scaled then Rotated

Y

5
SCALED/ROTATED _
o PART
37 ROTATED PART
SCALTNG TENTER
21 L
. ORIGINAL PART
v iy
. S~ SCALED PART
SCALED
ROTATION CENTER ROTATION
CENTER
(0.0 | | | | |
' 1 2 3 4 5 X

G5114J1.5X.7Y.7
G68 I3 J1 AA4S

X3 Y1

X5

Y2

X3

Y1

G69

G50
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Part Rotated then Scaled

i
S
SCALED/ROTATED
41 PART
N
5

N
> SCALING CENTER

ROTATED PART

,,,,,,,,,,,,,

ROTATTON CENTER \
ORIGINAL PART SCALED PART

(0,00

G68 13 J1 AA45.00
G5114J1.5X9Y.9
X3 Y1

X5

Y2

X3

Y1

G50

G69
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Cancel mirror image (G70)
Set mirror image (G71)

The mirror image commands allow mirroring about any centerline. The mirror image centerline
is not affected by either scaling or rotation being on or off. Mirror image is shut off at the start
of each program.

The command is as follows. G71 X Y Z

\ MIRROR
CENTER LINE
4,,
MIRRORED ORIGINAL
PART PART
3 —t
277
177
| | | | |
(0,0) 1 2 3 4 §

X,Y, and Z specify the axes to mirror. Their values specify the distance from the current
coordinate zero to create the mirror centerline. There must be at least one X, Y, or Z after the
G71 command.

G71 X3.5
X4Y1.5
X5Y2.25
X4Y3
Y1.5
G70
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+Y
670
A NDRMAL
A IIREER (NO MIRROR IMAGE)
IMAGE
B (0,0) X
G71 X0 Y0
X &Y 671 Y0
MIRROR TMAGE Y Y MIRROR IMAGE

MIRRIR IMAGE

G70 cancels mirror image.

Mirroring in one axis will reverse climb cutting and conventional cutting. Mirroring an axis is
similar to scaling by -1 except that cutter compensation works with mirroring but not scaling by
-1.

Canned cycles

A canned cycle simplifies a program by using a single block with a G code to specify the
machining operations usually specified by several blocks.
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Canned Cycles
Drilling Operation Retraction
G code -Z at Hole Bottom +Z Application
. . High-speed
G73 Intermittent ) Rapid peck
feed traverse -
drilling cycle
Dwell — Left hand
Gr4 Feed spindle CW Feed Tapping cycle
Rapid
Dwell —orient — moves in Fine
G76 Feed spindle — XY .
move in X Y Boring cycle
G77 Custom Drill Cycle
Dwell — stop Manual
G78 Feed spindle — Rapid Boring cycle
handwheel — 4
G80 - - - Cancel
Drilling
G81 Feed ; Rapid cycle,
traverse spot drilling
cycle
. Drilling cycle,
G82 Feed Dwell Rapid counter boring
traverse
cycle
G83 Intermittent ) Rapid Peck drilling
feed cycle
G84 Feed Dwell = Feed Tapping cycle
spindle CCW
G85 Feed - Feed Boring cycle
G86 Feed Spindle stop Rapid Fast Boring cycle
G87 Feed Move in XY Feed Back
Rapid Boring cycle
G88 Feed Dwell Feed Hard tap
G89 Feed Dwell Feed Boring cycle

Generally, a canned cycle consists of a sequence of six operations as shown below.
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Operation 1: Positioning of axes X and Y (or 4th and 5th if enabled)
Operation 2: Rapid traverse to point R

Operation 3: Hole machining

Operation 4:  Operation at the bottom of a hole

Operation 5:  Retraction to point R

Operation 6: Rapid traverse up to the initial point

Canned Cycle Operation

OPERATION |
———————————————— —0 | ~—— INITIAL POINT
OPERATION 2 ——= |
| | ~—— [PERATION 6
!
POINT R — = &

= OPERATION 5
OPERATION 3 ——=

,,,,,, = RAPID TRAVERSE

——  [UTTING FEED
OPERATION 4
Positioning is normally performed on the XY plane, and hole machining is performed with the Z
axis. Positioning and hole machining must use this plane and axes combination. Canned cycles
can be used in any plane.

Canned cycle operations consist of three basic modes which are specified by particular modal G
codes as shown below.

(1) Data format G90 Absolute
G91 Incremental

(2) Return point level G98 Initial point level
G99 R point level

(3) Dirilling mode G73

G80
G81
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G89
Note: The initial level means the value of the Z axis when the canned cycle is first turned on.
The figure below shows how to specify data in G90 or G91 mode.

Absolute and Incremental Programming

G690 691
INTTIAL
INITIAL LEVEL
{//ﬁLEVEL !//F
R
POINT R = POINT R -
T 70 70
7
7
POINT 7 - L POINT 7 =
ABSOLLITE INCREMENTAL

----—— RAPID TRAVERSE
CUTTING FEED

If the tool is to be returned to point R or to the initial level, it is specified by G98 or G99. (See
figure below.) Use G99 for the first hole, and use G98 for the last hole. When the canned cycle
is repeated in G98 mode, the tool is returned to the initial level after each hole.

In the G99 mode the initial level does not change, and the tool is returned to the R point after
each hole.
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Initial Level and Point R Level

(98

PUINT R

.

INITIAL
LEVEL

G99
INITIAL
@ / LEVEL

|
POINT R |

|
|
LEVEL N |
|
|
|
|
|
|

INITIAL LEVEL RETURN

LEVEL )
|
/0 l ; Z0
|
|
|
|

POINT R LEVEL RETLRN

|

- -—-—= RAPID TRAVERSE
— CUTTING FEED

The drilling data is specified following G73,G74,G76,G77,G78, G81 to G89. Data is stored in
the control as modal values and is retained for future use in other cycles.

The machining data in a canned cycle is specified as shown below.

G X Y Z R V _Q P F
Drilling Mode Hole Position Data Drilling Data
Drilling mode . . . G See canned cycle table.
Hole position data X Specifies hole position by an incremental or absolute
Y value. The path and feedrate are the same as GO0
positioning.
Drilling data Z ... Specifies the distance from point R to the bottom of the

hole with an incremental value or the position of the hole bottom
with an absolute value.

R ... Specifies the distance from the initial level to the point R
with an incremental value or the position of point R with an
absolute value.

V ... Specifies the first Z depth in G73 and G83.

Q... Specifies the increment value for G73 and G83.

P ... Specifies the dwell time at the bottom of the hole. The
relationship between the time and the specified value is the same
as for G0O4.

F ... Specifies the feedrate.
B ... Specifies the dwell time before spindle reverse in soft left
or right tapping.
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For drilling cycles you may use:

P140
P141
P142
P143
P144
P145
P146
P147
P148
P149

for
for
for
for
for
for
for
for
for
for

Clearance plane

Final Z depth

Z initial level

Z increment

Ist Z depth

Z feedrate

Peck up increment

Peck clearance

Dwell before spindle reverses in tap cycles
Dwell

The drilling mode (G__ ) remains unchanged until another drilling mode is specified or the
canned cycle is canceled with a G80. Once the drilling data has been specified in a canned cycle,
it is retained until it is changed. All required drilling data needs to be specified when the canned
cycle is started; only data to be changed needs to be specified during the cycle.

Canned cycles are canceled at the beginning of each program.

G73, G74, G76, G77, G78, G81 to G89 without an axis move will not drill a hole. The G codes
turns on the drilling cycle only.

Equally spaced holes can be programmed by use of the L address.

LAST
MACHINING
POSITION

FIRST
MACHINING
POSTITION

PRESENT

POSITION
G81IR Z F
G91X Y L
X Y specifies the first and subsequent hole positions in the incremental mode (G91). In

the absolute mode (G90), a hole would be repeatedly drilled at the same position. K can be used
instead of L to specify the number of holes.
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Bolt hole routine (G72)

The bolt circle autoroutine can be used with any of the drilling cycles. Drilling cycles, when
used with this autoroutine, differ in that hole positions are not specified. The G72 line indirectly
specifies all the hole positions based on specific input: number of holes in 360°, number of holes
to be drilled, the radius of the bolt circle, the starting angle of the first hole, and the center of the
bolt circle. The control will then calculate the position of each hole and rapid to each hole in
straight line moves. The angle of the first hole is the angle from the 3 o'clock position. A
positive starting angle is counterclockwise from 3 o'clock. A negative starting angle is clockwise
from 3 o'clock.

Note: Holes will be drilled clockwise from the first position if the bolt hole radius is positive.
Holes will be drilled counterclockwise if the bolt hole radius is negative.

Definition of Starting Angle

90
lst HOLE K POSITIVE
K
180° 0°
K
Ist HOLE K NEGATIVE
270°
The following is a format of the G72 command.
G72 X Y R Q P K
position of radius of  # of holes # of holes angle of
bolt hole center bolt circle in 360° to be drilled first hole
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Program to Drill a 5 Hole 1" Radius Bolt Circle

N1 G20 G90 (Inch/Absolute)

N2 S1000 M3 G43 H1 (spindle CW 1000 RPM, activates tool #1's length
offsets)

N3 G81 G99 Z-1 R.1 F10

G81  Dirill

G99 Return to R point
Z-1  Drill depth

R.1  Rplane

F10  Z feedrate

N4 G72 X0Y0 RI Q5 P5 KO

G72 Bolt hole routine
X0 YO Center at X0, YO
R1 Radius of 1 inch
Q5 5 holes in 360°
P5 Drill 5 holes

KO Start angle 0°

Notes on Bolt Hole Routines

Note 1: If Pis less than Q a partial bolt circle will be drilled.
Note 2 To go counterclockwise use a negative arc radius.

Note 3: If a move to the center of the bolt hole pattern is not desired the following
scheme may be used.

G81 G99 Z-1 R.1 F10
G65 X0 Y0
G72 R1 Q5 P5 K0
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Note 4: The G65 cannot be on the G72 block because there is also a P on the block that will
cause a program call to program #35.

You may also use:

G81 G99 2-12.1FI10
P156=1

P157=45

P158=5

P159=5

G72 G65 X0 Y0

Note 5:  The initial Z level corresponds to where Z is when the drilling code
(G73,G74,G76,G77,G78,G81 to G89) is executed.
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High speed peck drilling cycle (G73)

G73 (G98) G73 (G99)

POINT R ! POINT R
Z ZERD

N 7fj“““‘£f%

t
|
|
|
|
|
|
|

i
[
!
\
\

0 P 4 | 0 ; i I * i

| — | ——
|
— :4

e e — e e

TN U !
| )} 4 T

R | r 1
L POINT 7 f ‘

-—-— RAPID TRAVERSE
— CUTTING FEED

G73 G98/G99 Z R \Y Q U D F

The G73 command specifies the high speed peck cycle. This cycle will do the following.

Rapids to point R

Feeds down to point V

Rapids up U value

Rapids down to D value

Feeds down by Q value or Z point (whichever is less)
Repeat steps 3-5 until point Z is reached

Rapids to initial point/point R as determined by G98/G99

Nk L=

Note: The V command is optional. If left out, the first depth would equal R - Q
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Left hand soft tapping cycle (G74)

G74 (698) G74 (639)
INITIAL
ffffff =9 4 POINT eooe=0
|~ SPINDLE CCW | J/fSPINDLE CLl
*f//PDINT R *‘ POINT R
. POINT 7 ' POINT 7
DWELL SPINDLE CW DWELL SPINOLE CW
————————— RAPID TRAVERSE

CUTTING FEED

G74 G8/G9Z R B P F

The G74 command specifies the left hand soft tapping cycle. At each axis position, this cycle
will do the following.

Rapid to point R

Feeds to point Z

Dwells before reversing (specified by the B code)
Reverses spindle (CW)

Dwells after reversing (specified by the P code)
Feeds to point R

Reverses spindle (CCW)

Rapids to initial point, if specified by the G98 code

PN W=

Note: During tapping, the feedrate override and spindle override switches are ignored. When in
the block mode, the cycle does not stop until the tap is completed. When feedhold or halt
is applied, the tap will stop when it is out of the hole.

Calculating Feeds and Speeds for Tapping

1
PITCH

= LEAD

RPM X LEAD = FEEDRATE
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Example: 1/4-20 tap, spindle rpm 400
1/20 = .05 (lead)

400 x .05 =20 (feedrate)

Feedrate may need adjustment for proper operation of tap holder. If tap is pulled too far in the
holder, feedrate should be increased. If tap is pushed into the holder, feedrate should be
decreased.

Fine bore cycle (G76)
G76 (GIB) G676 (G39)
SPINOLE CW SPINDLE CW
J INTTTAL J
RN —o<== | POINT R —o
i <, POINT R
. POINT R 3
p | P
DWELL - i DWELL - !
0SS [— POINT Z 0SS [E— POINT Z
g g =
——————— — RAPTID TRAVERSE
—— CUTTING FEED
0SS - ORIENTED SPINDLE STOP
e SHIFT (RAPID)
ORIENTED 0oL

SPINDLE STOP

SHIFT AMOUNT
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G76 F P R Z G98/G99

The G76 command specifies the fine bore drilling cycle. At each axis position, this cycle will
execute the following.

1 Rapids to point R

2 Feeds down to point Z

3 Dwells by P seconds at the bottom

4 Orients the spindle

5 Moves in XY (distance and direction specified by CTRL parameters Bore Relief
Angle and Bore Relief Direction)

Rapids out of hole to point R/initial point, specified by G98/G99

7 Moves back to original XY position

(o)

Custom drill cycle (G77)

This is a custom drill cycle. It can be used to perform a user-defined cycle. The cycle must be
defined by a custom G code, G79.

Example:
G77R.1Z-2

X1Y2 (does what is in G79)
Y-2  (does what is in G79)

X3  (does what is in G79)
G80

Custom drill cycle can be used in bolt hole cycles, grid of holes, or spaced holes. If G79 is not a
custom code the error 549, unrecognized G code, will occur.
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Drilling cycle, manual bore (G78)

G78 (G98) G78 (6389

Eiz;;j SPINDLE CW Eiz;:}
,,,,,,,,,, / ,,,,,,,,,,,.? )

INITIAL POINT

; ; SPINDLE CW '
. POINT R I POINT R
DNELL/ | DWELL/
SPINBGLE STOR/ ‘ POINT 7 SPINOLE STOR/ 'OPOINT 7
HANDWHEEL | HANDWHEEL |

,,,,,,,,,,,,, — RAPID TRAVERSE
CUTTING FEED
G78 F P R Z G98/G99

The G78 command specifies the manual bore drilling cycle. At each following axis position, this
cycle will do the following.

l. Rapids to point R

2. Feeds down to point Z

3. Dwells P seconds

4. Stops the spindle

5. Enters the handwheel mode (user can handwheel the axes, turn spindle on/off,
remove tool, etc.)

6. Exits handwheel mode by pressing Enter or ESC

7. Rapids out of hole to point R/initial point

Canned cycle cancel (G80)

The canned cycle (G73, G74,G76,G77,G78, G81 to G&9) is canceled and normal operation is
subsequently performed.
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Drilling cycle (G81)
681 (G98) 681 (G93)
INTTIAL
POINT
,,,,,, >Q ‘ R 7’?
D pOINT R b, POINT R
I POINT 7 I | POINT 2

----— RAPID TRAVERSE
— CUTTING FEED

G81 G®/G99 2 R F

The G81 command specifies the drilling cycle. This cycle will do the following.
1. Rapids to point R
2. Feeds down to point Z
3. Rapids to initial point/point R as determined by G98/G99

Drill/Dwell cycle (G82)

682 (098) (82 (699)
INTTIAL
POINT
77777 -Q \ T
. |
Vi POINT R ] A POINT R
|
| |
‘ |
. POINT 7 I POINT Z
OWELL OWELL

--—-— RAPID TRAVERSE
CUTTING FEED

G82 G98/G9Y9 Z R P F
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The G82 command is similar to the G81 command; however, a dwell (specified by the P
command) is performed at the bottom of the hole. This cycle will do the following.

b

Rapids to point R

Feeds down to point Z

Dwells by P seconds

Rapids to initial point/point R as determined by G98/G99

Peck drilling cycle (G83)

683 (598) G683 (599)
0 | T
L POINT R 51— POINT R
| I S A 7= n | R
[T T BN R
RN R R o T B UL
| | oy !
E 1 SR o ! SN R
Iy o bg o
: L POINT Z : L POINT Z

----— RAPID TRAVERSE
CUTTING FEED

G83 G98/G99 Z R V. Q D F

The G83 command specifies the peck drill cycle. This cycle will do the following.

Nounbkwd =

Rapids to point R

Feeds to Point V

Rapids up to point R

Rapids down to D value

Feeds down by Q value or Z point (whichever is less)
Repeats steps 3-5 until point Z is reached

Rapids to initial point/point R as determined by G98/G99

Note: The V command is optional; if left out, the first depth would equal R - QO
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Right-hand soft tapping cycle (G84)

G84 (GI8) 84 (G99)
INITIAL
———=0 POINT | = o

SPINDLE CW C///SPINDLE CW

f/;DINT R Y Nt p

POINT Z

POINT Z

DWELL — "~ SPINOLE CCW | DWELL — " ~—— SPINDLE CCW

RAPTD TRAVERSE
CUTTING FEED
G84 G98/G99 Z R B P F

The G84 command specifies the right-hand tapping cycle. At each axis position this cycle will
do the following.

Rapids to point R

Feeds to point Z

Dwells before reversing (specified by the B command)
Reverses spindle (CCW)

Dwells after reversing (specified by the P command)
Feeds to point R

Reverses spindle (CW)

Rapids to initial point, if specified by the G98 code

PN kW=

Note: During tapping the feedrate override and spindle override switches are ignored. Once
the tap cycle is started, it does not stop until the tap is completed if block mode is applied.
If feedhold or halt is applied, the tap will stop when it is out of the hole.

Tapping Feeds and Speeds

1
PITCH

= LEAD

RPM X LEAD = FEEDRATE
Example: 1/4-20 tap, spindle rpm 400

1/20 = .05 (lead)
400 x .05 = 20 (feedrate)
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Feedrate may need adjustment for proper operation of the tap holder. If the tap is pulled too far
in the holder, feedrate should be increased. If the tap is pushed into the holder, feedrate should

be decreased.

Boring cycle (G85)
GBS (GY8) GB85 (GY9)
INTTIAL
***** =¢ , POINT ”””’?
P i
1 POINT R POINT R
@N POINT 7 I POINT 7

----—= RAPID TRAVERSE
CUTTING FEED

G85 G98/G99 2z R F

The G85 command specifies the boring cycle. At each axis position this cycle will do the
following.

1. Rapids to point R

2. Feeds to point Z

3. Feeds to point R

4. Rapids to initial point if specified by the G98 code
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Fast bore cycle (G86)

SPINOLE STOP

686 (G98) 686 (G39)
SPINDLE CW
777777 b OINTTIAL
} | POINT SPINOLE CW
L' POINT R POINT R
. POINT Z

POINT /
SPINOLE STOP

The G86 command specifies the fast bore cycle. At each axis position this cycle will do the

following.

Nk L=

G86 G98/G99 Z

Spindle starts (CW)
Rapids to point R

Feeds down to point Z

Spindle stops
Rapids to point R

***** ~— RAPTD TRAVERSE
CUTTING FEED

R F

Rapids to initial point/point R as determined by G98/G99

Spindle Starts (CW)

104




SECTION TWO - PREPARATORY FUNCTIONS (G CODES)

Back Boring cycle (G87)

687 (GYB) 687 (699)

[ 0SS NOT USED
INITIAL

R =% oIt
<}:|‘ ‘
SPINDLE CW o

o—=>! | POINT Z

<— ' POINT R
SPINDLE CW /

******* -~ RAPID TRAVERSE
— CUTTING FEED
0SS — ORIENTED SPINDLE STOP

—=> SHIFT (RAPID)
G87,GY98 F R V4

The G87 command specifies the back bore drilling cycle. At each axis position, this cycle will
execute the following.

Orients the spindle

Rapids in XY (using the CTRL parameters used in the G76)
Rapids to point R (normally at the bottom of the hole)
Moves to original XY position

Starts the spindle

Feeds up to Z depth

Orients the spindle

Moves in XY (specified by Bore Relief Angle and Bore Relief Direction)
Rapids up to initial point

Moves back to original XY position

Restarts the spindle

e A e

— O
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Hard tap cycle (G88)

GB88 (GOB) G88 (GA9g)
INITIAL
POINT
—— SPINDLE - SPINDLE
REVERSE REVERSE
POINT R POINT R
DWELL SPINDLE DWELL
SPINDLE
REVERSE‘j\\O POINT 7 REVEQSE“\\\O POINT 7

—— RAPID TRAVERSE
CUTTING FEED

G88 G98/G99 Z R F P Q \Y )

The G88 command specifies the hard tapping cycle. P(dwell) can be used if the distance
between holes is small to give the spindle time to reverse to its proper direction.
This cycle will do the following.

Rapids to point R

Feeds point Z

Reverses the spindle

Feeds to point R

Reverse the spindle

Dwells for P seconds

Rapids to initial point, if specified by the G98 code

Nk =

Note 1: If the spindle is running clockwise when the G88 is initiated, right tapping is done.
If the spindle is running counterclockwise when the G88 is initiated, left tapping is done.

Note 2: The tap cycle will not stop until the end of the tap cycle even if feedhold or block mode
are applied. If halt is applied the tap reverses and stops when it is out of the hole.

Note 3: If O is specified on the G88 block, peck tapping is preformed. The Q _ specifies the
peck increment. The V_ specifies the first depth to tap.

F specifies the lead

Example: Y4 - 20 tap
1/20 = .05 lead
Use F.05

Hard tapping is an option supplied by the machine tool builder and should only be used if
the option has been installed.
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Bore/Dwell cycle (G89)
GBI (GIB) 89 (G39)
\1/ — — =0 INITIAL @
b poInT —=-=0
|
[ I
|
Y1 opoinT R 1 POINTR
‘ POINT Z ‘
POINT Z
DWELL OWELL

— — — —= RAPID TRAVERSE
— CUTTING FEED

G89 GY98/G99 Z P F

The G89 command specifies the bore with dwell cycle. At each following axis position this
cycle will do the following.

1. Rapid to point R

2. Feed to point Z

3. Dwell at bottom (specified by P code)

4. Feed to point R

5. Rapid to initial point, if specified by the G98 code

Sample program to drill holes in the YZ plane.

G19

G81 R.1 X-1 F20 (X depth is -1)
Y3 Z2 (drills a hole at Y3 Z2)
75 (drills a hole at Y3 Z5)

Y-1 (drills a hole at Y-1 Z5)
G80
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Notes on Canned Cycle Specifications

Note 1: The spindle must be turned on by M code, M3 or M4, before the canned cycle is

specified.
M3 Spindle CW
G .. Correct
M5 Spindle Stop
G ....AIncorrect (M3 or M4 must be specified before this block.)

If the block contains an X and/or Y move, drilling is performed in canned cycle
mode. If the block does not contain an X and/or Y move, drilling is not
performed. However, when "G4 X " is specified, drilling is not performed

even if X is specified.

Note 2:

Note 3: If a following block contains a Z position by itself, drilling will not be performed.
However, the Z axis will rapid to this point. This can be used to manipulate a
tool up and over obstructions without disabling the canned cycle.

GOOX

G8IX Y Z R F

F (Drilling is not performed. XY feedrate is updated.)

M (Drilling is not performed. Only the miscellaneous function is executed.)

G4 P (Drilling is not performed. Drilling data P is not changed by GO4 P__.)
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Note 4: Specify drilling data in the block where drilling is performed. Entries (V, O, B,
Z, R, F, or P) are stored as modal data.

CLAMP
__ﬂ\‘

1 2.5 3.5 ) 7

WORKPIECE

Drill Example:

G90

G81 GOR.1 Z-2 F10 (drill clearance .1, depth -2, Z feed 10)
X1 (drill hole -2 deep at X1)

X2.5 F5 (drill hole -2 deep at X2.5, Z feed 5)

X3.5 Z-1 (drill hole at X3.5 -1 deep)

Z2 (rapid Z to +2 to clear clamp)

X6 (drill hole at X6)

X7 Z-2 (Drill hole at X7 -2 deep)

G80 (cancels drill cycle)

OWELL IS APPLIED AND WAITS FOR THE
~ NORMAL SPINDOLE ROTATION.

o =on ——-—om———-—ot.“l_b————-—

& d g

Note 5:  If when using G76, G78, G86, G87 and G88 the distance between holes is tool
small, a dwell (G04) needs to be inserted between moves to give the spindle time

to reverse directions.
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GOOM

GS6X Y Z R _F

GO4P_ (Dwell is performed, but drilling is not.)
X Y

GO4P_ (Dwell is performed, but drilling is not.)
X Y

GO4P_ (Dwell is performed, but drilling is not.)

This may not have to be considered if spindle up-to-speed is available on the
machine tool.

Note 6: Operator Precautions

a)  Single block
When a canned cycle is performed in the single block mode, the control
stops at the end of Operations 1, 2, and 6. Therefore it must be started at
least three times to drill one hole.

b) Override
The feedrate override and spindle override are assumed to be 100%
during the operation of canned cycles G74 and G84.

Absolute/Incremental Mode

There are two modes of specifying moves: G90 (absolute) specifies a fixed location, and G91
(incremental) specifies a distance from the current location of the tool.

Absolute mode (modal) (G90)

This function causes the control to go into its normal absolute operating mode. In this mode, all
dimensions are referenced from a single reference point. This reference can either be the home
zero point, which is a fixed point on the machine, or an operator defined work coordinate point.

Because of the table/saddle limitation, X Y Z dimensions relative to the home zero can only be
negative on standard mills built by Milltronics. Dimensions relative to work coordinates can be

either negative or positive, depending on where the operator sets the zero coordinate.

G90 is active at the beginning of each program. G90 cancels G91.
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Absolute Positioning

G90 X0YO P1
X1Y1.5 P2
X2Y2 P3
P3
>
P2
l —
P1 | .
| |
(0,0) i 2

Incremental mode (modal) (G91)

This function causes the control to go into the incremental mode. In this mode all dimensions
are entered relative to the machine position in the previous block. In the case of MDI, the
dimensions are relative to the current machine position. Dimensions in G91 can be either
positive or negative. Care should be taken when using G91. Whenever activating tool offsets,
R-plane dimensions, or setting floating zeroes via G92, the control should not be in the G91
mode.

XC, YC, ZC (centers), AA (start angle) and AB (end angle) are always an absolute.

G91 cancels G90.
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Incremental Positioning

G90 X0 YO P1
G991 X1YL1.5 P2
X1Y.5 P3
P3
> |
P2
l —
Pl | _
| |
(0,0) I 2
Floating zero (G92)

This command establishes the work coordinate system. The position of the tool becomes the
programmed position in the current work coordinate system. When using this G92 command,
think of it as “call this position” X Y Z .

\ \
D ®p
] —— ° 1 -
P2 5
NEW (92
COORDINATE SYSTEM
Pl |
@ ‘ -—
CURRENT !
WORK CUOORDINATE
SYSTEM

If the machine is positioned at P2, which is a command of X1 Y1, and then a G92 X0 YO is
commanded, the next time X.5 Y.5 is commanded the machine will position to P3. If the
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machine is positioned at P1 and G92 X-1 Y-1 is commanded, the next time X.5 Y.5 is
commanded the machine will position to P3.

When using G92's for calling subprograms, the G92 is saved prior to calling the subprogram and
restored when returning from the subprogram.

Example:
X0YO 00002
Call 2 (cutat0,0) G92 X0 YO0
X5Y0 X Y
Call 2 (cut at 5,0) X Y
X5Y5 X Y
Call 2 (cut at 5,5) M99 (return)

Using this convention, you can cut the same shape in several locations.
See notation on M98 (page 133) for additional information on calling subprograms with G92's.

Notes on Floating Zero

Note 1:  When using a G92, tool length offsets should be canceled or accounted for as
they will affect the new floating zero position on the Z axis.

Note 2:  G92 should not be used when cutter compensation is active, the control
should always be in G40 mode.

Note 3:  The distance shifted via a G92 in one work coordinate system will be applied
to other work coordinate systems when they are activated via G54 - G59
commands. If this is not desirable, a new G92 must be set when changing
coordinate systems. G92 offsets are zeroed on power-up and after homing the
machine.

Note 4:  On power-up the G54 coordinate system is active.

Inverse Time Feed Mode (G93)

(93 1s a modal G code. If in G93, inverse time mode feedrates are specified in units of either
inverse seconds (1/sec) or inverse minutes (1/min). The two units used depend upon the
miscellaneous parameter that set the units for inverse time mode.

When in inverse time mode, the amount of time a move block takes is the inverse of the feedrate
regardless of the distance of the move. The two exceptions to this are 1) rapid moves and 2)
moves that will slow down if any axis in the move goes faster than the maximum feed parameter
for that particular axis. While in inverse time mode, the feedrate must be specified in every
move block, or an error 611 will be reported.
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Example:

G93

X-10Y-2.4A-3F.25 (Assuming feedrate units of 1/sec, the move will take 1/.25 =4

seconds.)

X-5 (This line generates an error 611 because no feedrate is specified.)

Feed Per Minute (G94)

This G code is a modal G code that instructs the control to interpret feed commands as
inches/minute or mm/minute for linear moves, degrees/minute for rotary moves, and
inches/minute or mm/minute for a combination of linear and rotary moves. When a combination
of linear and rotary moves are programmed, the rotary moves match the time it takes to make the
linear moves. The only exception is if the time to make the linear move is especially short, the
rotary axis will try to move faster than it is capable. In this case, the move is slowed using the
length of the rotary move and the maximum feedrate for the rotary axis. The control always
powers up in G94 feed per minute.

Examples:

F100 X12

F28 X1Y3Z4

F600 A180

F250 A200 B100

F100 X12 A180

F28 X1 Y3 Z4 A30 B120

F10 X-1 A1800

Starts at (0,0,0) and makes a total linear move of 12 inches and the
move takes 12 x 60/100 = 7.2 seconds.

Starts at (2,5,1) and makes a total linear move of 3.74 inches and
the move takes 3.74 x 60/28 = 8.02 seconds.

Starts at (0,0,0,0,0) and makes a total rotary move of 180° and the
move takes 180 x 60/600 = 18 seconds.

Starts at (0,0,0,120,300) and makes a total rotary move of 215.41°
and the move takes 215.41x 60/250 = 51.70 seconds.

Starts at (0,0,0,0,0) and makes a linear move of 12 inches and the
move takes 12 x 60/100 = 7.2 seconds.

Starts at (2,5,1,0, -333) and makes a linear move of 3.74 inches
and the move takes 3.74 x 60/28 = 8.02 seconds.

Starts at (0,0,0,0,0) and, since the rotary axis would have to try to
move faster than it is capable, the control uses the parameters for

the rotary axis to make a move of 1800° taking 1800 x 60/5000 =
21.6 seconds, where 5000 is the maximum feedrate for rotary axis
A.
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Feed Per Revolution (G95)

This G code is a modal G code that instructs the control to interpret feed commands as mm or
inches per revolution of the spindle. G1 F.005 would cause the axis to advance .005" for every
revolution of the spindle.

Note: The machine must have the hard tapping option to use this G code.

Return to initial level or to R level (G98/G99)

These two G codes are only used when the control is in one of the Z axis canned cycles (G73
thru G89) or autoroutines (G24-26, G34-36). A G98 will cause a canned cycle to return the Z
axis to the same level it was at when the cycle was activated. A G99 will cause a canned cycle to
return the Z axis to the current R level.

G98

X1Y1Z1

G81 X5 Y-4Z-13R2F10 X5Y4 then Z.2 then Z-1.3 then Z1

X2Y3 X2 Y3 then Z.2 then Z-1.3 then Z1
G99 X3Y-1 X3 Y-1 then Z.2 then Z-1.3 then Z.2
G80 cancel cycle

A discussion follows on several specialized and non-standard G codes.

Store Restore parameters (G990/G991)

Pp L1 Qq G990 (store parameters)
Pp L1 Qq G991 (restore parameters)
(G990/991 allow parameters to be saved and restored using file names C:\RAM\Q0000-Q9999.
Parameters are:
Pp (base parameter number, default 0),
LI (number of parameters, default 10),
Qq (file identification, default 0).

The G990 and G991 MUST follow the Pp, LI or Qq.

CAUTIONS: 1. Save and restore only PO-P99.
2. Have no other commands on the line.

Example:
NO0020 (My subroutines)
PO L10 Q20 G991 (restore PO-P9)
MO8 (return to caller with original PO-P9)

Read byte parameter (G995)
P1=b G995 (sets PO to value of byte b)
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Example:
P1=79
G995 (sets PO to value of byte 79, G18 plane select, XZ=0, ZX=1)
valid P1 values are 0 to 639

Valid P1 values are 0 to 639
Valid PO values are 0 to 255

Note: The G995 is identical to PO=PB##.

Write byte parameter (G996)
P1=b PO=V sets byte parameter b to value v.

Example:

P1=82

P0=1

(G996 (set byte parameter #82, offset round taper walls to yes, example
0=no, 1=yes)

Note: The G996 is identical to PB##=#

For a full list of the byte parameters, see APPENDIX.

Force Error (G997)

Forces an error code to be displayed.
Error code generated is round (parameter #1).

Example:
P1=408

G997 forces a 408 Y axis excess error to be displayed. Y axis does not
cause an excess error, it only displays the error.
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Note: PI1=0 will not produce an error.

All valid error codes on the control are between I and 999.

Beep (G998)
(G998 will cause the speaker to beep if a speaker is installed.

Custom G codes

Custom G codes can be created to execute a user-defined cycle such as a nonexistent drilling
cycle. To setup the new custom G code, first create a text program (numbered from 9010 to
9019) that defines the new G code. Next, enter the number of the new custom code in the F3
(Power) parameter section after the newly created text program.

The text program for the custom G code can reside in the RAM directory or parts directory. The
program in the RAM directory holds precedence over the program in the parts directory. If you
call any custom M or G code from within a custom code, it will execute its normal function. If a
syntax error exists in a custom code, the following window will appear upon power-up.

Evror in program 09813 or

custom G code programn not
Found. Press Any Key to
Continuwe ...

Example: Set F3(Power) parameter custom G code 09014 to 005, and enter program
into B:/RAM/09014.

Each time you execute a G5 it is similar to a call to B:/RAM/09014.

A three-digit number can be used to identify the newly created custom code. See page 170,
Section 4 on custom M and G codes.
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These codes are used if the operator is programming the Centurion 6 in the text mode or MDI
mode. They are also generated from conversation programs. It should be noted that most
programmers — particularly new programmers — use the conversational programming mode. If
you are planning to use text mode programming, pay close attention to this section explaining
these codes. If you are planning to use conversational mode programming, you can ignore or
skim over this section and concentrate on the conversational section.

The Miscellaneous Function codes are one or two digit numbers preceded by the letter M. If the
code is less than 10, zero entry is optional (M02 or M2). These codes are used to perform a
variety of machine and control functions as listed in the following table.

Note: The majority of the M codes that work with 1/O are specific to Milltronics machines,
however, they are flexible and can be tailored to specific applications. There may be
several other M codes not listed here that deal with optional features on specific
machines.
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M codes
M codes Function Executed Before Move | Executed After Move
MO0 Program Stop X
MO1 Optional Stop X
MO02 End of Program X
M30 End of Program/ X
Spindle Off
MO3 Spindle on CW X *
MO04 Spindle On CCW X *
MO5 Spindle Off X *
MO06 Tool Change X *
MO7 Mist Coolant On X *
MO8 Flood Coolant On X *
M09 Coolant Off X *
MI10 Clamps Brake X *
Ml11 Unclamps Brake X *
M19 Orient Spindle (ATC Option) X *
M32 Test Wait Channel X *
MO90 Graphics Off X *
MOI1 Graphics On X *
M93 3D Sweep On X
M94 3D Sweep Off X
MO5 Tapered Wall X
M96 Rounded Wall X
M97 Pocket Clear X
MO8 Subroutine Call Statement X *
M99 End of Subroutine Statement X *

* These functions are selectable for either before or after move.
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Caution: The control will accept more than one M code on a line; however, it is
recommended that only one M code per line be programmed. When more than one M code
per line exists, the order of execution is somewhat undefined and the program may not run
as expected. In general the M codes will execute in numerical order '""MO00 first M99 last"
unless they have been defined to execute after the move statements. (See Post M codes
Table on page 183, Section 4.)

After coolants are turned on, they go off and on with the spindle and need not be programmed on
when the spindle is running.

Program stop (MO00)

Execution of the program is halted on the block containing MO0 and prompts the operator to
press the Cycle Start button. Program execution will be resumed when the Cycle Start button
is pushed. If MOO is on a line with a move command, the move will be executed before the stop.
If there is a comment on the M0O block, it will be displayed as a prompt.

Optional stop (MO01)

MO1 is the same as MO0 except it is only executed if the optional stop switch is enabled. If there
is a comment on the M01 block, it will be displayed as a prompt to the operator.

Block skip (/)

A line of program can be skipped or ignored by the control. Inserting a / (slash) at the beginning
of a line and enabling the F5 (BSkip) will cause the control to skip that line. In the example
below with F5 (BSkip) disabled, the machine will move to the first, second, and third points.
When F5 (BSkip) is enabled, the machine will move to the first then third points. Block two is
skipped.

N1 X0YO0
/N2 X2Y2
N3 X4Y0

End of program (M02, M30, M99)

Any of these codes can be used to indicate the end of a program. However, M02 and M99 will
leave the spindle and coolants on; the M30 will turn them off. All three codes will return to the
beginning of the program and start over when the Cycle Start button is pressed. The end of a
program is the same as an M2 or M99.

Spindle on/off (M03, M04, M05)

These codes turn the spindle on: CW (M03), CCW (M04) and OFF (MO05). The spindle-on
commands will be executed before an axis command. MO05 will execute after an axis command.

Tool change (M06)
An M06 moves Z to the tool change position.

This command strobes the M function bus and sends out a 150 millisecond (msec) pulse on the
MO6 1/0 output. It then halts program execution and prompts the operator to change the tool. If
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a comment is on the M6 block, it will be displayed to prompt the operator. The control shuts off
the spindle and coolant, and then it waits until it receives a tool-change-complete signal. The
spindle cannot be turned on until the tool change is completed. After the tool-change-complete
signal, the program will resume running. If the tool change parameters are set to manual tool
change, pressing the Cycle Start button is required after the tool-change-complete signal is
received to resume program operation. For safety reasons a manual tool change should never be
attempted unless the machine is in an M06 tool change command.

If the machine is equipped with an automatic tool changer, an F3 (Power) parameter, M6 (Tool
Change) MACRO exists to automatically change the tools. The tool change macro points to a
program that executes the tool change. These programs are specific to the tool changer and its
inputs and outputs. If an error exists in the program or the program is not present in the specified
directory, an error will appear upon power-up of the machine.

Invalid path or program
not Found For MH&E tool
change macro. Press Any
Key to Continue ...

Coolants on/off (M07, M08, M09)

These codes turn the coolants on (M07 mist, MO8 flood) before an axis command is executed.
The coolant off command (M09) will be executed after an axis command.

Clamp for rotary table (M10)
This energizes the clamp or brake for the optional rotary table.

Release clamp on rotary table (M11)
This releases the brake for rotary table option.

Note: Thereis an F9 (Ctrl) “auto rotary brake” parameter that turns the brake on and off
automatically.

Tool changer codes (M19-M28)

These functions are used with the optional automatic tool changer. An M19 will orient the
spindle. The tool drum is controlled by M20 (tool drum home), M21 (tool drum CW) and M22
(tool drum CCW). The tool arm is controlled by M23 (Arm in) and M24 (Arm out). The
drawbar is controlled by M25 (drawbar on) and M26 (drawbar off). The orient roller is
controlled by M27 (orient roller in) and M28 (orient roller out).

Channel (M32)
This code causes the control to wait for the wait channel, X input 7, then continues the program.
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Miscellaneous M codes (M65/75, M67/77, M68/78, M69/79, M50/60)

The standard M code is controlled by M65 (on) and M66 (off). These optional M codes control
the four spare functions. Spare function one is controlled by M67 (on) and M77 (off). Spare
function two is controlled by M68 (on) and M78 (off). Spare function three is controlled by M69
(on) and M79 (off). Spare function four is controlled by M50 (on) and M60 (ofY).

Graphics off/on (M90, M91)

Occasionally, the graphics function on the CNC should be turned off to prevent redundant
graphics. We suggest that when writing a program with loops, the operator should execute an
MO0 (Graphics Off) after the first loop. This prevents redundant lines from building up in the
graphic memory. After the loop is finished, M91 (Graphics On) can be executed to display the
next section of the program. If the last command executed was an M90 (Graphics Off) and the
program is started over, the control will always restore the CNC to a M91 (Graphics On) state.
The size of the graphics file is limited to a size set by the machine tool builder. If this size is
exceeded, no additional graphics will be added to the screen.

3D Sweep off/on (M93, M94)

The 3D Sweep feature can be used to sweep XZ or YZ arc through XY (and Z) geometry. The
following parameters are used to define these arcs.

P120 arc plane (8 = XZ plane, 9 = YZ plane)
P127 starting radius

P128 starting angle

P129 ending angle

The arcs are swept along geometry following the M94 command. Z pierce feedrate is parameter
#145, the clearance is parameter #140, and the pass width is parameter #130.

START POINT

START RADILS — ::::>%ii::+Y
. "

0% START
STEP INCREMENT ANGLE

180° END
ANGLE
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The starting point is stored in the following parameter.

121 for X axis
122 for Y axis
123 for Z axis

To create a female part the starting angle must be between greater than 180° and less than 360°.
For female parts that start at 0° use -.0001° or 359.9999°. For female parts that start at 180° use
180.00001° or -179.9999°.

Z can change in the geometry as well.

Example: P120=9 YZ plane
P127=1 start radius
P128=-.0001 start angle, female part
P129=180 end angle
P130=.1 pass width
P145=10 Z feedrate
F15 sweep feedrate
P121=0 P122=0 P123=0 start point
P140=.1 R plane
M94 3D sweep on
X3 Z-1 Ramp down to Z-1, X0 to X3
M93 3D sweep off

Creates a ramp on trough that drops from Z0 to Z-1.

Notes on 3D Sweep off/on

Note 1: 3D sweep assumes a ball-nose tool is being used.
Note 2: 3D sweep will not work with round corner or chamfering.

Note 3:  Cutter compensation can be used by setting parameter #167 to 1. It works in the XZ
or YZ plane only.

Tapered Walls (M95)

MO5 can be used for tapering walls in pockets or on islands. This command takes wall angle,
first depth, final depth, and the Z increment as parameters. The M95 must be within a while-
wend loop. The tool radius and parameter #160 (the current Z depth) are modified based on the
above parameters. The M95 sets parameter 162 to 2 when the cycle is completed. Cutter
compensation must be on to use the tapered wall feature.

The M95 assumes that a ball-nosed tool is used. Tapered walls also uses an offset round/tapered
walls parameter to determine the location of the first cut.
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Example 1: Offset Island Taper
Offset round/tapered walls parameter = yes

First cut is offset to avoid overcutting vertical wall.

WORKPIECE

WALL
ANGLE
Ist Z DEPTH

s
FINAL Z DEPTH 7

Example 2: No Offset Island Taper
Offset round/tapered walls parameter = no

Offset is not needed to cut this part.

FINAL

7 DEPTH
1st Z DEPTH
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Example 3: Offset Cavity Taper
Offset round/tapered walls parameter = yes

First cut is offset to avoid cutting vertical wall.

Ist Z

FINAL

TooL
P 7 DEPTH

WALL
ANGLE F

WORKPIECE

Example 4: Offset Cavity Taper
Offset round/tapered walls parameter = no

There is no need to offset tool on this part.

WORKPIECE

—=X

Note: The first cut at first Z depth is always offset by the entire tool radius.

First Z depth should be at the top of the surface to cut.
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Wall angles are described as follows, regardless of pockets or islands.

270°

180°

30” LORTZONTAL WALL
NOT POSSIBLE

457

0° NEGATIVE WALL ANGLES
VERTICAL

ARE ALLOWED

If you are using a ball-nosed tool with the tapered walls, use an M95 EO (or M95). If you are

using an end mill, use M95 E1.

Example Program:

This program makes a 2" x 3" cavity with 30° walls.

P140=.1
P141=-1
P143=.1
P144=0
P160=P144
P162=0

While P162 =0
G41 G65X0Y1
X0YO

G1 F10Z [ P160 ]
X2

Y3

X0

YO0

G65 X1 YO0
P163=30

M95

Wend

Clearance

Final Z depth

Z increment

Ist Z depth, top of cut

To enter while loop
Start of loop
Cutter comp lead in

Z down

Geometry

Geometry

Geometry

Geometry

Lead out

Wall angle

Taper walls command
End while loop
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Rounded Walls (M96)

M96 can be used for rounding walls in pockets or on islands. This command takes a start angle,
wall radius, first and final Z depths, and the Z increment as parameters. The M96 must be within
a while-wend loop. The tool radius, parameter #160 (the current Z depth) and cutter
compensation must be on to use the round walls feature. The M96 sets parameter #162 to 2
when the cycle is completed. The M96 assumes that a ball-nosed tool is used. Rounded walls
also use an offset round/tapered walls parameter to determine where the first cut is.

Example 1: Offset Island Rounded Walls

Offset round/tapered walls parameter = yes
First cut is offset to avoid overcutting vertical wall.

WORKPIECE START
ANGLE

Ist Z DEPTH

FINAL Z
DEPTH

— X WALL RADILS ]

Example 2: No Offset Island Rounded Walls
Offset round/tapered walls parameter = no
Offset is not needed to cut this part.

z

‘ / START
ANGLE
WALL <

TOOL ) RADILS

TIP
Ist 7
DEPTH

% WORKPIECE

——X

FINAL
7 DEPTH
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Example 3: Offset Cavity Rounded Wall
Offset round/tapered walls parameter = yes
First cut is offset to avoid cutting vertical wall.

START

7
\<::::::::ANGLE\

Ist
DEPTH

WORKPIECE

X
FINAL 7 WALL RADILS
DEPTH

Example 4: No Offset Cavity Rounded Wall
Offset round/tapered walls = no
No need to offset tool on this part.

FINAL Z
DEPTH

Ist Z DEPTH
WORKPIECE

— X WALL RADIUS
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This program makes a 2" x 3" island with rounded walls. The wall has a 2" radius and starts at a

slope of 30°.

P140=.1
P141=-1
P143=.1
P144=0
P160=P144
P162=0

Go

While P162=0
G42 G65X0Y1
X0YO0

G1 F10 Z[P160]
G1 X2

Y3

X0

YO0

G65X1Y0
P163=30
P164=2

M96

Wend

=<

Clearance
Final Z depth
7 increment
Ist Z depth

To enter while loop

Start of while-wend loop
Cutter comp lead in

Z down
Geometry
Geometry

Geometry

Lead out

Start angle

Wall radius

Round wall command

>\
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Notes on Rounded Walls
Note 1: The first cut at the first Z depth is always offset the entire tool radius.
Note 2: The first Z depth should be at the top of the surface to cut.
Note 3: If the wall radius and start angle will not span the first Z depth and final Z depth,

an error will occur.

Start angles are defined and illustrated in the following drawings. Negative start angles are
allowed.

START OUT START OUT
VERTICAL e 1gn> VERTICAL
90° 90°
IR
OR
270° 270°
0° 180°
THIS TYPE OF PART THIS TYPE DF PART
ISLAND CAVITY
1o ! 205° 3157
90° 90° i
. . 270° 270°
135 R 45
180° 180°
THIS TYPE OF PART THIS TYPE OF PART
ISLAND CAVITY

If you use an EO or no E on the M95 (or M96) block, the control uses a ball nose on the wall.
Any other E# on the M95 (or M96) instructs the control you are using an end mill. The offset
round/tapered walls has no effect on the end mill option.
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Pocket Clear (M97)

M97 can be used for clearing pockets as well as clearing away material from islands. It can also
be used for finish passes on irregular pockets or islands. This command takes two parameters:
the number of passes to make and the cut width of each pass. The command must be within a
while-wend loop. The cut width is added or subtracted to the cutter radius and moves toward or
away from the part. Cutter comp must be on to use the pocket clear feature. If a compensated arc
intersection error for the modified tool radius occurs, a compensated line is substituted from the

arc start point to the arc end point.

Example:
GO0 Z.1
D1
P1=-1
WHILE P1>-3
G4\G65 X1 Y2
X1Y1
G1F10 Z[P1]
X2
G3R.5XC25YC1X25Y .5
G1 X5
Y3
X1
Y1
G65 X2 YO0
G40
P163=5
P164=.1
M97
P1=P1-.1
GO0 Z.1
WEND

132

Rapid to .1 above 0

Load tool radius #1

First Z depth

Last Z depth =-.3

Non-move cutter comp lead in
Start point

Z down

No-move cutter comp off
Cutter comp off

Make 5 passes

Pass width =.1

Clear the Pocket

Next Z depth

Rapid above part

End while loop
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The previous program makes this for a .1" radius tool:

\ lst PASS — PART PATH 44\\\
3 — .

MODIFIED TOOL
TOO LARGE

To clear away from an island with the same shape, change the G41 to G42.
To make a finish pass, load the tool table with a tool radius bigger than the actual tool in use.

P163=2 Make 2 passes
P164=-.01 Correction to actual tool size/finish stock to clean up

Note: Pocket clearing is used to remove stock from a part. If too many passes are
programmed, the surface may be violated. It is best to use the M97 (pocket clear) to
remove several passes and then use other means to clear the remaining material.

Subprogram call (M98)
Subprogram terminate (M99)

The subprogram call command (M98) can be used to execute any program residing in memory
from another program. After the called program is executed, the control will then transfer back to
the calling program one block after the M98 command.
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When the main program calls a subprogram, it is regarded as a one loop nest. A two loop
nesting can be executed as shown below.

MAIN PROGRAM SUBPROGRAM SUBPRUGRAM
00001 ; 01000; 02000;
; M98 P2000;
M38 P1000;
M30; M39; M3g;
I LOOP NESTING 2 LOOP NESTING

When used withan L command, an M98 command can call a subprogram repeatedly. An
L command can specify up to 999 repetitions of a subprogram.

Nesting with up to 50 loops is allowed.

M2 can be used instead of M99. If a subprogram ends without an M2 or M99 it will return to the
calling program as if an M2 or M99 was encountered.

Preparation of subprogram
A subprogram is the same as any other program.

Specifying M99 at the end of a subprogram is optional. If the program was called by an M98, an

MO02, M30 or M99 will return. Subprograms are entered into memory in the same fashion as
normal programs.
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Subprogram execution

A subprogram is executed when called by the main program or another subprogram. A
subprogram call has the following format.

MO8 PXXXX LXXX

Where PXXXX = subprogram number
And LXXX = number of times the subprogram is to be
repeated

Example: M98 P0002 LS5
M98 P2 L5
Call2 L5
This command reads, call subprogram number 2 five times.
When the loop number is omitted, the subprogram is run once.
A subprogram call command and move command can be specified in the same block.
Example: X1 M98 P0200

In this example the subprogram 200 is called after completing movement in the X axis direction.

The execution sequence of a main program which calls a subprogram is as follows.

MAIN PROGRAM SUBPROGRAM
NOO1D —-—mmmmm e ; SRS ;
NOO2Q —----------- ; NOD20 —-——-—-- ,
NOO30 M38 P4010 L2; NOO30 —-——---- ;
NODAQ —-——-=-=--—- ; NOD4Q —-———-- ,
NOOSO M38 P4D10 NOOS0 —------- ;
NOOBO - ; NOOBO ----- Mag,

When the subprogram is called by another subprogram, it is executed in the same sequence as
shown in the above example.
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Note I:

Note 2:

Note 3:

Note 4:

Notes on Subprograms

If the subprogram number specified cannot be found, a 603 error “program
O#### does not exist” message is displayed.

A subprogram call M98 cannot be executed from MDI. In this case write a
short program to call the subprogram.

0XXXX
MISPXXX
M02 Then execute it in the run mode.

If a subprogram modifies the floating zero, (normally G92 X0 Y0 on the first
block of the subroutine), the floating zero will be restored to the same offset
value as it was when entering the subprogram. This can be useful for cutting the
same pattern at different locations.

Example:

OtHHt# 00002
X172 G92 X0 Y0
M98 P2 (cut part at X1 Y2)

X3Y5

M98 P2 (cut part at X3 Y5) .
M2 M99

If you use the “call” statement, you can call subprograms with full DOS names.

Example: Call C:\Test\Parts\XYZ.PRG

Custom M codes

Custom M codes can be created to execute a user-defined function. To set up the new custom M
code first create a text program — numbered from 9020 to 9029 — that defines the

new M code. Next, enter the number of the new custom code in the F3 (Power) parameter
section after the newly created text program. A three-digit number can be used to number the
newly created custom code.
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The text program can reside in the RAM directory or in the parts directory. The program in the
RAM directory holds precedence over the program in the parts directory. If you call any custom
M or G code from within a custom code, it will execute its normal function. If a syntax error
exists in a custom code, a message will be given on power-up.

Evrror in program 09828 or
custom M code program not
Found. Press Any Key to
Continue ...

Example 1:  Set F3(Power) parameter custom M code 09025 to 014 and enter a program into
B:/RAM/09025. An M14 execution is similar to a call to B:/RAM/09025.

Example 2:  Set F3(Power) parameter custom M code 09027 to 3 and enter the following G
program into B:/RAM/09027.

Set 25 (To turn on a vacuum)

G4 F1 (To dwell for 1 second)
M3 (Turns the spindle on like a normal M3)

137






SECTION FOUR - FRONT PANEL OPERATION

The Centurion 6 front panel has two 16-key keypads and 12 function keys. The keypads are
used to enter the alphanumeric data requested by the CNC. The upper keypad is used primarily
to enter alpha characters. To enter one of the shifted characters simply press and release the
Shift key then the character. After the character has been entered, the control automatically
returns to the non-shifted character set. Shift also works in the same manner on the lower or
numeric keypad. Spaces between commands are optional when data is entered, but the Enter
must be pushed to end a line of data or to go to the next function. The operation of the 12
function keys changes as different menus are displayed on the display. The following sections
detail each function key.

The lower section of the panel is dedicated to manual machine cycles. Located on the far left of
the panel is the electronic handwheel, which when turned in the handwheel mode will cause the
selected axis to move. Next to the handwheel are the manual feed controls for the machine's
axes. Turning the feedrate override will modify the current machine feedrate by the indicated
percentage. Pressing the Feedhold button will cause axis motion to stop. To restart axis motion,
press Feedhold again and press the Cycle Start button. The Cycle Start Button needs to be
pressed anytime a machine command is to be executed. Cyecle Start will blink when it needs to
be depressed.

The next section of the panel deals with the spindle and coolant controls. The spindle override
switch will modify the current spindle rpm by the selected percentage. If the machine is not
equipped with a variable speed spindle option, the override switch has no effect on the spindle.
The spindle CCW, CW and Stop buttons will override the current control commands giving the
operator full manual override capabilities. The active state of the spindle will be represented by
the illuminated button. The coolant buttons (Mist and Flood) work identically to CW and
CCW. When they are lit, the function is active; however, the coolant will not turn on until the
spindle is started. The Tool Reset button is only active during an M6 command. This button is
a safety interlock, which prevents the spindle from starting during a manual tool change. The
button will start flashing during a tool change and will need to be depressed after the tool change
is completed before program operation can be resumed. The Emergency Stop button, when
pushed, will stop all machine actions instantly. Once Emergency Stop is depressed, the Reset
button will flash indicating that it must be pushed before any machine motion can be performed.
The control is always in an Emergency Stop state after power-on. The following diagram shows
the layout of a Centurion 6 front panel.
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Centurion 6 Front Panel
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Diagram of Main Screen
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Cycle I Lancellad \

Duel L : HUH¥ HHM s5ecC

Tpindle 1 ZHUEAUH rpn 8
6 1ea ) g apnd rpn COFF)

Coolant @ OFF

=il Fz

Hume Juy HDU Rull Il impl Pcu'ma. P‘rug 'Jl:[ LI L il | - -

'\\/'

When you are verifying a program the runtime displays the calculated time to make the
parts. When you are running a program it shows the elapsed time since the program was
started. The total of all program run times are kept in the “Job Time” parameter (F7
Parms — F9 Ctrl).

History Line

History Line shows you where you are in the software and where you came from. If you
are modifying the tool table, the history line would say Main-Parms-Tool-Edit.

Active Program

Active Program displays the program that you are running or verifying. If you are editing
a program it will show the active edit program. If you are sending a file over the RS-232
it will show the program being sent.

Current Position

Current Position is the position relative to the work offset zero.

Next Position

If you are running or verifying, the Next Position is the position that the machine is
going to.

Distance

Distance is the remaining distance the machine has left to go to finish the move being
executed.

The Function Keys

Highlighted Function Keys are active or available.
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8

Status Window
Status Window displays detailed information on the state of the control. A detailed
description is given below.

1

/

Comp : Cancelled 4—{—— 2
Tool r TA1{AL1)Y + 3
Length : -A3.225A8 4 4
Radius : 88,0008 4 3
Plane 1 XY (G54)8 *7—2
Clearnce: 81.8888 *
Intery ! Linear {(Feed)+[—;
Feed : Ao .8 iy e———
C1808X D ASA.A irm+—1— 1
Inits r Abs/English «———— 14
Cycle : Cancelled «——— 12
Duell : AR . AR sec +—1— 13
Spindle ! =888 ypn — 1 i
L1882 : AAA ypm (OFF )41 12
I N 41—
Coolant : OFF 4 17

Diagram of Status Window

N

w0 A

[ B |

10

11
12
13
14

The \ changes back and forth to /and \ each time the status window is updated.

Comp: Tool Radius Compensation (Left, Right or Cancelled)

Tool: The first two digits indicate the active tool number. The second two digits in
parentheses indicate the pending tool number. If you execute a T14 without the M6 the
pending tool number will be 14.

The tool length.

The tool radius.

Plane and work offset: The plane is XY (G17), ZX (G18), or YZ (G19). The work offset
shows the current work offset G54 (0)...G59 (9).

Clearance or R-Plane.

Interpolation, Linear (Feed), Linear (Rapid), Circular (CW), or Circular (CCW)
Feedrate: The programmed feedrate and its units (English feed per minute) ipm, (Metric
feed per minute) mmpm, (English feed per revolution) ipr, (Metric feed per revolution)
mmpr or (inverse feed) /min or /sec (If the machine is rapid mode the units will always
be ipm or mmpm.)

Feedrate override: The position of the feedrate override and the resulting feedrate. If the
machine is programmed to move faster than its maximum, the clamped feedrate will be
displayed, and a an “*” will be displayed next to the %.

Units: (Absolute) Abs or (Incremental) Inc and English or Metric

Cycle: If there is a canned cycle or autoroutine active it will be displayed on this line.
Dwell: When a dwell is executed the dwell time will count down to zero.

Spindle: The programmed revolution per minute.
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15 Spindle override and direction: The position of the spindle override and the resulting rpm
(if there is no spindle encoder) or the actual rpm (if there is a spindle encoder). This line
also displays whether the spindle is off or running CW or CCW.

16 The spindle load meter will show the load on the spindle. It becomes longer and changes
color from blue to green to yellow to red as the load increases.

17 Coolant, Off, Mist, Flood or Mist/Flood

The remainder of this section will explain each function that can be executed from the front
panel.

F1 (Home) Main-Home

Following a power off sequence, the control will always have to be homed after the machine has
been reset. Each axis will seek a home limit switch and a marker pulse on the encoder. After
this procedure is finished, the machine's reference position will be established and will be
recalled until another power off. To initiate a home sequence, push ESC until the main screen is
reached and then push F1 (Home). A message requesting that the Cycle Start button be
depressed will appear on the screen and will start flashing. Pressing Cycle Start will start the
home sequence, and when it is finished the main screen will return. Homing parameters may be
adjusted in the F4 (Axis) section.

F10 (Here) Home-Here
F10 (Here) is only active if the correct password has been entered in the setup parameters.

The machine can be homed without moving the axis. Toggle the F10 (Here) key when the key is
lit and push Cycle Start. The position of the machine will be assumed as home zero. This
action is useful in that it allows jogging, handwheeling, or MDI’ing without physically homing
first. It is not recommended you run programs unless the machine is homed in the normal
fashion as the software limits will not be valid after F10 (Here).

143



SECTION FOUR - FRONT PANEL OPERATION

F2 (JOG) Main-Jog

The machine must be homed prior to jogging.

F2 (Jog) is used to move the machine around in a manual mode to pick up zeros and align parts.
Upon pressing F2 (Jog) the following screen appears.

Note: F5 and F6 can be changed to store the positions in the G92 floating zero offset.

RunTime @88:88:08| Main-Jog | Active :04312

Current Next Distance

X +00. 0000 +00. 0000 +00. 0000
¥ +00. 0000 +00. 0000 +00. 0000
£ +01.2500 +00. 0000 +01. 2500

) Conp i Cancelled e
=, 1 bl T xX:858.8 ipn Tool 1 TA3I (B3>
+X-Y - —x-Y +Z ¥:858.8 iern Length @ —-A1.2580A
Z:858.8 ipn Dianm. 1 Aa. 7508
Flane i XY (G548
=X -X = Clearnce: 98,1888
Interp ! Linear (Feed?
Feed  FAacA.A  ipn
_ | 188> a5sa.Aa  ipn
i (- B &= Units : Abs Englicsh
& + = e Cucle : Cancelled
Dwell : AARA .AA sec
Srindle | SO0AAA rrn
(188> 8 A8AAA rpm{OFF »
Distance :+88.8888 Coolant @ OFfF

ESC
DlSt G54 X G54 ¥ Exit

The function keys across the bottom of the screen select the desired jogging mode. The F1
(Slow) key selects slow jog. The feed override is active and speeds up or slows down the jog
speed. The F2 (Rapid) key selects rapid jog. The machine tool builder determines the slow and
rapid feedrates and has the ability to change the values for each in the axis parameters. The F3
() key selects the continuous jog mode. The jog defaults to continuous each time F3 (<) is
depressed. In continuous jog, the selected axis continues moving until the user releases the axis
key or encounters the software limits. In incremental jog, the axis moves the selected increment
and then stops each time the user presses and releases an axis key. After the operator presses the
F4 (Dist) key, the control prompts the user to enter the desired amount of increment. The
keyboard diagram displays the direction in which an axis moves when the corresponding key on
the numeric keypad is pressed. To exit the incremental jog mode, the user depresses F3 ().
Depending upon the value of the miscellaneous parameter “use FLZ instead of G54", the F5 and
F6 keys perform either a G54 or a G92 for X or Y at the current machine position. If the user
desires to leave the jog mode, pushing the ESC (Exit) key exits the jog mode and returns the
control to the main screen.

Sluu | Rapid 1--!
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F3 (HDW) Main-HDW
The machine must be homed prior to handwheeling.

The handwheel mode is used to move the machine around using the electronic handwheel. Its
main use is for setting tool length offsets, setting work offsets, and aligning parts. Upon pushing
F3 (HDW) the following screen will appear.

RunTime HH8:88:88| Main—HDUW Active 04312

Conp i Cancelled
Tool 1 TB3I(A3)
Length ! -—-#A1.2508
Diam. 1 A, 750A

Flane P XY (G548
Clearnce : 88,1888
Interp ! Linear (Feed)

Feed 1 FASA.A irn
C188) a58.8 ipn
Units : Abs/English
Cucle : Cancelled

Dwell : AAARA .AA sec
Srindle : 5000880 rpn
(188> g 28888 rpmn{0FF

Coolant @ OFF

Fi Fe& Fs F3 ESC
X ZTool G54-X | Urk-1 Exit

Note: F8 can be changed to store the positions in the G92 offset.

The F keys across the bottom of the screen are used to select which axis will move when the
handwheel is turned. The feedrate override switch will determine the distance each axis will
move for one click of the handwheel. The distance for each position of the handwheel is
described in Section 5. The highlighted axis key determines which axis will move.

F6 (ZTool) is used to set a Z tool length offset into the tool table or H parameter table. In the
handwheel mode, a tool could be put into the spindle and moved to its Z zero point. The F6 key
can then be pushed indicating that we wish to enter the current Z position as a tool length offset
H parameter. The CNC will prompt for a tool number. When the Enter key is pushed, the
current Z position will be used for the tool length.
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Procedure for Setting Tool Length Offset

Note: there is an alternative method for setting tool length on 160.
A tool length offset is used to compensate for the

difference between Z axis home and part surface (part

zero). Setting floating zero in Z axis is not

recommended.

To set tool length offset, load tool #1 in the spindle by
doing an MDI— T1M6. Use handwheel or jog to
touch the tool on the part at the desired Z zero (part T00L No. 1
zero). Select F6 (ZTool). The control will prompt you
to enter the tool number to be set. Enter "1". A tool
length offset for tool #1 has been set. Now when tool
#1 (H1) is programmed to a position, it will position in
reference to part zero. Repeat this procedure for each
tool.

PART ZERD

TOOL LENGTH
OFFSET

A tool length offset can also be set by entering a value |

into a tool offset table. The value can be measured by

touching the part with the tool and reading the current WIRK PIECE

position of the Z axis. If a shim is used between the

tool and the part, the shim dimension should be added

to the offset value. To enter the value select F7

(Parms) -F3 (Tool) -F1 (Edit) and use the arrow keys to move to the correct tool number. Then
enter the value as a negative number.

The F8 key on the handwheel screen is used to set a floating zero or work coordinate on the
selected axis at the current machine position. F8 (G54-X), F8 (G54-Y) is the same as setting the

G54 work coordinate to the current machine position.

The F9 key is used to select work coordinate systems. The F9 key will change the work
coordinate on the F8 key. There are six different choices, G54-59.
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Procedure for Setting a Work Offset

A floating zero shifts the X and Y axis zero positions to a desired place (edge of the part). Thus
a part can be programmed from its part zero. To find and set a work offset, refer to the example.

(+) X=AXIS (=) —

HOME \
P

0.00

(+)

0.00—
3 WORKPIECE Y-AXIS

EDGE = -
FINDER

MACHINE TABLE

Using a ’2" diameter edge finder in the X or Y axis, handwheel or jog to the edge of the part.
Then depress G54-X (X axis) or G54-Y (Y axis) to set the work offset for the appropriate axis.
Next, to compensate for the edge finder's diameter, move Z up. Then move the X or Y axis back
toward the part the distance of the edge finder radius and depress G54-X or G54-Y again.

An alternative method to set the floating zero is as follows.

Using a 2" diameter edge finder in the X axis, handwheel or jog to the edge of the part.
Establish whether the edge finder is positive or negative from the desired zero. Next, select F5
(MDI) and type G92 (set floating zero) X -.25 (axis to set and distance from desired zero). Press
Enter, then Cycle Start. A floating zero for the X axis has been set. Current position will read
X -.25. Repeat this procedure for the Y axis.

To check a work offset zero, select F5 (MDI), type GO (rapid move) X0 YO (X and Y position to
0). Press Enter, then Cycle Start. Machine will position to the current work offset.

Caution: Machine will move in rapid mode. The tool should be above all parts, vises,
etc.

For more information on floating zero, see page 112, Section 2.

F4 (Run) Main-Run

(The machine must be homed prior to running a program)
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The F4 (Run) key is used to execute the active program. Upon depressing the F4 (Run) key, the
following screen appears.

RunTime 8868:88:81 | Hain—Run Active 03232

Comp : Cancelled
Tool I TALC(A1)>
Length ! —-Al1.8888

Radius : AA.125A
Flane I MY (G54)
Clearnce ! A8.18808
Interp ! Linear (Feed)
Feed : FA1A.A ipm
(188> A18.8 ipm
Units i AbsEnglish
Cycle : Cancelled
Dwell : A0AA .AA sec
Spindle : 50088 rpm
{188:D> e AAAAA rpm{OFF)

Coolant @ OFF

Fl F2 Fe F& Fa ESC
Start| 014 Displ | Henu T15et Esc

After the above screen appears, F1 (Start) must be pushed and the following screen will appear.
(Note: if the machine is equipt with an automatic tool changer, the operator will be requested to
verify the tool number that is in the spindle)

BunTime ©88:88:81 | Main—Hun—Start Active 03232

Press {Cycle Start> to
start program from the
bheginning .

Comp : Cancelled
Tool : TA1(A1>
Length : -—-81.8888
Radius : 8A.1258
Flane : HY (Go4a)
Clearnce: 88,1888
Intexrp ! Linear {(Feed)
Feed : FA1lA.A ipm
188> ala.a ipm
Unit=s I Abs/Engliszsh
Cycle i Cancelled
DIwell : 9P8AA.AR Sec

Spindle ! SAAAA rpm
188> B apfAfaA repmiOFF)

Coolant @ OFffF

Furst | Bioer | Foor | NN [N N 1 N Y O .- |

F1 (First) is automatically selected when this screen is displayed. Therefore, if one desires to run
the active program from the beginning, one need only depress Cycle Start. If F2 (Block) is
pushed, the control will request that the desired block or sequence number be typed in, followed
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by Enter. If Cycle Start is depressed, the active program will start running from the selected
block number. If F3 (Tool) is depressed, the control will request a tool number. After typing the
tool number followed by an Enter, Cycle Start is pressed, and the active program will start
running at the desired tool number and the following screen will appear.

Note: If the block number or tool number requested is not found in the active program, the
following window will appear.

Block N&ST not located.
Press {Cycle Start> to
start program from the
begimwming .

Cycle Start will launch the program from the beginning.

RunTime ©88:80:04 | Main-Run | Active :0m@72

Current MHext Distance

X +00 .0000 +00 . 0000 +00 . 0000
¥ +00.0000 +00 . 0000 +00 . 0000
£ +00.0000 +00 . 0000 +00 . 0000

Comp i Cancelled s
Tool : TA4(A43)>
Length : 88.880A
Radius : 88.580A
Plane I MY (G54
Clearnce : 98,1888
Interp ! Linear (Rapidl
Feed 1 FA5A.A ipm
188> a58.8 ipn
M3 5324 Units I AbsSEnglizh
GB1 F23 R.1 Z2-2 G99 Cycle i Cancelled
H2 GA ¥-1 ¥-1 Dwell : AAAA .AA =zec
P16A=FP251 Spindle ! £A324 rpnm
PF161=F311 {188 5 2A8A rpm (OFF)
GoA
G31 Coolant ! OFF
G1lFLF1451ZLFP1411

BLOCK 4 M3 5324

Fa ESC
Blcu::k OStup BSk 11: D1spl Halt E=sc

This screen is the basic run screen with two new additions: a block number display and F9
(Halt). The block number shows the current line being executed as the program runs. The F9
(Halt) key is similar to Feedhold in that when it is pushed the machine will stop. However,
unlike Feedhold, F9 (Halt) also can exit the Run mode and allow a new program to be started.

F9 (Halt/Resum) Main-Run

If a program has been halted, the resume feature of the control becomes active. The F9 (Resum)
key will now be displayed on the Run screen. A program can be resumed as long as one of the
following functions is not performed: F9 (Verf), F5 (MDI), F1 (Home), or Emergency Stop. F9
(Resum) is also canceled if any parameters are modified. If no other function is performed, the
axes can be jogged or handwheeled away from the work, the spindle may be turned on/off, and
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F9 (Resum) remains active. As long as the Resume is active, the F9 key on the Run screen will
show a Resume function. If the Resume function is selected, the active program will be resumed
at the halted point. First, Z will retract to the tool change position—all the way up—when a
Resume Cycle Start is executed. Second, X and Y will rapid to the halted point. When X and Y
are in position a Cycle Start will be requested. When Cycle Start is pressed, the Z axis will
rapid to the R plane; it will then feed to its previous depth. The program will then start running
as if nothing happened. Feedhold simply stops axes motion until it is pressed again and Cycle
Start is pushed.

F2 (Old) Main-Run-Old

F2 (Old) will allow entry — from the message window — to an existing text program. After the
number has been entered, the control will check the text programs to see if a program by that
number is there. If one exists, that program will become the active program. If not, a message
stating that the program was not found will appear. After pressing the ESC (Exit) key, another
number may be entered.

The F3, F4, F5, and F8 keys on the Run screen set the mode of operation for the program. When
these keys are in a highlighted state, the functions will be active in any program currently
running or in any program to be executed.

F3 (Block) Main-Run-Block

When the F3 (Block) switch is activated, the program will stop at the end of each block. Each
time Cycle Start is pushed, one more block will be run.

F4 (OStop) Main-Run-OStop

When the optional stop switch F4 (OStop) is activated, the program will stop at each M0O1
command. When Cycle Start is depressed, the program will continue to run.

F5 (BSkip) Main-Run-BSkip

When the block skip switch F5 (BSkip) is activated, the program will skip all blocks starting
with a / (slash).

Example: / M5

When the block skip switch is active, M5 (spindle off command) will not be executed.
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F6 (Displ) Main-Run-Displ

The F6 (Displ) key can be accessed from a number of screens. The following screen is shown as
though the F6 (Displ) was entered from the RUN screen. All the display functions and screens
are identical, independent of the entry point. Only the return point differs based on the original
entry point. When the F6 (Displ) key is depressed, the following screen will appear.

RunTime 8BB:88:54 | Hain—Run-Displ Active 03232

Comp : Cancelled
Tool I TALC(A1)>
Length ! —-Al1.8888
Radius ! AA.1258A
Flane I MY (G54)
Clearnce ! A8.18808
Interp ! Linear (Feed)
Feed : FA1A.A ipm
188> A18.8 ipm
Units i AbsEnglish
Cycle : Cancelled
Dwell : A0AA .AA sec

Spindle | SAAAAA repm
{188 i PAPARA rpm{OFF)

Coolant @ OFF

Bist | Eroor | Sropn | bino | NN N "o | I S5 | I °5- | NN

Note: F7 and F9 only come up in protected modes.

F1 (Dist) Main-Run-Displ-Dist
When the F1 (Dist) key is activated, the display shows the current position, next position, and the
distance to go.
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F2 (Error) Main-Run-Displ-Error

The Following Error refers to the lag in the servo system.

The F2 (Error) key changes the display to read current position, next position, and Following
Error. The Following Error display is intended to help in machine setup or troubleshooting an

axis problem. When F2 (Error) is pressed, the following screen will appear.

RunTime ©88:80:02| Main-Run-Displ | Active :04421

Current Mext Following Error

X +01.4750 +00. 0000 +00. 0000
¥ +00. 0000 +00. 0000 +00. 0000
£ +00. 1000 +00. 0000 +00. 0000

Conp : Cancelled ra
Tool : TAi1dal)

Length : —-A1.898808

Dian. 1 8aa, 1258

FP1lane 1 XY (G548
Clearnce: -81.8888

Interp ! Linear (Feed)
Feed : FAaia.A ipym
14850 al4.8 ipn
Units i AbsEnglish
Cycle i Cancelled

Iuwell : 998A.A0 sec
Zpindle ! 501808 rpn
C1A8AX) 5 A8 rprn (OFF )
Coolant : OFfF

F7 Fa ESC
DlSt Errur Graph Dlag Obs Ehell Esc

F3 (Graph) Main-Run-Displ-Graph

If F3 (Graph) is pressed, the control switches from displaying text to a graphic display of the
active part program. The following screen will appear.

RunTime BBB:BB:BB| Main—RBun—Displ-Graph | fictive 0BS5S

x +00.0000
¥ +00 . 0000
z +03.2250

Conp Ht

Tool :TA1/81
Dianmtyr 1808 .58808
Length:-83.2258
Feed 1858 .8
188 1858 .8
Spin 18808
1808 Hlals 5]

Coolnt :0Ff F

F& Fe
Rut Pan Ulnd Hutu Zoomn— | £oomn+

F10 ESC
Zune Fresh Clear Exit

L1m1t
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The graphics on this control are full 3D and will be displayed in the graphics area as long as the
control remains in the Graph mode. When other displays are requested, windows will appear in
the graphics area showing the requested data. When these functions are finished, the windows
will disappear and the graphic display will be reinstated. The scales at the bottom and left side
of the screen are to be used as a reference for the part size. As the screen scale is changed, the
graduations on the rulers will change accordingly. The ruler graduations are in machine units; on
inch system the largest graduations equal approximately one inch. In metric the largest
graduations are 10mm. The Runtime at the top of the screen is basically a stopwatch that starts
when a Run Program command is executed and stops at the end of program or when the program
is aborted. The total job time is kept in program parameter #369 “Job Time”.

The next section will explain how to manipulate the part displayed in the graphics area. All the
following functions are accessible through the Displ-Graph screen.

Note: The graphics are cleared from the display at the start of run or verify of a program.

F1 (Rot) Main-Run-Displ-Graph-Rot
When the display rotate function F1 (Rot) is selected the following screen is displayed.

RunTime ©B868:88:88 | Main—RBun—Displ-Graph—-Rot | fictive 0BS5S

x +00.0000
¥ +00 . 0000
z +03.2250

Conp Ht

Tool :TA1/81
Dianty 1808 .589808
Length:-A3.2258
Feed 1858 .8
188 1858 .8
Spin 18808
108 Hlals 5]

ORIENTATION

X+88 . 0088
¥+08 . 0080

Fi Fz F3 F4 F& Fe F7 F& Fs Fio ESC
Xy XZ YZ I=o X+ X- ¥+ Y- Z+ Z— Done

(F1 -XY, F2 -XZ, F3 -Y2, F4 -ISO)

The F1, F2, F3, and F4 keys give the four standard rotations of a part: XY top, XZ front, YZ
side, and isometric views. The orientation index in the lower left corner of the screen shows the
current part orientation. Depressing the F1 thru F4 keys moves the orientation index to its new
position. The F5 thru F10 keys are used to rotate any of the selected axes in 5° increments.
Again, as the key is pushed, the orientation index rotates indicating the orientation of the part
display. F5 and F6 rotate X axis +, F7 and F8 rotate Y axis +, and F9 and F10 rotate Z axis +.
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Note: The display is auto-scaled when the new orientation is displayed.

F2 (Pan) Main-Run-Displ-Graph-Pan

The F2 (Pan) key selects the pan function, which allows the operator to pan around a part. The
following display will appear.

RunTime ©B88:88:688 | Main—Run—Di=spl-Graph—-Fan | Active :0BASS

Coolnt :0Ff F

X-87 .c008
¥+85 .9355

F& F# F& Fa Fio ESC
Enter 1 1 L > Abort

The crosshair which appears on the screen can be moved around using the numerical keys or
arrow keys F7 thru F10. To pan, move the cursor to the point on the display that is the desired
center of screen and push F5 (Enter), or Enter on the keyboard. The display will shift to its new

position and panning may resume. The ESC key will cancel the pan function and return to the
Graph screen.
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F3 (Wind) Main-Run-Displ-Graph-Wind

The F3 (Wind) key selects the window function which allows the operator to window in on a
particular area of the part. The following display will appear when F3 (Wind) is selected.

RunTime ©B88:88:688 | Main—Run—Di=spl-Graph—-UWind | Active :0BASS

Coolnt :0Ff F

Total Dist:+88.9392
X+81.8008 XDist:+A5.6008
Y-8z .4516 ¥Dist:+806.9677

F& F# F& Fa Fio ESC
Enter 1 1 L > Abort

The crosshair which appears on the screen can be moved around using the numeric keys or arrow
keys F7 thru F10 (the same as pan). To zoom in using a window, move the cursor to the first
corner of the window area and depress F5 (Enter) or Enter. Then move the cursor around until
the desired area of the part to be viewed is enclosed in the rectangular box being drawn on the
screen. Next, press Enter. The area enclosed in the box will now be displayed on the entire
screen. After depressing Enter to window on the part, window cancels itself and returns to the
graphic screen.

The X Y coordinates on the lower left side of the screen indicate the position of the cursor,
relative to part zero. The X Y coordinates on the lower right side of the screen indicate the size
of the window. These numbers can be used as a quick reference of the part size and dimensions.

F4 (Auto) Main-Run-Displ-Graph-Auto

The F4 (Auto) key selects the auto zoom function. This function automatically scales and
centers all machine parts on the screen.

F5 (Zoom-) Main-Run-Displ-Graph-Zoom-

The F5 (Zoom) key selects the zoom- function which decreases the size of the part currently
being displayed on the screen by half. Generally, this function is used to view a larger portion of
the part.
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F6 (Zoom+) Main-Run-Displ-Graph-Zoom+

The F6 (Zoom) key selects the zoom+ function which doubles the size of the part being
displayed on the screen. Generally, this function is used to enlarge a specific area of a part
enabling the operator to see greater detail.

F7 (Limit) Main-Run-Displ-Graph-Limit

The F7 (Limit) key draws a box on the screen which corresponds to the axis limits of the
machine. This allows viewing of the part in relation to the machine's overtravels. If the part
extends beyond this box, it cannot be run on the machine unless some corrective action is taken
to change the work offsets. The axis overtravel limits are set from the parameter screens. If the
tool is programmed outside this box, an “axis software limit overtravel” error will result.

Note: Part zero and tool length must be set to show true position within limits.

F8 (Zone) Main-Run-Displ-Graph-Zone

The F8 (Zone) key draws a box on the screen which corresponds to an axis safe zone. This is a
zone which the tool cannot enter. If the tool is programmed into this box with the safe zone
turned on (G23), an "attempted to move into safe zone" error will be generated. G22 shuts off the
safe zone.

F9 (Fresh) Main-Run-Displ-Graph-Fresh
The F9 (Fresh) key redraws the currently displayed part on the screen.

F10 (Clear) Main-Run-Displ-Graph-Clear
The F10 (Clear) key clears the current display buffer. After the clear screen command is
executed nothing will be displayed until either the program is verified or run again.

F4 (Diag) Main-Run-Displ-Diag

The F4 (Diag) key is mainly used for machine setup or troubleshooting machine functions. The
diagnostic screens bring up all the external I/O bits connected to the CNC. The status of each bit
is continuously displayed on the screen, and as they change on the machine, the screen will be
updated. Function keys F1 thru F5 display the various axes enabled on the CNC. Selecting X,
Y, Z, etc. brings up the appropriate axis I/O channels. A "0" displayed on the screen means the
I/O channel is not active. A "1" indicates active.
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The following screens represent the displayed information for the various axis selections.

Runtime: B:00:88 | Main—Run-Displ-Diag | Active :08813
M-—axis Input M—amis Output
Bl Estopped B @1 Excess Error a
#2 CH Sglndle B B2 Mist Coolant a
B3 CCH LZpindle B 83 Flood Coolant a
B4 Up To Speed B B4 Epindle CH a
U3 Tool Change H U5 Spindle CCH %)
B6 Lube Faul B b5 Spindle Stop a
A7 Hait Channel B B7 Spindle Allow a
B8 Eero Speed B @8 Tool Change a
oo Deite Falle.. 8 g gifeemesit g
pndle Reverse wtpu c . c lled
11 Digiti=in B8 11 Estop Delayed a Wl 3 iSEINEoL LE
12 Hoae Suitgh a 12 Rutagg Claap a Tool I B1<81>
Radius : 88.8808
Marker Fulse @ Length : -83.23750
Flane o XY (G54
Clearnce: @8.1888
Intery : Linear (Feed)
Feed : 8508.8 ipm
{18a:d @sd.8 ipm
Units : Abs English
Cycle : Cancelled
Dwell : 98BB .88 sec
Zpindle ! @088 rpm
{180 I @B rpm  (OFF)
Coolant @ OFfF
F1 F2 F3 ESC
X ¥ Z E=zc

Note: The diagnostic screens will differ for machines that have varying options. The text that
shows up on the screen is from the files INP.XXX and OUT.XXX, where XXX is the extension for
the desired language to display on the screen. The INP.XXX and OUT.XXX files for a basic
machine with no options are present in the ROM directory. The files that correspond with the
options that a machine might have will be present in the RAM directory. The control will first
check the RAM directory. If the files are not found in the RAM directory, the control will use the
default files in the ROM directory.

Runtime:  ©:88:008 | Main-Run-Displ-Diag | Active :08B13
Y—axis Input Y—axis Output
81 M28 waiting @B @81 M29 output a
B2 M21 waiting B B2 M2l output a
B3 M22 waiting @ B3 M2Z2 output a
B4 M23 waiting B B84 M23 outpn a
B85 M24 waiting @ b M24 output a
B6 M25 waiting B 86 M23 output a
87 M26 waiting @ @7 M2Z6 output a
B8 M27 waiting B 88 M27 output a
T8 Mz3 warting To" @ 10 P23 quipui a
wailtin outpu o
11 Edit Ewitc @ 11 ¥ Dutput 11 a Conp : Cancelled &
12 Home Switch & 12 ¥ Output 12 a Tool > @181
Radius [ 8d.80008
Marker Fulse o Length : —-82.3758
Flane - XY (G534
Clearnce: @08.18808
Intery : Linear (Feed)
Feed : BO8.08 ipm
1882 as5a.a ipm
Uni ts : AbsS English
Cycle : Cancelled
Dwell : BBEB. 08 sec
Zpindle : @088 rpm
{1883 ! BUH rem  {(OFF)
Coolant @ OFff
F1 F2 F3 ESC
X ¥ z Ezc
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Note: Machines with tool changers, etc. will have different diagnostics screens.

Runtime:  ©:88:008 | Main-Run-Displ-Diag | Active :08B13
Z—axis Input Z—axis Output

Bl 2 Input 81 B @1 Z Output A1 a

B2 E Input 82 B B2 Z Output 82 a

B3 Z Input B3 B @3 E Qutput @3 a

B4 Z Input U4 @ 84 Z Output B4 a

B3 Z Input B5 @ b Z Output G5 a

B E Input 86 B 86 Z Output 86 a

87 Z Input 87 @B @7 E Qutput A7 a

B8 Z Input B8 @ e Z Output B8 a

fo Z Intus fe 4 10 2 ouiput ta a

il % Input 11 B 11 2 Sutput I1 a Comp : Cancelled

12 Howme Switch a 12 Z Output 12 a Tool I o@1caly
Radius [ 8d.80008

Marker Fulse o Length : —-82.3758
Flane - XY (G534
Clearnce: @08.18808
Intery : Linear (Feed)
Feed : BO8.08 ipm
1882 as5a.a ipm
Uni ts : AbsS English
Cycle : Cancelled
Dwell : BBEB. 08 sec
Zpindle : @088 rpm
{1883 ! BUH rem  {(OFF)
Coolant @ OFff

Fl Fz Fz ESC
X ¥ b E=zc

F7 (OBS) Main-Run-Displ-Obs
The F7 (OBS) key will only display in access level 2 or greater. F7 (OBS) will be highlighted

and is only available if the current display is F1 (Next), F2 (Dist), or F5 (Error). It will display
information on the motion control cards. F7 (Obs) comes up in protected modes only.

F9 (Shell) Main-Run-Displ-Shell
F9 (Shell) is available if the control is in access level 2 or greater. It will Shell out to DOS. To
return to the CNC, type exit. F9 (Shell) comes up in protected modes only.

F7 (Menu) Main-Run-Menu

The F7 (Menu) key selected from the Run or Verify screen brings up a window containing a
listing of all the available programs, which may be run. The screen shown below will be dis-
played when the program menu is requested.
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RunTime ©88:00:08| Main—Run—Menu | Active :

Current Mext Distance

X +06. 0000 +06. 0000 +00. 0000
¥ +07.0000 +07. 0000 +00. 0000
£ +00. 0000 +00. 0000 +00. 0000

0aAse 266 A2-16-.99 17:21 16-19- Conp 1 Cancelled .
0ARS9 498 12/12-.97 18:8080 16-19- Tool . TAR4CAT )
0A872 134 18-10.-96 A9:36 BILLS Length : A8 ,PAA0A
0A873 306 12-05.-97 11:321 ROUGH Dian. :@ A9 .989a
0ARgs 1985 AB-AS-98 14:31 YENA T FPlane T XY (G548
»OBPOS 4583 PA6-30.-99 11:29 N1AAG24 Clearnce : A1 .90898
0AR9T 1313 A3-11-99 A9:18 UDSAS— Interp : Linear (Feed}
0AR9S 654 A3-11-99 89:19 SPHERI Feed ! FASA.A  ipn
oAap9s 24 Ag-AZ2-99 1A:37 XA (188D 258 .8 irn
oal18a 388 12-31-98 11:355 BEEREOD Units : Abs /English
oai8z 4279 AT-27-98 18:11 SURFE Cucle r Cancelled
oa1z23 11692 AB-17.-99 13:24 X1 Y8 Duwell : AR .PA seac
oo A A9-A81-.99 12:54 <{DIRX Spindle ! SAAAA rpn
CLIFFPER A A9-81-.99 12:55 <DIRX (188 . AAAA vpm C(OFF)
TOOL_TEC A A9-81,93 12:55 {DIE> [ — ]
WAGMER A A9-81-99 12:54 {DIR> Coolant @ OFF
s PAR TSN

F7 F& Fio ESC HELP
Enter Tug le|] t 1 PgUp PgDn | Abort | Drive

To activate one of the programs listed in the window, use the arrow and page keys to move the
cursor to the desired program and press F5 (Enter), or Enter on the keyboard. The Menu
function can be called from other screens but works the same way from all. When called from
the Run or Verify screen, the selected program becomes the active program. When called from
an edit screen, the selected program becomes the current program being edited. F6 (Togle) will
display the file size, last time and date it was edited, and seven characters for the file name.
Subdirectories are specified by <DIR> as the file name. The “..” specifies the parent to the
current directory. If you press the HELP (Drive) key, a list of the available drives is displayed.

Note: The file name is enclosed in parentheses. If there are no parentheses on the first block,
the file name is the first block. Pressing the “D” key toggles the menu to and from “Full Dos
Filenames”. Pressing the “N” key toggles sorting files by filename and file description.

F8 (Dry) Main-Run-Dry
When the F8 (Dry) is active, all program feedrates will run at the dry run feedrate.

Note: The spindle commands can be ignored during dry run by setting a parameter.
Switching to or from Dry Run can only be done if the machine is firstF'9(halted), switched to or

from F8(Dry) Run, and then F9(resumed). The F8 (Dry) key will not be visible if the program is
running.
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F9 (TISet) Main-Run-TISet

When no program is running, the F9 (TISet) key will be the tool setting key. F9 (TISet) is
similar to F1 (Start). When pressed, a Cycle Start will be requested.

1. The operator is prompted for the height of the setting gauge.
The operator is prompted for the tool number to set the offset. The machine does
a tool change to this tool number.

3. Operator handwheels the tool tip to the gauge or face of the part. He then presses
Enter.

4. Operator is prompted for the tool radius.

3. Go to number 2.

During the tool setting routine, the tool table is loaded with the appropriate values. After all the
tool offsets are loaded, the operator can press ESC (Halt) to exit the tool setting routine.

Note: This routine can be modified for specific applications (auto tool setters, different tool
changers etc.).

F10 (HDW) Main-Run-HDW

When the F10 (HDW) key is activated, the axis moves in the program will relate to turning the
electronic handwheel. The feedrates (feed/rev. or feed/min.) will effect the distance moved per
click of the handwheel. The four miscellaneous parameters that effect the distance moved per
click of the handwheel are listed below.

1. Handwheel Encoder PPU
Pulses per rev of the electronic handwheel. This should be 400 for our current systems.

2. Cranking Minutes/Rev
Total minutes of normal program execution time should correspond to one turn of the
handwheel. Multiplying an IPM feed by this factor results in an IPR feed (inches per turn
of the handwheel). This should be about 0.0010 for our current system.

3. Cranking Max IPM
This limits the feedrate while hand-cranking to get reasonable response at slow
programmed feedrates. Adjusting the other handwheel parameters can give excess errors
on rapids above 100 IPM. It should be about 100 for our current system.

4. Cranking Factor
The multiplier for each handwheel click should be about 100 for our current system.

Cranking Factor/Cranking Mins Per Rev is proportional to the max feedrate allowed while hand-
cranking.

If handwheeling and dryrunning a program, the distance moved per click of the handwheel
relates to the Dry Run Feed parameter.
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If operator is handwheeling a program and a tapping cycle is started, the message "Tapping cycle
will not be in handwheel mode. Press any key to continue"” will appear. The machine will tap the
hole and return to the handwheel mode.

Switching to or from HDW can only be done if the machine is first F9(halt)ed, switched to or
from HDW and then F9(Resum)ed. The F10 (HDW) key will not be visible if the program is
running.

F5 (MDI) Main-MDI

The F5 (MDI) key on the Main menu selects the MDI (manual data input) function. Through
MDI any programmable machine function can be executed one function or one block at a time.
When MDI is selected the following screen appears.

RunTime @80:82:05 | Main-MDI | Active 03232

Current Hext Following Error
= +00.0000 +00 . 0000 +00 . 0000
¥ +00 . 0000 +00 . 0000 +00 . 0000
Z +01 .0000 +00 . 0000 +00 . 0000
Comp : Cancelled s
Tool : TA1L{Al)
Length ! -8l .8888
Radius : AA.1258
Flane I HY (G54
Clearnce ! A8.1888
Interp : Lineay (Feed)
Feed : FAla.A ipm
1882 AalAa.A ipm
Units : Abs/English
Cycle : Cancelled
Dwell : PP .AA sec
Spindle : S8 rpm
(188 8 aafRan rem{ OFF)
Coolant @ OFF

<MDI> W
F1 F2 Fa ESC
GCode | MCode Displ Done

As the functions are typed in they will appear on the MDI line at the bottom of the screen. After
the data has been typed in, Enter must be pressed to end the block. At this point a Cycle Start
will execute the MDI line. During MDI the ESC (Esc) key will terminate any MDI command.
F6 will bring up the normal graphic displays discussed earlier. If graphics are turned on during
MDI, the graphic display will graph all the MDI moves as they are executed.

F1 (Gcode) Main-MDI-Gcode

F1 (Gcode) will bring up a list of legal G codes with a short description of each code. Pressing
the F1 (Gcode) key will bring you to the next page of G codes.

00 Linear Rapid 01 Linear Feed

02 CW Arc 03 CCW Arc

04 Dwell 09 One-Shot Exact Stop
10 Set Data Mode 11 Clear Data Mode

12 Clear Floating Zero 17 XY Plane
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18 XZ or ZX Plane

20 English

22 Safe zone check off
24 Circ Pocket Clear
26 Circ Finish Outside
29 Return From Ref

31 Z to Clearance

33 Facing Cycle

35 Rect Finish Inside
39 Threading Cycle

41 Left CutterComp On
43 + H Offset Dir

45 Left Auto Comp On
47 Auto Comp Off

50 Scaling Off

52 Local Coordinate

54 Worksystem 1

56 Worksystem 3

58 Worksystem 5

60 One-Shot Rapid Move
63 Tapping Mode On
65 Move Lockout Block
69 Rotation Off

71 Mirror Image On

73 Woodpecker Drill
76 Fine Bore

80 Canned Cycle Cancel
82 Drill/Dwell

84 Tap

86 Fast Bore

88 Hard Tap (option)
90 Absolute

92 Set Floating Zero

94 Inches per Minute
98 Ret to Initial Level

19 YZ Plane

21 Metric

23 Safe zone check on
25 Circ Finish Inside

28 Reference Return

30 2nd-4th Ref Return
32 Z to Tool Change

34 Rect Pocket Clear

36 Rect Finish Outside
40 CutterComp Off

42 Right CutterComp On
44 - H Offset Dir

46 Right Auto Comp On
49 Cancel Tool Offsets
51 Scaling On

53 Machine Coordinates
55 Worksystem 2

57 Worksystem 4

59 Worksystem 6

61 Exact Stop Mode

64 Tapping Mode Off
68 Rotation On

70 Mirror Image Off

72 Bolt hole

74 Left Tap

78 Manual Bore

81 Drill

83 Peck/Drill

85 Bore

87 Back Bore

89 Bore/Dwell

91 Incremental

93 Inverse Time Feed
95 Inches per Revolution
99 Return to R-plane

Note: The text file that displays the legal G codes on the screen is Gcodes. XXX, where XXX is
the extension for the corresponding language. The control first looks for Gcodes. XXX in the
RAM directory. If not found, it then searches the ROM directory for the file.

F2 (Mcode) Main-MDI-Mcode

F2 (Mcode) will bring up a list of legal M codes with a short description of each code.

00 Program Stop
02 End of Program
04 Spindle On CCW
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06 Tool Change 07 Mist On

08 Flood On 09 Coolant Off

30 Spindle Off, End of Program 90 Graph Off

91 Graph On 93 3D Sweep Off
94 3D Sweep On 95 Tapered Wall
96 Rounded Wall 97 Pocket Clear

98 Call Jump 99 End of Program

Note: The text file that displays the legal M codes on the screen is Mcodes. XXX, where XXX is
the extension for the corresponding language. The control first looks for Mcodes. XXX in the
RAM directory. If not found, it then searches the ROM directory for the file. Depending upon
the machine options, the legal M codes will vary. The Mcodes. XXX in the ROM directory is for
a basic machine with no options.

F6 (Displ) Main-Displ

See explanation under F6 (Displ) Main-Run-Displ on page 151, Section 4. This function can be
entered from either screen.

F7 (Parms) Main-Parms
The F7 (Parms) key from the main screen brings up the following parameter screen.

RunTime 888:BAZ:85 | Main—Parns Active 03232

Comp i Cancelled
Tool : TA1(A1)>
Length :!: -Al1.8888
Radius ! 88.1258A
Flane I MY (G54
Clearnce ! 88.1888
Interp : Linear (Feed)
Feed : FA1A.A ipm
(188> A18.8 ipm
Units : Abss/English
Cycle : Cancelled
Duwell : AAARA .AA sec

Spindle : SAAAAA repm
{188 . BAAAA rem{OFF)

Coolant : OFFf

F4 F& Fs
Setup | Coord | Tool | D OFff |H OFfFf | Save
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F1 (Setup) Main-Parms-Setup

The F1 (Setup) selection brings up the parameters, which make the control unique to a particular
machine or application. When F1 (Setup) is selected the following screen appears.

RunTime @88:82:85 | Main-Parms—Setup | active :03z3z

Current Mext Following Error

X +00.0000 +00.0000 +00 . 0000
¥ +00.0000 +00.0000 +00 . 0000
£ +01.0000 +00.0000 +00 .0000

Comp : Cancelled s
Tool : TAL{A1>

Length @ —Al1.888A

Radius : 8A.1258

Plane : HY (GS54a)>
Clearnce : BAA.18808

Intery ! Linear (Feed)
Feed : FA1A.A ipnm
188> a1a. A ipm
Units : Abs/English
Cucle : Cancelled
Duell : AARA .AA sec
Spindle :: S5AAAAA rom
18082 8 apAaand remOFF)
I 1
Coolant @ OFFf

Fl Fz2 F3 F4 F& Fa F7 Fa ESC
Level | Prec | Power | Axis |Mizc | OURs BSC DoOs Done

Note: F2 (Prec) through F9 (DOS) are only displayed if the control is in the protected mode set
by a validation code.

The CNC requires a VALIDATION CODE and an ACCESS LEVEL number to allow the
machine setup parameters to be displayed or changed. The machine tool builder can supply the
validation code and access level.

RunTime 80A:89:08| Main-Parms—Setup-Level | Active :om@@1
Current Next Distance
#“ +00. 0000 +00. 0000 +00. 0000
¥ +00. 0000 +00. 0000 +00. 0000
Z +07.0000 +00.0000 +07.0000
Conp i Cancelled S
Tool i TA1{A1>
Length : —-87.88808
Diamn. 1 BA . 2ARAa
Plane T XY (G548
Clearnce: 88.08588
Interp ! Linear {(Feed)}
Fead : FASA.A irn
VALIDATION CODE:H 188D ase. a8  ipn
Units I Abs/English
Cucle I Cancelled
ACCESS LEVEL: Duwell : AAPA .AA sec
Spindle : ZAOA repn
1882 8 apAad rpm (OFF )
Coolant @ OFfF

ESC
Abort
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Note: The parameters in the setup sections are normally set by the machine tool builder.
Changing these parameters can affect a large number of machine functions and machine
performances and should only be modified by experienced service personnel.

Assuming the proper codes have been entered, the following screens can be selected.

F2 (Prec) Main-Parms-Setup-Prec
If the F2 (Prec) selection for Machine Precision is made, the following screen will be displayed.

RunTime  ©:80:@8 | Main—Parms—Setup—Prec | Active :03232

Current Hext Distance

X +00.0000 +00 . 000d +00 . 000d
¥ +00.0000 +00 . 0000 +00 . 0000
£ +01 .0000 +00 . 0000 +01 . 0000

) . Comp : Cancelled Y
Decimal Preciszion Tool : TA1LCAL)
. 5 Length ! —-Al1.8888
English Metric Radiu=s ! #AA.1258
Flane MY (G54)>
Lead Trail Lead Trail Clearnce : A8.18808
) Interp ! Linear (Feed)
Cartesian 2 4 3 3 Feed : FASA.A ipm
(188> A58 .8 ipm
Angul ax 2 2 2 2 Units : Ab=/English
) Cycle i Cancelled
Epindle L a 9 a Dwell : APAA .PAA sec
Spindle : 50088 rpm
Feed 3 1 9 a {188:D> B Al rpm{OFF)
Coolant @ OFF

Fl ESC
Edit Done

Keys displayed in the Edit Mode:

F? F2 ESC
1 i Exit

The above screen shows some typical settings for leading and trailing zeroes for the different
coordinate systems. The number of leading and trailing zeroes is unlimited, but some practical
limits do exist. If the numbers get too large, they will not fit on the screen in their allotted space.
If they are smaller than the feedback units, they will not cause movement. To change a
parameter press F1 (Edit). A series of arrow keys will be displayed; use them to move the cursor
to the desired parameter and type in the new number. Once all the numbers have been edited,
pressing the ESC (Exit) key will validate the new numbers and return to the previous screen.
These parameters are for all numbers entered into the control except for the axis parameters,
which are set separately in the F4 (Axis) parameters.

Fa
{_

Fi0
+

F3 (Power) Main-Parms-Setup-Power

Power parameters are parameters that directly relate to the configuration of the machine tool and
will normally be set by the machine tool builder.
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Note: When editing or entering parameter values (or any other numeric value on the control),
you can use the built in calculator.

Example: Instead of entering .3750 you may enter 3/8
Instead of entering 1.3750, you may enter 1 + 3/8

If you want to modify the current value, you may use “.” as the current
value.

If the current value is .358 and you want to add .002, type .+.002 (instead
of entering .360).

The F3 key brings up the power-on defaults as shown in the following screen.

RunTime @88:00:18| Main-Parms—Setup-Power | Active :0mBBL

Current Mext Distance

X +06. 0000 +06. 0000 +00. 0000
¥ +07.0000 +07. 0000 +00. 0000
£ +00. 0000 +00. 0000 +00. 0000

B Changes here take effect on Power—Up. Conmp : Cancelled ra
Video Mode . ........¢c oo nnmnmnnnas 548x 358 Tool : TALCAI)>
Initial Units are.....:«:0:s G280 English Length : 88 .8880A
Munbker of Axes . ........¢c. 00 ennnnnas a3 Diamn. 1 28,888
Zerial Keyboard...........¢c.000 i No Plane XY (G548
Power—-0On FeedRate.............. +58 . aaa8a Clearnce ! Al1.8888
Spindle AxXis. .. ......... P aa s 515 ke Interp : Linear {(Feed)
2nd Handuwheel Encoder AXis.......... aga Feed : FASA.A ipn
3rd Handuheel Encoder AXis.......... aaa C188 ) ASA.A ipn
New Renote HandWheel .. ............... MNo Units I Abs/English
188 Rapid in Rum (Mo Overridel...... Mo Cycle : Cancelled
188 Rapid in Dru—-vun (Mo Overrideld..No Duwell : APAA .AA sec
Epindle on iv Drd-—Turm. . oo e o oo e Mo Spindle ! S8 rpn
Tool Takles bu........: 00000004 i aneter C18AX) @ 28008 rprn (OFF)
Don’t Load Cammed Cycles......:auuas Mo | — ]
Block Skir Dn. .. ... nnnnnnmnnnnnns Mo Coolant ! OFF
F7 Fa F3 F1O ESC
1 1 Pgllp | PgDn E=sc
Video Mode: Standard settings are 640 x 350 for CRTs and 800 x 600 for LCDs
Initial Units are: G20 English or G21 Metric to power up in inch or metric.

Number of Axes: Canbe I to 5.
Serial Keyboard :  Enables or disables serial keyboard

The keyboard will boot up transmitting over the CLK/DATA interface and not over the RS-232
interface. This means the PC will be able to recognize that a keyboard is present upon reset and
not hang with a message such as, <PRESS F1 TO RESUME>. The keyboard will always
recognize commands over either the RS-232 or CLK/DATA interface. Whenever a valid
command with no error is received over the RS-232 interface, it will start transmitting over the
RS-232 interface and not the CLK/DATA interface.
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In like fashion, it is possible to switch back to the CLK/DATA interface. Whenever a valid
command with no error is received over the CLK/DATA interface, it will start transmitting over
the CLK/DATA interface and not the RS-232 interface.

Since the RS-232 interface is not as interlocked as the CLK/DATA interface, the following
additional requirements are placed on the RS-232 protocol.

1. The system is allowed to send commands only in response to transmissions set by the
keyboard.
2. When the keyboard transmits it will wait for the transmission to be complete and then

delay another two milliseconds before again checking the keystroke buffer. This delay
allows the system time to send a resend command or other command such as turning on a
light. Since transmitting a character takes approximately one millisecond at 9600 baud,
this allows about 1 millisecond processing time for the system.

3. To allow the system a chance to send out commands, the keyboard will send out a strobe
signal periodically. The strobe signal is simply the character EAh. This character will be
transmitted if the keyboard is otherwise idle for approximately 30 milliseconds. The
system can then send out a command in response to the strobe instead of having to wait
until the next keystroke.

Hardware and Software Requirements

The serial keyboard requires a REV E keyboard controller card with firmware version #1.21 or
greater. Firmware for the REV E cards cannot be used with older revision cards and vice versa.

CNC software must be of version # *.86 or greater.

The serial keyboard uses COM2. Therefore, if the serial keyboard is used, the secondary serial
port parameter should be set to none. The secondary serial port parameter may be removed in a
future version.

On machines set up to use the serial keyboard there will be a revised cable in the mag box.
Previously, the cable coming in was split in two and ran to the video card and to the controller
card. Now the cable will split in three and have a 9-pin D-Sub connector to attach to the I/O
card. The connector on the I/O card should be set up to be COM2 (as shipped to us, it is
usually COM1).

Enabling the Serial Keyboard

The CNC program will use the serial keyboard interface if the power-up parameter Serial
Keyboard is set to Yes and if the program is executed without any command line options.
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Alternatively, the CNC program will use the serial keyboard interface if the serial keyboard
parameter is set to Yes and the letter "s” appears as an option on the command line.

The serial keyboard is enabled in the following examples if the serial keyboard parameter is also
set to yes.

CNC

CNCs (serial keyboard only)

CNC fs (front panel lights, serial keyboard)
CNC as (acroloops, serial keyboard)

CNC afs (same as no options)

The serial keyboard is disabled in the following examples:

CNCn (demo mode)
CNCf (front panel lights)
CNCa (acroloops)
CNC af (acroloops and front panel lights)
CNCb (NCB, Cent 6)
CNC bf (NCB and front panel lights)
Power-On Feedrate: Can be any number up to the maximum feedrate.
Spindle Axis: 1to5 1=X,2=Y,3=7,4=A ... ¢etc
Normally set to 3 for Z axis.
2"! Handwheel Used for optional dual handwheel systems (4 if it has the
Encoder Axis: option).
3" Handwheel Used for optional dual handwheel systems (5 if it has the
Encoder Axis: option).
New remote handwheel: Yes, if it has the new style remote handwheel option.
100% Rapid in Run: No means the feedrate override will affect rapid moves.

Yes means the feedrate override will not affect rapid in the run
mode. Rapid moves are 100%.

100% Rapid in Dry-Run: No means the feedrate override will affect rapid moves in the dry
run mode.
Yes means the feedrate override will not affect rapid in the dry run
mode. Rapid moves are 100%.

Spindle on in Dry-Run: No means the spindle will not come on in the dry run mode.
Yes means the spindle will come on in the dry run mode.

168



SECTION FOUR - FRONT PANEL OPERATION

Tool Tables by: Radius or Diameter
Don't Load Canned No means Canned Cycles will be loaded.
Cycles: Yes means Canned Cycles will not be loaded; the canned cycles

(drill, pockets, frame etc.) take approximately 39K of RAM.

Block Skip On: If Yes the block skip will be on at power up.

Optional Stop On: If Yes the optional stop will be on at power up.

Safe Zone On: If Yes the safe zone will be on at power up.

Foreign Extensions: Refers to the extension for data files. Current valid extensions are

listed below.

CES CZECH
CHN CHINESE
NED DUTCH

DAT ENGLISH

FRN FRENCH

GRM GERMAN

ITA ITALIAN

SPN SPANISH

TRK TURKISH
Tool Changer Information
Machine Type : Type in VMD 30....
ATC Type is: PVII, Manual/Avanti, Milltronics, VC28, etc.
ATC tool (pocket count): Number of pockets on the tool changer
Spindle orient delay(MS): Time delay for orient pin (use 0, roller pins, or electronic orient)

M6 (Tool Change) Macro: Path and Name of the program used for custom M6

Put Pot down on Yes means the pot will be down for the pending tool.
swing arm tool changers: No means it will be up.

Check drawbar switch: Yes for newer machines with drawbar switches.
Milltronics ATC is: Plunger or Geneva Two-Step or Geneva One-Step
Milltronics CW Coast: Partner 1 Geneva tool changers use these
Milltronics CW Brake: Parameters to set the times to index and

169



SECTION FOUR - FRONT PANEL OPERATION

Milltronics CCW Coast:  brake the tool changer in the CW and CCW
Milltronics CCW Brake: directions suggested. Values are 110 for coast and 60 for brake.

Check Air Pressure: If the parameter is set to yes and the pressure is low (Y input #1),
the machine will emergency stop and error 448 “Air Pressure
Error. Check air hose connection” will occur.

Drawbar Delay: Used in the Partner tool changers as a delay (in seconds) after the
drawbar comes on and before the head goes up to remove the tool
to prevent pulling on the tool holder.

Custom M and G code Tables

Custom G code 09010
Custom G code 09011
Custom G code 09012
Custom G code 09013
Custom G code 09014
Custom G code 09015
Custom G code 09016 Cannot have a custom G code for GO
Custom G code 09017
Custom G code 09018
Custom G code 09019

Custom M code 09020
Custom M code 09021
Custom M code 09022
Custom M code 09023
Custom M code 09024
Custom M code 09025
Custom M code 09026 Cannot have a custom M code for M0
Custom M code 09027
Custom M code 09028
Custom M code 09029

Parameter file version: Should always be 1

Use Small Soft keys: Should be set to no for 12" CRT monitors
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Notes on Parameters

Note 1:  To change a parameter, press F1 (Edit) and type in the new number.
Note 2:  After changing any power parameter, return to the main menu before cycling power.

Note 3:  After any power parameter is changed, the machine must be powered down, then up
again. These parameters are only read on power up.

F4 (Axis) Main-Parms-Setup-Axis
If the F4 (Axis) key is pressed, the following screen will be displayed.

RunTime  8:80:@8 | Main-Parms—Setup-fxis | Active :03232

Current MHext Distance

X +00 .0000 +00 . 0000 +00 . 0000
¥ +00 . 0000 +00 . 0000 +00 . 0000
£ +01 .0000 +00 . 0000 +041 . 0000

k Axis Address Lakel ... ... 0000 nnnnnsns I Comp i Cancelled s
Fulses Per Unit...........¢c 00uuuunun I Tool : TA1(A1>
Encoder Multiplier.........: 00000002 I Length : -A1.8888
Home Positiom. ...t nnnnnnnnns MM Radius : AA.125A
Home Divectionm..........cieinnnnmnnns MM Plane 1 MY (G542
Uelocity Toward Home . ........000000. MM Clearnce : 88,1888
Velocity Away From Home .. .......:..:.. M Interp ! Linear (Feed)
Velocity Toward Markexr.......:o00000. I Feed : FASA.A ipm
188> a58.8 ipn
Axis Address Lakel Units I AbsSEnglizh
Cycle i Cancelled
M +88 . 080A Dwell : AAAA .AA =zec
¥ +89 . 0808 Spindle ! S0 rpm
=z +98 . 9888 188> 5 2888 rpm{OFF)
I 1
Coolant ! OFF

F1 F7 Fa Fa Flo ESC
Edit 1 1 Pglp | PgDn E=sc

Keys displayed when F1 (Edit) is pressed:

F4 Fa F& F7 F2 ESC
Mach |HM-XY¥Y |M-Z2 1 1 Esc

The PgUp, PgDn, and arrow keys move through the tables on the upper display. The lower
display changes to show the data associated with the cursor position of the upper display. To
edit the values in these tables the cursor is positioned using the arrow keys to the desired
parameter in the upper screen. When the F1 (Edit) key is pressed the cursor will move to the
lower screen. Next, move the cursor using the arrow keys to the axis or parameter desired and
type in the new values using the keypad. After the new values have been entered, press the ESC
(Esc) key. The new value will be entered and the cursor will return to the upper screen; the
selection process may then recommence. Some parameters can be related to the machine
position. To edit or load these parameters, use F4 (Mach) to load the X, Y, and Z positions into
the parameters. Use the F5 (M-XY) for the X and Y axis or the F6 (M-Z) key for the Z axis. The
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following is a list of all the selectable parameters displayed in this mode and a description of

their functions.

Axis Address Label
X + 88.0000
Y + 89.0000
Z +90.0000

Pulses Per Unit
X +10000.0000
Y +10000.0000
Z + 10000.0000

Encoder Multiplier
X 02.0000
Y 01.0000
Z 01.0000

Home Position
X +00.0000
Y +00.0000
Z +00.0000

Home Direction
X +00.0000
Y +00.0000
Z +00.0000

Velocity Toward Home
X 60.0000
Y 60.0000
Z 60.0000

Velocity Away From Home
X 12.0000
Y 12.0000
Z 12.0000

Velocity Toward Marker
X 02.0000
Y 02.0000
Z 02.0000

ASCII code assigned to each axis

The number of pulses the feedback
gives per unit of travel

Sets an internal multiplier on the
number of pulses coming from the
encoder. 0 1s times 1, 1 is times 2, and 2 is times 4

The dimension assigned to the
machine zero or home position

Defines the direction of rotation of the motor
when a home is commanded

CW =00.0000

CCW =01.0000

Sets the feedrate at which an axis
seeks the home limit switch

Sets the velocity at which an axis
feeds off the home limit switch

Sets the velocity at which an axis
searches for the encoder marker pulse
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Home Sequence
X 02.0000
Y 02.0000
Z 01.0000

Positive Limit
X 00.0000
Y 00.0000
7. 00.0000

Negative Limit
X -31.0000
Y -18.0000
Z - 6.5000

Maximum Feed
X 200.0000
Y 200.0000
Z. 200.0000

Dry Run Feed
X +75.0000
Y 75.0000
Z 75.0000

Rapid Velocity
X 800.0000
Y 800.0000
Z 800.0000

Acc/Dec
X+20.0000
Y-+20.0000
Z+20.0000

Rapid Acc/Dec
X+20.0000
Y+20.0000
Z+20.0000

These numbers determine

the order the axes will home in:

#1 first, #2 next, etc. Axes with

the same number home together. 0 will
cause that axis to not home.

Dimension from machine zero where
the positive software limit occurs

Dimension from machine zero where
the negative software limit occurs

Sets the maximum GO1 feedrate in
inches per minute or mm per minute

Sets the dry run feedrate in inches
per minute or mm per minute

Set the maximum GOO feedrate in
inches per minute or mm per minute

The Acc/Dec is a number that determines the rate at
which the axis velocity is increased or decreased for
feed moves. The smaller the number the longer the
Acc/Dec times will be. Acceleration and deceleration in
this control are linear ramps. Units are in inches per sec?.

The Rapid Acc/Dec is a number that determines the

rate at which the axis velocity is increased or

decreased for rapid moves. The smaller the number

the longer the Acc/Dec times will be. Acceleration and
deceleration in this control are linear ramp units and are in
inches per sec?.
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Slow Jog Velocity
X +50.0000
Y +50.0000
Z +50.0000

Rapid Jog Velocity
X +200.0000
Y +200.0000
Z +200.0000

Jog Key Direction
X +00.0000
Y +00.0000
Z +00.0000

In Position
X 00.0050
Y 00.0050
7 00.0050

GO00 Unidirectional
X 00.0000
Y 00.0000
Z 00.0000

Pl

G60 Unidirectional
X 00.0000
Y 00.0000
Z 00.0000

Backlash
X 00.0000
Y 00.0000
Z 00.0000

> P2 >

Velocity in [PM or MMPM

Velocity in [IPM or MMPM

Sets whether the Jog is related to moving the table or
moving the tool. A “1" reverses the direction

After any rapid move, the machine will wait until all
axes are within position to the destination before
starting the next block

Sets the distance in inches or mm which an axis will
go past the destination point in one direction before
reversing direction so that the machine will always
position from the same direction. Active only in GO0
mode.

A

|

Uni-distance

Same as GO0 unidirectional except only active in a
G60 block

Sets the distance in inches or mm. The control will
compensate for lost motion whenever an axis
reversal takes place. Active in all modes.
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Excess Error
X 00.2500
Y 00.2500
7. 00.2500

Rotary=0 Linear=1

X 01.0000
Y 01.0000
Z 01.0000

Handwheel Normal=0 Invert=1

X +00.0000
Y +00.0000
Z +00.0000

English Leading
X 02.0000
Y 02.0000
7 02.0000

English Trailing
X 04.0000
Y 04.0000
Z 04.0000

Metric Leading
X 03.0000
Y 03.0000
Z 03.0000

Metric Trailing
X 03.0000
Y 03.0000
Z 03.0000

Home Switch=0 Marker=1

X 00.0000
Y 00.0000
Z 00.0000

Max Handwheel Error

X 01.0000
Y 01.0000
Z 01.0000

Sets the distance in inches or mm. The machine can
lag behind the CNC. The CNC will shut the system
down due to an excess following error.

00.0000 = will never force an excess error.

Sets whether an axis should be treated as rotary or
linear. In rotary, the feedrate is interpreted as
degrees per minute rather than inches per minute.

There is no conversion between inch and metric for rotary

axis.

A “1" will reverse the direction of the handwheel.

Sets the number of characters to the left of the
decimal point for the inch system, for the specified
axis only

Sets the number of characters to the right of the
decimal point for the inch system, for the specified
axis only

Same as English Leading except for the metric case

Same as English Trailing except for the metric case

Sets whether an axis will seek a home limit switch
and then the marker pulse, or just seek the
nearest marker pulse.

When the excess error reaches this value, pulses
from the handwheel are ignored. Error is specified in
inches or mm.
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Tool Change Z moves to this location on a G32 (Z to toolchange)
X +00.0000 or M6 (toolchange) command. This position is
Y + 00.0000 specified in inches or mm and is relative to
Z +00.0000 the home zero. The Y axis tool change position is

used on bridge mills.

Tool Changer Spacing (arm style) Use to avoid large tools being place next to each other on
arm style tool changers

Gain Proportional (KP) KP is in units of DAC steps per count of following
X+ 08.0000 error.
Y + 08.0000
Z +08.0000

Gain Velocity (KV) KV is in units of DAC steps per unit of velocity. These
X +250.0000 units assume a 16 bit (1 bit sign, 15 bits magnitude)
Y +250.0000 DAC, although the lower four bits are not actually
Z +250.0000 significant. The units of velocity in this case are

counts/heartbeat, one heartbeat being 3/4096th of a second.
Larger values reduce the following error. Reasonable
values are between 50 and 327.

Handwheel Gain (KP) Same as proportional. Smaller values are used to
X 04.0000 soften the handwheel motion. Reasonable values
Y 04.0000 are between 2 and 8.
Z 04.0000
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F5 (Misc) Main-Parms-Setup-Misc

The F5 (Misc) key brings up various miscellaneous setup parameters dealing with the spindle

and M codes. When F5 (Misc) is selected, the following screen appears.

RunTime BBB:BB:BB| Main—Parm=—Setup-Mi=zc

| Active :osBB1

Current Mext Distance

» +0c. 0000 +06&. 0000 +00. 0000

Y +07. 0000 +07. 0000 +00. 0000

Z +00.0000 +00. 0000 +00. 0000

A +000. 000 +000. 000 +000. 000

b HEXXEXXNE Basic Machine InFo HEEXEXEE Conp : Cancelled LY
Machine tupe.........¢cci00nnmumnnsns UHMZ5S Tool : TA4C{A4)»
Machine Versionm. .. ..c..ouooeenonsnsnnnss L Length : 88 .980A
Mechanical Yersion......c oo nnnnnsa0s anz Diam. : AA . AR
Electrical Version. ... ..o oo nnnnnsans an3 FP1lane : XY (G54A
Machine Serial Munber.............. 5861 Clearnce : Al.98808
Force FP Spindle. . ... .00 ninrnnnnes MNo Interp : Linear (Fead)
Check Up to Speed (M3/M4)>............ Mo Fead : FASA.A ipn
Check Zervo Speed (M3). . ....00 000 a. Mo C1PAX) A58 .8 ipn
Srindle Encoder PPU 1........ +2A88 . A8AA Units : Abs/English
Spindle Encoder PPU 2........ +28088 . AAA Cucle : Cancelled
Handwheel Encoder PPU......... +4188 . A8AA Dwell : AR .PA sec
Epindle Range 1........:00::. +25808 . A88a Spindle : SA00A rpn
Spindle Range 2............. +189888 . a8 188 AAAA rprn (OFF)
Epindle Range 3F...........0...0. +88 . A
Epindle Range 4. ............... +88 . a8 Coolant : OFF

N o " Foue [ o | oo |
1 1 Pgllp | PgDn Esc

Miscellaneous parameters

are edited similarly to the Power parameters. The following is a list

and short description of the miscellaneous parameters.

Basic Machine Info
Machine Type

Machine Version
Mechanical Version
Electrical version
Machine serial number
Force FP Spindle

Check Up to Speed
(M3/M4)

Check Zero Speed (M5)

Type in VMD30, etc.

The current model

The current mechanical version
The current electrical version
The machine serial number

Yes for older style Centurion Vs that output the spindle
analog from the front panel.

Control will wait for up-to-speed signal from the

spindle controller before continuing on M3 (spindle CW) or
M4 (spindle CCW)

Control will wait for zero speed signal from the spindle

controller before continuing on M5 (spindle off)
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Spindle Encoder PPU1

Spindle encoder PPU2

Handwheel Encoder PPU

Spindle Range 1

Spindle Range 2

Spindle Range 8

Spindle Range

Maximum Spindle Speed

Spindle Ramp Time 1 (sec)

Spindle Ramp Time 2 (sec)

Shift Spindle on Fly

Electronic Spindle Gear

Spindle Gear Box

Pulses per rev of spindle, used for hard tapping option and
displaying the RPM in gear 1

Pulses per rev of spindle, used for hard tapping option and
displaying the RPM in gear 2

Pulses per rev of the handwheel, should be 400 for current
systems

Max spindle speed for gear 1

Max spindle speed for gear 2

Max spindle speed for gear 8

Which range the spindle is in: 1 to 8. Scaled assumes the
range based on the programmed spindle speed and puts out
the appropriate voltage.

This will clamp the overall spindle speed. It is used to limit
the RPM's in high gear while still getting a large range of
speeds in lower gears.

The tapping deceleration point is adjusted based on spindle
RPM, pitch, and spindle ramp time so as not to overshoot
the programmed depth. It relates to the time in seconds to
decelerate the spindle to 0 RPM’s from full RPM’s in gear
1.

The tapping deceleration point is adjusted based on spindle
RPM, pitch, and spindle ramp time so as not to overshoot
the programmed depth. It relates to the time in seconds to
decelerate the spindle to 0 RPM’s from full RPM’s in gear
2.

Yes for newer M5 spindle drives with 2 gear spindle
motors. The spindle does not need to stop to shift.

Yes enables the shifting of electronics geared spindle
drives.

Yes for RW30 with a mechanical spindle gear box.
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Hard Tap Fudge Factor

Back Gear Reverse

Key Board Code
CPU code

Yaskawa Drives

Door Open Switch

European Code

Door Open Axis
Door Open Input

Door Open Override Axis
Door Open Override Input

Tool In Spindle Axis
Tool In Spindle Input

Check Tool Door Open

Check Processor
Temperature

Cool-Down Time (Min)
(Cent 6 and up)

Lube Cycle Time

Max Feed w/Door Open

Used to adjust the final depth of tapped holes. Smaller
numbers cause the holes to be deeper. Larger numbers
cause the holes to be shallower. Number should be in the
range of 50 — 200.

If the back gear input is sensed and the parameter is Yes,
the outputs for CW and CCW are reversed.

015 for systems with a CAT900 card, 0 for others
Not used

Yes, if it has Yaskawa drives (Yaskawa drives give a drive
OK signal instead of a drive fault signal)

See notes on European code (page 183) at the end of this
section.

See notes on European code (page 183) at the end of this
section.

See notes on European code (page 183) at the end of this
section.

See notes on European code (page 183) at the end of this
section.

Not used.

Not used.

If Yes, Z input 10 is checked before tool changer arm is
commanded. If the input is not seen in 15 seconds, a

timeout error is displayed.

If Yes and the over temperature Z input 4 is
made, an over temp message will be displayed.

Used on spindle air-oil lubricating systems.

Used on spindle air-oil lubricating systems.

See notes on European code (page 183) at the end of this
section.
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Soft Start Delay (Secs)

Digital Readout in E-Stop

Probe Axis and Probe
Input

Cranking Minutes/Rev

Cranking Factor

Cranking Max IPM

Max Corner Deviation

CORNER DEVIATION

The time delayed before allowing axis movement after the
machine is reset.

If Yes the axis position display will be updated even when
emergency-stopped.

Designates which axis and input number for the
Probe 1 and Probe 2 commands to use.

How many minutes of normal program execution time
correspond to one turn of the handwheel. Multiplying an
IPM feed time, this factor results in an IPR feed (inches per
turn of the handwheel). This parameter should be
approximately 0.0010 for our current systems.

Multiplier for each handwheel click is approximately 100
for our current systems. Cranking/Factor/Cranking
MinsPerReyv is proportional to the max feedrate allowed
while hand-cranking.

This limits the feedrate while hand-cranking to get
reasonable response at slow programmed feedrates.
Adjusting the other parameters can give excess errors on
rapids. This parameter should be approximately 100 for our
current systems.

This number sets the maximum deviation allowed on a
corner. A value of .001 means the machine will slow down
when approaching a corner by more than .001". (Centurion
6 only.)

PROGRAMMED PATH

DESIRED TRAJECTORY
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Min Block Time (sec) If the time to execute a move is less than this value, the
control will slow the feedrate down in an effort to forestall
jerky motions from data starvation.

End-of-Cycle Axis and These two parameters define which output will be
End-of-Cycle Outputs used for the End-of-Cycle Light.

The end of cycle light does not need to be programmed. The light will come on anytime there is
no motion and a program is running and at the end of a program. This would be the case for
block stops, waiting for tool change reset, etc. The light goes off when any key is pressed or
motion recommences. The light may illuminate during dwells, automatic tool changes, orienting,
and etcetera, but it will shut off when the machine recommences motion.

Software Options

Look Ahead Specifies the number of axis moves the control can see ahead,
which enables the control to prepare for sharp corners or features
that could otherwise be rounded off when feedrates are increased.

Note: Look Ahead is only active in DNC-fast mode. Valid values are between 10 and 255.

Max graph file size Limits the amount of graphics on the screen.
30,000 for standard systems

Minimum Parts Space If the parts space is less than the parameter value in KB, the system
will go to the erase screen each time a key is pressed on the main
menu.

G18is XZ plane (X is the primary axis) or ZX plane (Z is the primary
axis)

G93 is 1/min or 1/sec for inverse feedrates

Special Flags Normally set to 0

Bit 1 (#1) will place a dot on the graphics screen when plotting the tool.
Bit 2 (#2) will shut off trig help.

Bit 3 (#4) will shut off cutter compensation.

Bit 5 (#16) draws a circular tool in XY plane same diameter as active tool.

Bit 6 (#32) draws a 3-D tool on graphics screen.
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Ignore Rapids in
Autoscale

Remove Length
from Graphics

Screen Blank Time (min)

Flat Screen Blank

Use FLZ instead of G54

Extract Input Programs

P899
Resolve DNC programs

Full Dos File Names

Disable 417 Errors

Load Tool Offsets

Multiple Block Display

CAD Parameters

CAD Type is, DXF, CDL

CAD Epsilon

If Yes, rapid moves will be ignored when auto-scaling
the graphics.

If Yes, the graphics will treat all tool lengths as 0.

Time in minutes to blank the screen if no key is pressed

Yes for CRTs. Some flat screens take too long to refresh if the
parameter is set to Yes.

Used for setting work offset in jog and handwheel mode. Yes
means use FLZ (G92 offsets). No means use G54 offsets.

If set to Yes, the control will extract programs based on 0###'s in
file loaded from the floppy drive or received in RS-232. Duplicate
programs are overwritten without prompting the operator.

Consult factory for special options.

If Yes, goto's can be used in DNC, Run, or DNC Verf.

If Yes, eleven character DOS file names [FILENAME.EXT] may
be used. Pressing the “D” key on any menu toggles the Full Dos
File Names parameter.

If Yes, parameters may be modified while a program is running or
verifying. If No, an error 417 will be given when attempting to
modify a parameter while a program is running.

Set to Yes each time a program is started or when entering MDI.
The tool offsets will default to the values from the tool table for the
current tool. If set to No, the tool length and radius will default to

Z€10.

If Yes, the current block being executed plus the next seven blocks
will be displayed when programs are running.

CAD file type to import in conversational programming.

Tolerance for geometry intersections of imported CAD files.
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Post M codes Table

Post M code #0
Post M code #1
Post M code #2
Post M code #3
Post M code #4 M codes listed here will be executed
Post M code #5 after all other operations within
Post M code #6 the block.
Post M code #7
Post M code #8
Post M code #9
Report File DOS file names to write DPRINT text to when
using POPEN PO
Command Name Any string in this parameter will show up on the F10 (Util)
key. Pressing F10 will execute the DOS file associated with
the command name.
PULSEX pulse delay (MS) Msec pulse time used with PULSEO and PULSE1
Spindle Power Raw Value read from ADC, 0 to 255
Spindle Power Scale Multiplier to obtain Spindle Power Value

Spindle Power Value (AMPS) Calculated from the spindle power raw and scale

Spindle Power Limit (AMPS) Not used

European Code Parameter and Operation Descriptions

Door Open Switch Enables the door open switch

European Code Enables the door open button

Door-Open axis The axis # that the Door-Input-Switch goes into
Door-Open-Input The input # that the Door-Input-Switch goes into
Door-Open-Override Axis The axis # that the Door-Open-Override Button goes into
Door-Open-Override Input The input # that the Door-Open-Override Button goes into
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Max Feed with Door Open The maximum speed the machine can move with the door
open with the Door-Override Button pressed

Soft Start Delay (secs) Time delay before allowing axis movement after the
machine is reset.

The software that relates to European codes concerns a safety door open switch. Below is a
description of how the software operates relating to the Set Up button and the software
parameters.

If only the door open switch is enabled

When the door opens, it shuts the spindle off and feedholds the machine. When the door is open,
the spindle will not start. When the door is open, the machine will not do an MDI move, will not
jog, and will not do a move in run mode; however, it will handwheel. The machine will do I/O
related functions other than turning on the spindle (i.e. arm-in, drawbar, etc.) If the machine is
tapping and the doors open, the machine will finish the tap, feedhold, and stop the spindle.

If the doors are opened while the machine is running:
1 The spindle will shut off.
2 The axis will stop moving.
3 The feedhold light will come on.
4 The spindle will not restart.

To continue operation:
1 Close the doors (Cycle Start will flash).
2 Push the CW button on the front panel (the spindle will restart).
3 Push the Cycle Start Button on the front panel (Cycle Start will stop flashing
and the Feedhold light will go out).

If the machine is not running and the spindle is not running, opening the doors should have no
effect on the machine. However, the Feedhold light will come on.

If the door open switch is enabled and the European code is enabled

When the door opens, which does so by pressing the door open button, the spindle shuts off as
well as feedholds the machine. When the door is open, the spindle will not start. When the door
is open, the machine will not do an MDI command; it will not jog nor will it start running a
program; however, it will handwheel. If the machine is tapping and the doors open, the machine
will finish the tap and then feedhold and stop the spindle.

If the door is open, the machine will allow the tool changer to index only one position at a time
using the tool changer utility or the tool setting utility.

If the door is open and Setup is held in, the machine will jog up to the Max Feed with Door
Open (ipm) parameter.
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If the door is open and Setup is held in, the machine will handwheel up to the 70% rate on the
feedrate override switch, which is 2mm per click of the handwheel. (It is difficult to generate
speeds greater than 1000 mmpm in this mode). Modifying the distance per click of the
handwheel also requires a password available only to the machine builder.

If the doors are opened while the machine is running:

The spindle will shut off.

The axis will stop moving.

The feed-hold light will come on.
The spindle will not restart.

AW N ==

If Setup is pressed, the machine will move at the clamped feedrate while the button is held in.

To continue operation:

1 Close the doors (the Cycle Start Button will flash).
2 Push the CW button on the front panel (the spindle will restart).
3 Push the Cycle Start Button on the front panel (the Cycle Start Button will stop

flashing and the feedhold light will go out).

F4 (FdOvr) Main-Parms-Setup-OVRs-FdOvr

The F4 (FdOvr) key brings up the feedrate override parameter settings. These settings determine
which percentage will be used for each of the 16 feedrate override switch positions. (Entry 5-
040 means 40% at Sth position, 1 is 0%, 2 is 10%, 3 is 20% . . . 16 is 0%.) The following screen
is displayed when F4 (FdOvr) is selected. To edit the parameters, select F1 (Edit) and move the
cursor to the value to be changed. Type in the desired change and press Enter.

RunTime A:88:868 |Hain—Parms—Setup—OURs—FdOur | fActive 03232

Current Mext Distance

X +00 .0000 +00 . 0000 +00 . 0000
¥ +00 . 0000 +00 . 0000 +00 . 0000
£ +041 .0000 +00 . 0000 +041 . 0000

Feedrate Querride Settings Comp : Cancelled *
Tool : TA1(A1>
Length ! —-Al1.8888
1 — Aa8aA 3 — A4aa 9 — 988 13 - 128 Radius : B8.1258A
Plane 1 MY (G542
Clearnce ! 88,1888
2 — AalAa 6 — ASA 18 — A9A 14 - 138 Intery : Linear (Feed)
Feed : FASA.A ipm
188> a58.8 ipn
3 — AzZA T —8A6A 11 - 188 15 - 148 Units ! Abs<Engliszh
Cycle : Cancelled
Duell : AAAA .9 zec
4 - A3A g8 - A7TA 12 - 118 16 - 888 Spindle ! SAAAAO rpm
188> 5 2888 rpm{OFF)
I 1
Coolant @ OFf

ESC
Back

F& Fe
HuOQuy | Eplur

Fl Fe
Edit FdQur
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Keys displayed in the Edit Mode:

F5 (HwOvr) Main-Parms-Setup-OVRs- HwOvr

The F5 (HwOvr) key brings up the handwheel switch settings for the feedrate override switch.
These settings determine how far an axis will move for one increment of the handwheel (001=1
pulse). Editing is performed in the same fashion as feedrate override parameters. The following
screen displays the handwheel override settings.

RunTime

Handwheel Owverride

a1

a5

aia

- Bza

a3a

a8

asa

9

18

11

12

888 :88 :83| Main—Parm=—Setup—O0URz—Hulur

Settings

aca

aga

188

128

13

14

15

16

Conp
Tool

Dian.
Plane

Interp
Feed
C1A8)
Units
Cucle
Iwell
Srindle
(188D

Coolant

Active

10885

! Cancelled
: TAACAA )

Length @
! A8 .ARAA

I XY (G548
Clearnce !
: Linear (Feeaed)

: F1AA.A ipn
198.8 ipn

i AbssEnglish

i Cancelled

: AAAA .AA sec

1 ZA00A8 ryn
A8AA rpmn{OFF

i OFF

Ease | IR IS Faoue| Voo | Sooun | NN NN TN NN 5. | IO

Keys displayed in the Edit Mode:
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F6 (SpOvr) Main-Parms-Setup-OVRs-SpOvr

The F6 (SpOvr) key brings up the 16 spindle override switch settings. These settings are the
percentages a spindle command will be overridden at each switch position. The spindle override
parameters are changed in the same fashion as the feedrate override parameters. The spindle
override screen is displayed below.

RunT ime B:688 88 |Hain—Parms—Setup—OURs—SpOur | Active 03232

Current Hext Distance

X +00.0000 +00 . 000d +00 . 000d
¥ +00.0000 +00 . 0000 +00 . 0000
£ +01 .0000 +00 . 0000 +01 . 0000

Spindle Override Settings Comp : Cancelled LS
Tool ! TA1(AL1)
Length ! -8l .98808
1 - a8a 3 - 848 9 - 888 13 - 128 Radius ! AA.1258A
Flane I XY (G54
Clearnce ! A8.18808
2 — a1a & — A58 1A - 898 14 - 138 Interp : Linear (Feed)
Feed : FASA.A ipm
188> a38.8 ipm
32 - BzZa 7 - 868 11 - 188 15 - 175 Units ! Abs<English
Cycle i Cancelled
Dwell : A0AA .AA sec
4 - A38A g8 - A7 12 - 118 16 - B88A8A Spindle : SAAAAA rpm
(188> B 200888 rpm{OFF)
Coolant @ OFF

F&
HuwOur

Fe
Splur

Fl F4
Edit FdOur

Keys displayed in the Edit Mode:

F? F2
1 i

ESC
Back

Fa
{_

Fi0
+

ESC
Exit
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F7 (BSC) Main-Parms-Setup-BSC

RunTime  ©:80:@8 | Main—Parms—Setup-BSC | Active :03232

Current Hext Distance

X +00.0000 +00 . 0000 +00 . 0000
¥ +00 .0000 +00 . 0000 +00 . 0000
£ +01 . 0000 +00 .0000 +041 . 0000

Comp : Cancelled #
EallScrew Compensation Information Tool : TALL{AL)>

Hew Gap i= a.538a88 Length ! —-Al1.8888
Radius : AA.125A
Flane I MY (G54)

> HM: OFF Clearnce : A8 .1888

¥i: OFF Interp ! Linear (Feed)

Z: OFF Feed i FASA.A ipn
(188> A58.8 ipm
Units i Abs English
Cycle i Cancelled
Dwell : A0AA .AA sec
Spindle ! SAAAAA rpm
{188:D> e AAAAA rpm{OFF)
I 1
Coolant @ OFF

Fi F2 F&

F2 F4 F& F7 ESC
Mew On Off | Load Gap | Edit 4+6 Done

Ballscrew Compensation Table Creation Help

Type X, Y, Z (A,B,C,U,V,W) to select the axis.

F1 (New) creates a new, zero ballscrew table.

F2 (On) turns ballscrew comp on for given axis.

F3 (OfY) turns ballscrew comp off for given axis.

F4 (Load) loads the ballscrew table into the axis.

F5 (Gap) changes the spacing in the ballscrew file generated from F1 (New).

F6 (Edit) jumps into editor with ballscrew table.

F7 (4<>6) chooses 4 or 6 decimal places in the ballscrew file generated from F1 (New).
ESC (Done)

F9 (DOS) Main-Parms-Setup-DOS
F9 (DOS) will exit the CNC software and return to the DOS prompt.
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F2 (Coord) Main-Parms-Coord

The F2 (Coord) key of the parameter screen brings up the parameters dealing with the various
coordinate systems in the control. To edit the work coordinate parameters, use the PgUp, PgDn,
and arrow keys to position the cursor to the correct parameter, then push the F1 (Edit) key and
arrow to the desired axis. Type in the new values and press Enter, then ESC (Exit). The
following screen shows the G92, G52, and Work System parameters G92/G52/54-59 described
in the G code section. The next page of this display contains parameters for the following.

Positive Safe Zone A position relative to machine zero which, along
X 00.0000 with the negative safe zone position, describes a
Y 00.0000 cube that the tool cannot enter. If the tool is programmed
Z 00.0000 into this cube an error will be displayed.

Negative Safe Zone
X 00.0000
Y 00.0000
Z 00.0000

(G28 Reference Point 1

G30 Reference Point 2 Are described in Section 3.

G30 Reference Point 4

RunTime ©80:00:00| Main-Parms—Coord | Active :oseBS
Curvent Maxt Distance

s +00. 0000 +00. 0000 +00. 0000

Y +00. 0000 +00. 0000 +00. 0000

z +00.0000 +00.0000 +00.0000
> MerlEge oo ooo000000000000000000000000 0 3% Conp I Cancelled LY

M e o o000 0000000000000000000000 0 3% Tool : TOAa(aa >
HorkCoords 1 (G54 Subset &6......... 3% Length ! 88.8888
HorkCoords 2 (G535 Subset &6......... 33 I Dianm. : A8 . A8AA
HorkCoords 3 (G956 Subset &6......... 33 Flane XY (G546
HorkCoords 4 (G537 Subset &6......... 33 I Clearnce : 88 .80888
HorkCoords 3 (G5B Subset &6......... 33 I Interp : Linear (Fead)
HorkCoords & (G359 Subset 6......... 333 Fead : FASA .A ipn
C1AAk) ASA.A ipn
HorkGoz Units I AbsEnglish
Cycle : Cancelled
x: +88A . ARAA Dweall : AAAA .AA sec
¥: +88 . 8888 Sprindle ! S988088 ryn
& a +88 . 8888 188> 8 28888 reyn{0OFF »
Coolant :©: OFF

Fl F7 F& F3 Fio ESC
Edit 1 1 Pgllp | PgDn Ezc

Notice G54 through G59 work coordinates have subsets. To view/edit, for example, G573 work
offset, move cursor to the work coordinate 4 (G57), then toggle (F3) until the subset reads 3.
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Keys displayed in the Edit Mode:

F4 F& Fa F7 F& ESC
Mach |HM-XY¥ |M-Z2 1 1 E=c

Operation of the work coordinate systems G92 and G52 are discussed in Section 3. These
parameters are positions relative to the machine zero and will become the new zero point when
they are used. The F4 (Mach) key in the edit mode enters the current machine position as the
work coordinate zero point for X, Y, and Z axes. The F5 (M-XY) enters the coordinates for X
and Y axis only. The F6 (M-Z) enters the coordinate for the Z axis only.

F3 (TOOL) Main-Parms-Tool
The F3 (Tool) key brings up the following screen.

RunTime ©808:88:87| Main-Parms-Tool | Active :0BBB1

Current Mext Distance

X +00. 0000 +00. 0000 +00. 0000
¥ —04.0000 —04 . 0000 +00. 0000
£ +00. 0000 +00. 0000 +00. 0000

Tool Lengths i aneters Conmp : Cancelled LS
Tool 1 TA1(A1)

A1 A9 .6324 +A8A . 2588 Length : 88 .8888

Az —-AT .872A +A8A . 3758 Diam. 1 a8 .5888

a3 —-18.3643 +88 . 6258 Plane XY (G54323

TA43 —-16 .5488 +A1 .8888 Clearnce : A3. 1888

a5 -13.8981 +A3 . 5888 Interp : Linear (Faed)

TG -13.6811 +88 . 58808 Feed : FASA.A ipn

a7 —A9 . 989 +88 . 5808 1182 A55.8 ipn

a8 -18.1881 +98 , 7588 Units ! Abs/English

a9 —-16.7621 +A8A . 625 Cycle : Cancelled

Ti8 -89 .76z +88 ., 4373 Duell ! APAA .AA sec

T1i1 —-11.2358 +82 . 9808 Spindle ! SA00A0 rpn

Ti= —14 .4559 +A2 ., 5888 188y g AAAAA yprn (OFF 2

T13 -11.6432 +88 .2188
Coolant : OFF

F1 F10 ESC
Edit Pgln | Done

Keys displayed in the Edit Mode:

F? Fg Fs ] ESC
T 1 + 3 Exit

The process of editing on this screen is the same as on all the other Parms (parameters) screens.
The F3 tool selection brings up both the H tool length table and the D tool radius table. A value
typed into T04 length is entered into HO4 as well. A value typed into T04 radius is likewise
entered into D04. This entry screen exists mostly for convenience and is helpful if H and D
offsets are associated with their corresponding T numbers.

Note: The control can be changed to use tool radii instead of diameters. When editing a tool
offset, the current value is displayed to the right of the value being edited, so small values can
easily be added or subtracted from the offsets.
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F4 (D Off) Main-Parms-D Off

The F4 (D Off) key displays the 99 D radius or diameter offsets available on the CNC. These
offsets are accessed and edited in the same manner as all other parameters. Following is the D
offset screen.

RunTime @B8:00:08| MainParms—D OFf | Active :03472
Current MNext Distance
X +00. 0000 +00. 0000 +00. 0000
¥ +00. 0000 +00. 0000 +00. 0000
£ +09. 6324 +00. 0000 +09. 6324
Tool Dianmeters Conp ! Cancelled A
Tool ! TA1{A1)

DAl +88.2588 DAz +88.375A DA3 +88.6258 Length @ -A9.6324
a4 +A1.A0AA DAs +83.508A DAG +88.5888 Diam. AR . 250A
nay +88A.5888 nag +88 . 7v58A a9 +88 .8625 F1lane D XY (G543
DiA +8A.4375 Dil1 +82.9888A niz +8az2.5888a Clearnce ! A32.10808
ni3 +AA.2188 Di4 +88.9888 nis +88.8888 Intery 1 Linear (Feed)
Di6 +P9 .AAAA D17 +98.AAAA Dig +99 .9ARA Feed P FASA.A  ipn
ni9 +8A.AAAA D=2A +A8.AA8A D21 +8A8.8888 C188) 258 .8 ipn
D22 +88.8888 D23 +88.8888 D24 +88.8888 Units : Abs /English
D25 +88.8888 D26 +88.8888 D27 +88.8888 Cucle r Cancelled
D28 +88.88A8A D29 +88.888a D38 +88.8888 Dwell : APAA.AA sec
D31 +88A.ARAA D32 +98.A8A n33 +88.888A8 Spindle : SAAAAA rpn
D34 +808.888A8 D35 +98 .88 n3c +88.8888 1882 : AAAAA rpr {OFF3
D3y +88.88088 D38 +88a.888a D39 +88.8888
D48 +P8 . ABAA D41 +98 . AAAA D42 +98 . ABPA Coolant ! OFF

F1 Fio ESC
Edit PgDn Ezc

Keys displayed in the Edit Mode:

F? F3
T i

Fa Fi0

3

ESC
Exit
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F5 (H Off) Main-Parms-H Off

The F5 (H Off) key displays the 99 H tool length offsets available on the control. These offsets
are accessed and edited in the same manner as all other parameters. The H offset screen follows.

RunTime  ©:80:08 | Main-Parms—H Off | Active :03232

Current Hext Distance

X +00.0000 +00 . 0000 +00 . 0000
¥ +00 .0000 +00 . 0000 +00 . 0000
£ +01 .0000 +00 .0000 +041 . 0000

Tool Lengths Comp ! Cancelled &
Tool ! TA1(AL1)

HB1l -81 .8888 HBz +88.8808 HA3 +88.8888 Length ! —-Al1 .49888
HB4 +88.88088 HB3 +88.8808 HB& +88.8888 Radius : AA.125A
HB7? +88.8888 HBg +88.8808 HA92 +88.8888 Plane T XY (GS54)
H18 +88.8888 H11 +88 88808 H12 +88.8888 Clearnce : 88 .1888
H13 +88.8888 H14 +88.8808 H15 +88.8888 Interp : Linear (Feed)
Hlie +88.8888 H17? +88.8808 H1g +88.8888 Feed : FASA.A ipm
H19 +88.ARAA HZ8 +88.,8808 HZ1 +88.8888 {188 A58.8 ipm
H22 +8P8.APAA H23 +88.,8808 HZ4 +88.8888 Units : Abs~Engliszh
H25 +88.APAA HZe +88.88808 HZ27 +88.8888 Cycle : Cancelled
HZ2g +88.APAA H29 +88.8808 H38 +88.8888 Duell : APAA . sec
H31 +88.AR8AA H22 +88.8808 H32 +88.8888 Spindle : SAAAAD rpm
H34 +88.A8AA H23 +88.8808 H3& +88.89888 188> ' A8AAA rpm{OFF)
H37? +88.8A8AA H28 +88.88908 H39 +88.8888
H4a8 +88 .88 H41l +88.8808 H4az2 +88.8888 Coolant : OFf

Fl Fio ESC
Edit PgDn Esc

Keys displayed in the Edit Mode:

F? F2 F3 F10 ESC
1 i € + Exit

F6 (Save) Main-Parms-Save

F6 (Save) saves all files in the RAM directory to a floppy. You will be informed that duplicate
files on the floppy will be overwritten. You will then be asked to verify by pressing F1 (Ok).

F7 (Load) Main-Parms-Load

Loads files from a floppy disk into the RAM directory. You will be informed that the current
parameters will be overwritten. You will then be asked to verify by pressing F1 (Ok).
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F8 (Prog) Main-Parms-Prog

RunTime  ©:88:@8 | Main-Parns—Prog | Active :03232
Current Hext Distance
» +00.0000 +00 . 0000 +00 . 0000
¥ +00 . 0000 +00 . 0000 +00 . 0000
Z +01 .0000 +00 . 0000 +01 . 0000
= P2PA previousposition. ... ... S Comp : Cancelled Y
P2A8 currentposition................ S Tool : TA1CA1)
P216 previousmachine . ............... S Length ! —-81.8888
P224 currentmachine . ................ IR Radius : AA.125A
P232 workoffset............c00nuns IR Plane : KY (G54)
P24A tooloffset. .. ... ... IR Clearnce ! A8.18808
P248 arvcradils . ... ...c.cu0enenaas +A8 . AA8A Interp ! Linear (Feed)
F249 arcivalue..........c:ie0000:s +08 . a88a Feed i FASA.A ipn
(188> A58.8 ipm
previousposition Units i Abs English
Cycle i Cancelled
FZ2A8 H +08 . A Dwell : A0AA .AA sec
F2A1 ¥: +08 . ARAA Spindle ! SAAAAA rpm
F282 =z +08 . A8AA {188:D> 288AA rpm{OFF)
Euulant T OFF '

Fi
Edit

F? Fg
1 4

Fio ESC
PgDn Esc

Fa
Pglp

This set of parameters gives the machine programmer access to all the internal parameters the
CNC is using to execute a program. Normally these parameters would be used for display
purposes only as an aid to program debugging. However, it is possible to read and change these
parameters in a parametric program. Great care must be taken when doing this because these
parameters are used directly by the CNC to produce the next machine movement or
function. These parameters are displayed and edited in the same manner as the coordinate
parameters. The following is a list and description of these parameters.

P200 thru P207

P208 thru P215

P216 thru P223

P224 thru P231

Contains the previous programmed position relative to the
current work offsets of the enabled axis
P200=X P201=Y P202=Z . .. etc

Contains the current programmed position relative to the
current work offsets of the enabled axis
P208=X P209=Y P210=Z ... etc

Contains the previous machine position relative to the
machine zero of the enabled axis
P216=X P217=Y P218=Z . . . etc

Contains the current machine position relative to the
machine zero of the enabled axis
P224=X P225=Y P226=Z .. . etc
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P232 thru P239 Contains the work coordinate offset relative to the machine
zero of the enabled axis
P232=X P233=Y P234=Z ... etc

P240 thru P247 Contains the active tool length (H) parameter for the
enabled axis
P240=X P241=Y P242=7 .. . etc

P248 Contains the current arc radius

P249 Contains the current arc I or J or K value

P250 Contains the current arc I or J or K value

P251 Current feedrate in inches per minute or mm per minute
P252 Current dwell time

P253 Current spindle speed

P254 thru P258 Last X, Y, Z, A, B, C values executed

P260 Contains active tool number

P261 Contains active D tool radius

P262 Contains active H tool length

P263 Contains active D offset number

P264 Active H offset number

P266 Contains safe zone and overtravel status (0=off, 1=on)
P267 Contains ratio of feedback pulses to program units (1 is

inch, .03937 for metric)

P268 Pending tool number
P270 thru P274 temp 1, temp j, temp k
P273 thru P299 Used as temporary storage
P300 thru 303 Modal 00-Modal 03
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P304 Status if control is in data mode or normal programming
(o=off, 1=on)

P305 H offset direction or sign

P306 Status of 0=GO0, 1=G1, 2=G2, 3=G3 mode

P307 Not used

P308 Number of active plane 0=G17 (X4), 1=G18 (ZX), 2=G19
(YZ), 3=G18 (XZ)

P309 Cutter comp. status 0=G40, 1=G41, 2=G42, 5=G45,
6=G46

P310 Current active canned cycle number: 0=Canceled, 1=Drill,

2=Drill/Dwl, 3=Peck I, 4=Tap, 5=Bore, 6=Bore II, 7=Peck
II, 8=Hard Tap, 9=Bore/Dwl, 10=Left Tap, 11=Cir Pck
Clear, 12=Cir Fin Inside, 13=Cir Fin Outside, 14=Rec Pck
Clear, 15=Rec Fin Inside, 16=Rec Fin Outside, 17=
Threading,18=XZ sweep, 19=YZ sweep

P311 0 = Absolute, 1= Incremental mode
P312 Feed unit (0 is feed/min, 1 is feed/rev, 2 is inverse
feed)
P313 Spindle unit (0 is RPM, 1 is constant surface speed)
P314 CW or CCW spindle direction
P315 0 = Inches, 1 = Metric dimensions
P316 Scaling (0 = off, 1 = on)
P317 Rotation (0 = off, 1 = on)
P318 Mirror image (0 = off, 1 = on)
P319 Current work coordinate number (G54=1, G55=2...G59=6)
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P320 thru P322

P323
P324
P369
P370

Block Rate

F9 (CTRL) Main-Parms-CTRL

Gives the primary, secondary, and tertiary axis based on
plane selection

X=1Y=27=3 ... ¢etc

For G17 XY pri=1 sec=2 ter=3

For G18 ZX pri=3 sec=1 ter=2

For G19 YZ pri=2 sec=3 ter=1

For G18 XZ pri=1 sec=3 ter=2

0 = Return to R-plane (G99), 1 = initial level (G98)
Tapping mode (0 = off, 1 = on)

Job time (sum of run times)

True tool number used for tool changers

Block per second for the last program executed.

This set of parameters is an extension of the F8 (Prog) parameters. This group deals primarily
with parameters used to create the auto-routine and canned cycles. These parameters can be
accessed and changed in the same fashion as all other parameters in the control. The following is
a list and description of these parameters. All coordinates in these parameters are relative to the

current work coordinate system.

Load Text Cycles

Offset Round Tapered
Walls

Spindle Range

Chip Remove On (Min)

Wash Down On (Sec)
Wash Down Off (Sec)

Sort Directories by Name

Yes to load the text engraving cycles. If it is set to No and
a text comment is executed, an error 578 “Undefined text
cycle” will occur.

See description of M95 and M96 (pages 124 and 128 in
Section 3).

Which gear range the spindle is in
If the machine is equipped with a chip auger removal
system, this specifies the time that the auger will run after

an M38 or after pushing the front panel Auger button.

While the auger is running, the wash down cycles on
and off using these times.

If yes, it sorts the menus alphabetical by the 1*' line of the
program.
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Drive Key on Menus If yes, the help key allows the operator to select a new

drive for the menu.
Auto Rotary Brake Yes will control the rotary brake automatically. This
parameter shuts off before rotary moves, and it turns the
brake back on when the move is complete.

Ignore Tool to Large Errors If yes, the control will ignore 569 errors and cut a corner
when compensated arcs are too small.

Note: Com port, baud rate, parity, data bits and stop bits are communications parameters. See
page 226, Section 4 on F4 (RS232) for more information.

Serial Port Data

Primary Serial Port
COM1 Baud Rate

COM1 Parity, Data
and Stop Bits

COM2 Baud Rate

COM2 Parity, Data
and Stop Bits

Secondary Serial Port
Tape Start Character
Tape Stop Character

RS232 Buffer Size
LF in change to CR
End of Block Send

CR/LF

RS232 EOF Character

NONE, COM1, or COM2
110, 150, 300, 600, 1200, 2400, 4800, 9600, or 19200

N/7/1,N/7/2,N/8/1, N/8/2, E/7/1,
E/7/2, E/8/1, E/8/2, O/7/1, O/7/2, O/8/1, O/8/2

110, 150, 300, 600, 1200, 2400, 4800, 9600, 19200

N/7/1,N/7/2, N/8/1, N/8/2, E/7/1,
E/7/2, E/8/1, E/8/2, O/7/1, O/7/2, O/8/1, O/8/2

NONE, COM1, or COM2
ASCII value used to send when opening a com port
ASCII value used to send when closing a com port

1 for users not doing long RS-232 communications, up to
255 to improve RS-232 in DNC

Yes means change all carriage returns received on RS-232
to line feeds

Yes means send a carriage return/line feed at the
end of blocks sent out on the RS-232

ASCII value of character sent at end file sent on RS-232
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Digitizing Parameters

P100

P101

P102

P103

P104

P105

P106

P107

P108

P109

P110

P111

Digitizing
Digitizing
Digitizing
Digitizing
Digitizing
Digitizing
Digitizing
Digitizing
Digitizing
Digitizing
Digitizing

Digitizing

P120 thru P139

P140

P141

P142

P143

P144

P145

P146

P147

P148 and P149

Proportional gain

Integral gain

Differential gain

Subscan increment

Detail angle

Probe backlash

Probe radius

Feed 1 - sampling

Feed 2 - searching

Feed 3 - retract

Probe vibration

Wall seek activate

Used by 3D pocket

R plane dimension

Final depth of canned cycle

Initial level of canned cycle
Increment of canned cycle

First depth of canned cycle
Tertiary axis feedrate for canned cycle
Distance to retract chip brake cycle
R plane distance for each peck cycle

Dwell times for canned cycles
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P150 Circular auto-routines radius, rectangular auto-routine,
corner radius

P151 X rectangular pocket dimension

P152 Y rectangular pocket dimension

P153 XY finish stock for autoroutines

P154 Z finish stock for autoroutines

P155 Cut width on pocket clearing autoroutines
P156 Radius of bolt hole cycles

P157 Bolt hole start angle

P158 Bolt hole number of holes in 360°

P159 Bolt hole number of holes to be drilled
P160 thru P171 Scratch

P172 thru P179 Coordinates of the center position for a mirror image

command for the enabled axis
P172=X P173=Y P174=Z . . . etc

P180 thru P187 Coordinates of the scaling center for the enabled axis
P180=X P181=Y P182=Z .. . etc

P188 thru P195 Scale factor for each of the enabled axis
P188=XP189=Y P190=Z. . . etc

P196 I, J, K position of primary axis center of rotation
P197 I, J, K position of secondary axis center of rotation
P198 Angle of rotation

P199 Auto routines plunge/ramp Z axis

0 = plunge, 1 = ramp

P346 Used by G76 (fine bore) and G 87 (back bore) cycles
Bore Relief Angle when oriented and moving away from the bore
P347 Same as P346

Bore Relief Distance
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F10 (User) Main-Parms-User

This set of 100 parameters is reserved for the parts programmer to use when writing parametric
programs. These parameters are undefined and can be edited, displayed, or loaded from this
screen. The editing and displaying formats are identical to the parameters discussed in this
section. See Section 5 for information on parameter programming.

RunTime  ©:88:@8 | Main-Parns—User | Active :03232

Current Hext Distance

X +00.0000 +00 . 000d +00 . 000d
¥ +00.0000 +00 . 0000 +00 . 0000
£ +01 .0000 +00 . 0000 +01 . 0000

Faa +123 .8088 Comp ! Cancelled ~
ral +88 . A88A Tool I TA1<A1>

raz2 +88 . A88A Length :@: -A1.98888

A3 +88 . A88A Radius : AA.1258A

ra4d +A8A . A8AA Flane : MY (G542

FA5 +80 . 9808 Clearnce : 99.19808

A6 +80 . 9808 Interp : Linear (Feed)
rav +A8A . A8AA Feed : FASA.A ipm

ras +A8A . A8AA (1808 asA.A ipm

A9 +AA . A8AA Units i Abs English

Fl@ +AA . ARAA Cycle : Cancelled

P11 +AA . A8AA Dwell : AAAA .AA sec

P12 +AA . A Spindle | S890080 rpm

P13 +AA . A {18082 8 288AA rpm{OFF)
Fl4 +88 . 9888 I 1
F15 +8a . 98988 Coolant @ OFF

Fl F F& Fa Fio ESC
Edit 1 1 Pglp | PgDn Esc
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F8 (Prog) Main-Prog
There are two modes of program file creation/editing available on the Centurion 6 control: text
and conversational.

Pressing the F8 (Prog) key will enable the soft keypad to allow selection of the type of
programming desired. It also allows the transfer of programs to or from the floppy disk drive.

RunTime BHA:HH:HB| Main—Prog Active :

Conp : Cancelled

Tool : TAALAA )

Length : 88.880A

Dian. 1 A8 .AAA

Plane XY (G548
Clearnce : 88 .08

Interp ! Linear (Feed)
Feed : F1APAA.A irm
188> 1988.8 ipn
Units ! AbssEnglish
Cycle i Cancelled
Duwell : AAAA .9 sec
Epindle ! 0080808 rpn [32]
(188> 5 28888 ypn (OFF >

Coolant ! OFF

Text and conversational programs are stored in the control in different file formats and have
different prefixes to distinguish them. Text programs are prefixed with the letter "O" and are
kept in the parts directory in ASCII format. Conversational programs are kept in the parts
directory in two formats: ASCII, prefixed with an "O"; and conversational, prefixed with a "P".

Only programs prefixed with an "O" may be run or verified.
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F1 (Text) Main-Prog-Text

Upon entering the text programming mode, the upper right-hand box containing the active
program number will display the last text program edited.

RunTime BBB:BB:BB| Main—Prog—Text-Edit | Editing: 08815
Current Next Distance
= +00.0000 +00. 0000 +00. 0000
¥ +00. 0000 +00. 0000 +00. 0000
£ +00. 0000 +00. 0000 +00. 0000
Conp : Cancelled LY
AA1s (22-H SHAFT KEYWAYS) Tool ! TOAC(AA)
{Conversational File?l Length : 88 .8888A
(TOOL 1, SET Z @ 5314 BEARIMNG SEAT Diam. : AA . AARA
(FOR FLATE END, TURM SHAFT, PLACE IM RH Plane XY (G548
(VISE UF TO BACK COLLAR SHOULDER. USE WP2) Clearnce : AA.1AR8A
(SET MEW X8, ¥ IS OFFSET EY -.8313> Interp : Linear (Feed)
Gz2a Go9a Feed : F1AAA.A ipn
H1 G17 T1 (5-16 KEYWAY ENDHMILL} C1AA¥ 18808 .8 ipn
S18688 D1 Units ! AbssEnglish
G43 H1 Cucle i Cancelled
N2 A Z8 Dwell i PN .AA sec
N2 HMBAa Spindle | S0 rpm [31]
G54 C(188) ! PAAAAA rpn (OFF)
N4 F148 = .1 P |
Fl141 = -.33=2 Coolant ! OFF
F1 Fz Fz F4 F& Fe F? Fz F3 Fio ESC HELP
Block| Curse | Words | Misc Ins Del 1 + « + Exit | Verf

F1 (Edit) Main-Prog-Text-Edit
The F1 (Edit) key will select the program shown in the upper right corner as the active text edit
program.

Text Editing Terms

Editor: A program that allows entry and modification of information, then stores it in a
file for later retrieval and/or further modification

Text: Refers to a sequence of characters and/or lines being edited. The individual
characters are manipulated using the widely accepted American Standard Code
for Information Interchange (ASCII).

Cursor: A small box on the screen that marks where changes are being made to the text.

Entering and Editing Text

You enter text in much the same way as you enter text on a typewriter, and most of the keys on
the keypads respond in the same fashion (pressing Enter terminates a block, for example).
However, there are many important differences to note.

The cursor always indicates where the new text will be entered, and you can move the

cursor in a number of ways. You may copy and move text with block commands. You may
locate a particular string of text with the F8 (Find) command and optionally replace it with
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another string using the F7 (Chang) command. And, in most cases, you can even undo your last
few changes with the F2 (Rest) restore line or F1 (UnDo) commands. These commands, and
many more, are described briefly in the following sections.

The first screen you will see when entering the text editor is the edit screen with the first 16 lines
of the program displayed. The main edit soft keys are located at the bottom of the screen.

RunTimne A:88 88 ‘ Main—FProg—Text-Edit | Editing 03232

Current Hext Distance

X +00.0000 +00 . 0000 +00 . 0000
¥ +00 . 0000 +00 . 0000 +00 . 00004
£ +01 .0000 +00 . 0000 +04 . 0000

Comp : Cancelled ™

#3232 (FastCam Filel Tool 1 TAL{(A1>

GZA G998 Length : -—-A1.8888

H1 G635 Gl B YA Ea Radius : #AA.1258

Fia Flane : HY (G54a)

P122 = 5 Clearnce : AA.1888

P121 = 8 Interp : Linear (Feed)

P158 = 2 Feed : FASA.A ipm

P123=2 188> asa.A  ipm

G392 G422 G2 Z-2 UA R.1 Units : Abs/English

N2 Cycle : Cancelled

(END OF 032323 Duell : 9APA.AA zec
Erindle : SAAAAA rpm
{1883 8 288 rpm{OFF >
[ 1
Coolant @ OffF

Fl F2 F3 F& Fa Fio ESC
Block | Cursr | Hords H isc Ins De 1 1 © > Exit

Text may now be entered at the current cursor position.

Key Definitions

F1 (Block) Main-Prog-Text-Edit-Block

A block is any arbitrarily defined, contiguous unit of text. A block can be as small as a single
character or as large as an entire program. Mark a block by placing a begin-block marker at the
first character in the desired block and an end-block marker just beyond the last character. Once
marked, the block can be copied, moved, or deleted.

Although marked blocks are normally highlighted so you can see what you've marked, the block
may be hidden (or made visible) with the F5 (Hide) hide block command.

EsC
Esc

F&
Beg' in | Word Hide Del Cupy | Move

F1 (Begin) = Marks the beginning of a block. The marker itself is not visible on the
screen, and the block becomes visible only when the end-block marker is
set.
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F2 (End)

F3 (Word)

F5 (Hide)

F6 (Del)

F7 (Copy)

F8 (Move)

Marks the end of a block. Like the begin-block marker, the end-block
marker is invisible, and the block itself will not be displayed unless both
markers are set.

Marks a single word as a block, combining the functions of the begin-
block and end-block commands. If the cursor is positioned within a word,
that word will be marked. If it is not within a word, then the word to the
right of the cursor will be marked. And if there is no word to the right of
the cursor, then the word to the left will be marked.

Toggles off and on the visual marking of a block.

Deletes a marked and displayed block. Although F1(UnDo) can usually
restore portions of an accidentally deleted block, there is no command to
restore a deleted block in its entirety, so use this command with care.

Creates a copy of a marked and displayed block at the current cursor
position. The original block is left unchanged, and the markers are placed
around the new copy of the block.

Moves a marked and displayed block from its current position to the
cursor's position. The markers remain around the block at its new
position.

F2 (Cursr) Main-Prog-Text-Edit-Cursr
The F2 (Cursr) menu contains extended cursor movement commands:

Fi
BB1ok

F2 FF
EBlnk Tah TﬁF EﬁF Pgllp l’g]}n

FiQ ESC
LE:ft Right | Esc

F1 (BBlok)
F2 (EBlok)
F3 (Tab)
F5 (TOF)
F6 (EOF)
F7 (PgUp)
F8 (PgDn)

F9 (Left)

Moves the cursor to the position of the block-begin marker.
Moves the cursor to the position of the block-end marker.
Moves the cursor to the beginning of the next word.

Moves the cursor to the first character of the program.
Moves the cursor to the last line of the program.

Moves cursor up 15 lines.

Moves cursor down 15 lines.

Moves cursor to beginning of line.
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F10 (Right) Moves cursor to end of line.

F3 (Words) Main-Prog-Text-Edit-Words

The F3 (Words) soft key represents reserved words that may be used for programming the
control.

F1 F2 F3 F4 F5 Fe F7 Fg Fa Fio ESC
IF THEN | GOTO |CALL | GOSUEH| RETRM | UHILE | UEND £IN COos E=c

Pressing a key will cause that word to be printed on the screen. See Section 5 on parametric
programming.

Note: F6 (RETRN) will print RETURN.

F4 (Misc) Main-Prog-Text-Edit-Misc
This section discusses a number of commands that do not readily fit into any of the other
category.

ESC
UnDu |Res'l: HDU |-- LnDel C}lang F'lnd FHE):'I'.l- E=c |-

F1 (UnDo)  Restores whole lines deleted with the delete line command or the delete
block command. It does not restore single characters or words.

F2 (Rest) Will undo any changes made to a line of text as long as you have not left
the line. The line is restored to its previous contents regardless of the
changes made.

F3 (HDW)  Allows the use of the handwheel to move to a position. You may insert the
axis position in the program by pressing the Enter key.

F1 F2 Fa F4 Fr E3C
TS A 0 P 1 7 S S S -1

F1- F4 (X/Y/Z/A) Choice of axis position to insert

F6 (LnDel)  Deletes the line containing the cursor and moves any lines below it up one
line. The cursor moves to column 1 of the next line.
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F7 (Chang)

F8 (Find)

This operation works the same as the Find command except that you can
replace the found string with any other string of up to 67 characters. After
entering the search string, you are asked to enter the replacement string.
The last replacement string entered, if any, will be displayed; you may
accept it, edit it, or enter a new string. Finally, you are prompted for
options. The options you used last are displayed first. You may enter new
options (canceling the old ones), edit the current options, or select them by
pressing Enter. The options available are the same as those for the Find
command.

Lets you search for a string of up to 67 characters. When you enter this
command you will be asked for a search string. The last search string
entered, if any, will be displayed. You can select the string again by
pressing Enter, or you may edit it or enter a new search string. After the
search string is entered you must specify your search options. The options
you used last, if any, are displayed. You can enter new options (canceling
the old ones), edit the current options, or select them again by pressing
Enter. The following options are available.

B Searches backwards from the current cursor position toward the
beginning of the program.

G Searches globally. The entire program is scanned for the search
string regardless of the current position of the cursor. The search
starts at the beginning of the program if searching forwards and at
the end if searching backwards.

L Limits searches to the currently marked block.

U Ignores case; treats all alphabetic characters as if they were
uppercase.

W Searches for whole words only; skips matching patterns embedded

in other words.

If the text contains a target matching the search string, the cursor is
positioned just beyond it.

Note: An additional option is available for the change operation.

N: Without the "N" option, before changing each string, a prompt
"Replace Y/N/A/Q" will allow the operator to

Y: Yes - change it

N: No - don't change it
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A: REPLACE ALL without prompting
(used with "G" global option)

Q: QUIT - stop (used with "G" global option)
ESC: does the same thing as quit

With the "N" option, no prompt is displayed before it changes the
string or strings.

F9 (FNext)  Repeats the last search operation. If the last search command called for a
Find Operation, the same search string and options will be repeated; for a
Find-and-Replace Operation, the replacement string will be reused as well.

F5 (Ins) Main-Prog-Text-Edit-Ins

If the F5 (Ins) key is on, the editor is in insert mode and characters will be inserted at the cursor
position. If the F5 (Ins) key is off, the editor is in overwrite mode and characters will overwrite
any previous character at the cursor position.

F6 (Del) Main-Prog-Text-Edit-Del
Deletes the character under the cursor and moves any characters to the right of the cursor one
position to the left. This command does not work across line breaks.

Note: At any time while in the editor, pressing the 7 (backspace) key on the numeric keypad will
move the cursor one character to the left and delete the character positioned there. Any
characters to the right of the cursor are moved one space to the left.

F7(T)
F8 ()
F9 ()
F10 (=)

ESC (Exit)

Moves cursor up one line.
Moves the cursor down one line.
Moves the cursor to the left.
Moves the cursor to the right.

Upon pressing the ESC (Exit) key to leave the editor, the active
edit program is checked to determine if it was modified. If it was,
a prompt will be displayed in the message window asking if the
changes should be accepted and stored. Pressing "Y" will accept
the changes and alter the program file. Pressing "N" will abort the
changes and leave the file unchanged. ESC will return to the
editor.
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HELP (Verf) Main-Prog-Text-Edit-Verf
When editing a text file, you can verify the program you are editing.

The HELP (Verf) key will not be active if you are currently running or verifying a program.
When you press the HELP (Verf) key, the program will dry run verify with a zero radius tool,
just as if you had verified the program using the F5 (Part) option. Feed moves are shown as
yellow. Rapid moves are not shown. After the program is verified, it will be auto-scaled. You
will be looking at the F6 (Displ)-F3 (Graph) screen. You can then rotate, scale, zoom, etc. If you
press ESC you will return to the text editor.

Notes: When the program is being verified, it will ignore M6s, M0Os, M1s, INPUT
statements, etc. The program is copied to a file in the parts directory called
“TEXTVER”. No checks are done for out-of-parts space when the file is copied.
The “TEXTVER file is deleted when you return to the edit screen. This is done so
that it will not automatically save the program you are working on (it will still
prompt you with the “Program was Modified. Accept changes? (Y/N)” message.

The HELP(Verf) key will not show up if you are in the next level down such as
F1(Block), F2(Cursr), F3(Words), or F4(Misc).

If the program takes a long time to verify, you can press the ESC key while it is
verifying. It will auto-scale what it has verified and put you at the F6(Displ)-
F3(Graph) screen. The program will continue to verify until it ends or until you
press ESC again.

F2 (New) Main-Prog-Text-New

The F2 (New) key will allow entry of a number for a new text program. After the number has
been entered, the control will check the text programs to see if a text program by that number
already exists. If one is found, a warning will be displayed and the operator will be allowed to
okay the erasing of the text program prior to entering the text editor.

F3 (Old) Main-Prog-Text-Old

The F3 (OId) key will allow entry of the number of an existing text program. After the number
has been entered, the control will check the text programs currently in the parts directory to see if
a program by that number already exists. If one is found, the edit window will appear displaying
the first 16 lines of the program. If one is not found, an error stating such will appear and, after
pressing the ESC key, another number may be entered.

F4 (Any) Main-Prog-Text-Any
Pressing the F4 (Any) key will prompt the user to enter the file to be edited. Specify the drive,
path, file name, and extension.
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F7 (Menu) Main-Prog-Text-Menu

The F7 (Menu) key will display a list of all text programs currently in the parts directory. By
using the F7 - F10 keys, file selection arrows are positioned at the program to edit, and the F5
(Enter) key is pressed to make a selection. See Section 4 for information on changing drives and
paths to other text programs.

RunTime  8:88:88 | Main-Prog-Text-Menu | Editing:03232

Current MHext Distance

X +00.0000 +00 . 0000 +00 . 0000
¥ +00.0000 +00 . 0000 +00 . 0000
£ +01 .0000 +00 . 0000 +01 . 0000

=0A8A1 Conversational File - Comp : Cancelled s
(#1015 15 P SAMPLE FPROGRAM FOR DAVID OVER Tool : TAL({ALl)
0A8A3 F128=9 Length ! —-Al1.9888
0A8aA4g 2 ARCE BUG Radiu=s ! AA.1258
(151515 5 FastCam File Flane rOHY (G54)
086 ANAMORFHIC ASFHERE Clearnce ! A8.18088
oRaA7 FastCam File Interp ! Linear (Feed)
(#1015 15 fi HARD TAF TEST-AL’'S Feed : FASA .8  ipm
o1l PGRAMMA -COMEC-BOCCOLA .ALTA 188> ASA. 8  ipm
(#1015 B B MH6—-15 END OF #1 3-29-95 Units : AbssEngli=sh
[+luls ki) MILL STRGHT FRINT Cycle ! Cancelled
o2 3 Duwell : APAA .9 zec
(#1015 Fob) GEAGI8 Spindle ! SAAAAA rpm
OABZ6 ¥ START FOS 1882 8 208088 rpm{OFF)
(#1015 P gry GEA G968 I ]
oRA3a FastCam File Coolant @ OFFf

F& Fe F7 3] Fa Fio ESC
Enter | Togle| T 1 Pgllp | Pgbn | Abhoxrt

The edit window will appear displaying the first 16 programs.

Regardless of which selection mode (Edit, New, Old, Any, or Menu) is used, whenever the edit
window is displayed, the number of the text program being edited will be shown in the active
window.

F6 (Togle) will display the file size, last date, and time it was edited as well as 7 characters for
the file name.

Note: The file name consists of the characters included in parentheses. If there are no
parentheses on the first block, the name is the first block.

Pressing the “D” key toggles the menu to and from full DOS names. Pressing the “N” key
toggles sorting by file name or file description.
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F2 (Conv) Main-Prog-Conv

The following discussion will deal with selecting conversational programs. Upon entering the
conversational programming mode, the active window in the upper right-hand corner will change
to show the last conversational program edited.

RunTime 8BB8:860:88| Main—Prog—Conu Editing :PBZ233

Conp i Cancelled
Tool 1 TEA(AA )
Length ! BA8.8888
Dianm. : 89,8088
FPlane P XY (G548
Clearnce: A8.1888
Interp ! Linear {(Feedl

Feed : F189A .9 irn
188> 1988.8 ipn
Units ! Abs/English
Cucle i Cancelled

Iwell : APAA .AA sec
Zpindle ! 508088 rpn [31]
188> B a888d rprn{0OFF

Coolant @ OFF

Five options are available from which to choose the conversational program that is to be edited.

F1 (Edit) Main-Prog-Conv-Edit
Pressing the F1(Edit) key will select the active conversational program and enter the
conversational programming system.
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While programming or editing in the conversational system, three types of soft key
configurations will be encountered. They are:

- Soft key configuration 1: Edit Keys

RunTime ©88:80:88| Main-Prog—Conv | Editing:Pp233

Current Mext Distance

X +00. 0000 +00. 0000 +00. 0000
¥ +00. 0000 +00. 0000 +00. 0000
£ +00. 0000 +00. 0000 +00. 0000

Event 8 of 218 Buytes ! 49559 of 324272128 Conp ! Cancelled v
Progran Setup Tool : TAAa@a >
Length ! 88.8888
Program name [TREUNMION ELOCKEE 40FF 1 oiam. : A0 .R8R
Plane I XY (G548
Dimensions [Absolute ] Clearnce ! 88,1889
Units [Metric] Interp ! Linear (Feed)
Hork Coordinate [f===4] Feed : F1898 .89 ipm
{1808 1888 .8 ipn
Zetupr Note Units : AbsSEnglish
[SET UFP THIN VISES;: TO MAC CTNC-15185-AA 1 Cucle ! Cancelled
[USES G54 .,G55.,G06,G97Y SET AT 83MH CENTRES] Duall ! AR . sec
[ARRANGE AT LEAST 2Z7MH ABOVE UVISE TOFPS. 1 Spindle ! SAAAAA rpm [21
E g 188> g 280888 ypr(OFF)
P |
L 1 Coolant ! OFF

Fi
Edit

Fz
View

Fi0 ESC HELF
Mext | Exit | Verf

|F7 |
Euent Tiﬂt |- Ins Del -Preu

These function keys are available whenever the edit menu system has not been entered. It is
possible to step through the program, edit events, and insert or delete events.

Definitions of the Edit Keys

F1 (Edit): Pressing the F1(Edit) key will position the cursor at the first field of the current
event. The store/input keys will appear and the event may be edited.
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F2 (View):

Allows viewing of the entire program and lets the operator position to any of the
events in the program. A window similar to the following will be displayed.

RunTime BBB:BB:21| Main—Prog—Conv

| Editing:PopB2

Current Next Distance

=~ +00. 0000 +00. 0000 +00. 0000

¥ +00. 0000 +00. 0000 +00. 0000

Z +02. 5230 +00. 0000 +02. 5230

5 Conp : Cancelled ra

1 Tool Change T1 Tool : TAL(All

= Tool Pierce — Start Mill Cucle Length : —-B2.5238A

3 HMill Geomnetry — Line i am. : Af.2508

4 HMill Geomnetry — Line Flane 1 XY (G548

5 MHill Geomnetry - Line Clearnce ! B3.1888

=% Mill Geometry - Line Interp i Linear {Feed?l

Kl Mill Geonetry — Line Feed : FASA.A iyn

8 Mill Geonetry — Line { 188> asa.a iynm

9 Hill Geometruy - Arc Units ! Abs/English

18 Hill Geometry — Line Cycle ! Cancelled

11 Mill Geonetru — Arc Duwell : APAA .9 sec

1= Tool Retract Spindle ! SAAAAA rpn

13 Tool Change = 188> ! AAAPAA vrprn{(OFF)

14 Enable Drill Cucle

15 Position Drill Coolant : OFF

Fa Fi0 ESC

Begln End Del Cnpy Hnue Pgllp | PgDn Ex1t

F7(T),F8 (1), F9 (PgUp), and F10 (PgDn) can be used to move to the desired event. Then
press ESC or Enter to display that event.

F1 (Begin):

F2 (End):

F3:
F4

F5

F3 (Event)

F4 (T##)

F6 (Ins)

F7 (Del)

Marks the block beginning

Marks the block end

Deletes the block of events

Copies the block of events to the cursor position

Moves the block of events to the cursor position
Note: You cannot move, delete, or copy the program setup screen or the end of program events.

Allows entry of an event number for which to search. If the event number is not
found, the end-of-program screen will be displayed.

Allows entry to search for a tool number. If tool number is not found the event
displayed will not change.

INS is used to insert events in a program. The new event(s) will be inserted
before the event that is currently displayed. Inserting will continue until the F10
(Exit) soft key is pressed.

Will delete the event currently being displayed.
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F9 (Prev)
F10 (Next)

Help (Verf)

Displays the previous event in the program file.
Displays the next event in the program file.

When editing a conversational file, you can verify the program you are editing.
The Help key will show Verf when it is active.

The HELP (Verf) key will not be active if you are currently running or verifying a program.
When you press the HELP (Verf) key, the program will dry run verify with a zero radius tools,
just as if you had verified the program using the F5 (Part) option. Feed moves are shown as
yellow. Rapid moves are not shown. After the program is verified it will be auto-scaled. You will
be looking at the F6 (Displ) - F3 (Graph) screen. You can rotate, scale, zoom, etc. If you press
ESC, you will return to the conversational editor.

Note I:

Note 2.

Note 3.

ESC (Exit)

Notes on HELP (Verf)

When the program is being verified, it will ignore M6s, M0s, M1s, INPUT
Statements, etc.

If the program takes a long time to verify, you can press the ESC key while it is
verifying. It will auto-scale what it has verified and put you at the F6(Displ)-

F3(Graph) screen. It will then continue to verify until it ends or you press ESC
again.

Whiles without wends and wends without whiles will not give error messages.

Exits the conversational system and automatically creates the executable text
program with an O prefix.

213



SECTION FOUR - FRONT PANEL OPERATION

- Soft key configuration 2: Store/Input Keys

RunTime ©08:00:08| Main-Prog-Conuv—Pos | Editing:Pe233

Current Next Distance

X +00. 0000 +00. 0000 +00. 0000
¥ +00. 0000 +00. 0000 +00. 0000
£ +00. 0000 +00. 0000 +00. 0000

Event 32 of 218 Bytes: 4559 of 312016896 Conp : Cancelled L
Fosition Tool 1 TEAaaa >
_ Length : A8.8888
Feedrate [@3apidl Dian. : AA.AABA
Coordinates [Cartesianl P1lane XY (G54318
Clearnce: A8.1888
Interp ! Linear {(Feedl
_ Feed : Fl1aaa . ipn
X-axis XL 1 (188D 1988.8 ipn
¥-axis YL 1 Uni ts ! Abs/English
Z-axis Zr 1 Cucle : Cancelled
Iwell : APAA .AA sec
Zpindle ! 508088 rpn [31]
{1808 ) : 28888 rprn{0FF )

Coolant @ OFF

Fl F3 F7 F& Fa Fio ESC
Store Togl 1 1 + + Exit

These soft keys will be available whenever input is expected. At this time, a screen containing
any number of fields will be displayed and the cursor will be positioned in one of the fields.

There are two types of fields, which may be displayed on an input screen: data and toggle. Data
fields are fields in which data is entered using the keyboard and may be left blank. Toggle fields
are fields that have a limited number of possible input values and whose value may only be
changed by pressing the F3 (Togl) key.

Definitions of the Store/Input Keys

F1 (Store)

F3 (Togl)

F5 (Del)
F7(T)
F8(!)
F9 (<)
F10 (=)

ESC (Exit)

Accepts the entries and adds to the program file. If all required data has not been
entered, the F1 (Store) key will not work and the cursor will position to the field
requiring input. Each screen stored is called an event.

Pressing this key will result in the next toggle value being displayed in the field.
It will not be present in a data field.

Used to delete an entry from a data field. It will not be present in a toggle field.
Moves cursor to the previous field.

Moves cursor to the next field.

Moves cursor to the left. Has no effect in a toggle field.

Moves cursor to the right. Has no effect in a toggle field.

Will abort input and return to the menu keys.
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F2 (New) Main-Prog-Conv-New

Pressing the F2 (New) key will allow entry of the number for a new conversational program.
After the number has been entered, the control will check the conversational programs currently
in the parts directory to see if a program by that number already exists. If it does, two warnings
will be displayed and the operator will be allowed to okay the erasing of the conversational
program and its associated text program prior to entering the conversational system. Remember,
conversational programs are stored in both formats.

F3 (Old) Main-Prog-Conv-Old

The F3 (OId) key will allow entry of the number of an existing conversational program. After
the number has been entered, the control will check the conversational programs currently in the
parts directory to see if a program by that number exists. If it does, the edit window will appear
displaying the program setup screen. If not, an error stating that the program was not found will
appear and, after pressing the ESC (Exit) key, another number may be entered.

F4 (Any) Main-Prog-Conv-Any
The F4 (Any) key will allow entry of any file. Specify the drive, path, file name, and extension.

If the name is of the correct format for a conversational program, you will enter the conversation
program mode. If not, you will enter the text programming mode.

Main-Prog-Conv

The menu keys are used to move throughout the conversational system and reach the desired
input screen. The menu key sequence is listed on the Conversational System Flowchart in
Section 6.

- Soft key configuration 3: Programming Keys

Keys displayed in the first level menu:
Fio ESC
Call Epec Exit | Back

F&

Fs
Hlll |Drill Balt | TChng

Hi=c

Pus
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Pressing a function key will either bring up an input screen [e.g. F1 (Pos)] much like the

following.
RunTime BBB:BB:BB| Main—Prog—-Conv—Pos=s

| Editing:PB233

X +00. 0000 +00. 0000 +00. 0000

¥ +00. 0000 +00. 0000 +00. 0000

£ +00. 0000 +00. 0000 +00. 0000
g;éﬂ;;;it25 Egggiggian] :%giafh ; ég?égéé)a

Feed

: F1888 .8

ipn

K-axis KL 1 (18852 1898.8 ipn
¥-axis ¥ 1 Uni ts ! Aks/English
Z-axis ZL 1 Cycle ! Cancelled
Dwell I 988N .98 sec
Spindle ! 58088808 rpn [31
C1AA ) AABBA rpn (OFF)
Coolant : OFF
Fi Fa F7 F& Fa Fio ESC
Etore Togl 1 1 + + Exit
or another menu [e.g. F2 (Mill)] like this:
Fi Fz F3 F4 F& F& F7 Fa Fa Fio ESC HELF
Start| Geom | Mi=sc End | Pockt| Frame| 3dPkt| Cad Thred | Exit | Back | Verf

Notice that on all levels except level 1 there is an ESC (Back) key. This key will return you to

the previous level menu keys.

Pressing the F10 (Exit) key will exit the menu subsystem and display the level 1 Edit keys.

Fe&
Ins

F?
el

F2
View

F2
Event

F4
Ti#

Fi
Edit

F3
Frev

F1i0
Hext

ESC
Exit

When an input screen is encountered the following Store/Input keys appear.

F1 F3 F7
Store Togl T

F1 F& F7
Store Lel T

F& F3 Fid ESC
1 £ =+ Exit
Fg Fg Fio ESC
i £ + Exit

Note: F3 (Togl) and F5 (Del) cannot be on the same screen.

See SECTION SIX - CONVERSATIONAL INPUT SCREENS for more detailed

information on the conversational input screens.
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F7 (Menu) Main-Prog-Conv-Menu

The F7 (Menu) key will display a list of all conversational programs currently loaded in the parts

directory.

RunTime BBB:BB:BB| Main—FProg—Conv—Menu

| Editing:

Current Mext Distance
= +00. 0000 +00. 0000 +00. 0000
¥ +00. 0000 +00. 0000 +00. 0000
Z +00. 0000 +00. 0000 +00. 0000
FPRATZ BILLS b Conp ! Cancelled Y
FABT3 ROUGH CUT CENT. S Tool ! TAA(AA)
FAB97T UDSAs8-8841 REV C END Length @ 88 .8888
FAB98 SFHERICAL RADIUS Diam. ! AR .R8A
FA1808 BEERBEOTTLE 3D SWEEFP Flane XY (G548
FR2Z2 JUAN HARTIN HMAIN Clearnce: A8.1888
FRA233 TRUNIDON ELOCKS 40FF Interp ! Linear (Feed)
FRA234 SUE PROGH=Z3I3 DRILL Feed ! F1888.8 ipn
FRAZ235 SUE PROGH=Z3I3 DRILL 188> 1988.8 ipn
FRZ236 SUE PROGH=Z3I3 DRILL Units ! AbssEnglish
FR237 SUEFPROGH=233 FFL E+F Cycle ! Cancelled
FRAz238 SUE #233 O RINGE T11 Duell ! AR . sec
FRA239 SUE PROGHZ33 DRILL Spindle ! S8 rpn [321
FA333 JUAN MARTIN SUB 180D 280888 ypr(OFF)
FBA345 EALL-HILL b |
FA444 3D HAIN Coolant : OFF

HELF
Drive

F7 3] Fio ESC
Enter Tugle 1 1 PgUp PgDn | Aboxrt

By using F7 - F10 keys, file selection arrows are positioned at the program to edit, and the F5
(Enter) key is pressed to make the selection. The edit window will appear displaying the
program setup screen.

Regardless of which selection mode [F1 (Edit), F2 (New), F3 (Old), F4 (Any), or F7 (Menu)] is
used, whenever the edit window is displayed the number of the conversation program being
worked with will display in the editing window.

F6 (Togle) displays the time and date for each program.

F9 (Verf) Main-Verf

The F9 (Verf) function is used to verify part programs. Most verification is done in the graphics
mode, but it doesn't have to be. The times are valid during verify and can be used to estimate
machining times. The program that is verified is the active program. To get coordinate infor-
mation to compare against a print, put the control in block mode and step through the program.
The cursor in the graphic mode will step around the part, and the X Y Z display will read out the
coordinate values of each point.
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Verify is used to verify the active program. Upon pressing the F9 (Verf) key, the following
screen appears.

RunTinme A:88:88 | Main—Verf Active (03232

Comp : Cancelled
Tool I TA1(A1)>
Length ! —-Al1.98880A
Radius ! AA.1258
Flane I HY (G54)
Clearnce ! 88.1888

Interp : Lineaxr (Feed)
Feed : FAOA.A ipm
188D A58.8 ipm
Units : AbsSEnglish
Cycle : Cancelled

Duell : APAA .9 zec
Spindle ! SAAAAA ropm
(1882 8 AARAA rpm{OFF)

Coolant @ OFfFf

F1 Fz Fe F7 ESC
Etart| 014 Displ | Menu E=c

After the above screen appears, push F1 (Start) and the following screen will appear.

RunTime B:88:88 | Hain—Verf—Start Active 03232

Press <Cycle Start> to
=tart program from the
beginning.

Comp i Cancelled
Tool : TA1(A1>
Length @ -Al.A880A
Radius ! AA.1258
Flane T HY (G54)
Clearnce ! ABA.1888
Intexrp ! Linear {(Feed)
Feed : FASA.A irm
18840 A5A.8 ipm
Units I AbsSEngli=sh
Cycle i Cancelled
Duell : APAA .98 zec
Spindle ! S8 rpm
188D 5 A8 rpm{OFF)

Coolant ! OFfF

First | Booi | Koor | Faen | Fore | Soon | I NN NN 1N |

The F1 (First) key is automatically selected when entering this screen from the Verf screen.
Therefore, if it is desired to verify the active program from the beginning, you need only to press
the Cycle Start button. If F2 (Block) is pressed, the control will request that the desired block or
sequence number be typed in followed by enter. If Cycle Start is pressed, the active program
will start verifying from the selected block number. If F3 (Tool) is pressed, the control will
request a tool number. After typing the tool number followed by depressing Enter, the
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Cycle Start button is pressed. The active program will start verifying at the desired tool number
and the following screen will appear. The F4 (Path) key will show the tool path on the graphics
screen, which is the default. The F5 (Part) key will show the part path on the graphics screen.
The F6 (Both) key will show both the part path and then the tool path on the graphics screen.

Note: Ifthe block # or tool # typed in is not located within the program, the program will start
from the beginning.

RunTime @80:80:81 | Main-Verf | Active :03232
Current Hext Distance
® +01.2816 +01 . 1250 +00 . 1566
¥ -00.1740 +00 . 0000 +00.1740
Z +00.0000 +00 . 0000 +00 . 0000
Comp : Right Cut #
Tool : TA1(A1)
Length ! —-81.8888
Radius ! B8BA.1258
Plane : HY (G54
Clearnce ! 88.1888
Interp I Circular {(cuwl
Feed : FAlA.A ipm
C1808L aia.a ipm
G2ZRLP1621AAAAB1IEAZIP161]1 (LEFT THREAD) Units : AbsSEnglish
HBG3RLP1621AALP17AIABLP1IT11ZLP168] Cycle : Cancelled
Ple2=Pl62+F143 Duell : APAA .98 zec
P16B=FP168-F139 Spindle ! S8 rpm
P178=F178+38 1808 5 28888 rpm{ OFF >
P171=FP171+38 I |
IF Pl68>=F141 GOTOB Coolant ! OFfF
HEBG3RLP1621IAALP1LYAIABLPLIT11ZLP1G68]

BLOCK 39 GZRIFP1I631AAAABIEAZIFPIG61]1 (LEFT THREAD>

Fg Fa ESC
Bluc:k OStnp BSk ip DISP]. Dry |Halt Esc

The screen above is the basic verify screen with two new additions: a block number display and
F9 (Halt). The block number shows the current line being executed as the program verifies. The
F9 (Halt) key is similar to Feedhold in that when pushed the machine will stop. However,
unlike Feedhold, F9 (Halt) also allows a new program to be started.

F3 (Block) Main-Verf-Block

When the F3 (Block) switch is activated, the program will stop at the end of each block. Each
time the Cycle Start button is pushed one more block will be verified.

F4 (OStop) Main-Verf-OStop

When the optional stop key F4 (OStop) is activated, the program will stop at each M0O1
command.

FS (BSkip) Main-Verf-BSkip

When the block skip switch F5 (BSkip) is activated, the program will skip all blocks started with
a / (slash).

/F5  When the block skip switch is active the Feedrate change command will
not be executed.
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F6 (Displ) Main-Verf-Displ

The F6 (Display) key can be accessed from a number of screens. The following screen is shown
as if the F6 (Displ) was entered from the F9 (Verf) screen. All the display functions and screens
are identical, independent of the entry point. Only the return point differs based on the original
entry point. When the F6 (Disp) key is pressed, the following screen will appear.

RunTime ©88:88:13 | Main-Verf-Displ | Active :03z3z

Current Hext Distance
® +00.1667 +00 . 0000 +00.16687
Y +01.1126 +01 . 1250 +00.01=24
Z —00.0453 —-00 .0500 +00 .0047
Comp : Right Cut s
Tool : TB1(A1>
Length @ -8A1.880A
Radius ! AA.1258
Flane I HY (G54
Clearnce ! A8.1888
Intexrp ! Circulax {ccw)
Feed : FAla.A irm
18850 A18.8 ipm
HBGIRLP1621AALP1VAIABLP1711ZIP168] Units i Abs/English
P162=P162+P143 Cycle i Cancelled
P168=P168-P139D Dwell : APAA .AA =zec
PF17A=P178+38 Spindle ! SAAAAA rpm
P171=P171+38 {18850 i ARl rpmn{OFF)
IF P1682>=P141 GOTOB I 1
HBGIRLP1621AALP1VAIABLP1711ZIP168] Coolant @ OFF
P16Z2=P162+P143

BLOCK 52 HMEGIRLP1621AALCPLITAIABIP1I711ZLP16E]
Fi Fz Fz F4 F7 Fa ESC
Dist | Error | Graph | Diag Oh= Shell E=c
F1 (Next) Main-Verf-Displ-Dist
See page 151, Section 4.

F2 (Error) Main-Verf-Displ-Error
See page 152, Section 4.
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F3 (Graph) Main-Verf-Displ-Graph
If the F3 (Graph) key is activated, the control switches from displaying text to a graphic display
of the active part program. The following screen will appear.

RunTime 888:89:48 |Hain—Uerf—Displ—Graph | Active 08815
X +000. ooo
e B ] B R B
2 +001. 393939

Coolnt :0fF

F1 Fz2
Rot Pan

Fa F4 F5 Fé
Wind | Auto | Zoom— | Zoom+

lelt

Fio ESC
Znne Fresh Clear Exit

The graphics on this control are full 3D and will be displayed in the graphics area as long as the
control remains in the F3 (Graph) mode. When other displays are requested, windows will
appear in the graphics area showing the requested data. When these functions are concluded, the
windows will disappear and the graphic display will be reinstated. The scale at the top of the
screen is to be used as a reference for the part size. As the screen scale is changed, the
graduations on the ruler will change accordingly. The ruler graduations are in machine units, but
on an English system. The largest graduations equal approximately one inch.

Note: The graphics are cleared from the display at the beginning of running or verifying a
program.

The graphics functions used in the verify mode are the same functions used in the run mode. For
a full explanation of these functions, see page 152, Section 4 on runtime graphics.

F4 (Diag) Main-Verf-Disp-Diag
See page 156, Section 4.
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F8 (Dry) Main-Verf-Dry

F8 (Dry) run in the verify mode will run the program as fast as possible. For feedrate override
positions 100% and greater — verify speeds are progressively slower for overrides 0-90%.

F9 (Halt) Main-Verf-Halt
F9 (Resum) Main-Verf-Resum

Once a program has been (halt)ed, the resume feature of the control becomes active. The F9
(Resum) key will now be displayed on the verify screen. A program can be resumed as long as
the resume is active. If the resume function is selected, the active program will be resumed at the
halted point.

The F3, F4, F5, and F8 keys on the verfy screen set the mode of operation in which a program
will run. When these keys are in a highlighted state the functions will be active in any currently
verifying program or program to be verified.

Note: You can switch to run from verifying. This is convenient for long DNC programs
as it picks up on all feeds/speeds/tool offsets/cutter comp/etc. To switch to run
from verifying, you must be in block mode waiting for cycle start. Press the
F9(Halt). The F10 key will no show FI10(Run). When the F10(Run) is pressed, the
control will be as if a halt resume was done while running a program. Be sure to
take the control out of block and/or dry run if you are in it. Do not try this in the
middle of automatic tool changes or other 1/O related routines.

F10 (Util) Main-Util
Keys and options displayed when F10 (Util) is pressed:

Fl Fa ESC
Prohe ?‘ig]ﬁlg F1133|R5232 T1GCng |E]1ar"t. Info B]ankl- Esc |-
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F1 (Probe) Main-Util-Probe
Note: For machines with the Digitizing option.

If Digitizing is an option and F1 (Probe) is pressed, the following screen will be displayed.

BunTime  8:88:08 | Main-Util-Probe | Active :0BBGE

Current Hext Distance

#® +00.0000 +00.0000 +00.0000
¥Y+00.0000 +00. DEBE +00 . 0000

Z +01 .0000 +00.0 +01 . 0000
A f Cancel led ra
DBIGITIZING SETUF SCREEH Tool ! TALL{ALY
INFUT FILE : UNSELECTED Length @ -B21.8888
OUTFUT MODE ! UNSELECTED Radius ! 8A.125%50
Pl ane POHY (GS5a)
Clearnce | 88,1088
Interyg v Linear (Feed)
Feed  FASA .8  iem
¢ 1LBED B5Fa.8  iem
Units v AbhzSEnglish
LaTTCR N r Cancelled
Duell ¢ DAAR.af seo
Bpindle | SHAIBE »pma
[ T ! BB wpa (QOFF)
oo L an

Note: F1 (Probe) is used for XZ or YZ digitizing only.

F1 (Begin)  If the input file and output mode have been selected, digitizing will begin. If not,
error message 808 “set up not selected” is displayed.

F3 (In) Displays a menu from which to select a file that contains the guidance
information for digitizing.

F4 (Out) Specifies the output mode for the digitized data. The options are as follows.
F1-RS232  The primary serial port

F2 - File A CNC file number
F3 - Disk A floppy disk file name
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F2 (XyDig) Main-Util-XyDig
Note: For machines with the Digitizing option.

If Digitizing is an option and F2 (XyDig) is pressed, the following will be displayed.

RunTime ©88:88:28 | Main-Util-XyDig | Active 03232
Current MHext Distance

»x —00.9025 —00 . 9025 +00 . 0000

Y +00.68717 +00.8717 +00 . 0000

Zz-00.079¢ -00.079¢ +00.0000
Comp : Cancelled #

DIGITIZING SETUF SCREEHN Tool I TA1(A1)>

INFUT FILE : UNSELECTED Length ! —-Al1.988808

OUTPUT MODE : UNSELECTED Radius ! AA.1258
Flane I HY (G54)
Clearnce ! 88.1888
Interp : Lineaxr (Feedl
Feed : FAlA.A ipm
188D A18.8 ipm
Units : AbsSEnglish
Cycle : Cancelled
Duell : APAA . A8 zec
Spindle ! S8 rpm
188D 5 A8 rpm{OFF)
Coolant ! OFfF

F1 Fa Fa Fe ESC
Begin In Out Cloze E=c

F1 (Begin)  If the input file and output mode have been selected, digitizing will begin. If not,
error message 808 “set up not selected” is displayed.

F3 (In) Prompts the operator to input the file number that contains the guidance file for
digitizing.
F4 (Out) Specifies the output mode for the digitized data. The options are as follows.

F1-RS232  The primary serial port
F2 - File A CNC file number
F3 - Disk A floppy disk file name

F6 (Close)  Will toggle between close and open.

Note: More information on digitizing is available in the digitizing manual.

F3 (Files) Main-Util-Files
The file utilities contain basic program manipulation functions. They are:

Fa ESC
Eraze Done

F1 F2
Load | Zave

F3 F4 F5
Renam | Copy | *Ran
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F1 (Load) Main-Util-Files-Load
The F1 (Load) function is used to load programs from the floppy disk into the control's program
memory. When this function is selected the following screen is displayed.

RunTime BBH:88:88 | Main—-Prog-Files—Load

‘ Active :08333

Current

X +00. 0000
¥ +00. 0000
£ +02. 5230

Next

+00
+00
+00

. 0000
. 0000
. 0000

Distance

+00. 0000
+00. 0000
+02. 5230

MO0BRA 1 233 P5/99/88 16:32 F288 4 Conp : Cancelled #
Daapz 1119 A6/ A9/,88 16:32 Conver Tool T TALA1)>
o8 3548 A6/09/.808 16:32 X Length @ -82.5238
oABzZa SA76 A6/A9/.08 16:32 Farane Diam.  Aa . 2508
0aa3s 32 A6/A9/.08 16:32 *XY¥* Flane XY (G548
0AAs1 768 A5/A9/8A 16:32 541874 Clearnce : 83.1908
oaps2 2727 A6/9-88 16:32 541878 Interp ! Linear (Feadl
08aRAs3 98 A6/A9-88 16:32 CALL S Feed : FASA.A ipn
0Aa54 262 A6/A9.08 16:32 541878 (188 ASA.A ipn
0Aas7 B6 A6/A9-08 16:32 3D HAN Uni ts : Abs/English
08aR53 487 A5-09-88 16:32 MANUAL Cycle : Cancelled
o0ans9 412 A5/09/88 16:32 MANUAL Iuwell : AAAA.PAA sec
DAa188 7A8 A6/A9.88 16:32 Turn n Spindle : SAARAA rpn
DAl118 729 A6/A9808 16:32 TURN F (188 : BBAAA rpn{OFF)
0Aa113 996 A6/A9/AA 16:32 TUEN M I
0ai1ls 748 A5/09/88 16:32 TURN F Coolant : OFFf
Fi Fz F3 F4 F5& Fea F7 F& F3 Fid ESC HELP
Start| Set | Reset| All | None | Togle| Tt 1 Pglp | PgDn | Abort | Drive

The edit window will display a list of the programs on the floppy drive. The selection cursor
(> <) is positioned at the first program.

F1 (Start)

F2 (Set)

F3 (Reset)
F4 (All)
F5 (None)
F6 (Togle)
F7(T)
F8(4)

F9 (PgUp)

Pressing this key will begin the transfer of the selected programs from floppy disk
to program memory. The operator will be prompted if the file already exists.

Selects the file at the cursor position to be loaded from floppy disk. It will be

highlighted.

Unselects the file at the cursor position. Unhighlights, highlighted files.

Selects all programs on floppy disk to be loaded. Highlights all files.

Unselects all selected programs. Unhighlights all highlighted files.

Shows size and date of the file.

Moves selection cursor up one line.

Moves selection cursor down one line.

Moves selection cursor up 16 lines.
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F10 (PgDn) Moves selection cursor down 16 lines.

Note: If the parameter to extract files is set, a single file on the floppy separated by O#### can
be loaded and separated into several files. When extracting files being loaded, the
program does not check for files that already exist.

F2 (Save) Main-Util-Files-Save
The F2 (Save) function is used to save programs from the control's program memory to the
floppy disk.

The F2 (Save) function operates the same as the F1 (Load) function with the exception that the
transfer direction is changed.

F3 (Rename) Main-Util-Files-Rename

The F3 (Rename) function changes the name of a program. The operator will be prompted if the
new filename already exits.

F4 (Copy) Main-Util-Files-Copy
The F4 (Copy) function makes a copy of a program under another name. The operator will be
prompted if the new file already exists.

F5 (» Ram) Main-Util-Files- » Ram
This function is used to load programs from a floppy disk to the RAM drive and later DNC'ed
from the RAM drive.

Note: Bigger RAM drives are available as an option.

F9 (Erase) Main-Util-Files-Erase

The F9 (Erase) function is used to erase programs from the control's program memory. The keys
available are the same as those in the F2 (Save) option.

F4 (RS232) Main-Util-RS232
The F4 (RS232) utilities contain basic communications functions. They are:

Fl F& F7 ESC
COM1 Send = Ram E=c

F1 (COM1 or COM 2)
F1(COM1 or COM2) is the primary port.

Fe
Recewvw
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F5 (Send) Main-Util-RS232-Send
When F5 (Send) is depressed, the following keys appear.

ESC
Parns Done

After selecting F1 (Text) or F2 (Conv), select which programs you want to send to the off-line
computer from the menu. These actions will display the following menu.

Fl F7 ESC
Begin Menu Done

F1 (Begin) starts transmission of the active send program that is shown in the upper right-hand
corner.

Fl
Text Cunu

F7 (Menu) allows selection of programs from a menu to send.
Notes on Send
Note 1: If sending parameters, F'7(Menu) is not an option.

Note 2: The RS-232 parameters must be set to the same values on both the control and the
computer. Always check these parameter settings.

Note 3: The RS-232 parameters are found in the control parameters (Main-Parms-Ctrl).
Normal parameter settings are:

Primary Port COM1

Baud rate 1200 through 9600
Parity Even

Data bits 7

Stop bits 2

F6 (Recev) Main-Util-RS232-Recev

The F6 (Recev) option is used to receive programs or parameters from an off-line computer into
the control program memory. Upon pressing the F1 (Recev) key, a new set of selection keys
appear as shown below. Then a new program number must be entered in the message window.
Once a valid program number has been entered, the edit screen will appear and display the
program as it is received. Receiving will continue until the ESC (Done) key is pressed.

F1 ESE
Text Cl:m v Parms Done
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Note: If the program number being received already exists, the operator will be prompted.

If the parameter to extract files is set, several files can be sent from an off-line computer; the
control will extract them to the correct #### file if they are separated by 0####'s. When
extracting, no checking is done for files that already exist.

F5 (Tlchg) Main-Util-Tlchg
F5 (Tlchg) is an option for machines with automatic tool changers.

If the machine has a 20 pocket tool changer, the following keys are displayed.

F5 Fa ESC
Upen |Close Esc

If the F1 (CW), F2 (CCW), or F3 (Home) is pressed, the active tool number is zeroed indicating
there is no tool in the spindle.

F1 F2 F3
cuY CCW | Home

F1 (CW) moves the carousel CW one tool position

F2 (CCW)  moves move the carousel CCW one tool position
F3 (Home)  homes the carousel

F5 (Open) opens the 20 pocket tool changer door

F6 (Close)  closes the 20 pocket tool changer door

If the machine has a 24 pocket swing arm tool changer, the following keys are displayed.

F1 Fz F3 F7 ESC
ClW CCW | Home Slots E=sc

F1 (Home), F2 (CW), and F3 (CCW) perform the same functions as they do on a 20 pocket tool
changer. The F7 (Slots) key is used to edit the tool numbers in the tool changer pockets. If F7
(Slots) is pressed, the following screen is displayed.

Focke t Tool # Pocket Tool # Conmp r Cancelled Fd
Tool ; TAild{8lx

Focket[®1]1 Tooll®E] Pocket[H2]1 ToollE21 Length ! -87.5320

Poacket [B321 Tool [E31 Pocket[B41 Tool [E41 Radius ; & ,2588

Focket @851 Tooll851 Pocket[d8c] ToollEs] Plane r HY (65438

Focket [AT1 Tool [AT 1 Pocket[A81 Tool [EG1] Clearnce ! 88,1808

Pocket[8A91] Tool [891 Pocket[181 Tool L1681 Intevry : Lineayr (Feed)
Pocketl[11]1 Toolliil Pocket[121 Toolli21 Feod ;. Fi9@8 .8 ipm
FPocket[13] ToolLll131 Pocket(14] Toolll41l C18AL 1008 .8  iwm
FPocket[15]1 ToolllS] Pocketl(le]l Toolllsl Units : Abs/ English
Pocket[171 Tool [171 Pocket[181 Tool[181 Cucla r Cancelled
Focket[19] Toolli31 Pocket[28]1 ToollZ81 Duwell ' 2098 .88 sac
Pockat [211 Tool L2171 Pockat (221 Tool [Z21 SpEindle ! SEA@EE pp
Focket[221] Tool [Z231] Pocket(241] Tool [Z241 188 ' A888A rpm {OFF >
Srindle Tool (811 Curvent Fooket [A11 QT e e e e o e e

Coolant ! OFfFf

F1 F3 E=C

F1 (Edit) allows you to modify the tool number in each pocket.

228



SECTION FOUR - FRONT PANEL OPERATION

F7 (DAlt) loads the default tool numbers (tool 1 in pocket 1, tool 2 in pocket 2, etc). F7 also
zeroes the tool number in the spindle.

F6 (DNC) Main-Util-DNC

The F6 (DNC) mode is used for running large programs. These programs are not loaded into the
control's memory, therefore they cannot have GO-TO's, WHILE-WEND loops, GO-SUB's, or
CALLS.

Note: CALLS are allowed in fast DNC fast.

GO-TO’s are allowed in run DNC and Verf DNC if the “resolve DNC” parameter is set
fo Yes.

When F6 (DNC) is pressed, the following DNC modes appear.

F3 F4 F? F3 ESC
Fa=t Run Term Verft E=c

F3 (Fast) Main-Util-DNC-Fast
After pressing F3 (Fast), the following screen will appear.

RunTime @80:00:08 | Main-Util-DNC—Fast | active :
Current Hext Distance
“+03.6431 +03.6431 +00 . 0000
¥ +01.4433 +01 .4433 +00 . 0000
Z +00. 1000 +00. 1000 +00 . 0000
Select input mode aon Conp : Left Cut v
Tool : TA1(A1)>
Skipcount : 8 Length ! -81.8888
Blocks H - | Radius ! 88A.1258A
Flane I MY (G54)
Clearnce ! 88.1888
Interp : Linear (Rapid)
Feed : Fi1aa . ipm
(188> 188.8 ipm
Unit=s : AbssEnglish
Cycle : Cancelled
Duwell : A0AA . zec
Spindle : 518898 rpm
{0 8 A rem (OFF)
Coolant @ OFF

Fio ESC
RSZBZ FllE |D13k I‘-‘my | 0ld Ram Pl-- Skip | Hirr l‘-'lhl:lrtl-
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When F3 (Fast) is running, the following display appears.

BunTine ©HHA:BB:H4| Main—Util-DNC-Fast Active 08333

Conp : Cancelled
Tool : TA1C{A1)
Length :@: 88 .980A

Dian. I aa,.2588

Plane XY (G548
Clearnce ! 88.1888
Interp I Civocular (cw)

Feed : raag . ipn
(188> aA8 .8 ipn
Units : Abs/English
Cucle : Cancelled

Dwell : AAAA .AA sec
Spindle ! 00008 rpn
(188> 5 aAAAA ypmn (OFF >

Coolant @ OFF

I -

When ESC (Abort) is pressed, the display will show the total DNC time, total distance, average
feedrate, average block time, and average blocks/seconds.

This mode should be used for large programs where a fast block rate is required, for example
when making short moves at fast feedrates. No trig help, cutter comp, rotating, scaling, or other
non-standard commands, can be done in this mode. Valid data for the fast mode are:

X, Y, Z A, B, C I J, K, Fand N
Valid G codes are:
GO0, G1, G2, G3, G17, G18, G19, G70, G71, G90, GI1
If a code that is not in these groups is executed, the block time for that block will slow down.

F1 (RS232)

Depressing F1 (RS232) will wait for data from the Com port, then request a cycle start to begin
the program.

F2 (File)
F2 (File) selects a program from a menu of the programs in the control.

F3 (Disk)

F3 (Disk) selects a program from a menu of the programs on the floppy disk or from local area
network.
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F4 (Any)
F4 (Any) allows you to type in the name of any drive, path, file, and extension.

F5 (Old)
F5 (Old) allows you to type in the number of the file you want to run.

F6 (Ram »)

F6 (Ram » ) is used if a program has been loaded to the RAM drive (via RS-232 or floppy disk).
F6 (Ram » ) will select that program.

After selecting the INPUT mode, the control will request a cycle start to begin the program. All
of the above input modes — except RS-232 — will allow the program to start at locations other
than the beginning. The other options are as follows.

F1 (First)
F1 (First) starts from the beginning.

F2 (Block)
F2 (Block) starts from a sequence number.

F3 (Tool)
F3 (Tool) starts from a tool number.

F4 (Cont)

F4 (Cont) allows starting from a location where DNC was aborted earlier. When a file is aborted
the file position is saved. No checking is performed if the operator has switched file numbers or
modified the DNC file. F4 (Cont) will continue from the file position that was aborted on any
file.

F9 (Skip)

F9 (Skip) will ask for a skip count. If the skip count is non-zero, a cycle start will be requested
for skipping (or ignoring) that number of blocks, and then a second cycle start will run from the
next block.

F10 (Mirr)
F10 (Mirr) allows mirroring around X0 and YO in DNC-FAST.
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F4 (Run) Main-Util-DNC-Run

F4 (Run) allows the same selections as F3 (Fast) for input modes. F4 (Run) does not have the
F10 mirror option. After the input mode has been selected and any blocks have been skipped, the
control selects the run screen (Main-Run) and the DNC program can be run similar to any other
program.

F9 (Verf) Main-Util-DNC-Verf
F9 (Verf) works identically as F4 (Run) mode. After the input mode has been selected and

blocks have been skipped, the control moves to the verify screen (Main-Verf) and the DNC
program can be verified similar to any other program.

Note: For F4 (Run) and F9 (Verf) RS-232 DNC mode, a search for a tool number or block
number can be done to start a program from a desired location. The program cannot be
reset to ‘‘first” after a search for a tool or block number..

The option for part/path/both is not available in DNC verify.
F7 (Chart) Main-Util-Chart
The F7 (Chart) key will display help charts created by the end user specific to their applications.
If there is a file called charts.dat in the RAM directory, it will be displayed. The format of this
file allows an indexing system to other files and data available to the operator.
The following is a sample listing of charts.dat.
Note: The first 16 lines of chart.dat are not displayed.
Speeds and Feeds
(updated on 10-May-94)

See Bill Jones for more information
or to make changes to these charts.

Carstl.dat * Carbon Steel
AllSt.dat * Alloy Steel

etc.

Allum.dat * Aluminum
Cstlron.dat  * Cast Iron
Acme.dat * Jobs for ACME Inc.
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F8 (Info) Main-Util-Info
F8 (Info) shows information about the software, hardware, etc. The following function keys will

be displayed.
F5 Fa F7 ESC
Tine Ram |Diag Done

Fi Fz F3 F4
5td Sys Fp Path

F1 (Std) Main-Util-Info-Std
F1 (Std) shows standard information as representative in the following window.

Centurion VI CHC &6.6115

Memory Awvail I 12288

Parts Storage @ 43703168
Front Panel not Present
Controller Card vidlld OOOO
HCBDC 1 .07 8-27-97 Yaskawa
HCBDC 2 .06 6-17-97 CEM 4dgear

HCBDC 2 .01 9-22-97 all Centbt

Memory Avail displays the system memory available in bytes.
Parts Storage displays the amount of parts storage in bytes.
Front Panel displays the front panel version code.

Controller Card displays the controller card version (v0206 is 2.06) and an error count (should be
Zero).

Acroloop information for X, Y, and Z axis for Centurion 5 systems is as follows.

version, (v0214=2.14)
error count is noted (should be zero)
four bytes giving optional acroloop programs loaded (the .HEX files) formatted as:

aamm ssrt, where:
aa=axis (01=X, 02=Y, etc)
mm=major version (00=manual, 01=P1ATC plunger, 07=P7ATC, 08=P8ATC,
11=P1 geneva)
ss=sub version; uniquely identifies . HEX file.
rr=reserved (always zero)
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NCB information for X, Y, and Z axis for Centurion 6 systems is as follows.

version number
date of each NCB.HEX file
a brief description of the file

F2 (Sys) Main-Util-Info-Sys
F2 (Sys) shows system information as representative in the following window.

Centurion VI CHC &6.6115

1DFE: 8888
YA7TI:A0AA S278A
He apOrg 77806 80808 Ac93A
Heap How 8089 1088
Max Mem = ABAA A8 2Z8FAA

PrefixSeg
OuvyrHe apOrg

ME-DOS wversion A6 .22 88386 CFPU

Bios Date: BA8/S12/-96

TFY .8Q

Blocks =2126,39971.8

BIOS: FFFF6EA1LERNcEAAFATACFABTECEEdG A4
DEML: FFFFFFFFFFFFFFFFFFFFFFFFFFFFFFFF
Unknown Hone

This screen gives internal information about the system. Lines 1 through 5 show memory
allocations to DOS, CNC overlays, and the heaps. Line 6 shows the MS-DOS version and
whether the CPU is an 80286, 80386, 80486, or 80586. Lines 11 & 12 show the compiler and
blocks pre-allocated for canned cycles, text cycles, and custom M and G codes. Line 13 is a hex
dump of the BIOS ROM area at F000:0. Line 14 is a hex dump of the Disk Emulator ROM at
CA00:0. Line 15 gives a guess at the Bios type and Disk Emulator type.

F3 (Fp) Main-Util-Info-Fp
F3 (Fp) shows front panel information as illustrated in the figure below.

CenturionWUI CHC 6.6115

Front Fanel FPresent 111
AK:!S ,RT 9 ., TO!A SR8 .55 6 , HKZA.
A, PE?,TLA,CL A,

The first line gives the front panel version. The next two lines show several abbreviations and
numbers:

AK  Acks received from keyboard encoder/controller
RT  ReTrans received from keyboard encoder/controller
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TO  Timeouts on transmissions to keyboard encoder, detected by keyboard
controller

SR Slice resends - timeouts detected by CNC

SS Slice sends - standard sends to keyboard encoder

NK  Nacks detected by keyboard controller

DC  Spindle DAC value send to keyboard encoder

PE  Parity Errors detected by keyboard controller

TL Time Limits detected by keyboard controller

CL  Control pressed received by keyboard controller
(used to indicate data/command mismatch)

F4 (Path) Main-Util-Info-Path

F4 (Path) displays the following screen, which shows the path file. In the standard order, these
are the directories for ROM, RAM, Parts, Display, and Floppy. Below the Parts directory is
shown the available parts space in bytes. For the ROM, Parts, and Display directories, the DOS
volume ID for that drive is shown to the right.

RunTime ©80:80:88) Main-Util-Path | Active :
Current Mext Distance

» +00. 0000 +00. 0000 +00. 0000

¥ +00. 0000 +00. 0000 +00. 0000

Z +00. 0000 +00. 0000 +00. 0000
Conp i Cancelled LS

Centurion UI CHNC &6.6164p Tool : TEA{AAa ¥
Length ! A8 .9888

ROM: C:iSROM~ Diam. ! A9 .98

RAM: CiSREAMN FPlane XY (G548

Farts CI~PARTS“ Clearnce ! AZ.108A

. f3118282883 Interp ! Linear (Feed)
Display: Feed : FASA.A ipn
(2118202882 188y 858.8  ipn

Renmote Files: A% Uni ts ! Abs-English
Cycle i Cancelled
Iwell : APAA .AA sec
ZEpindle ! SAAAAA rpn
188> i AP vrpn(OFF?>
Coolant @ OFF

Fl Fz Fa F
Etd Sys Fp Path

F5 F&
Time Ram

F7 ESC
Diag Done

Note: The path file is reloaded when the above information is displayed. Therefore, one can
edit the path file then reload it by using this command.

If the paths for parts and/or remote files have been changed from the menus,
they will be stored back to the original paths from PATH.DAT.

Version greater than #.#169 have a “Floppy” path and a “Remote Files” path. The
“Floppy” path is used specifically for saving and loading parameters.
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F5 (Time) Main-Util-Info-Time

F5 (Time) displays the times and distances calculated when verifying a program. Timing
information is for 100% on the feedrate override with no time for tool changes, spindle up to
speed, block stops, etc. Times are in hrs, min., sec. Distance is in inches or mm.

RunTime BBB:BE:15| Main-Util-Time | Active (0Z28H1
Current Mext Distance
® —02. 4480 -02. 4480 +00. 0000
¥ —27. 2700 —-=27.2700 +00. 0000
Z +150. 000 +150. 000 +00. 0000
Conp i Cancelled #
Centurion VI CHNC &6.6164p Tool : TAA(AL)
Tinming Information at 108X Length @ 88 .8888
i am. I AA .88
RUN 188 1PAG: 15 FPlane XY (G548
FEED 10809 184 :988 Clearnce: AA.1888
RAFID 1988182 A6 Interp : Linear (Rapid}
Distance ! +1635.2568 Feed : FoAA.Aa iprnm
188> ofd.a  irn
Units ! Abs/English
Cuycle i Cancelled
Iwell : APAA .AA sec
Epindle ! 584888 rpn
188> B 84888 rpr{0FF
Coolant ! OFF

Fl Fz Fa Fa
std Sus Fp Path

F5 F&
Time Ram

F7 ESC
Diag Done

This above screen shows timing information for the last program verified. The times displayed
assume the feedrate override is 100%. RUN gives the total time, FEED the milling time (G1,
G2, G3), and RAPID the GO time. All times are in Hours:Minutes:Seconds. Distance is the
total distance moved in inches or millimeters.

F6 (Ram) Main-Util-Info-Ram

F6 (Ram) displays the following screen, which shows the contents of the RAM directory. F6 is
used mainly for diagnostic purposes. Programs that run special options on a machine are usually
stored in this directory.

Centurion VI CHC 6.6115
Contents of B:“~RAM™

{DIR: 1251296 14:35
5o {DIR: 1251296 14:35
ACRO1 .HEX 1934 1209296 13:841
ACROIDC .ASM 15653 A1/-22.-97 A8 46
ACRO2 .HEX 1579 A1/722.-97 A8 46
ACROZDC .515 15583 A1/-22.-97 A8 46
ACROZDC . PC3 13393 A1l/722-97 8846
ACRO3 .HEX 711l ALA22/-97 A8 46
ACRO3IDC .ASM 34380 ALSZ2-97 A8 46
ACTIVE .DAT 27 18788797 14:38
BSCRELIL 3468 A3S16-97 18016
BSCRELZ 1125 A1/22-.97 A8 (46

Press Any Hey to Continue...
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F7 (Diag) Main-Util-Diag
F7 (Diag) displays the following screen, which shows the diagnostics of the machine just prior to

the machine e-stopping. F7 is used mainly for diagnostic purposes to determine the source of the
e-stop. The user is capable of viewing the states of the inputs and outputs for each axis.

RunTime  0:00:00 | Main-Util-Diag | Active :02341
H—axis Input H—axis Oumteput

0l Estopped 1 01 Software Estop 1

02 X Input 02 0 B2 Mist Coo nt (0]

03 X Input 03 0 03 Flood Coolant o

04 Uy To Speed 0 04 Spindle 0}

03 Tool Change 1 n3 Spindle CCU m

o0& Lukbe Faulg 1 06 Spindle O 1

0?7 Uait Channel 0 07 Drawbkar Enakble 1

08 Zero Spee 1 08 Tool Change (o]

10 2pind1e Hecerse D 10 & datput 1o 0

Il Digitizing 0 11 Spindle Latch ] Comp i Cancelled ™

12 Home Switch @ 12 Rotaru Clamp 0] Tool r TOOCOmY
Length : 00O .0000

Marker Pulse Radius : 00 .0000
Flane I MY (G54)
Clearnce ! 00.O0O0OE
Interp : Linear (Feed)
Feed : FOSO.0 ipm
C 100> n30.0 ipm
Units : AbssEnglish
Cucle : Cancelled
Duell : DO0O0.0n sec
Epindle :: SO000O00 rpm [11
C 1004 5 ooon rpm (OFF)
Coolant : Off

F1 FzZ F3 F4 ESC
X ¥ 2 4 E=zc

F9 (Blank) Main-Util-Blank

F9 (Blank) will blank the screen. Using this function will reduce images being burned into the
CRT. The screen will remain blanked until any key is pushed.

The screen will blank automatically and remain blank until any key is pressed. Block stops, tool
changes, requests for cycle start, etc. will unblank the screen, prompt the operator, and then
reblank the screen. There is also a timer to blank the screen if keys are not pressed in a set
amount of time. See page 182, Section 4 concerning screen blank time parameter.
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Parametric programming is similar to macro programming in that equations can be used to
specify axis position rather than decimal numbers. The Centurion 6 does not restrict the use of
parametrics to subroutines or macros. They may be used anywhere throughout a program.
Parametric expressions may be used to specify M, G, F, and S functions. When a parametric
expression is used for an axis position, it will first be evaluated and then cutter compensation
will be applied. All the normal cutter compensation rules will apply to the evaluated point.
When using parametric expressions in a program, the parameters that are used are the 100 user
parameters discussed earlier on page 200, Section 4. Values generated by equations may be
displayed on user parameter screens. Other listed system parameters may be used as input data
to parametric equations, but under normal circumstances these parameters should not be
changed.

Parametric reference

A parameter reference is specified by the letter "P" followed by a valid parameter number.
When a parameter reference is used for a coordinate position it must be contained in brackets.

Example: X [P10]
Y [-P145]
Z [P2]

Parametric assignment command

Assigning is the most basic command in the use of parameters. The assignment character is an
equal (=) sign.

Assignment statements replace the current value of a variable with a new value.
Example: P1=1.234

In this example the value 1.234 is assigned to parameter 1. Therefore both of the following
commands would move to the same coordinate position.

X1.234 or X[P1]

Note: If assigning parameters numbers greater than 499, the control needs to be in the data
mode (G10). See the APPENDIX for a list of parameter numbers and their descriptions.

PB byte parameter

Byte parameters generally hold values that are representative of the machine configuration. For
example, the spindle range parameter PB50 will hold a value of 1 for low range, 2 for medium,
and 3 for high. Byte parameter values cannot exceed 255.

Example: PB50=2
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Note: Byte parameters are not written in the verify mode. See the APPENDIX for a list of byte
parameter numbers and their descriptions.

Arithmetic operators
The following list shows the available arithmetic operators.

Operator Operation
+ addition
- subtraction
* multiplication
ok exponent
/ division
DIV integer division
MOD remainder

Note: The value of A DIV B is the mathematical quotient of A/B with any fractional portion or
remainder dropped.

Examples: 3/2=15 3DIV2=1
24/5=4.8 24DIVS5 =4
72/8 = 9.0 72DIVE =9

5.46/2.1 =2.6 546 DIV 2.1 =2

The MOD returns the remainder obtained by dividing its two numbers.

3MOD 2=1 remainder =1

24 MOD 5 =4 remainder =4

72 MOD 8 =0 remainder =0
3.57 MOD 2.1 = 1.47 Fract (3.57 2.1 =.7)
(7x2.1=147)

Relational operators
The following list shows the available relational operators.

Operator Operation

EQor= equal

NE or <> not equal

LT or < less than

GT or > greater than

LE or <= less or equal
GE or>= greater or equal
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Function operators

A function call is specified by the function name (e.g. SIN, ATAN, . ..) followed by the function
argument in brackets. When a function is used for a coordinate position it must be contained in
brackets.

Examples: X [SIN [45]]
Y [ATAN[1/2]]
Z [SQRTI[9]]

A function returns a value and can be used interchangeably anywhere a decimal value is
accepted.

The functions supported are as follows.

Sine (SIN) returns the sine of the argument.
SIN [90]=1

Cosine (COS) returns the cosine of the argument.
COS [180] =-1

Tangent (TAN) returns the tangent of the argument.
TAN [135] =-1

Arctangent (ATAN) returns the arctangent of the argument. The argument
must be specified in fractional form (e.g. /2, 2/1, -5/6, ...).
ATAN [1/-1]=135

Square root (SQRT) returns the square root of the argument.
SQRT [9]1=3

Absolute value (ABS) returns the absolute value of the argument.
ABS [-15]1=15

Integer (INT) returns the integer part of the argument.
INT [5.5099] =5

Random (RND) returns an integer random number between 0 and its argument -1.
RND [25] will return an integer >=0 and <=24

Natural Logarithm (LN) returns the natural logarithm of the argument.
LN [10]=2.3026

Exponential (EXP) returns the exponential of the argument.
EXP[1]=2.7183
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Rounds (ROUND) rounds a decimal value to an integer value.

Values halfway in-between are rounded up.
ROUND [2.3]=2
ROUND [7.88] =8
ROUND [1.5]=2
ROUND [-1.5]=-2

Values exactly halfway between are rounded to the nearest even number.
ROUND [2.5]=2
ROUND [3.5]=4

Mathematic expressions
Any combination of the previously described expressions are made up of arithmetic functions.

Examples: X[SIN[P123]*COS[P124]]
Y[2.5+[P2/P3]*SQRT[P4]]
Z[[P2DIV3]+[P2MOD3]]

Conditional statements

The Centurion 6 supports two types of conditional statements. These statements are used to
transfer control of a program from one point to another based on some condition generated in the
program. These statements are the [IF-THEN statement and the WHILE-WEND statement.

IF-THEN

The IF-THEN statement is a way of conditionally executing a block if the results of an
expression evaluates to true. The expression must contain one of the relational operators which
allows the expression to be reduced to either true or false. If the expression is true, the THEN
portion of the IF statement is executed. If the expression is false, the next line after the [F-THEN
statement is executed.

Example of General Form:

[any ]  (relational) [any ]
If [mathematical] (operator ) [mathematical] Then any action
[expression ] [expression |

N20 IF PI1 LT P2 THEN GOTO 15
N21
or

N22 IF P1 <P2 GOTO 15
N21
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The above two statements accomplish the same thing. If the statement is true, N15 is executed;
if it is false, N21 is executed.

Examples:  IF P1*P3/COS[P90] GE TAN[P6] THEN X1
IF P4/P3 LT P6 GOTO 25
IF P1 =P2 THEN P4 =P5 - P6
Multiple IF statements can be used to check for multiple conditions.

Example: IF P36<5 THEN IF P1<>0 THEN M5
Defined, this means if P36 is less than 5 and P1 does not equal 0, shut the
spindle off.

Note: The word THEN is optional in all cases.

WHILE-WEND

The second type of conditional statement is the WHILE-WEND statement. A WHILE statement
contains an expression that controls the repeated execution of the blocks contained between the
WHILE and WEND statements.

The expression controlling the repetition must contain one of the set of relational operators
which allows the expression to be reduced to either true or false. The expression is evaluated
before the contained blocks are executed. The contained blocks are executed repeatedly as long
as the expression is true. If the expression is false at the beginning the blocks are not executed.

Example: ~ N20 WHILE [[P2*P3]/COS[P6]] LT P2
N21  P6=P6+ 1
N22  Y[P2] Z[P3]

N23  X[P6]
N24  X1YO0Z0
N25 WEND
N26  M30

In this example lines N20 thru N25 will be repeated until the WHILE expression becomes false.
Then line N26 will be executed instead of N21.

Note: Nested WHILE loops are allowed.

Transfer statements

Transfer statements transfer control from one section of a program to another. They are
unconditional transfers in that when the statement is executed, control always transfers. The
GOSUB/RETURN, and CALL statements return control to the N+1 block after they are finished,
and the GOTO statement transfers control to the specified block without a return.
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GOTO statement

The statement N### defines a label. GOTO’s/GOSUB’s can branch or transfer control to blocks
containing these labels. A GOTO statement transfers progam execution to the block prefixed by
the block label referenced in the GOTO statement.

GOTO 30 (The next block executed is block N30.)

Note: If there is more than one N30 program, it will transfer to the first N30.

CALL statement

A CALL statement transfers control to any program residing in the CNC's memory. Upon
completion of the called program or an M2, M99, or M30, control is returned to the main
program at the block immediately following the CALL statement.

The CALL format is as follows.

CALL XXXX LXXX
Program Loop Count
Number (optional)

If the L is omitted, the called program will be executed once. The call statement is the same as
an MO8.

GOSUB and RETURN

A GOSUB transfers program execution to the block number specified in the GOSUB statement.
Execution will continue until a block containing a RETURN statement is encountered. The
RETURN will transfer control back to the block immediately following the GOSUB statement.
To use a GOSUB statement, the called block number must be part of the same program.
Generally the subroutines are at the end of the main program.

The GOSUB format is as follows.

GOSUB XXXX LXXX
Line # Loop Count
(optional)
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If the L is omitted the GOSUB routine will be executed once.

N1
N2
N3
N4 GOSUB 100 Main Program
N5

N90 M30
N100
N101

Subroutine

N200
N201 RETURN
N202

When the GOSUB is executed in N4 the program will jump to N100 and start executing until
N201 is reached. At N201 control will transfer to N5 and lines N5 thru N90 will be executed.
The M30 will terminate the main program and keep lines 100 thru 202 from being executed

again.

Note I:
Note 2:
Note 3:

Notes on Call Statement

Subprogram call allows nesting 50 levels deep.
See page 112, Section 2 for information on using G92 in subprograms.
Call to full DOS name programs are allowed.

Example: CALL S:/XYZ/PRG.X
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Computational functions

I. Tangent Arc TANA
2. Tangent Line TANL
3. 3 Point Circle Generate CGEN

The above three functions can be used anywhere throughout a program to solve various
intersection problems. These functions receive input data in parameters P90 thru P96, and they
return the answer in parameters P80 through P85. The answers can then be used in line and
circle commands to produce the desired results. The format for these three functions follows.

General Format for TANA, TANL
Input Parameters

P90 = X1 center of arc 1
P91 =Y1 center of arc 1
P92 =R1 radius of arc 1
P93 = X2 center of arc 2
P94 =Y2 center of arc 2
P95 =R2 radius of arc 2
P96 = R3 radius of tangent arc (use in TANA only)

Calculated Output Parameters

P80 = Xs X starting point of tangent arc or line

P81 =Ys Y starting point of tangent arc or line

P82 = Xe X end point of tangent arc or line

P83 =Ye Y end point of tangent arc or line

P84 = Xt X center of tangent arc (TANA case only)
P85 =Yt Y center of tangent arc (TANA case only)

The general form for a tangent arc or line function is as follows.
TANA C# or TANL C#

# is a number 0 through 7 in the tangent arc case, and 0 through 3 in the tangent line case. This
number selects one of the eight possible solutions of the TANA or one

of the four solutions of the TANL. The values of C# are defined as the tangent point being to the
right or left of a line connecting the centers of the arcs and center of the connecting arc, when
facing in the direction of tool movement. See the following diagrams for illustration of tangent
solutions.
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TANA Cases
1st 2nd Center
CO0 = Right Right Left
Cl = Left Right Left
C2 = Right Left Left
C3 = Left Left Left
C4 = Left Left Right
C5 =Right Left Right
C6 = Left Right Right
C7 = Right Right Right

TANL Cases
Ist 2nd
Co= Right Right
Cl= Left Right
C2= Right Left
C3= Left Left
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(3

Sample Program Using TANA or TANL

N1 P90=0 XC ofarc 1

N2 P91=0 YCofarc 1

N3 P92=1.5 radius of arc 1

N4 P93=5 XC ofarc 2

N5 P94=4 YC of arc 2

N6 P95=2 radius of arc 2

N7  P96=5 radius of tangent arc

(not used for tangent line)
N8  TANA C3 or TANL C3
N9 G2 RI1.5 XC0O YCO X[P80] Y[P81]
TANA or TANL calculated end points
N10 G3 RS5 XC[P84] YC[P85] X[P82] Y[PS83]
(TANA calculated center and end points)
or
N10 Gl X[P82] Y[P83]

(TANL calculated end point)

NIl G2R2XC5YC4X Y
end end
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The circle generate function will calculate the center and radius of an arc through any three non-
co-linear points. The general format for the CGen function is as follows.

Input Parameters
P90=X1 P91=Y1 coordinates of first point
P92=X2 P93=Y2 coordinates of second point
P94=X3 P95=Y3 coordinates of third point

Output Parameters

P80=XC P81=YC center of calculated circle
P82=R radius of calculated circle

Sample Program using CGen

N1 P90=0 P91=0 first point

N2 P92=1 P93=1 second point

N3 P94=2 P95=0 third point

N4  CGEN

N5 G1 X0YO0 position to start of arc

N6  G17 G2 R[P82] XC[P80] YC[P81]Xe  Ye

The CGEN function can be used anytime throughout the program to calculate the radius and
center of an arc. These calculations can then be used in a normal arc command along with trig
help, chamfer, corner round, extend back, and any other function available.

Note: The arc direction is returned in P97 so the block N6 may be substituted with
G17 G[P97] R[P82] XC[P81] YC[P80] Xe __ Ye

Text command

The Centurion 6 has a lettering command which can be used to engrave serial numbers or other
descriptions. The text cycles must be loaded by setting the “Load text cycles” parameter. The
control must be rebooted after setting the parameter. The one-to-one letter size is 1" x 1" and is
in a block letter font. All these letters can be scaled or rotated to achieve the desired size and
orientation. The depth of cut is contained in P141, the Z plunge feedrate in P145, and the
clearance plane in P140. A typical program would be as follows.
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N1 P140=.1 Clearance of .1

N2 P141=-2 Depth of cut .2 inches
N3 P145=5 Plunge feedrate of 5 ipm
N4 G1 F10 XY feedrate of 10 ipm
N5 S1000 M3 Spindle on CW

N6 X-4Y.5 Position of first letter
N7 Text [Milltronics Mfg.] Desired text

N8 M30 End program

This program will write Milltronics Mfg. at a depth of -.2" in 1" by 1" block letters starting at a
position of X-4 Y.5.

Miscellaneous Commands

Spaces Spaces can be used anywhere within the program. For example, Z1.234
can be written as Z 1 . 23 4 if desired.

Blocks Blocks without any information are allowed.

Comments Comments are any text enclosed in parentheses and they are ignored by
the control. Comments can be anywhere in a program or in a block.
When a comment is on a block with an MO (block stop), M1 (optional
stop), or M6 (tool change), the comment will be displayed in the message
window.

Example: MO ( MOVE THE CLAMP)

ATTENTION: Progranm stop
encountered. HMOUE THE
CLAMPF Press {Cycle Start?>
to continue .

Example: M6 (3/8” DRILL)

ATTENTIOM: Tool change .
Insert tool nunber =2
378" DRILL. FPress {Tool
REeset > to continuwe.

Successive part numbers can be engraved using the following scheme:
TEXT[#23[30]] Engraves the value of P23, 3 places to the left, O to the right)
P23=P23+1 (increment part counter)
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PRINT Print is used to print text to the screen. PRINT can be used to

display text, parameter values, times, dates, etc.

Example: P87=32.45

#n[LT]

PRINT [N=#87] shows “N=32.4500"

#n[LT] displays parameter n with L leading digits and T trailing
digits.

Example: P100=1.235 P101=2.87656

PRINT [P100=#100[04] P101=#101[33] shows
“P100=1.2350 P101=00.877”

If the leading and trailing fields are left blank, the default leading and
trailing format for the machine setup parameters is used.

When LT=0, exceptions apply.
If LT=0, the ASCII value of the parameter is shown.

Example: P1=72 (ASCII H)
P2=105 (ASCII 1)
PRINT [#1[00]#2[00]] shows “Hi”

If LT=-1, the parameter is ignored. The time is shown in format
Ohh:mm:ss.

If LT=-2, the parameter is ignored. The date is shown in format
yy/mm/dd.
Example: PRINT [Time=#1[-1] Date=#1[-2]] shows
“Time=012:51:52 Date=97/10/23"

POPEN The POPEN command opens a file or RS-232 for output using the

DPRNT command.

POPEN P0 The POPEN PO command opens a file for output. The file to open

is specified in the MISC parameters. If the file name in this
parameter is blank, the output will be written to REPORT.DAT.

POPEN P1 The POPEN P1 command opens serial port 1 for output.

POPEN P2 POPEN P2 opens serial port 2 for output.

PCLOS PCLOS will close a serial port that has been opened using POPEN.
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DPRNT DPRNT outputs text to a file or RS-232 port which is specified by
the POPEN command.

Example: DPRNT [PLEASE CLEAR THE WORK AREA]

#n writes the value of a parameter (n is between 0 and 499)

Example: DPRNT [X#208 Y#209 Z#210] outputs the current X,
Y,and Z positions to a file or an RS-232 port.

#n[LT] will output parameter n with L leading and T
trailing digits.

Example: P100=1.235 P101=2.87656
DPRNT [P100=#100[04] P101=#101[33]] outputs
“P100=1.2350 P101=002.877”

If the leading and trailing fields are left blank, the default leading and
trailing format for the machine setup parameters is used.

If LT=00, the ASCII value of the parameter is shown.

Example: P1=40 (ASCII ()
P2=72 (ASCII H)
P3=105 (ASCII 1)
P4=41 (ASCII))
PRINT [#1[00]#2[00]#3[00]#4[00]] outputs (Hi)

If LT=-1, the parameter is ignored. The time is shown in format
Ohh:mm:ss.

If LT=-2, the parameter is ignored. The date is shown in format
yy/mm/dd.

Example: DPRNT [Time=#1[-1] Date=#1[-2]] shows
“Time=012:51:52 Date=97/10/23”

DPRNT can be used to generate report files relating to parts production, parts
inspections, digitizing information, etc.
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INPUT The INPUT statement is used for data input from the front panel.

Example: INPUT (X START POSITION) P1
The operator will be prompted to input data.

X START POSITION

D88 . 8432

The operator can use the data displayed by pressing the ENTER key. If ESC is
pressed during an input statement, the program will be terminated.

The HDW command can be used to enter the handwheel mode during a program.
A comment may be added to prompt the operator during the HDW command.
HDW is ignored when verifying a program.

Example: HDW (TOUCH THE TOOL TO THE PART) prompts the
operator with the following message.

Screen Handwheel Hode .
Hit <{Escape?> to end.
TOUCH THE TOOL TO THE
PART

To manually set and clear input/output pins, refer to the following.

CLR Clear an output pin.
Example: CLR X7 (clears X output #7)

SET Set an output pin.
Example: SET Z3 (sets Z output #3)

PULSEO0 Pulses an output pin.
Example: PULSEO Z10 (clears Z output #10, delays for the

number of milliseconds specified by the MISC

parameter PULSEX pulse delay(ms) then sets output
Z10)

253



SECTION FIVE - PARAMETRIC PROGRAMMING

PULSE1 Pulses an output pin

Example: PULSE1 XS5 (sets X output #5 delays for the
number of number of milliseconds specified by the MISC
parameter PULSEx delay(ms) then clears output X5)

STO STO is similar to the SET command, except the outputs are
consecutive. There are twelve outputs on each axis.

Example: STO20 (sets Y output #8 or the 20" output)

CLO CLO is similar to the CLR command, except the outputs are
consecutive.

Example: CLO25 (clears Z output #1 or the 25" output)

PIN PIN refers to a pin. X axis are 1000’s Y axis are 2000’s, Z axis are
3000’s, and A axis are 4000’s.
PIN X Axis Y Axis Z Axis A Axis
inl 1000 2000 3000 4000
in2 1001 2001 3001 4001
in3 1002 2002 3002 4002
in4 1003 2003 3003 4003
in5 1004 2004 3004 4004
in6 1005 2005 3005 4005
in7 1006 2006 3006 4006
in8 1007 2007 3007 4007
in9 1008 2008 3008 4008
in10 1009 2009 3009 4009
inll 1010 2010 3010 4010
inl12 1011 2011 3011 4011
outl 1012 2012 3012 4012
out2 1013 2013 3013 4013
out3 1014 2014 3014 4014
out4 1015 2015 3015 4015
out5 1016 2016 3016 4016
out6 1017 2017 3017 4017
out7 1018 2018 3018 4018
out8 1019 2019 3019 4019
out9 1020 2020 3020 4020
outl0 1021 2021 3021 4021
outll 1022 2022 3022 4022
outl?2 1023 2023 3023 4023
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Note: PIN statements can be used in conditional statements such as IF-THEN and WHILE-
WEND.
Examples: IF PIN[2017] EQ 1 THEN PB50=1
WHILE PIN[1005] NE 0
M62
M63
WEND
P5=P3 + PIN[2011]

Parts Inspection and Digitizing Commands

PROBE1 PROBEI] can be used with any axis move to command an interrupted
move. The move will be terminated when an input goes low.

Example: PROBE1 98 F.01 X1.3 Y-2
The X and Y move toward 1.3 and -2 respectively until the probe
contacts the part.

PROBE2 PROBE2 may be used with any axis move to command an interrupted
move. The move will be terminated when an input goes high.

Example: PROBE2 G98 F.01 X1.3Y-2
The X and Y move toward 1.3 and -2 respectively until the probe
releases from the part.

Note: The input used by the probe commands is selectable in the miscellaneous parameters.

Back line

The back line function may be used on any line command. This function reverses the direction of
the programmed line. Back line is normally used when you know the end point of the line and
not its starting point. The end point is programmed and the line is extended backward to the start
point. When using this function all Trig Help functions are still valid.

Example 1:

X6Y2

X5

X4Y1.5

G2 R1 XC3 YC1.5 AB270
G1 X1 Y2 back CO W145
X0

Back - extend back from (1,2)

CO0 - use the arc intersection closest to (1,2)
W145 - extend the line from (1,2) at an angle of 145°
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Example 2:

X6YZ

X5

X4Y1.5

G2 R1XC3YC1.5 AB270
Gl X1 YZBACK C2 W145
X0

C2 - use the farthest intersection
Example 3:

X6Y2

X5

X4Y1.5

X1Y2BACK CO W-35
X0

Note: This example uses a back line between two lines to program an unknown
point.
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The following illustrates the parametric program for cutting five 45° segments of a fan blade.

LAST PASS - 2.0 R
Ist PASS - .5 R

.

P2=0

N2

P1=5

P140=.1

G31

N1

GO X[P1] YO

G1Z0

G3 R[P1] AAO AB45 Z[[.5-P1)/5]
G31

P1=P1+.1

IF P1 LE 2 GOTO 1
P2=P2+72

G68 AA[P2]10 JO

IF P2 LT 360 GOTO 2

In the above example, the tool makes sixteen passes for each blade starting at X.5 to X2 in .1"
steps. Z is 0 on the entire front edge of the blade and drops to 0 on the first pass and to -.3" on
the last pass. Each blade sweep is 45 °. The N1-GOTO 1 loop is for each fan blade. The N2-
GOTO 2 loop rotates each blade by an additional 72 °. P1 controls the sweep radius and Z
depth. P2 controls the rotation angle.
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Sample Program Using Some Special Statements

(Outside digitizing program. Assumes the center is 0,0.)

INPUT (Diameter) P1

INPUT (Z depth) P2

INPUT (Angle increment) P3

TI M6 (Probe)

H43 H1 D1

GO X [P1/2+.5] YO (Move past the diameter +.5)

Z[P2] (To the Z depth)

P81=7 (Set byte parameter special flags to shut off trig help and cutter
compensation)

POPEN PO (Open file for output. Set report file to c:/parts/O0100.)

DPRNT [(Dig file for #1 diameter @ Z#2)]

DPRNT [S1500 M3]

DPRNT [X#208 Y#209]

DPRNT [Z#210]

P4=0 (Degree counter)

N1

G1 F20 (PROBE1) X0 YO0 (Move toward the center until probe touches)
DPRNT [X#208 Y#209] (Write current X and Y dimensions out to file)

PROBE 2 XC0 YCO R[P1/2+.5] AB[P4] (Move away from the part until
probe releases.)

P4=P4+P3 (Increment degrees)

XCO0 YCO R[SQRT[P208*P208+P209*P209]] AB[P4] (Move over)

PROBE 2 XC0 YCO R[P1/2+.5] AB[P4] (Move away just in case we are
touching.)

IF P4<=360 GOTO 1 (Do 360 °)

GO0 Z1 (Z up)

DPRNT [Z1]
DPRNT [M5]

Sample Output From the Parametric Program
(Dig file for 4.0000 diameter @ Z-1.0000)
S1500 M3
X2.5000Y0.0000
Z-1.0000
X1.0500Y0.0000
X1.0360Y0.0906
X1.1030Y0.1945
X1.1301Y0.3028
X1.0525Y0.3831
X0.9516Y0.4437
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X1.0149Y-0.3694
X1.0301Y-0.3028
X1.0242Y-0.1806
X1.0560Y-0.0924
X1.13000Y-0.0000
Z1

M5
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CENTURION 6

PO | POSITION CONVERSATIONAL MENL FLOWCHART

MILL START MILL CYCLE

—{ GOEM ] {LINE] LINE
MISCELLANEOUS ARC

0 TANGENTS
CIRCLE GENERATE

POCK SETUP| SETUP POCKET MILL
CIRC CLEAR| CIRCULAR CLEAR

CIRCULAR FINISH IN
RECTANGULAR CLEAR
RECTANGULAR FINISH IN
FACING CYCLE
MANUAL CLEAR CYCLE

POCKET POLYGON CYCLE
——FRAMEF————{SETUP] SETUP FRAME MILL

CIRCULAR FINISH OUT

RECTANGLLAR FINISH OUT

FRAME POLYGON CYCLE
——{30PKT———{START] START 30 SWEEP CYCLE

30 LINE

30 ARC

END 30 SWEEP CYCLE

ROTATE 30 SETLP

IMPORT CAD FILE

[DRILLF—T—START] ENABLE SELECTED CYCLE

ORILL POSITIONING

MISCELLANEOUS

CALL SUB-PROGRAM

DISABLE CYCLE

IMPORT CAD FILE

BOLT ] ENABLE SELECTED BOLT PATTERN
TOOL CALL/CHANGE

MISCELLANEDUS

CALL SUB-PROGRAM

[ SPEC ——{PARAMS] SET PARAMETER
SET TOOL OFFSET
SET SCALING

SET ROTATION

SET MIRROR IMAGE
SET FLOATING ZERD
TEXT CYCLE

[ SUBS ——{GOSUB] CALL SUBROUTINE
START SUBROUTINE
END SUBROUTINE
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Each conversational program has a text program associated with it. The conversation program
file starts with letter P followed by four digits such as P1234. The text file starts with the letter
O followed by four digits such as O1234. The text program is created, or posted, from the
conversational program. Changes in the conversational program create a new text program from
the modified conversational program. The operator can view or change the text program, but his
modifications will not be transferred to the conversational program. Reposting the conversational
program will overwrite his modified text program.

This section contains diagrams of the conversational input screens and an explanation of each
screen.

Not all possible combinations of screen inputs are shown; therefore, if additional information
concerning any particular screen or field is required, the appropriate section of the manual should
be referenced.

Fields that are red are required entries. These fields will appear black after the data is entered.

The program setup screen shown below will always appear at the beginning of every program. It
initializes certain important functions so no settings remain from a previously run program.

Program setup

The conversational screen for program set-up appears as follows. It is the first event of every
conversational program.

Event @8 of @ Bytecs: 37 of 85491712
Frogram Setup
FProgram name [H 1

Dimensions CAksolutel
Units [LEngli=shl

Setup Motes:
C

el Tl
o bl el b d

The main setup keys for conversational programming appear as follows.

F4

Fio ESC HELF
Pus Hlll Drlll Bolt TChng

HISC |Call Spec Suhs Exit | Back | Verf
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F1 (Pos) Main-Prog-Conv-Pos

The position screen will normally be used to do rapid positioning; however, feed moves may be

made by toggling the feedrate field and entering a feedrate.

The conversational screen for Cartesian rapid positioning appears as follows.

Event 1 of 1
Position

Feedrate
Coordinates
X—axis
Y-—axis
Z—axis

L1
¥YL1
2L-

Bytes:

Wdapidl

[Cartesianl]

e b b

2

48 of ES4A8T7e16

Note: See page 14, Section 2 for further information on positioning.

The conversational screen for polar feed position appears as follows.

Event 1 of =2 Butes :
Fosition
Feedrate [1= 1
Coordinates [Folarl
Fl ane [xX¥1
Typea [Current ]
Length RL1.491492
End Angle AELAS
E—axis it

84 of BOR5222480

1
1
1

Note: See page 16, Section 2 for further information on polar definition of a line.

F2 (Mill) Main-Prog-Conv-Mill

The F2 (Mill) selection brings up the following soft keys.

Fz
Hisc

F4
End

Fl
Start

F2
Geon

F&
Packt

Fe

F?
Frame | 3dPkt

ESC
Back

HELP
Uerf

Fa
Cad

F3
Thred

Fio
Exit
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F1 (Start) Mill-Start

The F1 (Start) screen is used to begin a continuous single or multi-depth milling cycle. Milling
will start at the first Z depth specified and continue stepping down by the Z increment until the

final Z depth has been reached.

The conversational screen for tool pierce start mill cycle appears as follows.

Tool Piexrce

Event 3 of 3 Butesz: 139 of 473184384

— Start Mill Cuycle

Z Pierce Feedrate [L1A 1

Return Point [Clearance]
Clearance L.1 1
Final Z Depth CLH 1
1=t Z Depth L 1
Z Increment L 1
H Pierce FPoint HEL 1
Y Pierce Point YL 1
Compensation LOfF]

The start mill cycle is normally followed by geometry and ended with an “end mill cycle” event.

If cutter compensation is turned on, as are the cases in the screens below, the resulting output
will be identical to the previous with the exception of two lines.

Event 3 of 3
Tool Piexrce

Z Pierce Feedrate [Li1a 1

Return Point [Clearance]
Clearance L.1 1
Final Z Depth L-1 1
1=t Z Depth [L-.23 1
Z2 Increment L.25 1
X Pierce Point HLA 1
¥ Pierce FPoint YA 1
Compenzation [LLeft1

X Before Pierce HL1
¥ Before FPierce YCLAHE 1

Bytes: 139 of 473806028
— Start Mill Cucle

[Cartesianld
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Event 3 of 3 Butes: 139 of 472987776
Tool Pierce — S5tart Mill Cucle

Z Pierce Feedrate [18a 1

Return Point [Clearance]

Clearance [L.1 1

Final Z Depth [-1 1

1=t Z Depth [-—.25 1

Z Increment [L.25 1

# Pierce Point X[ 1

Y Pierce Point YC[a 1

Compenszation [Left1

[Polax]

Angle ABLAE 1

Event 3 of 3 Bytes: 139 of 472776704

Tool Pierce — Start Mill Cucle
Z2 Pierce Feedrate [L18 1

Return Point [Clearance]
Clearance [L.1 1
Final Z Depth [L-1 1
1st Z Depth [-—.29 1
Z Increment [L.23 1
X Pierce FPoint HLBA 1
¥ Pierce Point YLA 1
Compensation CAuto Left]

F2 (Geom) Mill-Geom
The F2 (Geom) selection brings up the following soft keys.

F3 F< Fid E&C
Tang= | CGen Exit | Back
F1 (Line) Mill-Geom-Line

The F1 (Line) key displays the following conversational screen for Cartesian linear interpolation,
which is used to execute linear interpolation in feed mode.

Fi Fz
Line fArc

HELFP
Verf

Event 1 of 1 Bytesc: 48 of 85487616
Mill Geometry — Line
Feadpate FL20H0 1

Coordinates [Cartesianl]

H—axis HL2
Y—axis YLz
Z-—axis 2L

el bl bl

End [——-1
Extend Back L[Off 1
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Note: See page 14, Section 2 for further information on positioning.

In conversational programming, for any feedrate or spindle speed input fields, the F12 key will
be active. Pressing the F12 key will offer the operator help in calculating the appropriate spindle
speed and feedrate for the appropriate inputs. The only exception is the feedrate on the position
screen because this feedrate is intended to be a rapid move. After pressing the F12 key, the
following screen will appear.

Speed and Feed Calculations

Cuttexr Diameter (in.l 28z . a88a

Width of Cut {in.> +Al . AAAA
Cutting Speed (fpmd +188 . 8888
Humbey of Blades +84
Chip Thickness {(in.J +88 .8158

Spindle Speed = +191 .90080 rpm
Feedrate = +11 .4688 ipm

Entering data into the first five fields will give recommended feedrates and spindle
speeds.
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The conversational screens for polar linear interpolation appear as below.

Note: See page 16, Section 2 for further information on polar definition of a line.

When Extend Back [ON] is selected, the following screen appears.

Note: See page 32, Section 2 for further information on back line.

The conversational screen for line with round corner appears as follows.

Note: See page 30, Section 2 for further information on corner rounding.
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The conversational screen for line with chamfer appears as follows.

See page 31, Section 3 for further information on angle chamfering.

F2 (Arc) Mill-Geom-Arc
The F2 (Arc) screen is used to execute circular interpolation in feed mode.

Arc Sample 1

The XY plane, incremental center, CW circular interpolation conversational screen appears as
follows.

Note: See page 17, Section 3 for further information on circular interpolation.
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Arc Sample 2

The ZX plane, absolute center, CCW circular interpolation conversational screen appears as
follows.

Note: See page 17, Section 3 for further information on circular interpolation.

Arc Sample 3

The XY plane, polar, CCW helical interpolation, with round corner appears as follows.

Note: See page 16, Section 2 for further information on describing an arc using polar
definitions.
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Arc Sample 4

The Y plane, radius only, CCW circular interpolation conversational screen appears as follows.

Note: See page 19, Section 3 for further information on describing an arc using a radius.
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F3 (Tangs) Mill-Geom-Tangs

The F3 (Tangs) screen is used to compute the intersection points necessary for a tangent arc or
tangent line between two arcs. When this function is used the first arc and the tangent line or arc
will be entered into the program. The second arc information will only be used for calculation
purposes. This feature was developed to enable a series of tangent lines or arcs to be
programmed consecutively. Therefore, a tangent line or tangent arc command is normally
followed with an arc command describing the second arc.

To determine the value of the right or left entries on these screens, draw a line connecting the
centers of the two arcs in the direction of tool movement. Then determine if the desired points
are to the right or left of this line and enter those values.

R2
ARC 2
LEFT
TANL
OR
TANA
2 DR ARC 3
RIGHT
R1
ARC 1
The general sequence for the above shape is as follows.
Event 1 Line L1
Event 2 Tangent line or arc function describing arc R1 and line L2 or arc 3
Event 3 Arc R2
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Tangent Line
The conversational screen for tangent line appears as below.

Note: See page 246, Section 5 for further information on tangent line.

Tangent Arc
The conversational screen for tangent arc appears as follows.

Note: See page 246, Section 5 for further information on tangent arc.
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F4 (CGen) Mill-Geom-

CGen

To use F4 (CGen), which is the circle generator function, fill in any three points on an arc. These
three points will be used to compute the center and radius of the specified arc.

The conversational screen for circle generator appears as follows.

X1 [1

Event 1 of 1
Three Point Circle Generatox
Plane [EYE]
Dirvection [CHI

X2 [-2
X3 [—-2

Buytes:

¥1 [8
Y2 [1
Y3 [3

U=se X3,¥3 as End Point [Yesl

48 of BS5487616

e bl

Note: The circle generator screen does not move to the first point on the arc before cutting the
arc. In most cases, the circle generator screen is preceded by a line move to this position.
Depending on the arc direction, the arc that is generated may not go through the second

point.

See Section 5 for further information on circle generator screen.

F3 (Misc) Mill-Misc

See page 313, Section 7 for explanation of miscellaneous.

F4 (End) Mill-End

The F4 (End) screen is used to end a previously started mill cycle. An end mill cycle without a
start mill cycle, or a start mill cycle without an end mill cycle, will generate a syntax error when
the program is run or verified.

Start Mill Cycle

Common Error Codes for Milling Cycles

and NO

Tool Retract End Mill
Cycle

= ERROR # 602
Missing WEND Statement

This may be caused by a start mill cycle without an end mill cycle.
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Tool Retcr:acctl fnd Mill and NO Start Mill Cycle — ERROR # 601
y Missing WHILE
Statement

This may be caused by an end mill cycle without a start mill cycle.

The conversational screen for tool retract end mill cycle appears as follows.

Sample Mill Program

Event 0 of 7

Program Setup
Program name [ ]
Dimensions [Absolute]
Units [English]
Work Coordinate [---]
Setup Notes:

—————
e e e e e

Event 1 of 7

Tool Pierce - Start Mill Cycle
Z Pierce Feedrate [20 ]

Return Point [Clearance]
Clearance [T ]
Final Z Depth -1 ]
Ist Z Depth [-2 ]
Z Increment [3 ]
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X Pierce Point X [0 ]
Y Pierce Point Y [0 ]
Compensation [Auto Right]

Event 2 of 7

Mill Geometry - Line

Feedrate F [ ]
Coordinates [Cartesian]
X axis X [2 ]
Y axis Y [ ]
Z axis Z [ ]
End [---]
Extend Back [Off ]

Event 3 of 7

Mill Geometry - Arc

Plane [XY]

Feedrate F [ ]

Direction [CCW]

Center [Polar]

Arc Radius R [1 ]

Start Angle AA  [-90 ]

End Point [Polar]

End Angle AB [90 ]
[ ]

End Option [---]

Event 4 of 7
Mill Geometry - Line

Feedrate F [ ]

Coordinates [Cartesian]

X axis X [0 ]

Y axis Y [ ]

Z axis Z [ ]

End [---]

Extend Back [Off ]

Event 5 of 7
Mill Geometry - Arc

Plane [XY]

Feedrate F [ ]

Direction [CCW]
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Center [Polar]
Arc Radius R [r ]
Start Angle AA  [90 ]
End Point [Polar]
End Angle AB  [-90 ]
[ ]
End Option [---]
Event 6 of 7
Tool Retract
End Mill Cycle
Point on part after tool retract
[Auto]
Options [---]
Event 7 of 7
End of Program
Spindle off [No]
Coolant off [No]
Z to Toolchange [No]
X Position (home relative) [ ]
Y Position (home relative) [ ]

Note: See page 64, Section 3 for further information on no-movement.
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The conversational screen for pocket clear option using tool retract end mill cycle appears as
follows.

Event 3 of 4 Bytes: 136 of 4194384808
Tool Retract
End Mill Cycle

Point on part after tool retract
[Folarl
Angle ABL9A ]

Options [Clear this pocket]
Humber of paszes LS i |

Cut width [L.125H 1
Enter negative cut width for Ffinish pass

The following graphic is the top view of the sample mill program using the pocket clear option
on the tool retract end mill cycle.

Note: This option can be used to clear away from a framed mill cycle as well. To use
the finish pass option, the original tool radius data for the roughing pass must be bigger
than the actual tool radius, if this is the case, use two passes with a negative pass width
to attain the true tool radius. This option is meant to clear away from the actual part and

not to clear the entire pocket.
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The conversational screen for tool retract end mill cycle with tapered walls option appears as
follows.

Event &6 of 7 Bytes:! 244 of 77V66801L680A

Tool Retract
End Mi11l Cuycle

FPoint on part afFter tool retract

Options [Tapered walls{ball wnosel}1]
Hall angle [2Z@A 1

The following graphic illustrates the sample mill program using the tapered walls option on the
tool retract end mill cycle.

0° is a vertical wall; 90° is impossible. The tapered wall also has an option for an end mill. Cutter
comp must be on to use the tapered walls option. The first Z depth should be the top of the wall.

The first pass is offset by the entire tool radius.

Note: See page 124, Section 4 for further information on tapered walls.
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The conversational screen for tool retract end mill cycle with rounded walls option appears as
follows.

Event 3 of 4 Bytes:! 128 of YVaSH6833=2
Tool Retract
End Hill Cycle

Foint on rart after tool retract
CAutol

Options C[Round wall(end milll>1]
Mall radius L[2
Start angle [& ]

Sample Program Using Rounded
Walls on End Mill Cycle

Event 0 of 4

Program Setup

Program name [ ]
Dimensions [Absolute]
Units [English]
Work Coordinate [---]

Setup Notes:

[ ]

[ ]

[ ]

[ ]

[ ]

[ ]

Event 1 of 4

Tool Pierce - Start Mill Cycle
Z Pierce Feedrate
Return Point
Clearance
Final Z Depth
Ist Z Depth
Z Increment
X Pierce Point X
Y Pierce Point Y
Compensation

\®]
S
[—

Clearance]

1
-2

e
— O
[y S Sy S— [R—

0
0
Auto Right]
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Event 2 of 4

Mill Geometry - Arc

Plane [XY]
Feedrate F [ ]
Direction [CCW]
Center [Polar]
Arc Radius R [1 ]
Start Angle AA [0 ]
End Point [Polar]
End Angle AB [0 ]

z [ ]
End Option [---]

Event 3 of 4

Tool Retract
End Mill Cycle

Point on part after tool retract

Options
Wall radius
Start angle

[Auto]
[Round wall(end mill)]
2 1]
[0 ]

Event 4 of 4

End of Program
Spindle off
Coolant off
Z to Toolchange

[No]
[No]
[No]

X Position (home relative) [ ]
Y Position (home relative) [ ]
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The following graphic illustrates the sample mill program using the round walls option on the
end mill cycle.

0 ° is a vertical wall; 90 ° is impossible. The round wall also has an option with which to use a
ball-nose tool. Cutter comp must be on to use the tapered walls option. The first Z depth should
be the top of the wall. The first pass is offset by the entire tool radius.

Note: See page 128, Section 4 for further information on rounded walls.

F5 (Pock) Mill-Pockt
The F5 (Pock) pocket mill selection brings up the following soft keys.

Fio ESC HELP
Eetup C irc Rec:t Hanu 1 Pu lug Exit | Back | Verf

F1 (Setup) Mill-Pockt-Setup

The F1 (Setup) screen is used to set parameters necessary for the circular and rectangular pocket
routines. Setting parameters must be done prior to any pocket clearing routines.

Mill START and END are not to be used with pocket routines.

Note: All milling auto routines must be activated with the tool at the center of the routine.
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The conversational screen for pocket mill setup appears as follows.

Note: See pages 38, 45 and 132 in Sections 2 and 3 for further information on pocket.

F2 (Circ) Mill-Pockt-Cire
The F2 (Circ) selection brings up the following soft key selections.

F1 (Clear) Mill-Pockt-Circ-Clear
The conversational screen for CW circular pocket clear appears as follows.

Note: See page 38, Section 3 for further information on circular pocket clear.
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F2 (Fin) Mill-Pockt-Circ-Fin
The conversational screen for inside CW circular pocket finish appears as follows.

Note: See page 39, Section 2 for more information on circular finish inside.

F3 (Rect) Mill-Pockt-Rect
The F3 (Rect) rectangular pocket selection brings up the following soft keys.

F1 (Clear) Mill-Pockt-Rect-Clear
The conversational screen for CW rectangular pocket clear appears as follows.
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Note: See page 45, Section 2 for further information on rectangular pocket clear.

F2 (Fin) Mill-Pockt-Rect-Fin
The conversational screen for inside CW rectangular pocket finish appears as follows.

Note: See page 46, Section 2 for further information on rectangular finish inside.

F3 (Face) Mill-Pockt-Rect-Face
The conversational screen for facing cycle appears as follows.
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F4 (Manul) Mill-Pockt-Manul

The Manual Pocket Clear is used to allow the operator to move the tool around on the graph
screen and generate a tool path using the cursor keys to move the tool and the enter key to select
point.

To add manual points in conversational select F2 (Mill) - F5( Pockt) - F4 (Manul). The manual
mode pocket clear screen looks like the following:

Event 1 of 16 Eytes: 366 of 215711744
MHanual HMHode Pocket Clear

Z Pierce Feedrate [l 1

Return Point [Clearance ]

Clearance 1
Final £ Depth
1st Z Depth

Z Increment

-

1
1
1
Tool Mumber to use [ 1

After pressing Fl{(Store) zoon in on the area
youw want to clear then press Help{HMHanul .
Use the cursor keus to move the tool, use
the Enter key to select the positions.

The fields on the screen are similar to a start mill cycle. The tool number is used to graphically
show a tool (from the tool diameter in the tool table). After entering the fields on the screen and
pressing F1 (Store). The part being programmed will be verified (part and tool paths). The
operator can window, zoom or pan, then select Help (Man) and move the tool around using the
cursor keys and enter key to select tool locations.

Total Dist:+84.656454
X+88 . 7297 XDist:+88.8486
¥+AA .9182 ¥Yhist:+84.5452
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When the operator exits the graph the control stores the points as a mill cycle. Using the 1*' point
as a start point on the start mill cycle. The remaining points are stored as lines. An end mill cycle
event is stored after the last line.

Note: To use this feature it is recommend that the operator program the area that needs the
manual data and insert the Manual pocket clear in front of the geometry to clear.

F5S (Polyg) Mill-Pockt-Polyg
The conversational screen for the polygon cycle appears below.

Event 2 of 3 Eytes: 115 of 249724928
Inside Folugon Cucle

Munber of ZEides [a 1

REadius to the Cormers [1
Angle to 1st Corner [a
Corner Radius [L.2

e b e

Z Dowun [Plunge ]
Cut Direction [CH {(Conwv}1
Compensation COn]

Note: see page 51 , Section 2 for further information on the polygon cycle.

F6 (Frame) Mill-Frame
The F6 (Frame) frame mill selection brings up the following soft keys.

Fz2 Fz2 F& Fio ESC HELF
Circ | Rect Poluyg Exit | Back | Verf
F1 (Setup) Mill-Frame-Setup

The F1 (Setup) screen is used to set parameters necessary for circular and rectangular frame mill
routines. Setting parameters must be done prior to any frame milling routines.

F1l
Setup

Mill START and END are not to be used with frame routines.

Note: All milling autoroutines must be activated with the tool at the center of the routine.
The framing autoroutines can use the G65 X Y __ to specify the center.
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The conversational screen for frame mill setup appears as follows.

F2 (Circ) Mill-Frame-Circ
The conversational screen for outside CCW circular frame mill appears as follows.

Note: See page 41, Section 2 for further information on circular finish outside.

F3 (Rect) Mill-Frame-Rect
The conversational screen for rectangular finish outside appears as follows.

Note: See page 49, Section 2 for further information on rectangular finish outside.
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F7 (3DPKT) Mill-3DPKT
The F7 (3DPKT) selection brings up the following soft keys.

Fio
Exit

F1
Start

Fz
Line

F3
Arc

ESC
Back

HELP
Uerf

F1 (Start) Mill-3DPKT-Start

The F1 (Start) key brings up the conversational screen for start 3D sweep cycle, which appears
below.

Event 1 of 1 Bytes: 47 of B542Z20E0G
Stant 3D sweep cuycle
Clearance L.1H 1
Z Pierce Feedrate LS 1
Arc Feedrate [L18 i |
Start point XL @A 1
YC[1 1
Z[-.2 1
Eweep ctart radius RL1 ]
SEweep start angle AAL-.BE1 |
SEweep end angle ABL1E88 1
Pass width [L.a5 1
Sweepr plane [ |
Cutter comp LOn]

Notes on 3D Sweep Cycle
Note 1: If sweep start angle = sweep end angle, then no arc is made.

Note 2: Negative start angles specify a femalepart, positive start angles
specify a male part.

After the start 3D screen is completed, the next step is to program the desired contour using only
lines and arcs. These should be entered through the Mill-3DPkt-Line or Mill-3DPkt-Arc screen.
Once the XY profile of the part has been entered, the above cycle will sweep arcs in the specified
plane along the XY programmed lines or arcs until the sweep cycle is ended. The net effect of
this cycle is to rotate the programmed XY contour into the XZ or YZ plane. In the case of a
bottle mold, only the bottle profile would have to be programmed in the XY plane and then
rotated into the YZ or XZ plane.
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F4 (End) Mill-3DPKT-End

The F4 (End) key must be selected to terminate the 3D pocket cycle or an error will occur. The
conversational screen for disable 3D sweep cycle appears as follows.

Sample Program Using

Disable 3D Sweep Cycle

Event 0 of 6
Program Setup
Program name [ ]
Dimensions [Absolute]
Units [English]
Work Coordinate [---]
Setup Notes:
[ ]
[ ]
[ ]
[ ]
[ ]
[ ]
Event 1 of 6

Start 3D sweep cycle

Clearance [T ]
Z Pierce Feedrate [15 ]
Arc Feedrate [20 ]
Start point X 2 ]
Y 1 ]
Z [0 ]
Sweep start radius R [1 ]
Sweep start angle AA  [-.0001 ]
Sweep end angle AB  [180 ]
Pass width [.L05 ]
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Sweep plane
Cutter comp

[XZ]
[On]

Event 2 of 6

3D Geometry - Line
Feedrate
Coordinates
X axis
Y axis
Z axis

N < X

[ ]
[Cartesian]

Event 3 of 6

3D Geometry - Line
Feedrate
Coordinates
X axis
Y axis
Z axis

N < X

[ ]
[Cartesian]
[ ]

[4 ]

[ ]

Event 4 of 6

3D Geometry - Arc
Plane
Feedrate F
Direction
Center
Arc Radius R
Arc Center XC
YC
End Point
X
Y
Z

[XY]
[ ]
[CW]

[Abs Center]

[1 ]
[3 ]
[5 ]
[Absolute]
2 ]
[5 ]
[ ]

Event 5 of 6

Disable 3d Sweep Cycle

Event 6 of 6
End of Program
Spindle off
Coolant off
Z to Toolchange
X Position (home relative)

291



SECTION SIX - CONVERSATIONAL INPUT SCREENS

Y Position (home relative) [ ]

|HPHWHHHHHHHmmlm
W Ui
l.ll.lll i I| I |: Il I||||||||||I|I| i

III III

F9 (Thred) MILL-THRED
The F9 (Thred) key brings up the thread milling input screen. Two examples are shown below.

Event @ of 2 Bytes: 317 of 4225761285
Mi1l1ll Thread Cucle

¥ Center [3] 1¥ Center [A 1
Start Depth [& 1

Final Z Deyth L1 1

Threads per Uait [1& 1
Clearance [L.1 1

Feedrate [SA 1

Thread Part [Internall

Thread Direction [LRight1
Compensation [Onl

Pasxzesx [Singlel

Thread Tuype [Straight]

Diameter [2 i |

Generated Code for Threading Cycle with Single Pass

G0 X0 YO Rapid move to center

F50 Set Feedrate

P122=10 Threads per unit

P127=0 X center point

P128=0 Y center point

P121=0 Angle of taper

P125=0 Diameter increment/decrement
P126=0 Final diameter

P150=2 Start diameter

P123 =1 Internal = 1, External = 2
G39G42 G2 Z-1 VOR.1 Right comp, clockwise arc, -1 final Z

depth, clearance .1%*
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Note: See page 54, Section 2 for correct combination of cutter comp and cutting direction.

Event o of 9
Mill Thread Cucle
X Center [
Start Depth
Final & Depth
Threads per Unit
Clearance
Feedrate
Thread Part
Thread Dirvection
Compenszation
Passexs
Piameter Decrement
Final Diameter
Thread Tupe
Etart Diameter
Angle of Taper

317 of 4A2Z5Te12E
]

Eytes:
1¥ Center [A
[ax 1

[-1

C1&x

rL.1

[Loa 1
[Externall
LRight]
LOond
[Multiple
L.3

[1.9
[Taper]
L2

L3 .52

ol e

1
1
1
1
1

Generated Code for Threading Cycle with Multiple Passes

G65 G1 X0YO0
F50

P122=10
P127=0
P128=0
P121=3.52
P125=.5
P126=1.5
P150=2
P123=2

G39G42G3 Z-1 VOR.1

Set feedrate

Threads per unit

X center

Y center

Angel of taper

Diameter increment

Final diameter

Start diameter

Internal = 1, External = 2

Enable threading cycle, cutter comp,
cut direction, final Z depth, start Z
depth, clearance**

Note: See page 54, Section 2 for the correct combination of cutter comp, cut direction.

F3 (Drill) DRILL

The F3 (Drill) selection brings up the following menu.

EE=
Hisc

Fo

Start Call End

Fi
Po=

FZ |

F4 | |m

Cad

Exit Back

F10
Uerf

ESC | HELF |

All drill cycles must be started prior to execution and ended after the last hole. This is
done with the F3 (Drill) and F5 (End) selections.

293



SECTION SIX - CONVERSATIONAL INPUT SCREENS

Conversational Screens

F3 (Drill) start drill cycle screen has a toggle field to select which type of drilling is to be
executed. The start drill cycle is normally followed by the positions for the holes and ended with

an end drill cycle event. The optional drill cycles are shown below.

Drill
The conversational screen for drill appears as follows.

Event 2 of 3 Eytes: 96 of 486159368

Enable Irill Cycle
[Drill Cyclel

Pierce Feedrate FLS 1
Zpindle On CH EFPH =C[2888A1
Eeturn Point [Clearance 1
Clearance RL.1 1
Final Depth [—2 1

Note: See page 100, Section 2 for further information on the drill cycle.

Drill/Dwell
The conversational screen for drill/dwell appears as follows.

Event 2 of 3 Euytes: 99 of 482259968

Enable Irill Cycle
[Drill Cycle wsTwell]

Pierce Feedrate FLS 1
Zpindle On CH EFH =[Z28881]1
Return Point [Clearance ]
Clearance RL.1 1
Final Depth [—2 1
Dwell FL.S 1

Note: See page 100, Section 2 for further information on drill/dwell cycle.
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Drill/Peck
The conversational screen for peck drilling cycle appears as follows.

Event =2 of 3 Butes: 143 of 482227=20A
Ennable IIrill Cucle
[Drill A Peck Cuclel

Pierce Feedrate FLS 1

Zpindle On CH EFH =[2888 1]

Return Point [Clearance ]
Clearance EL.1 1
Final Depth [-= 1
First Depth UL-.25 1
Increment Qr .25 1
Peck Clearance DL .8z 1

Note: See page 101, Section 2 for more information on peck drilling cycle.

Woodpecker Drill
The conversational screen for woodpecker drill cycle appears as follows.

Event 2 of 3 Bytes: 143 of 398A3Z2896

Enable IIrill Cyucle
[HMoodpecker Irill Cuclel

Fierce Feedrate FLS 1
Zpindle On CWH RPH =[2888 ]
Eeturn Point [Clearance 1
Clearance RL.1 1
Final Depth [—=2 1
First Depth ULE- .25 1
Increnent Qr .25 1
Pack Clearance DL .Baz2 1
FPaeckuy Increnent UrL.z 1

Note: See page 95, Section 2 for further information on high speed peck drilling cycle.

Bore
The conversational screen for bore cycle appears as follows.

Event 2 of 3 Eytes:!: 191 of 3I98BA3ZE96
Enakbkle Ivill Cycle
[Eore Cuclel

FPierce Feedrate FLS 1
Zpindle On CH REFH L2088 1
Eeturn Point [Clearance ]
Clearance RL.1 1
Final Depth [—2 i |

Note: See page 103, Section 2 for further information on boring cycle.
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Bore/Dwell
The conversational screen for bore/dwell appears as follows.

Event 2 of 3 Bytes: 219 of 4802227208

Enable DIrill Cycle
[Bore Cycle wA/Twell]l

Pierce Feedrate FLS 1
Epindle On CH RFH SC[zZA8A1
Eeturn Point [Clearance ]
Clearance RL.1 1
Final Depth [-2 1
Dwell FPL.S 1

Note: See page 107, Section 2 for more information on the bore/dwell cycle.

Bore 2
The conversational screens for bore 2 appears as follows.
Fast bore
Event 2 of 3 Buytes: 281 of 396361728
Enabkle DIrill Cycle
[Bovre 2 Cyclel
[Fast Borel
Pierce Feedrate FLS 1
Spindle On CH EFH SC[2A0A1
Return Foint [Clearance ]
Clearance EL.1 1
Final Depth [-= 1
Note: See page 104, Section 2 for further information on fast bore cycle.
Fine bore
Butes: =281 of 3IF6IGITZS

Event 2 of 3
Enable Drill Cucle
[Bore 2 Cyclel

[Fine Borel

FPierce Feedrate FLS 1
Zpindle On CWH EFH =[Z2888 ]
Return Point [Clearance 1
Clearance RL.1 1
Final Depth [—2 1
PL.3 1

IDuwell

Note: See page 97, Section 2 for further information on fine bore cycle.
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Back bore

Event 2 of 3 Bytes: 3135 of 396361728

Enable IIrill Cucle
[Bore 2 Cuyclel
[Back Borel

Pierce Feedrate FLS 1
Spindle On CH REPH =288 1
Start Depth RL.1 1
Final Depth [—=2 1

Note: See page 105, Section 2 for more information on the back bore cycle.

Manual bore

Event 2 of 3 Butes: 343 of 396361728

Enabkle DIrill Cycle
[Bore 2 Cuclel
[Hanuwal Borel

Pierce Fesedrate FLS 1
Zpindle On CH RPH S[Z288A1
Return Point [Clearance ]
Clearance RL.1 1
Final Depth [—2 1
Dwell FL.& 1

Note: See page 99, Section 2 for more information on the manual bore cycle.

Tap (Drill-Start-Tap)
The conversational screens for tap drill cycle appear as follows.

Soft right tap

Event 2 of 3 Bytes: 488 of 396348048

Enakle Drill Cucle
[Tayr Cyclel
[Soft Rightl]

Pierce Feedrate FLZ2A 1
ZSpindle On CH EFPH =[288 1]
Return Point [Clearance 1
Clearance RL.1 1
Final Depth [-= 1
IDwell Before ERew. EBL.=2 1
Duwell After Rewv. FLA 1

Note: See page 102, Section 2 for more information on the soft right tap cycle.
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Soft left tap

Event 1 of 4 Buytes: 171 of 247463936

Enabkle Irill Cyucle
[Tap Cuclel
[Zoft Left]
Fierce Feedrate FL14.28571
Epindle On CCH RFPH =[288 1
Eeturn Point [Clearance ]

Clearance EL.1 1
Final Depth [2.9 1
Iwell Before ERew. BLA 1
Duwell After Rewvw. FL[BA 1

Note: See page 96, Section 2 for more information on the soft left tap cycle.

Hard right tap

Event 1 of 4 Bytes: 2806 of 243236864

Enable Irill Cucle
[Tayp Cuclel
[Hard REight{(option)>]

Threads per unit PL14 1
Zpindle On CH REFH =[28A 1
Eeturn FPoint [Clearance 1
Clearance RL.1 1
Depth [-2.9 1
Duwell AFfter Rewvw. FLBA 1

Note: See page 106, Section 2 for more information on the hard tap cycle.

Hard left tap

Event 1 of 4 Bytes: 206 of 243138568

Enable DIrill Cucle
[Tayr Cuclel
[Hard Left{optioni]
Threads per unit FL14 1
Spindle On CCH RPH =C[288 1
Return Point [Clearance ]

Clearance RL.1 1
Depth [-2.5 1
IDuell AFter Rew. PLA 1

Note: See page 106, Section 2 for more information on the hard tap cycle.
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Hard peck right tap

Event 1 of 4
Enable DIrill Cyucle
[Tap Cuclel

Threads per unit
Zpindle On CWH EFH
Return Point
Clearance

Depth

First Depth
Increnent

Dwell After Rew.

Bytes:

=241

[Hard Peck Right{option)]

FL14
=[Z08

[Clearance 1

EL.1
[-=2.95
Ur-.s
Qr .5
FLA

of 243138568

1
1

1

1

1

1
1

Note: See page 106, Section 2 for more information on the hard tap cycle.

F2 (Pos) Drill-Pos, F3 (Misc) Drill-Misc, F4 (Call) Drill-Call
The F2 (Pos) key brings up the position screens. They are used to enter the drill positions.

Coordinates

¥—axis ¥L1
Y-axis YL2
Z—axis 2L

Grid of Holes [——-1
Spaced Holes [L—-1

el el

Event 2 of 2 Butes:! T8 of 19850885443
Position Drill
Feedrate [Rapid]l

[Cartesianl

The screen pictured above is the single position hole drill screen. One hole will be drilled or
tapped at (1,2). If a dimension is entered in the Z field on this screen it will drill the new depth at
(1,2) and subsequent holes. If the only dimension entered appears in the Z field, the Z axis will
move to that position; no hole will be drilled, and the Z depth will remain unchanged. This can

be useful for clearing clamps or fixtures.

299



SECTION SIX - CONVERSATIONAL INPUT SCREENS

Event 3 of 5 Buytes: 187 of 395688864

Position Drill

Feedrate [Rapid]l
Coordinates [Cartesianl

X—axis XL[1
Y-axis YL[2
Z-axis =L

b b B

Grid of Holes [Yes]
Munber of Colns [6 1
Col Spacingll 1

Munbker of Rows [S 1
RFow Spacing [.¥3

The screen pictured above is the position drill screen using the grid holes option. It will drill a 6
x 5 grid of holes with 1" spacing in the X axis and .75" spacing in the Y axis. The first hole is at

(1,2). Below is a picture of the hole pattern created by this event.
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The screen pictured below is the position drill screen using the spaced holes option. It will drill
or tap six holes, including the hole at (1,2). If the X spacing field is 0, the line of holes would be
drilled in a vertical line. Ifthe Y spacing is 0, the holes would be drilled in a horizontal line.

Event 3 of 3 Bytes: 1531 of 3956480832
Position Drill

Feaedrate [Rapidl
Coordinates [Cartesianl

A-axis AL
Y-axis Y2
Z—axis ZL

T e el

Spaced Holes CLYes ] Mumnber of holes [6&6 1
Col Spacingll 1 Row Spacing [.73 1

The above screen would create the hole pattern shown below.
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F3 (Misc) brings up the miscellaneous function screen and allows those functions to be
programmed during drill cycles. The F4 (Call) screen allows subprograms to be called during a
drill cycle. These subprograms would normally contain the drilling positions.

Note: See page 313, Section 6 for more information on miscellaneous.
See page 313, Section 6 for more information on call.

F5 (End)
Below is the conversational screen for disable canned cycle.

Event 1 of 1 Butes: 47 of £35434368
IJicakle Drill Cycle

This screen does not require any entries but must be stored in the program to terminate the active
drill cycle. If this screen is not stored, every move will cause a Z axis drill cycle to be
performed.

Sample Drilling Program

Event 0 of 17
Program Setup

Program name [Sample drilling program]
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Dimensions [Absolute]
Units [English]
Work Coordinate [---]

Setup Notes:

— —————
[—

Event 1 of 17

Tool Change
Tool [Change]
Tool Change Position X[ ]
Y[ ]
Tool Number T[1]
Tool Description [DRILL ]
Next Tool Number [ ]
Spindle Speed S[2000]
Spindle Restart [CW]
Stop For Speed Change [No]
Coolant [Flood]
Event 2 of 17
Enable Drill Cycle
[Drill Cycle]
Pierce Feedrate F[20 ]
Spindle On CW RPM S[ ]
Return Point [Clearance]
Clearance R[.T ]
Final Depth -2 ]
Event 3 of 17
Position Drill
Feedrate [Rapid]
Coordinates [Cartesian]
X axis X[1 ]
Y axis Y[1 ] (Z to-2")
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7 axis

Grid of Holes
Spaced Holes

Event 4 of 17
Position Drill

Feedrate
Coordinates

X axis
Y axis
7 axis

Grid of Holes
Spaced Holes

Event 5 of 17
Position Drill

Feedrate
Coordinates

X axis
Y axis
Z axis

Grid of Holes
Spaced Holes

Event 6 of 17
Position Drill

Feedrate
Coordinates

X axis
Y axis
7 axis

Grid of Holes
Spaced Holes

[ ]

[~]

[~

[Rapid]

[Cartesian]

X[2 ]

Y[ ] (Z to -2")
[ ]

[~]

[~]

[Rapid]

[Cartesian]

X[ ]

Y[ ]

Z[3 ] (Z to 3" to get over a clamp)
[~]

-]

[Rapid]

[Cartesian]

X[4 ]

Y[ ] (Z to—1")
Z[-1 ]

[~]

[-~]
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Event 7 of 17
Position Drill

Feedrate [Rapid]
Coordinates [Cartesian]
X axis X[5 ]
Y axis Y[ ]
Z axis Z] ]
Grid of Holes [---]
Spaced Holes [---]
Event 8 of 17
Disable Drill Cycle
Event 9 of 17
Tool Change
Tool [Change]
Tool Change Position X[ ]
Y[ o]
Tool Number T[2 ]
Tool Description [BORE
Next Tool Number [ ]
Spindle Speed S[2000]
Spindle Restart [CW]
Stop For Speed Change [No]
Coolant [Flood]
Event 10 of 17
Enable Drill Cycle
[Bore Cycle]
Pierce Feedrate F[20 ]
Spindle On CW RPM S[ ]
Return Point [Clearance]
Clearance R[.T ]
Final Depth -2 ]
Event 11 of 17
Position Drill
Feedrate [Rapid]
Coordinates [Cartesian]
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X axis
Y axis
Z axis

Grid of Holes
Spaced Holes

X[1 ]
Y[1 ]
Z[ ]

(Z to -2")

[~
[~

Event 12 of 17
Position Drill

Feedrate
Coordinates
X axis

Y axis

7 axis

Grid of Holes
Spaced Holes

[Rapid]
[Cartesian]
X[2 ]

Y[ ]
Z2[ ]

(Z to —2")

[~
[~

Event 13 of 17
Position Drill

Feedrate
Coordinates

X axis
Y axis
7 axis

Grid of Holes
Spaced Holes

[Rapid]
[Cartesian]

X[ ]
Y[ ]

Z[3 ] (Z to 3" to get over a clamp)

Event 14 of 17
Position Drill

Feedrate
Coordinates

X axis

Y axis
Z axis

Grid of Holes
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[Cartesian]

X4 ]
Y[ ]
Z[-1 ]

(Z to—1")
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Spaced Holes [---]

Event 15 of 17
Position Drill

Feedrate [Rapid]
Coordinates [Cartesian]
X axis X[5 ]

Y axis Y[ ] (Zto—1")
Z axis Z[ ]
Grid of Holes [---]
Spaced Holes [---]
Event 16 of 17
Disable Drill Cycle
Event 17 of 17
End of Program
Spindle off [Yes]
Coolant off [Yes]
Z to Tool change [Yes]
X Position (home relative) [ ]
Y Position (home relative) [ ]

Note: See page 86, Section 2 for further information on canned cycles.
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F4 (Bolt)

The following conversational bolt hole drill screens are displayed upon selecting the bolt hole
drill cycles. The first part of the screen contains information used to set up the appropriate drill
cycle, whereas the last part contains information used to set up the bolt hole cycle. With the
exception of a few differences in the drill cycle setups, the M and G codes produced are the

same.

Event 2 of 3
Bolthole Cucle

Pierce Feedrate

Return Point
Clearance
Final Depth

Bolthole Center
Bolthole Radius
Angle OFf 1st Hole

Event =2 of 3
Bolthole Cycle

Spindle On CH RPHM

[Drill Bolthole Cyclel

Bytes: 115 of 380B56TEH
FL18 1
sC[i88a]

[Clearance ]
RL.1 1

[—2 1
[-1 1 L1l 1
[2 1{-F for CCH}
a 1

# OFf Holes To EBe Made [6 1
# OF Holes In 368 Deg [6 h |

Bytes: 229 of 3B5A5676H

[Drill A Peck Bolthole Cyclel

Pierce Feedrate
Spindle On CH REPH
Return FPoint
Clearance

Final Depth

First Depth
Increment

Peck Clearance

Bolthole Center
Bolthole Radius
Angle OF 1st Hole

FL1A 1
SC1888]
[Clearance]
RL.1
[-2
UL-.25
Qr .25
Dr.1

ol b b d bl

[-1 1 L
[2 1(-R
[a 1

1
For CCHZ»

# Of Holes To Be HMade [6 1
# 0OFf Holes In 368 Deg [6&6 1

Event 2 of 3
Bolthole Cycle

[Irill Bolthole Cycle wA Twelll

Fierce Feedrate
Spindle On CH RPH
Eeturn Foint
Clearance

Final Depth

Duell

EBolthole Center
EBolthole Radius
fAngle OF 1st Hole

# OFf Holes To Be HMade [&6
# 0OFf Holes In 368 Deg [6&

Event 2 of 3
Bolthole Cucle

Bytes: 115 of 385856768
FL18Q 1
SC[1888]

[Clearancel
RL.1 1

[-2 1
PL1 1
[-1 1 L1 1
[2 1{-R for CCH>
[a 1

el

Butes: 296 of 389856768

[Hoodpecker Drill Bolthole Cuclel
FL18 1

Fierce Feedrate
Spindle On CH RPH
Eeturn Point
Clearance

Final Depth

First Depth
Increment

Feck Clearance
Feckup Increnent
EBolthole Center
Bolthole Radius
fngle OF 1st Hole

S[18881]
[Clearancel

RL.1
[—2

UL-.25

Qr .25

DL.1

ur.z

[-1

[z

[a

et b o bd b

for CCH»

el el b
~
|
e

# OFf Holes To Be HMade [G& 1
# Of Holes In 368 Deg [6 1

Event 2 of 3
Bolthole Cycle

[Eore Bolthole Cycle wsTIwelll

Fierce Feedrate
Spindle On CH RPH
Eetuwrn Point
Clearance

Final Depth

Iuell

Eolthole Center
Eolthole Radius
Angle OFf 1st Hole

Bytes:! 344 of 385A56T6E
FL18 1
SC[198981

[Clearance ]
RL.1 1

[-2 1
PL.S 1
[-1 1 L1 1
2 1(-R for CCHW>
a 1

# OFf Holes To Be HMade [6& 1
# 0OFf Holes In 368 Deg L[& 1

Event 2 of 3
Bolthole Cucle

Butes: 396 of 3BOASGTHE

[Bore 2 Bolthole Cuclel [Fast Eorel
FL18& 1

Pierce Feedrate
Spindle On CH EPH
Return Point
Clearance

Final Depth

Bolthole Center
Bolthole Radius
Angle OF 1s1t Hole

# OFf Holes To Be Made [&
# 0Of Holes In 368 Deg L[&

SC[19888]1

[Clearance ]
RL.1 1

[—2 1
[-1 1 L1 1
L2 1(-F for CCH»
[a 1

el

Event 2 of 3
Bolthole Cucle

[Eore Bolthole Cuclel

Fierce Feedrate
Spindle On CH EPH
Eeturn Point
Clearance

Final Depth

EBolthole Center
Bolthole Radius
fngle OF 1st Hole

Eytes ! 344 of 3B5ASGTEH
FL1a 1
SC[1988]

[Clearance ]
RL.1 1

[—2 1
[-1 1 L1 1
[2 1{-R for CCH>
[a 1

# Of Holes To Be HMade [& 1
# 0OFf Holes In 368 Deg L[6&6 1

Event 2 of 3
Bolthole Cucle

[Bovre 2 Bolthole Cuclel L[Fine Borel

Pierce Feedrate
Spindle On CH RPH
Return Point
Clearance

Final Depth

Dwell

Bolthole Center
Bolthole Radius
Angle OFf 1st Hole

# OFf Holes To Be Made [G6
# Of Holes In 368 Deg [6

Butes: 446 of 388Bcz2464
FL18 1
S[18881]
[Clearance ]
RL.1 1
[—2 1
FL.7 1
[-1 1 L1
[z 1(-R for CCH>
[a 1

el bl
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Event 2 of 3
Bolthole Cycle

Bytes: 5AA of 3IBAERGZ464 Event 2 of 3

Bolthole Cyucle

EButes: 548 of 38A862464

[Eore 2 Bolthole Cuyclel [Back EBorel
FL18 1

[Eore 2 Bolthole Cyclel [Manual Borel

Fierce Feedrate Fierce Feedrate FL1A 1
Spindle On CH RPH SC[198881] Spindle On CW RFHM SC[1888 ]
Eeturn Point [Clearance ]
Start Depth RL.1 1 Clearance RL.1 1
Final Depth [—2 1 Final Depth [—=2 1
Duell PL1 1
Eolthole Center [—-1 1 L1 1 Bolthole Center [-1 1 [1 1
Bolthole Radius [2 1¢{-R for CCH> Bolthole Radius [2 1{-R for CCH}»
Angle OFf 1st Hole [a 1 Angle OF 1st Hole a 1

# Of Holes To Be Made [& 1
# Of Holes In 368 Deg [6 1

# OFf Holes To Be HMade [&
# 0OFf Holes In 368 Deg L[&

Event 2 of 32
Bolthole Cucle
[Tay Bolthole Cuyclel [Soft Leftl

Butes: 821 of 388862464

FPierce Feedrate FL1AA 1 Pievrce Feedrate

Spindle On CCH RPH s[i8 1 Spindle On CH RPH

Eeturn Foint [Clearance] Return Point

Clearance RL.1 1 Clearance RL
Final Depth [-2 1 Final Depth [-2
Duell EBefore Rewv. BL.2 1 Dwell Before Rewv. EL.2
Iuwell After Rew. FLA 1 Duwell After Rewv. FL[A
Bolthole Center [-1 1 L1 1 Bolthole Center [-1
Bolthole Radius [= 1{-F for CCH) Bolthole Radius [2

Angle Of 1st Hole [a 1
# OFf Holes To Be Made [6 1
# Of Holes In 368 Deg [6 1

Event 2 of 32 Butes: B77Y of 388862464
Bolthole Cucle
[Tap Bolthole Cyclel [Hard Left{option]
Threads per unit PL1A 1
Spindle On CCH RFH s[488a 1
Eeturn Point [Clearance ]
Clearance RL.1 1
Depth [-2 1
Iwell After Rewv. PLa& 1
Eolthole Center [-1 1 [1 1
Eolthole Radius [2 1{-R for CCH)
Angle OFf 1st Hole [a 1
# Of Holes To Be Made [& 1
# OFf Holes In 368 Deg [& 1

Event 2 of 3
Bolthole Cucle

Butes :

&A1 of 38886z2464

[Tayr Bolthole Cuclel [Soft Rightl
FL18 1

Angle OFf 1st Hole [a
# OFf Holes To Be Made [G6
# Of Holes In 368 Deg [6

Event 2 of 32
Bolthole Cucle

Bytes:

SC188 1
[Clearance ]
.1 1

1

712 of 388862464

[LTayp Bolthole Cyclel [Hard Right{optionX>]

Threads per unit PL1A 1

Spindle On CH RPH sS[488 1

Eeturn Foint [Clearance]
Clearance RL.1 1

Depth [z 1

Iuwell After Rew. FLBA 1

Eolthole Center [-1 1 [ 8 1
Eolthole Radius L2 1(-R for CCH>
fngle OFf 1st Hole [a 1

# OFf Holes To Be Made [6& 1
# Of Holes In 368 Deg [6 1

Event 2 of 3
Bolthole Cucle

[LTap Bolthole Cyclel [Hard Peck Right{(optionl}]l
L 1

Threads per unit
Spindle On CH REPH
Return Point

Clearance RL.1

Depth L2 1

First Depth UL-1 1

Increnent Qri 1

Iwell After Rewv. PLa& 1

Bolthole Center [-1 1 [1 1
Bolthole Radius [2 1{-F for CCH>
Angle OFf 1st Hole [a 1

Butes: 929 of 38AB62464

sS[4988 1
[Clearance ]

Event 2 of 32
Bolthole Cucle

[Tap Bolthole Cuclel [Hard Peck Left{(optionl]
a 1

Threads per unit
Spindle On CCH RPH
Eeturn FPoint
Clearance

Depth

First Depth
Increnent

Iwell After Rew.

EBolthole Center
EBolthole Radius
fngle OFf 1st Hole

Butes: 988 of 3B8Bcz2464
PL1l
S[488a 1
[Clearance]
RL.1
[—=2 1
UL-1 1
Qri 1
PLB 1
[-1 1 L1 1
L2 1{-R for CCH>
[a 1

# OFf Holes To Be Made [& 1
# 0Of Holes In 368 Deg L[& 1

# OFf Holes To Be Made [6&
# Of Holes In 368 Deg [6

el b

Sample Bolt Hole Program

Event 0 of 3
Program Setup

Program name [Sample Bolt hole Program]

Dimensions [Absolute]
Units [English]
Work Coordinate [---]

Setup Notes:
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L B s I s B s B s B e |

Event 1 of 3
Tool Change

Tool [Change]
Tool Change Position X[ ]

Y[ ]
Tool Number T[1 ]
Tool Description [DRILL ]
Next Tool Number []
Spindle Speed S[2000]
Spindle Restart [CW]
Stop For Speed Change [No]
Coolant [Flood]
Event 2 of 3
Bolt hole Cycle
[Drill Bolt hole Cycle]
Pierce Feedrate F[10 ]
Spindle On CW RPM S[ ]
Return Point [Clearance]
Clearance R[.1 ]
Final Depth [-2 ]
Bolt hole Center -4 112 ]
Bolt hole Radius [-3  ](-R for CCW)
Angle Of 1st Hole [90 ]

# Of Holes To Be Made [8 ]
# of Holes in 360 Deg [14 ]

Event 3 of 3

End of Program

Spindle off [Yes]
Coolant off [Yes]
Z to Toolchange [Yes]
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X Position (home relative) [ ]
Y Position (home relative) [ ]

Notes: See page 92, Section 2 for further information on bolt hole routine.

For both the drill and the bolt hole cycles, the conversational input screens are different for
versions of software older than #.116. They are also different for foreign translations and #.110
for the English translation. The input fields are the same for all versions of the software, but the
appearance and steps for arrival to the input screen are slightly different. For each cycle in the
old version a row of keys appears for the programmer to choose the type of cycle that he wants
to perform instead of having the toggle field to choose the desired cycle, as in the newer
versions. If a conversational program is created with an old style of drill or bolt hole cycle, the
conversational program still can be edited with the newer versions of software. However, if a
conversational program with the new style drill or bolt hole is created, it cannot be edited on the
older versions of software. A fatal error 100, “disk read error,” will appear when an older
version of software tries to read the new style of drill or bolt hole cycle in the conversational
program. If a conversational program with the newer style of drill or bolt hole cycle is edited on
the older software and the fatal error 100 is not given, the control will incorrectly post out the
text program. It will eliminate the event containing the newer style of drill or bolt hole cycle.
The control creates a text program corresponding to the inputs given in the conversational
program, and it is this text program that is run by the control. The text program that the control
generates is identical in both styles, so it is possible to edit and run text programs in each of the
newer and older versions of software no matter where the text program was created.
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FS (Tchg) Tool Change

When a new tool needs to be put in the machine tool, the tool change screen should be used. The
two tool change screens are tool call and tool change. The tool call is used to initiate a new set
of tool offsets without physically changing the tool. The tool change puts the machine in a tool
change mode and calls for a new tool. When a tool change or tool call is executed, the H and D
offsets which are activated will be the ones which are the same as the tool number. For safety
reasons, when doing manual tool changes, the machine should always be in a tool change mode.
The tool screens are shown below.

Event 1 of 3 Bytes: 11A7 of 38BABGZ464d
Tool Change

Tool [Calll

Tool Munber TL1 1
Tool Descyiption [174" DRILL 1

Zpindle Zpeed S[ZA8A]
Zpindle Restart [CHI

Stop For Speed Change [Nol
Coolant [Floodl

The conversational screen for tool call appears as follows. No tool change is performed. The tool
offsets are called. The spindle and coolant commands are executed.

Conversational screen for tool change.

Event 1 of 3 Euytes: 1187 of 388862464
Tool Change

Tool L[Changel

Tool Change Fosition X[-18 1
¥Y[—-18 1
Tool Munbher TL1 1
Tool Descriptionm [174" DEREILL 1

Mext Tool Munbker [ 1
Spindle Speed S[2808081]1
Spindle Festart [CHI]

Ztop For Speed Change [HNol
Coolant [Floodl

If the Z axis is at or above the tool change position, the XY move will be executed prior to any Z
axis movement. If Z is below the tool change position, Z will move to the tool change position,
and then X and Y will move. Ifthe X and Y number are not filled in, only Z will move during a

tool change.

The next tool number field is used for migrating tool changers. The tool holder will index to the
next tool while it cuts with the active tool.

Note: See page 121, Section 3 for further information on tool change.
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F6 (Misc)
As a program is being created it may be necessary to add certain miscellaneous functions such as
coolant and stop commands. This is done through the F6 (Misc) screen.

Conversational screens for miscellaneous appear below. The miscellaneous line is used to type in
any M code that is not part of the standard list.

F7 (Call)

The program call screen is used to transfer program execution to another program for a specified
number of loops.

The conversational screen for program call appears below.
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If the number of loops is left blank, the subprogram is called once.

Note: See page 133, Section 3 for further information on subprogram call.

F8 (Spec)

These are screens for setting or adjusting various parameters in the Centurion 6 control. The
parameters control various functions, such as tool offsets, scale factors, rotation angles, mirror
image, floating zeroes, and the parameters listed in Appendix A. The keys are as follows.

F1 (Parms) Spec-Parms

The conversational screen for adjust parameter appears below.

Loading a parameter will set the parameter to the specified value.
Adjusting a parameter will add the specified value to the current setting.

F2 (Tools) Spec-Tools
The conversational screen for set tool offset appears below.
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Note: See page 73, Section 2 for further information on tool length offset.
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The conversational screen for adjust tool offset appears below.

F4 (Scale) Spec-Scale
The conversational screen for set scale factor on appears below.

The conversational screen for set scale factor off appears below.

Note: See page 74, Section 2 for further information on set and cancel scaling.
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F5 (Rot) Spec-Rot
The conversational screen for set rotation angle appears as follows.

Note: See page 80, Section 2 for further information on coordinate system rotation.

The conversational screen for set 3D rotation angle appears below.
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F6 (Mirr) Spec-Mirr
The conversational screen for set mirror image on appears below.

The conversational screen for set mirror image off appears below.

Note: See page 85, Section 2 for further information on mirror image set and cancel.

F7 (Flz) Spec-Flz
The conversational screen for set floating zero appears below.

Note: See page 112, Section 2 for further information on floating zeros.

318



SECTION SIX - CONVERSATIONAL INPUT SCREENS

F8 (Text) Spec-Text
The conversational screen for text appears below.

Event 1 of 2 Bytes: 185 of 229988288
Taxt

[Etraight]

Text Position XL[1 1 YL[2 1

Clearance EL.1 1

Z Depth ZL[— .83 1

Z Pierce Feedrate FLZA 1

XY Feedrate FL28A 1

X Text Size XL .25 1

Y Text Size YL.5S 1

Text ZString [PART 36-B-16 1

The conversational screen for text on an arc:

Event 1 of 2 Butes: 113 of 225785984
Taxt

[On an Arcl Direction [CCHI]

Text Center XI[1 1 YL[2 1

Text Radius L1 1

Start Angle L2880 1

Clearance RL.1 1

Z Depth Z[— .83 1

Z Pierce Feedrate FLZ28 1

XY¥ Feedrate FLZ2A 1

X Text Size XL.3 1

Y Text Size ¥Y[L.3 1

Text Ztring [MILLTRONICS 1

F9 (Subs)

These screens are used to define and call subroutines.
The keys show are as follows:

Fi Fz2 F3 Fio ESC HELF
GosSub | Start End Exit Back Vert
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F1(Gosub) Subs-Gosub

Gosub is used to call a subroutine. The screen below calls subroutine 1 fifteen times. If the
number of loops is left blank, the subroutine is called 1 time.

Event 1 of 2 Bytes: 62 of 220725248
Goto Subroutine

Subroutine Munkery [1 1
Options [Loops]

Munkey of Loops [15 1

Another option on the gosub screen is used to call the subroutine and repeat it in a rectangular
pattern.

Event 1 of 7 Bytes: 371 of 220659712
Goto Subroutine

Subroutine Munber [1 1

Options [Gridl

1st Position XI[A 1 YI[Aa 1
# of REows[4 1 # of ColsL[3 1
X Spacingl3 1 ¥ Spacingl2.3 1

Note: The other option is to call the subroutine using XY spacing between each. The grid and the
spaced are similar to holes in the drill cycles on page 298, Section 6.
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F2 (Start) Subs-Start
The start subroutine screen defines the start of a subroutine.

F3 (End) Subs-End
The end subroutine screen defines the end of the subroutine.
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Sample Program Using Subroutines

Conversational Program C:\CNC\PARTS\P0523
Event 0 of 12
Program Setup

Program name [ ]
Dimensions [Absolute]
Units [English]
Work Coordinate [---]

Setup Notes:

[ B e B s I ey W s B o |
ISy Sy [y Yy Sy S—|

Event 1 of 12

Tool Change
Tool [Change]
Tool Change Position X[ ]
Y[ ]
Tool Number T[1]
Tool Description [ ]
Next Tool Number [ ]
Spindle Speed S[600 ]
Spindle Restart [CW]
Coolant [Flood]
Event 2 of 12
Goto Subroutine
Subroutine Number [1]
Options [Grid]
1st Position X[0 1Y[0 ]

#of Rows[4 ] #of Cols[3 ]

X Spacing|[3 1Y Spacing[2.5 ]
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Event 3 of 12

Tool Change
Tool [Change]
Tool Change Position X[ ]
Y[ ]
Tool Number T[2 ]
Tool Description [ ]
Next Tool Number [ ]
Spindle Speed S[1200 ]
Spindle Restart [CW]
Coolant [Mist]
Event 4 of 12
Goto Subroutine
Subroutine Number [2]
Options [Grid]
1st Position X[0 1Y[O ]

#of Rows[4 ] # of Cols[3 ]

X Spacing[3 1Y Spacing[2.5 ]

Event 5 of 12
Start Subroutine

Subroutine Number [1]
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Event 6 of 12
Pocket Mill Setup

X Pocket Center
Y Pocket Center

XY Feedrate

Z Pierce Feedrate
Return Point
Clearance

Final Z Depth
First Z Depth

Z Increment

Event 7 of 12
Circular Finish Inside

Pocket Radius
Z Down

Cut Direction
Compensation

[Plunge]
[CCW (Climb)]
[On]

Event 8 of 12
End Subroutine

Event 9 of 12
Start Subroutine

Subroutine Number

[2]

Event 10 of 12
Text
[On an Arc]
Text Center X[0
Text Radius
Start Angle
Clearance
Z Depth

Z Pierce Feedrate
XY Feedrate

X Text Size

Y Text Size

Text String

324

Direction [CW]
1Y[I0O ]

1]

[180 ]

R[LI ]

Z[-03 ]

F[20 ]

F[30 ]

X[3 ]

Y[4 ]
[MILLTRONICS
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Event 11 of 12
End Subroutine

Event 12 of 12

End of Program
Spindle off [No]
Coolant off [No]
Z to Toolchange [No]
X Position (home relative)[ ]
Y Position (home relative)[ ]

The above program makes the following:

End of Program
The conversational screen for end of program appears below.

Event 1 of 1 Bytes: 47 of B342Z208B08
End of Program

Epindle off [¥Yes]
Coolant off [¥Yes]
Z to Toolchange [Yes]

¥ Position {thome relativeldLBd 1
Y Position thome relative)[BHE 1
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The following sample programs illustrate a variety of programming problems and show possible
solutions to these problems using the Centurion 6 control. The program given for each sample
part is by no means the only solution for that sample part.

Each sample part discussion begins with a drawing of the part, and then it gives the standard EIA
(G and M codes), followed by an EIA program explanation, and finally a conversational program
of the sample part. The sample part drawings for milling will include the start and end points of
the programmed moves, the direction of tool travel, and the tool path indicated by dashed lines
running parallel to the edge of the part. The drawings also indicate where the floating zero is set
for each part. Feeds and speeds for end mills will assume a 3/8" cutter in aluminum. Other tools
will be specified. Before cutting any of these sample parts, the operator must set the floating
zero and tool offsets.

When entering the mill cycle geometry of a conversational program the last selection at the
bottom of the line and arc screens is the end option. The end option allows the programmer to
select the round corner or chamfer feature at that point in the program. If neither selection is
desired the end option is skipped.

Sample 1

6.914°2

350 i i 4,088

,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,

START/END

327



SECTION SEVEN - SAMPLE PROGRAMS

N1
N2
N3
N4
N5
N6
N7
N8
N9
N10
N1l
N12
N13
N14
N15
N16

N1

N2

N3

N4

N5

N6

N7

N8

N9

N10

N1l

EIA Program Sample 1

GO0 G17 G20 G32 G40 G50 G69 G80 GO
T1 M6

X-1Y-1S3000 M03

G43 H1 Z.1 M08

GO01 Z-375 F5

G41 D1 X0 F25

Y3.5

X1.5

G3 R1 AA180 AB-45

G1 R.S AB45

G2 R1 X(C5.9142 YC4.0858 ABO
Gl YO

X-1

G40 Y-1

G0 Z.1 M9

M5

Explanation of EIA Program Sample 1

Selects rapid, XY plane, inch, and Z to tool change position; cancels cutter compensation,
scaling, rotation, and canned cycles; selects absolute dimensioning. (All programs default
G17, G40, G50, G69, G80, and G90. G20 is modal.)

Tool change #1

Positions to X-1 Y-1 and turns spindle on (3000 rpm)

Calls tool #1's "H" offset, positions Z to .1, and turns on coolant

Feeds Z-.375 at 5 ipm

Selects left cutter compensation, calls tool #1's "D" offset, and feeds to X0 Y-1 at 25 ipm
Note: The cutter compensation will ramp on during this move.

Line move to X0 Y3.5
Line move to X1.5 Y3.5
CCW arc 1" radius starting at 180° , ending at -45°

Line move using an estimated end point described using polar coordinates; angle 45°
radius .5

CW arc 1" radius absolute center of XC5.9142 YC4.0858 and an end angle of 0°
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N12

N13

N14

N15

N16

Line move to YO

Line move to X-1 YO

Turn off cutter compensation during move to X-1 Y-1

Rapids Z to .1 and turns off coolant

Turns off spindle

Conversational Program Sample 1

Event 0 of 11
Program Setup

Program name
Dimensions
Units

Work Coordinate

Setup Notes:

e W sl sl e N |

S Ty Yy Iy Iy S—

[SAMPLE 1]

[Absolute]
[English]
-]

Event 1 of 11
Tool Change

Tool
Tool Change Position

Tool Number

Tool Description

Next Tool Number
Spindle Speed

Spindle Restart

Stop For Speed Change
Coolant

[Change]
X[ 1]
Y[ ]

T[1]

[ ]
[]

S[3000]

[CW]

[No]

[Flood]
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Event 2 of 11
Tool Pierce - Start Mill Cycle

Z Pierce Feedrate [5 ]
Return Point [Clearance]
Clearance [T ]
Final Z Depth [-.375 ]
Ist Z Depth [-.375 ]

7. Increment [1 ]

X Pierce Point X[0 ]

Y Pierce Point Y[O ]
Compensation [Auto Left]

Event3 of 11
Mill Geometry - Line

Feedrate F[ ]
Coordinates [Cartesian]
X axis X[ ]
Y axis Y[3.5 ]
Z axis Z[ ]
End [---]
Extend Back [Off ]
Event4 of 11

Mill Geometry - Line

Feedrate F[ ]
Coordinates [Cartesian]
X axis X[1.5 ]
Y axis Y[ ]

Z axis Z] ]
End [---]
Extend Back [Off ]
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Event 5 of 11
Mill Geometry - Arc
Plane
Feedrate
Direction
Center
Arc Radius
Start Angle

End Point
End Angle

End Option

[XY]

F[ ]
[CCW]
[Polar]

R[1 ]
AAJ180 ]

[Polar]
AB[-45 ]
Z2[ ]

[~

Event 6 of 11
Mill Geometry - Line

Feedrate
Coordinates
Plane

Type

Length
End Angle
Z axis

End

Extend Back

F[ ]
[Polar]

[XY]
[Current]

R[S ]

AB[45 ]
Z[ ]

[-~]
[Off ]
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Event 7 of 11
Mill Geometry - Arc

Plane [XY]

Feedrate F[ ]

Direction [CW]

Center [Abs Center]

Arc Radius R[1 ]

Arc Center XC[5.9142 ]
YC[4.0858 ]

End Point [Polar]

End Angle ABJ0 ]
[ ]

End Option [---]

Event 8 of 11
Mill Geometry - Line

Feedrate F[ ]
Coordinates [Cartesian]
X axis X[ ]

Y axis Y[O ]
Z axis 7] ]
End [---]
Extend Back [Off ]

Event 9 of 11
Mill Geometry - Line

Feedrate F[ ]
Coordinates [Cartesian]
X axis X[0 ]
Y axis Y[ ]

Z axis Z[ ]
End [---]
Extend Back [Off ]
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Event 10 of 11
Tool Retract

End Mill Cycle
Point on part after tool retract
[Auto]
Options [---]
Event 11 of 11
End of Program
Spindle off [Yes]
Coolant off [Yes]
Z to Toolchange [No]
X Position (home relative) [ ]
Y Position (home relative) [ ]
Sample 2A
5.4142
START/END 1)
1 (0,00
-1.50 ‘ ‘

1.00R 1.00 R

CENTER POINT MUST
BE CALCULATED
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N1
N2
N3
N4
N5
N6
N7
N8
N9
N10
N1l
N12
N13
N14

N1

N2

N3

N4

N5

N6

N7

N8

N9

N10

N11

N12

EIA Program Sample 2A

T1 M6

GO X-1 Y1 S3000 M3

G43 H1 Z.1 M8

G1 Z-375F5

G42 D1 X0 F25

Y-1.5

G3 XC1 YC-1.5 AB-45 R1
G2XC2.7071 YC-3.2071 AB-45 R1.4142
G3 XC4.4142 YC-1.5 ABOR1
Gl YO

X-1

G40Y1

G0 Z.1 M9

MO5

Explanation of EIA Program Sample 2A

Tool change #1

Rapid position to X-1 Y1; turns spindle on CW (3000 rpm)

Calls tool #1's “H” offset and positions Z to .1; turns on coolant

Feeds Z-.375 at 5 ipm

Selects right cutter compensation, calls tool #1's “D” offset, and moves to X0 at
25 ipm

Note: Cutter compensation will “ramp on” during this move.

Line move to X0 Y-1.5

CCW arc 1" radius using an XC1 YC-1.5 and an estimated end angle of -45°

CW arc 1.4142 radius using an XC2.7071 YC-3.197 and an estimated end angle of 45°
Note: The center point must be calculated prior to programming.

CCW arc 1" radius using an CX4.4142 YC-1.5 and an end angle of 0°
Line move to X5.4142 YO
Line move to X-1 YO

Turn off cutter compensation, move to X-1 Y1
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N13 Rapid Z axis to .1, turns off coolant
N14  Turns off spindle

Conversational Program Sample 2A

Event 0 of 10
Program Setup

Program name [SAMPLE 2 ]
Dimensions [Absolute]
Units [English]
Work Coordinate [---]
Setup Notes:

[ B s B e B s B s B e |
Sy Iy Y [y Sy Ny S—

Event 1 of 10

Tool Change

Tool [Change]

Tool Change Position X[ ]

Tool Number T[1]

Tool Description [ ]
Next Tool Number [ ]

Spindle Speed S[3000]
Spindle Restart [CW]

Stop For Speed Change [No]

Coolant [Flood]
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Event 2 of 10
Tool Pierce - Start Mill Cycle

Z Pierce Feedrate [5 ]
Return Point [Clearance]
Clearance [.1 ]
Final Z Depth [-.375 ]
Ist Z Depth [-.375 ]
Z Increment [1 ]
X Pierce Point X[0 ]
Y Pierce Point Y[O ]
Compensation [Auto Right]
Event 3 of 10
Mill Geometry - Line
Feedrate F[ ]
Coordinates [Cartesian]
X axis X[ ]
Y axis Y[-1.5 ]
7 axis 7] ]
End [---]
Extend Back [Off ]
Event 4 of 10
Mill Geometry - Arc
Plane [XY]
Feedrate F[ ]
Direction [CCW]
Center [Abs Center]
Arc Radius R[1 ]
Arc Center XCJ[1 ]
YC[-1.5 ]
End Point [Polar]
End Angle AB[-45 ]
[ ]
End Option [---]
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Event 5 of 10
Mill Geometry - Arc
Plane
Feedrate
Direction
Center
Arc Radius
Arc Center

End Point
End Angle

End Option

[XY]

F[ ]

[CW]

[Abs Center]
R[1.4142 ]
XC[2.7071 ]
YC[-3.197 ]
[Polar]
AB[-45 ]
[ ]

[~

Event 6 of 10
Mill Geometry - Arc
Plane
Feedrate
Direction
Center
Arc Radius
Arc Center

End Point
End Angle

End Option

[XY]

F[ 1]
[CCW]
[Abs Center]
R[1 ]
XC[4.4142 |
YC[-1.5 ]
[Polar]
AB[0 ]
[ ]

[~

Event 7 of 10
Mill Geometry - Line

Feedrate
Coordinates
X axis

Y axis

Z axis

End

Extend Back

F[ ]
[Cartesian]
X[ ]
Y[0O ]
[ ]
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Event 8 of 10
Mill Geometry - Line

Feedrate F[ ]
Coordinates [Cartesian]
X axis X[0 ]
Y axis Y[ ]

Z axis Z] ]
End [---]
Extend Back [Off ]

Event 9 of 10

Tool Retract
End Mill Cycle
Point on part after tool retract
[Auto]
Options [---]
Event 10 of 10
End of Program
Spindle off [Yes]
Coolant off [Yes]
Z to Toolchange [No]
X Position (home relative) [ ]
Y Position (home relative) [ ]
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Sample 2B

Same part as sample 2A but programmed using tangent arc function.

5.4142

START/END

[.00R 1.00 R

CENTER POINT CALCULATED
USING TANGENT ARC FUNCTION

EIA Program Sample 2B

N1 T1 M6

N2 GO X-1 YI S3000 M3
N3 G43 H1 Z.1 M8

N4 Gl Z-375 F5

N5 G42 D1 X0 F25

N6 Y-1.5

N7 P90 =1
N8 P91 =-1.5
N9 P92 =1

NI10 P93 =44142

NIl  P94=-15

NI12  P95=1

NI3  P96=1.4142

N14  TANA C7

NI5  G3 XCl YC-1.5 AB-45 Rl
N16 G2 XC[P84] YC[P85] R[P96] X[P82] Y[PS83]
N17  G3 Rl XC4.4142 YC-1.5 ABO
NI8 Gl YO

NI9  X-1

N20 G40 YI

N21 GO Z.1 M9

N22 M5
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N1

N2

N3

N4

N5

N6

Explanation of EIA Program Sample 2A

Tool change #1

Rapid position to X-1 Y1; turns spindle on CW (3000 rpm)
Calls tool #1's "H" offset and positions Z to .1; turns on coolant
Feeds Z-.375 at 5 ipm

Selects right cutter compensation, calls tool #1's "D" offset, and moves to X0 at 25 ipm.
Note: Cutter compensation will ramp on during this move.

Line move to X0 Y-1.5

N7,N8 Are the X,Y center point of the first arc

N9

Radius of first arc

N10, N11 Are the X,Y center point of the second arc

N12

N13

N14

N15

N16

N17

N18

N19

N20

N21

N22

Radius of second arc

Radius of tangent arc

Tangent arc function

First arc with end point

Tangent arc with calculated center and end point

CCW arc 1" radius using an XC4.4142 YC-1.5 and an end angle of 0°
Line move to X5.4142 YO

Line move to X-1 YO

Turn off cutter compensation, move to X-1 Y1
Note: Cutter compensation will "ramp off” during this move.

Rapid Z axis to .1, turns off coolant

Turns off spindle
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Conversational Program Sample 2B

Event 0 of 9
Program Setup

Program name [SAMPLE 2B ]
Dimensions [Absolute]
Units [English]
Work Coordinate [---]

Setup Notes:

[ ]

[ ]

[ ]

[ ]

[ ]

[ ]

Event 1 of 9

Tool Change

Tool [Change]

Tool Change Position X[ ]

Y[ ]

Tool Number T[1]

Tool Description [ ]

Next Tool Number [ ]

Spindle Speed S[3000]

Spindle Restart [CW]

Stop For Speed Change [No]

Coolant [Flood]
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Event 2 of 9

Tool Pierce - Start Mill Cycle

Z Pierce Feedrate

[5 1]

Return Point [Clearance]
Clearance [.1 ]
Final Z Depth [-.375 ]
Ist Z Depth [-.375 ]
Z Increment [1 ]
X Pierce Point X[0 ]
Y Pierce Point YO ]
Compensation [Auto Right]
Event 3 of 9
Mill Geometry - Line
Feedrate F[25]
Coordinates [Cartesian]
X axis X[ ]
Y axis Y[-1.5 ]
Z axis Z[ ]
End [---]
Extend Back [Off ]
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Event 4 of 9

Connect two arcs with tangent line or arc

in the Plane

Mill First arc in direction
R1
XCl1
YCl1

[XY]

[CCW]
[1 ]
1]
1.5 ]

Second Arc for computation is:

R2
XC2
YC2

Exit 1st arc
Enter 2nd arc
Connect with
Center to the
Radius

Arc Direction

[ ]
[4.4142 ]
1.5 ]

[Right]
Right]
[an Arc]
[Right]
[1.4142 ]
[CW]

Event 5 of 9
Mill Geometry - Arc
Plane

Feedrate
Direction
Center

Arc Radius
Arc Center

End Point
End Angle

End Option

[XY]

F[ ]
[CCW]
[Abs Center]
R[1 ]
XC[4.4142 ]
YC[-1.5 ]
[Polar]
AB[0 ]
[ ]

[~
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Event 6 of 9
Mill Geometry - Line

Feedrate F[ ]
Coordinates [Cartesian]
X axis X[ ]
Y axis Y[O ]
Z axis Z] ]
End [---]
Extend Back [Off ]
Event 7 of 9

Mill Geometry - Line

Feedrate F[ ]
Coordinates [Cartesian]
X axis X[0 ]
Y axis Y[ ]
Z axis Z[ ]
End [---]
Extend Back [Off ]

Event 8 of 9

Tool Retract

End Mill Cycle
Point on part after tool retract

[Auto]

Options [---]

Event 9 of 9

End of Program

Spindle off [Yes]

Coolant off [Yes]

Z to Toolchange [No]

X Position (home relative) | ]

Y Position (home relative) [ ]
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N1
N2
N3
N4
N5
N6
N7
N8
N9
N10
N1l
N12
N13
N14
N15
N16
N17
N18

START/END

Sample 3A

g.00 -~

.00

.00

(0,00

*****************************************************************************

T1 M6
G41 D1 S3000 M03

G65 X0 Y99

GO YO

G43 H1 Z.1 M8

Gl Z-375F5
X1 F25

G2 XC2 YCO ABI35 R1

G1 AB45R.5

G2 XC4YC2X5Y2RI1

G3 XC7YC2X9R2
GlYS

X0
YO

G65 X99

G40

G0 Z.1 M9

M5

EIA Program Sample 3A
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N1

N2

N3

N4

N5

N6

N7

N8

N9

N10

N11

N12

N13

N14

N15

N16

N17

NI18

Explanation of EIA Program Sample 3A

Tool change #1

Selects left cutter compensation, activates tool #1's "D" offset, and turns on spindle CW
(3000 rpm)

Sets a "point before pierce" of X0 Y99
Note: Machine does not move to this position.

Sets a "pierce point" of X0 Y0; moves to its compensated point as established by the
previous block

Calls tool #1's "H" offset, positions Z to .1, and turns on coolant

Feeds Z-.375 at 5 ipm

Line move to X1 YO at 25 ipm

CW arc 1" radius using an XC2 YCO and an end angle of AB135

Line move using an estimated end point and described polarly, angle 45 radius .5"
CW arc 1" radius using an XC-4 YC2 and an end point of X5 Y2

CCW arc 2" radius using an XC7 YC2 and an end point of X9 Y2

Line move to X9 Y5

Line move to X0 Y5

Line move to X0 YO

Establishes a "point after pierce" of X99 YO
Note: Machine does not move to this position.

Turns off cutter compensation
Rapids Z to .1, turns off coolant

Turns off spindle
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Conversational Program Sample 3A

Event 0 of 12
Program Setup

Program name [SAMPLE 3A ]
Dimensions [Absolute]
Units [English]
Work Coordinate [---]
Setup Notes:
[ ]
[ ]
[ ]
[ ]
[ ]
[ ]
Event 1 of 12
Tool Change
Tool [Change]
Tool Change Position X[ ]
Y[ ]
Tool Number T[1 ]
Tool Description [ ]
Next Tool Number [ ]
Spindle Speed S[3000]
Spindle Restart [CW]
Stop For Speed Change [No]
Coolant [Flood]
Event 2 of 12

Tool Pierce - Start Mill Cycle

Z Pierce Feedrate
Return Point
Clearance

Final Z Depth

1st Z Depth

Z Increment

X Pierce Point
Y Pierce Point
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Compensation [Left]
[Cartesian]

X Before Pierce X[0 ]

Y Before Pierce Y[99 ]

Event 3 of 12
Mill Geometry - Line

Feedrate F[25 ]
Coordinates [Cartesian]
X axis X[1 ]
Y axis Y[ ]
Z axis Z[ ]
End [---]
Extend Back [Off ]
Event 4 of 12
Mill Geometry - Arc
Plane [XY]
Feedrate F[ ]
Direction [CW]
Center [Polar]
Arc Radius R[1 ]
Start Angle AA[180 ]
End Point [Polar]
End Angle AB[135 ]
Z2[ ]
End Option [---]

Event 5 of 12
Mill Geometry - Line

Feedrate F[ ]
Coordinates [Polar]
Plane [XY]

Type [Current]
Length R[5S ]
End Angle AB[45 ]
Z axis Z[ ]
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End [---]
Extend Back [Off ]
Event 6 of 12
Mill Geometry - Arc
Plane [XY]
Feedrate F[ ]
Direction [CW]
Center [Abs Center]|
Arc Radius R[1 ]
Arc Center XC[4 ]
YC[2 ]
End Point [Absolute]
X[5 ]
Y[2 ]
[ ]
End Option [---]
Event 7 of 12
Mill Geometry - Arc
Plane [XY]
Feedrate F[ ]
Direction [CCW]
Center [Abs Center]
Arc Radius R[2 ]
Arc Center XC[7 ]
YC[2 ]
End Point [Absolute]
X[9 ]
Y[ ]
2[ ]
End Option [---]
Event 8 of 12
Mill Geometry - Line
Feedrate F[ ]
Coordinates [Cartesian]
X axis X[ ]
Y axis Y[5 ]
Z axis Z[ ]
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End [---]
Extend Back [Off ]
Event 9 of 12
Mill Geometry - Line
Feedrate F[ ]
Coordinates [Cartesian]
X axis X[0 ]
Y axis Y[ ]
Z axis 7] ]
End [---]
Extend Back [Off ]
Event 10 of 12
Mill Geometry - Line
Feedrate F[ ]
Coordinates [Cartesian]
X axis X[ ]
Y axis Y[O ]
Z axis Z] ]
End [---]
Extend Back [Off ]

Event 11 of 12
Tool Retract
End Mill Cycle

Point on part after tool retract

Options

[Cartesian]
X[99 ]
Y[o ]

[-~]
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Event 12 of 12

End of Program

Spindle off [Yes]
Coolant off [Yes]
Z to Toolchange [No]
X Position (home relative) [ ]
Y Position (home relative) [ ]
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Sample 3B

Same part as sample 3A but programmed using tangent line function.

9.00

fffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffffff

(0,00

START/END

EIA Program Sample 3B

N1 T1 M6

N2 G41 D1 S3000 M3
N3 G65 X0 Y99

N4 GO YO

N5 G43 H1 Z.1 M8
N6 G1 Z-375F5

N7  X1F25
N8 P90=2
N9 P91=0
N10 P92=1
N1l  P93=4
N12 P94=2
N13  P95=1

N14 TANL C3 (See TANL explanation for values of C.)
NI15 G2 XC[P90] YC[P91] R[P92] X[P80] Y[P81]
N16  GI1 X[P82] Y[P83]

N17 G2 XC4YC2X5Y2RI1

NI8 G3XC7YC2X9Y2R2

N19 G1Y5

N20 X0

N21 YO

N22  G65 X99

N23 G40

N24 GO Z.1 M9
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N25
Note:

N1

N2

N3

N4

N5
N6
N7

N8,
N9

N10

N11,
N12

N13
N14
N15
N16
N17
N18
N19

N20

M5
Lines N§ thru N13 could be written as follows:
N9 P90=2 P91=0 P92=1 P93=4 P94=2 P95=1

Explanation of EIA Program 3B

Tool change #1

Selects left cutter compensation, activates tool #1's "D" offset, and turns on spindle CW
(3000 rpm)

Sets a "point before pierce" of X0 Y99
Note: Machine does not move to this position.

Sets a "pierce point" of X0 YO; moves to its compensated point as established by the
previous block

Calls tool #1's "H" offset, positions Z to .1, and turns on coolant
Feeds Z-.375 at 5 ipm
Line move to X1 YO at 25 ipm

Center of the first arc

Radius of the first arc

The center of the second arc

Radius of the second arc

Tangent line function

First arc with calculated end points

Line tangent to both arcs

CW arc 1" radius using an XC7 YC2 and an end point of X5 Y2
CCW arc 2" radius using an XC7 YC2 and an end point of X9 Y2
Line move to X9 Y5

Line move to X0 Y5
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N21

N22

N23

N24

N25

Line move to X0 YO

Establishes a "point after pierce" of X99 YO
Note: Machine does not move to this position.

Turns off cutter compensation
Rapids Z to .1, turns off coolant

Turns off spindle
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Conversational Program Sample 3B

Event 0 of 11
Program Setup

Program name [SAMPLE 3B
Dimensions [Absolute]
Units [English]
Work Coordinate [---]

Setup Notes:

[ B s B s B s B s B e |
S Iy Y [y Yy N [y S—

Event1 of 11

Tool Change

Tool [Change]

Tool Change Position X[ ]
Y[ ]

Tool Number T[1 ]

Tool Description [

Next Tool Number [ ]

Spindle Speed S[3000]

Spindle Restart [CW]

Stop For Speed Change [No]

Coolant [Flood]

Event 2 of 11
Tool Pierce - Start Mill Cycle

Z Pierce Feedrate [5 ]

Return Point [Clearance]
Clearance [.T ]
Final Z Depth [-.375 ]
1st Z Depth [-.375 ]

Z Increment [1 ]

X Pierce Point X[0 ]
Y Pierce Point Y[O0 ]
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Compensation [Left]
[Cartesian]

X Before Pierce  X[0 ]

Y Before Pierce  Y[99 ]

Event3 of 11
Mill Geometry - Line

Feedrate F[25 ]
Coordinates [Cartesian]
X axis X[1 ]
Y axis Y[ ]

Z axis Z[ ]
End [---]

Extend Back [Off ]

Event 4 of 11
Connect two arcs with tangent line or arc
in the Plane [XY]
Mill First arc in direction ~ [CW]
R1 [1 ]
XC1 2 ]
YC1 [0
Second Arc for computation is:
R2 2 ]
XC2 4 ]
YC2 [2
Exit 1st arc [Left]
enter 2nd arc [Left]
Connect with [a Line]

Event 5 of 11
Mill Geometry - Arc

Plane [XY]
Feedrate F[ ]

Direction [CW]
Center [Abs Center]|
Arc Radius R[1 ]

356



SECTION SEVEN - SAMPLE PROGRAMS

Arc Center XC[4 ]
YC[2 ]
End Point [Absolute]
X[5 ]
Y[2 ]
Z2[ ]
End Option [---]

Event 6 of 11
Mill Geometry - Arc

Plane [XY]

Feedrate F[ ]

Direction [CCW]

Center [Abs Center]

Arc Radius R[2 ]

Arc Center XC[7 ]
YC[2 ]

End Point [Absolute]
X9 1
Y[ ]
21 ]

End Option [---]

Event 7 of 11
Mill Geometry - Line

Feedrate F[ ]
Coordinates [Cartesian]
X axis X[ ]
Y axis Y[5 ]
Z axis 7] ]
End [---]
Extend Back [Off ]
Event 8 of
11

Mill Geometry - Line
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Feedrate F[ ]
Coordinates [Cartesian]
X axis X[0 ]
Y axis Y[ ]

Z axis Z[ ]
End [---]
Extend Back [Off ]

Event 9 of 11
Mill Geometry - Line

Feedrate F[ ]
Coordinates [Cartesian]
X axis X[ ]
Y axis Y[0 ]
7 axis 7| ]
End [---]
Extend Back [Off ]
Event 10 of 11
Tool Retract
End Mill Cycle
Point on part after tool retract
[Cartesian]
X[99 ]
Y[o ]
Options [---]
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Event 11 of 11

End of Program

Spindle off [Yes]
Coolant off [Yes]
Z to Toolchange [No]

X Position (home relative)[ ]
Y Position (home relative)[ ]
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N1
N2
N3
N4
N5
N6
N7
N8
N9
N10
N1l
N12
N13
N14
NI15
N16

0,00

Sample 4A

2,000

2.2929

3.000

POSITION

\ oL
| PTERCE

T1 M6

G41 D01 S3000 M3

G65 X99 YO

G0 X0

G43 H1 Z.1 M8

G1 Z-375F5

Y-2 F25

G2 XCO YC-3 AB-45R1

EIA Program Sample 4A

G3 XC2.1213 YC-2.2929 AB-45 R2
G2 XC4.2426 YC-3 AB90O R1

Gl YO

X0

G65 Y-99
G40

G0 Z.1 M9
M5
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N1

N2

N3

N4

N5

N6

N7

N8

N9

N10

N11

N12

N13

N14

N15

N16

Explanation of EIA Program Sample 4A

Tool change #1

Selects left cutter compensation, activates tool #1's "D" offset, and turns on spindle CW
(3000 rpm)

Establishes a "point before pierce" of X99 YO
Note: Machine does not move to this position.

Sets a "pierce point" of X0 Y0; moves to its compensated point as established by the
previous block

Calls tool #1's "H" offset, positions Z to .1, and turns on coolant

Feeds Z-.375 at 5 ipm

Line move to X0 Y-2 at 25 ipm

CW arc 1" radius using an XC0 YC-3 and an estimated end angle of -45°

CCW arc 2" radius using an XC2.1213 YC-2.2929 and an estimated end angle of -45 °
CW arc 1" radius using an XC4.2426 YC-3 and an end angle of 90°

Line move to X4.2426 YO

Line move to X0 YO

Establishes a point after retract of X0 Y99
Note: Machine does not move to this position.

Cancels cutter compensation
Rapids Z to .1, turns coolant off
Turns spindle off

Conversational Program Sample 4A

Event 0 of 10
Program Setup

Program name [SAMPLE 4A ]

Dimensions [Absolute]
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Units [English]
Work Coordinate [---]
Setup Notes:

[ ]
[ ]

e N N
S Ty Ty T—

Event 1 of 10

Tool Change

Tool [Change]

Tool Change Position X[ ]
Y[ ]

Tool Number T[1 ]

Tool Description [

Next Tool Number [ ]

Spindle Speed S[3000]

Spindle Restart [CW]

Stop For Speed Change [No]

Coolant [Flood]

Event 2 of 10
Tool Pierce - Start Mill Cycle

Z Pierce Feedrate [5 ]

Return Point [Clearance]
Clearance .1 ]

Final Z Depth [-.375 ]

Ist Z Depth [-.375 ]

Z Increment [1 ]

X Pierce Point X[0 ]
Y Pierce Point Y[O ]
Compensation [Left]
[Cartesian]
X Before Pierce  X[99 ]
Y Before Pierce  Y[0 ]
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Event 3 of 10

Mill Geometry - Line

Feedrate F[25 ]

Coordinates [Cartesian]

X axis X[ ]

Y axis Y[-2 ]

Z axis 7] ]

End [---]

Extend Back [Off ]

Event 4 of 10
Mill Geometry - Arc

Plane [XY]

Feedrate F[

Direction [CW]

Center [Abs Center]|

Arc Radius R[1 ]

Arc Center XC[0 ]
YC[-3 ]

End Point [Polar]

End Angle AB[-45 ]
[ ]

End Option [---]

Event 5 of 10

Mill Geometry - Arc

Plane [XY]

Feedrate F[

Direction [CCW]

Center [Abs Center]|

Arc Radius R[2 ]

Arc Center XC[2.1213 ]
YC[-2.2929 ]

End Point [Polar]

End Angle AB[-45 ]
2[ ]

End Option [---]
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Event 6 of 10

Mill Geometry - Arc

Plane
Feedrate
Direction
Center

Arc Radius
Arc Center

End Point
End Angle

End Option

F[ ]

[XY]

[CW]

[Abs Center]
R[1 ]
XC[4.2326 |
YC[-3 ]
[Polar]
AB[90 ]

Z2[ ]

[-~]

Event 7 of 10

Mill Geometry - Line

Feedrate
Coordinates

X axis
Y axis
7 axis

End

Extend Back

F[ ]
[Cartesian]

X[ 1]

YO ]
Z[ ]

[-~]

[Off ]

Event 8 of 10

Mill Geometry - Line

Feedrate
Coordinates

X axis
Y axis
7 axis

End

Extend Back

F[ ]

[Cartesian]
X[0 ]
Y[ ]
Z2[ ]
[~]

[Off ]
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Event 9 of 10
Tool Retract

End Mill Cycle
Point on part after tool retract
[Cartesian]
X[0 ]
Y[-99 ]
Options [---]

Event 10 of 10
End of Program

Spindle off [Yes]
Coolant off [Yes]
Z to Toolchange [No]

X Position (home relative)[ ]
Y Position (home relative)[ ]
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Sample 4B

Programming arc using 3 point circle generate. Points X1, X2, X3 are the points used to program
each arc.

-~ 01213
(0,00

\ TOnL

| PTERCE

2.000 | POSITION

2,2929

3.000

1,00 R

EIA Program Sample 4B

N1 T1 M6

N2 G41 D1 S3000 M03
N3 G65 X99 YO

N4 X0

N5 G43 H1 Z.1 M8

N6 G1 Z-375F5

N7  Y-2F25
N8 P90=0
N9 P91=-2
N10 P92=1
N11 P93=3
NI12 P94=0
N13 P95=4
N14 CGEN

NI15 G2 XC[P80] YC[P81] R[P82] AB300
N16 P90=.1213

N17  P91=-2.2929

NIS  P92=2.1213

N19  P93=-4.2929
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N20  P94=4.1213
N21  P95=-2.2929

N22 CGEN

N23  G3 XC[P80] YC[P81] R[P82] AB300
N24  P90=4.2426

N25  P91=-4
N26  P92=3.2426

N27  P93=-3

N28  P94=4.2426

N29  P95=-2

N30 CGEN

N31 G2 XC[P80] YC[P81] R[P82] X[P94] Y[P95]
N32  G1YO0

N33 X0

N34 G65 Y-99

N35 G40

N36 GO Z.1 M9

N37 M5

Explanation of EIA Program 4B

N1 Tool change #1

N2 Selects left cutter compensation, activates tool #1's "D" offset, and turns on spindle CW
(3000 rpm)

N3 Establishes a "point before pierce" of X99 YO0
Note: Machine does not move to this position.

N4 Sets a "pierce point" of X0 Y0; moves to its compensated point as established by the
previous block

N5 Calls tool #1's "H" offset, positions Z to .1, and turns on coolant
N6 Feeds Z-.375 at 5 ipm
N7  Line move to X0 Y-2 at 25 ipm

N8-  Are the coordinates of 3 points on the first circle
N13

N14  Calculates circle based on the 3 points
N15  Arc command which moves to the calculated points

N16- Are the coordinates of 3 points on the second circle
N21
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N22  Calculates second circle based on the 3 points
N23  Arc command which moves to the calculated points

N24- Are the coordinates of 3 points on the third circle
N29

N30 Calculates third circle based on the 3 points

N31  Arc command which moves to the calculated points
N32 Line move to X4.2426 YO0

N33 Line move to X0 YO

N34  Establishes a point after retract of X0 Y99
Note: Machine does not move to this position.

N35 Cancels cutter compensation
N36 Rapids Z to .1, turns coolant off

N37  Turns spindle off

Conversational Program Sample 4B

Event 0 of 10
Program Setup

Program name [SAMPLE 4B
Dimensions [Absolute]
Units [English]

Work Coordinate [---]

Setup Notes:

| W s I s B s B s B e |
S Iy Yy Iy Ny S—
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Event 1 of 10
Tool Change

Tool [Change]
Tool Change Position X[ ]

Y[ ]
Tool Number T[1 ]
Tool Description [ ]
Next Tool Number [ ]
Spindle Speed S[3000]
Spindle Restart [CW]
Stop For Speed Change [No]
Coolant [Flood]

Event 2 of 10
Tool Pierce - Start Mill Cycle

Z Pierce Feedrate [5 ]

Return Point [Clearance]
Clearance [.LT ]
Final Z Depth [-.375 ]
1st Z Depth [-.375 ]

Z Increment [1 ]

X Pierce Point X[0 ]
Y Pierce Point Y[0 ]

Compensation [Left]
[Cartesian]

X Before Pierce  X[99 ]

Y Before Pierce  Y[0 ]

Event 3 of 10
Mill Geometry - Line

Feedrate F[25 ]
Coordinates [Cartesian]
X axis X[ ]

Y axis Y[-2 ]
Z axis 7] ]
End [---]

Extend Back [Off ]
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Event 4 of 10

Three Point Circle Generator
Plane [XY]
Direction [CW]

X1[0 1 YI[2 ]
X201 1 Y2[3 ]
X3[0 ]  Y3[4 ]

Use X3,Y3 as End Point [No]
End Angle [300 ]

Event 5 of 10
Three Point Circle Generator
Plane [XY]
Direction [CCW]
X1 [.1213 ] Y1 [-2.2929 ]
X21[2.1213 ] Y2 [-4.2929 ]
X3 [4.1213 ] Y31[-2.2929 ]

Use X3,Y3 as End Point [No]
End Angle [300 ]

Event 6 of 10
Three Point Circle Generator
Plane [XY]
Direction [CW]
X1 [4.2426 | Y1[-4 ]

X2[32426 1  Y2[3 ]
X3[42426 1  Y3[2 ]

Use X3,Y3 as End Point [Yes]

Event 7 of 10
Mill Geometry - Line

Feedrate F[ ]
Coordinates [Cartesian]
X axis X[ ]

Y axis Y[O0 ]
Z axis Z[ ]
End [---]
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Extend Back [Off ]

Event 8 of 10
Mill Geometry - Line

Feedrate F[ ]
Coordinates [Cartesian]
X axis X[0 ]
Y axis Y[ ]

Z axis 7] ]
End [---]

Extend Back [Off ]

Event 9 of 10
Tool Retract

End Mill Cycle
Point on part after tool retract
[Cartesian]
X[o 1]
Y[-99 ]
Options [---]
Event 10 of 10
End of Program
Spindle off [Yes]
Coolant off [Yes]
Z to Toolchange  [No]
X Position (home relative)[ ]
Y Position (home relative)[ ]
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Sample 5

(0,00

START/ J

END 2.00

4.8284

EIA Program Sample 5

N1 T1 M6

N2 G42 D1 S3000 M03

N3 G65 X99 YO

N4 G0 X0

N5 G43 H1 Z.1 M8

N6 G1 Z-375F5

N7 Y2 F25

N8 G2 XC2 YC2 AB45 R2,R.0001
N9 X5YC2 ABOR2

N10 GI1YO
N1l X0

N12  G65Y99
NI13 G40

N14 GO0 Z.1 M9
N15 M5

Explanation of EIA Program 5

N1 Tool change #1

N2 Selects right cutter compensation, calls tool #1's "D" offset, and turns on spindle
CW (3000 rpm)

N3 Establishes a "point before pierce" of X99 YO0
Note: Machine does not move to this position.
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N4

N5

N6

N7

N8

N9

N10

N11

N12

N13

N14

N15

Sets a "pierce point" of X0 YO0; moves to its compensated point as established by the
previous block

Calls tool #1's "H" offset, positions Z to .1, and turns on coolant

Feeds Z-.375 at 5 ipm

Line move to X0 Y2 at 25 ipm

CW arc 2" radius using an XC2 YC2, an estimated end angle of 45° degrees, and an end
option (round corner) of .0001" radius

Note: The end option of a .0001 radius forces an intersection between the arcs.

CW arc 2" radius using an XC4.8284 YC2 and an end angle of 0 degrees

Line move to X6.8284 YO

Line move to X0 YO

Establishes a point after retract of X0 Y99
Note: Machine does not move to this position.

Turns off cutter compensation
Rapids Z to .1, turns coolant off

Turns spindle off

Conversational Program Sample 5

Event 0 of 9
Program Setup

Program name [SAMPLE 5 ]
Dimensions [Absolute]
Units [English]

Work Coordinate [---]

Setup Notes:

[ B e B s I s W |
Sy S I [y Ty S—
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[ ]

Event 1 of 9

Tool Change

Tool [Change]

Tool Change Position X[ ]
Y[ ]

Tool Number T[1 ]

Tool Description [

Next Tool Number [ ]

Spindle Speed S[3000]

Spindle Restart [CW]

Stop For Speed Change [No]

Coolant [Flood]

Event 2 of 9

Tool Pierce - Start Mill Cycle

Z Pierce Feedrate [5 ]

Return Point [Clearance]
Clearance [.L1 ]
Final Z Depth [-.375 ]
1st Z Depth [-.375 ]

Z Increment [1 ]

X Pierce Point X[0 ]
Y Pierce Point Y[0 ]
Compensation [Right]
[Cartesian]
X Before Pierce  X[99 ]
Y Before Pierce  Y[0 ]

Event 3 of 9
Mill Geometry - Line

Feedrate F[25 ]
Coordinates [Cartesian]
X axis X[ ]

Y axis Y[2 ]
Z axis Z[ ]
End [---]
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Extend Back [Off ]

Event 4 of 9
Mill Geometry - Arc
Plane [XY]
Feedrate F[ ]
Direction [CW]
Center [Abs Center]
Arc Radius R[2 ]
Arc Center XC[2 ]
YC[2 ]
End Point [Polar]
End Angle AB[45 ]
Z2[ ]
End Option [Round Corner]
Radius [.0001 ]
Event 5 of 9
Mill Geometry - Arc
Plane [XY]
Feedrate F[ ]
Direction [CW]
Center [Abs Center]
Arc Radius R[2 ]
Arc Center XC[4.8284 ]
YC[2 ]
End Point [Polar]
End Angle AB[0 ]
2[ ]
End Option [---]
Event 6 of 9

Mill Geometry - Line

Feedrate F[ ]
Coordinates [Cartesian]
X axis X[ ]

Y axis Y[O ]
Z axis 7] ]
End [---]
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Extend Back [Off ]

Event 7 of 9
Mill Geometry - Line

Feedrate F[ ]
Coordinates [Cartesian]
X axis X[0 ]
Y axis Y[ ]

Z axis 7] ]
End [---]

Extend Back [Off ]

Event 8 of 9
Tool Retract
End Mill Cycle
Point on part after tool retract
[Cartesian]
X[0 ]
Y[99 ]
Options [---]
Event 9 of 9
End of Program
Spindle off [Yes]
Coolant off [Yes]

Z to Toolchange  [No]

X Position (home relative)[
Y Position (home relative)[
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TooL
PIERCE
49 970° POSITION

L (0,0)

J -1.2689 =—

400 ————= 1.00 =

EIA Program Sample 6

N1 T1 M6
N2 G42 D1 S3000 M3
N3 G65X0YO0
N4 X.5Y1.5
N5 G43 H1 Z.1 M8
N6 G1 Z-375F5
N7 X1 Y3 F25
N8 X0
N9 G3 XC-1.2689 YC2.2 X-3 R1.5
N10 G1 X4
N1l X-6.1Y.5
N12 YO
N13 X0
N14 X.S5Y1.5
N15 G65X1Y3
N16 G40
N17 GO0Z.1
N18 M30
Explanation of EIA Program Sample 6

N1 Tool change #1

N2  Selects right cutter compensation, activates #1's "D" offset, and turns on spindle CW
(3000 rpm)
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N3

N4

N5

N6

N7

N8

N9

N10

N1l

NI12

N13

N14

N15

N16

N17

N18

Establishes a "point before pierce" of X0 YO
Note: Machine does not move to this position.

Establishes a "pierce point" of X.5 Y1.5; moves to its compensated point as established
by the previous block

Calls tool #1's "H" offset, positions Z to .1, and turns coolant on

Feeds Z-.375 at 5 ipm

Line move to X1 Y3 at 25 ipm

Line move to an estimated end point of X0

CCW arc 1.5" radius using an XC-1.2689 YC2.2 and an estimated end point of X-3
Line move to X-4 Y3

Line move to X-6.1 Y.5

Line move to X-6.1 YO

Line move to X0 YO

Line move to X.5 YL.5

Establishes a "point after retract" of X1 Y3
Note: Machine does not move to this position.

Turns cutter compensation off
Rapids Z to .1

Ends program, turns spindle and coolant off
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Conversational Program Sample 6

Event 0 of 11
Program Setup

Program name
Dimensions
Units

Work Coordinate

Setup Notes:

[ B s B s B s B s B e |

Sy Iy Y [y Sy Ny S—

[SAMPLE 6 ]

[Absolute]
[English]
[~

Event 1 of 12
Tool Change

Tool
Tool Change Position

Tool Number

Tool Description

Next Tool Number
Spindle Speed

Spindle Restart

Stop For Speed Change
Coolant

[Change]
X[ ]
Y[ 1]

T[1 ]

[ ]
[]

S[3000]

[CW]

[No]

[Flood]
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Event 2 of 12
Tool Pierce - Start Mill Cycle

Z Pierce Feedrate [5 ]
Return Point [Clearance]
Clearance [.1 ]
Final Z Depth [-.375 ]
Ist Z Depth [-.375 ]
Z Increment [1 ]
X Pierce Point X[.5 ]
Y Pierce Point Y[1.5 ]
Compensation [Auto Right]
Event 3 of 12
Mill Geometry - Line
Feedrate F[25 ]
Coordinates [Cartesian]
X axis X[1 ]
Y axis Y[3 ]
7 axis 7| ]
End [---]
Extend Back [Off ]
Event 4 of 12
Mill Geometry - Line
Feedrate F[ ]
Coordinates [Cartesian]
X axis X[0 ]
Y axis Y[ ]
Z axis 7] ]
End [---]
Extend Back [Off ]
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Event 5 of 12
Mill Geometry - Arc

Plane [XY]

Feedrate F[ ]

Direction [CCW]

Center [Abs Center]

Arc Radius R[1.5 ]

Arc Center XC[-1.2689 ]
YC[2.2 ]

End Point [Absolute]
X[-3 ]
Y[ ]
[ ]

End Option [---]

Event 6 of 12
Mill Geometry - Line

Feedrate F[ ]

Coordinates [Cartesian]

X axis X[4 ]

Y axis Y[ ]

Z axis Z[ ]

End [---]

Extend Back [Off ]

Event 7 of 12
Mill Geometry - Line

Feedrate F[ ]
Coordinates [Cartesian]
X axis X[-6.1 ]
Y axis Y[.5 ]
Z axis 7] ]
End [---]
Extend Back [Off ]
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Event 8 of 12
Mill Geometry - Line

Feedrate F[ ]
Coordinates [Cartesian]
X axis X[ ]

Y axis Y[O ]
Z axis Z] ]
End [---]
Extend Back [Off ]

Event 9 of 12
Mill Geometry - Line

Feedrate F[ ]
Coordinates [Cartesian]
X axis X[.5 ]
Y axis Y[1.5 ]
7 axis 7] ]
End [---]
Extend Back [Off ]

Event 10 of 12
Mill Geometry - Line

Feedrate F[ ]
Coordinates [Cartesian]
X axis X[0 ]
Y axis Y[ ]

Z axis 7] ]
End [---]
Extend Back [Off ]
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Event 11 of 12
Tool Retract

End Mill Cycle

Point on part after tool retract

[Auto]

Options [---]
Event 12 of 12
End of Program
Spindle off [Yes]
Coolant off [Yes]
Z to Toolchange [No]
X Position (home relative) [ ]
Y Position (home relative) [ ]
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Sample 7

This sample program uses the rotary axis.

The "A" axis is programmed in decimal degrees in XXX.XXX format and performs linear
interpolation with the X, Y, and Z axes.

The feedrate for the rotary axis is specified in degrees per minute divided by 10.
Example: G1 A90 F18.0

In the above example, A will feed to 90° at a rate of 180 DPM (degrees per minute).

Example of Rotary Axis Programming Sample 7

03119 A axis moves - Cut 4 helical slots
G20 G90
N1GO0Z.1 Position Z above the work piece
N2 X0 Y0 AO Position X, Y, and A to the start point
N3 G1 F20 Z-.1 Feed Z to depth
N4 F15 X-5 A90 XA interpolation move
N5 GO0 Z.1 Position Z above the work piece
N6 X0 Position X back to the start point
N7 G1 F20 Z-.1 Second slot
N8 F15 X-5 A180
N9 GO Z.1
N10 X0
N11 G1 F20 Z-.1 Third slot
N12 F15 X-5 A270
N13 GO Z.1
N14 X0
N15 G1 F20 Z-.1 Fourth slot
N16 F15 X-5 A360
N17 GO Z.1
N18 X0
(End 0of 03119)
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Error Messages

001

002

003

004

005

006

007

008

009

010

011

012

013

015

016

017

018

Invalid function number
Note what just occurred and call for technical support.

File not found
File name specified as OLD does not exist. Try MENU.

Path not found
Check path settings in Centurion 5 shell.

Too many open files
Check Config.sys for FILES=20.

File access denied
Note what just occurred and call for technical support.

Invalid file handle

Memory control blocks destroyed

Insufficient memory

The program being loaded is too large to fit into the parts memory. Try erasing
some programs from memory. A program being run or verified is too large to run
in the control's memory. Try RS-232 run mode.

Invalid memory block address

Invalid environment

Invalid format

Invalid file access code

Invalid data

Invalid drive specified
Drive specified does not exist. Try Set Paths in shell.

Cannot remove current directory
Note what just occurred and call for technical support.

Cannot rename across drives

No more files
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100

101

NOTE:

Disk read error

An attempt was made to edit a file that has been corrupted in some way, perhaps
loss of power while editing, or an error 101 occurred while editing. Try a
different file to see if the problem is specific to one particular file. If this is the
case, the program must be recreated.

Disk write error - Parts memory is full

To avoid this error, remove programs from memory as you are done using them
(store on a floppy). Also, watch the amount of memory available as you are
programming. Deleting some programs from the parts memory will free up space
for additional programs.

Procedure to recover from ERROR 101
(Disk write error: Parts memory full)

Type in commands that are shown in CAPITAL letters, followed by the ENT key.

1) ENT (B:RAM should be displayed)
2) CD.. (change directory)

3) CD PARTS (change to the parts directory)
4) DIR (list PART files)

5) DEL O#### (### 1s your part number)

NOTE: You can recreate your O###tt file from your conversational (P####) file
by reposting it.

6) Power the machine OFF, then ON again, to RESET the control. Use
UTIL-FILES-ERASE to erase programs that are no longer needed.

You can check how much parts memory is available by using UTIL-INFO to look at

the information page.

102

103

104

105

106

150

File not assigned

File not open

File not open for input
File not open for output
Invalid numeric format

Disk is write-protected
Check the write protect tab on the floppy disk that is being used.
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151

152

153

154

155

156

157

158

159

160

161

162

163

200

201

202

203

Unknown unit

Drive not ready
Check to see that there is a disk in the floppy drive.

Unknown command
CRC error in data
Bad drive request structure length

Disk seek error
Check the cabling from the control to the floppy drive.

Unknown media type

Sector not found

Printer out of paper

Device write fault

Device read fault

Hardware failure

Improper format on the floppy disk. Try another disk or try reformatting the
same disk. Verify that floppy cables are properly connected.

Sharing Violation

Division by zero

Range check error

Stack overflow

Heap overflow - Insufficient RAM memory

Run the DOS command CHKDSK to determine the amount of RAM that is

available on the system. If possible, unload unnecessary device drivers that are
loaded on the PC before starting FastCAM II.
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204

205

206

207

208

209

210

211

212

213

214

300

Steps to take to avoid ERROR 203
(Heap overflow: Insufficient RAM memory)

If text cycles or canned cycles are being loaded and not being used, turn them off.
See PARMS-SETUP-MISC.

1) (F7) PARMS

2) (F9) CTRL

3) Move cursor to Load Text Cycles
4) (F1) EDIT

5) Enter a 0 (zero)

6) (ESC)

7) (ESC)

8) (ESC) to the main menu.

9) Power the machine OFF, then ON, again.
If you are running a large program, try running it through the RS-232 RUN mode.
Invalid pointer operation

Floating point overflow

Floating point underflow

Invalid floating point operation

TP Overlay Error

TP Overlay Error

TP Object Error

TP Object Error

TP Object Error

TP Object Error

TP Object Error

Program already exists

An attempt was made to use a program name already in use. Use a different
name.
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301

302

303

304

305

306

307

308

309

310

311

312

313

314

Invalid program number
Valid program numbers are 1 through 9999.
* Simulator program numbers are 1 through 9999.

No programs to select from

This error may occur anytime a menu is being created for file selection when
there are no files. There may be an unformatted disk in the floppy drive. Parts
memory may be empty.

Problem saving program(s) to disk
There is no floppy disk in the disk drive. The floppy disk may not have room to
store additional files. There may be an unformatted disk in the drive.

Problem loading program(s) from disk
Disk was removed from floppy drive after setting files.

Not formatted for conversational. Try text editor.
Conversational system has been corrupted

lllegal event number
Event number in conversational program is negative.

Invalid tool number
Tool number is less than zero or greater than 99.

Can't copy or rename a file to itself
Try using a different file name.

File not formatted for conversational or parameters
Problem receiving a file via RS-232. Check to see if the proper file was sent.

Parameter file not valid
Problem receiving parameter file via RS-232. Check to see if the parameters were
sent.

Insufficient parts storage
Parts memory is full. Try erasing some programs from the parts directory
(UTILS-FILES-ERASE).
Program on floppy disk may be too large to fit into the control's memory.

Insufficient storage for compression, unable to post the file
Erase some programs from the parts memory.

Insufficient storage, post has been aborted
Erase some programs from the parts memory.
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315

316

317

318

319

320

321

322

323

324

400

401
402
403
404
405
406

Out of storage space on the floppy

Floppy disk is full or has too many programs. There is a limit of 224 files that
can be stored in the root directory on a floppy disk. A sub-directory can be
created on the floppy disk and the floppy path changed to save files to the sub-
directory. This allows full use of the disk space.

Not enough storage to create a new file

There is not enough parts memory to create a new conversational program. Erase
unnecessary programs to free up memory space.

Simulator allows only 15 events

Zoomfactor is too large

Send file aborted

Invalid PLC program.

Error in program O.

or custom G code program not found.

or custom M code program not found.

Invalid path or program not found for M6 tool change macro.

Home required

The machine must be homed before any axis movement can take place on the
machine, i.e. MDI, JOG, HDW, etc. The "home sequence" parameters can be
modified so that the machine will not actually home when commanded. Set
"home sequence" to X 00.0000 Y00.0000 Z00.0000.

X axis software limit overtravel

Y axis software limit overtravel

Z axis software limit overtravel

A axis software limit overtravel

B axis software limit overtravel

C axis software limit overtravel

These errors are a result of the axis reaching the programmed limits of travel.

When jogging or handwheeling the axis and a limit is reached, the control will
allow movement in one allowable direction.
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407
408
409
410
411
412

413

415

416

417

418

448

449

450

In a program the error may be encountered if the G92 and/or G54 parameters put
you out of limit.

Tool length offsets are also a potential cause of Z axis overtravel.
X axis excess error condition
Y axis excess error condition
Z axis excess error condition
A axis excess error condition
B axis excess error condition

C axis excess error condition

These errors are caused by the axis not being able to keep up with the
programmed move at the programmed speed.

Does the error occur during rapid moves only? Y N
If so, check bus voltage and rapid feed parameters.

Do any of the drive cards have red LED's lit? Y N
If so, which light on which card? VOL, GF, RMS, or SG

Other causes might be too heavy of a cut, worn tool, low V15 volts, accel/decel
parameters, or drive card failure.

Attempted to move into safe zone

Can't establish DNC link while program is running
The program being run must be halted before the DNC link can be established.

Out of position, arc end point is not on the arc

Can't edit parameters while program is running

The program must be halted before editing parameters.
Is the program in block mode or feedhold?

Controller Card Error

Air Pressure Error. Check air hose connection

ERROR 449: Emergency stop: Axis drive fault. Reset servo drives or power
down.

ERROR 450: Emergency stop condition. Reset drives or press <ESC> to clear
this message.
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451  Lube fault, Check Waylube Level
The float switch on the autolube pump is indicating that oil needs to be added to
the autolube tank.

452  Tool not found in auto tool sequence
Check UTIL-TLCHG-SLOTS for that tool number.

453  Tool pot not up during turret movement
Check to see if the POT UP switch is functioning as it should be.

454  Not at tool change position
Try commanding a G32 before the M6 command.

455 ATC arm is not out, axis movement not allowed

456  Can't process auto tool change after switching to manual

457  Move length too great for control (split into smaller moves)

458 X axis is in the manual mode. Push reset to enable it

459 Y axis is in the manual mode. Push reset to enable it

460  Feedrate too large for control.

500  Last softkey pressed is not supported at this time

501 Illegal address ""#" encountered
The character within quotes " " is not a valid address, such as X, Y, Z, R, G, etc.
The block where the error occurred is shown in the block display. Check that
block for the invalid address.

502  Undefined canned cycle

503  Return without gosub
Refer to page 244, Section 5 about gosub and return.

504  Coincident points, the start point and end point are the same on an arc without
a center

The start point and end point are the same on an arc without a center.

505 Radius too small to span given points
Start and end points are more than "R" distance apart.

507  After compensation, line to arc lacks intersection
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509

517

518

519

520

521

522

523

524

525

526

527

529

530

531

After compensation, arcs lack intersection

Parameter out of range
Parameter number is less than zero. For parameter numbers greater than 499 you
must use data mode (G10, G11).

lllegal program statement
Command in program statement is not considered valid.

Feedrate out of range

The programmed feedrate is beyond the "maximum feedrate. parameter value in
the machine setup parameters. The program feedrate may be negative.

Spindle speed out of range

The programmed spindle speed is beyond the "spindle range" parameter in the

machine setup parameters. The programmed spindle speed may be negative.

Negative arc radius
An attempt was made to generate a negative arc radius.

Negative polar radius
A polar radius must be specified as a positive value.

1llegal tool number
Valid T numbers are 0 - 99.

1llegal radius number
Valid D numbers are 0 - 99.

lllegal length number
Valid H numbers are 0 - 99.

Invalid access code
The access code does not match that which is loaded in the machine setup

parameters.

Invalid access level
Valid levels are O - 4.

Duplicate address' encountered
The same address was found twice on the same block, such as X0 YO0 X.5.

Colinear line to line in round corner

Colinear line to arc in round corner
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532

533

535

536

537

538

539

540

541

542

543

544

545

546

547

549

Colinear arc to line in round corner
Colinear arc to arc in round corner

Chamfer length is < 0
Chamfer length must be a positive number.

Can't chamfer and round the same corner
Choose either chamfer or round corner.

Can't chamfer to or from arcs

Loop counter out of range
The maximum number of loops for a call is 999.

Dwell time out of range
Probably a negative number was specified. The maximum dwell time is
999999999 seconds.

Illegal dwell time "#'"" encountered
Try G4 F## ###; specify X, P, or F after G4.

No axis moves are allowed on a G31 or G32 block
G31 and G32 are intended to move Z only. Relocate X and Y moves to another
block.

G30 lllegal return to reference parameter on G30 block
Should be P2, P3, or P4 for second, third, and fourth reference point.

lllegal G10 statement
Too many digits in number
The number of digits used is beyond what the address is expecting. For example,

G100 should only be two digits.

lllegal K value for number of holes
K must be a number between 1 and 1000.

Nested calls or gosubs too deep
Probably a program is calling itself. Nest limit is 50 for program calls.

Comment not closed
Always use "( )" (parentheses) in pairs for program comments.

Unrecognized G code
G code encountered is not recognized by the control.
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550

551

552

553

554

555

556

557

560

567

568

569

570

571

Bad numeric format
Expecting a numeric value, or a parameter value enclosed within [ ], after an
address X, Y, Z, R, etc.

Multiple decimal points
Multiple decimal points were detected within one numeric value.

Missing "["
Always use square brackets in pairs.

Missing "["
Always use square brackets in pairs.

Tangent function overflow
Trying to find the tangent of a number close to 90E

Missing "/"
Arctan "ATAN" syntax is P## = ATAN[#/#].

Negative SORT argument
Unknown function
1llegal relational operator

Unresolved call
Program being called does not exist (Call ####).

Unresolved goto or gosub
N#### does not exist in the program (Goto ####).

The tool is too large to cut inside the arc ""Compensated radius is too small"
Eliminate the arc, or use a smaller tool.

The tool is too large to cut inside the arc "'Ist compensated radius in arc to arc
is<0"”
Eliminate the arc, or use a smaller tool.

The tool is too large to cut inside the arc '"2nd compensated radius in arc to arc

is<0"
Eliminate the arc, or use a smaller tool.
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572 Pocket clear is not in a Start/End mill cycle
-WHILE WEND loop-
Use START at the beginning of the mill cycle and END at the end of the mill
cycle.

573  Round wall is not in a Start/End mill cycle
-WHILE WEND loop-
Use START at the beginning of the mill cycle and END at the end of the mill
cycle.

574  Round wall radius will not span 1st Z depth and final Z depth

575  Tapered wall is not in a Start/End mill cycle
-WHILE WEND loop-
Use START at the beginning of the mill cycle and END at the end of the
mill cycle.

576  Zincrementis 0
577  Input statements must precede axes moves
578  Undefined text cycle
Character specified in a text command is not supported.
Load Text Cycles parameter may not be set in PARMS-CTRL.

579  Compensated arcs do not intersect

580 Invalid floating point operation. The argument passed to the LN function was
zero or negative.

581 Invalid floating point operation. The Operand passed to the "#" function was
zero or negative

599 Variable

600 Can't nest Start/End mill cycles -WHILE WEND loops-
Do not start a mill cycle within a mill cycle.

601  Missing WHILE statement
May be an end mill cycle without a start mill cycle.

602  Missing WEND statement
May be a start mill cycle without an end mill cycle.
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603

605

606

607

608

609

610

611

800

801

802

803

804

Program N#### does not exist
Program being called as a subprogram does not exist. Check to see if the program
called is in the memory.
Can't modify dry run status while program is running
Program must be halted before changing dry run status.
Try HALT-DRY-RESUME.
Program N#### is empty
Text program being run or verified is empty. Try editing and reposting the

conversational file.

Can't exit DNC run mode while program is running
The DNC mode must be halted before exiting.

'P' expected in M98 block
G20/21 not allowed in DNC Fast
Position move required after this rotation

Feed must be specified in every block while inverse time mode is active.

Digitizing Errors

Illegal probe block
Syntax error in guidance file. Check the block format. Blocks must start with an
X, Y, or Z which is to be followed by one or two P commands.

Missing end of pick
Pick boundary is not closed. Input file did not end with a pick boundary
definition block.

Reversed scan segment
Multiple scan segment started that would cause the scan direction to change in the
middle of the current scan.

Missing end of scan
Pick segment terminated before the end of scan was defined. There should be at
least two scan definition blocks between each pick boundary.

Reversed pick segment

Multiple pick segment started that would cause a change in pick direction. Use
multiple probe segments if this is the desired intention.
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805  Invalid probe setup
Input file does not start with a comment containing three asterisks. Also, the
following three blocks should be X, Y, Z, or Y, X, Z depending on scan plane.

806  Scan origin expected
Multiple pick segment started without defining the start of the scans within that
segment.

807  Probe file not found
Could not find the selected input file.

808  Setup not selected
Tried to probe without selecting both the input file and the output mode from the
probe setup screen.

809  Bad Z limits encountered
The max Z height is less than the max Z depth value.

810  Stuck digitizing probe
Digitizing may have reached max Z height and part contact is still detected. If the
probe is not actually touching the part, the probe may require maintenance. If it is
touching the part, then the part has to be lowered or the max Z height should be
increased.

812  Input out of range

900  RS232 overrun error (The system sending data may not have the same baud
rate as the CNC.)
Check RS-232 baud rate parameter in PARMS-CTRL.

901  RS232 parity error (The system sending data may not have the same parity as
the CNC.)
Check RS-232 parity parameter in PARMS-CTRL.

902  RS232 framing error (Remote system and CNC may not have the same line
settings or a loose cable.)

Check line settings in PARMS-CTRL for baud rate, parity, and stop bits.

903  RS232 break detected (RS232 cable may be loose.)
Check cabling and connectors for good contact.

950  Obsolete controller software for this system
951  Obsolete acroloop software for this system

952 Obsolete keyboard software for this system
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953  Obsolete bit access for nch controller.

954  Control not detected.
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